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1.2

GUIDANCE NOTES FOR THE USE OF ADMIRALTY NOTICES TO MARINERS
ON THE UKHO WEBSITE 

The Weekly Notices to Mariners (NM) updates for paper Charts and Publications can be accessed via 
admiralty.co.uk/msi or the searchable NM Website www.ukho.gov.uk/nmwebsearch The latest 
digital NM Weekly update is available 10 days prior to the paper publication date; there are no 
subscription fees for access to the UKHO Notices to Mariners Website. 

NB: The NM database includes historical NM data from 1 January 2000, for NMs prior to 2000 the 
Cumulative List of Notices to Mariners (NP234B-00) must be used. 

Software required: 

Adobe Acrobat Reader (Version 6.0 or later). Reader software can be obtained direct from the Adobe 
website (www.adobe.com).

SEARCHABLE NOTICES TO MARINERS

Enter the www.ukho.gov.uk/nmwebsearch website and select the search option that you require 
following the on screen instructions:

Search NMs by - Chart Number only
Search NMs by - Chart Number + Previous NM Number/Year
Search NMs by - Chart Number + Between Previous and Present Dates
Search for Single NM by NM Number/Year

To view the NM, NM Note or full-colour NM Blocks, click on the relevant link.

NOTICES TO MARINERS ON-LINE 

Enter the admiralty.co.uk/msi website, and then select Notices to Mariners. This will give you access 
to the following range of Notice to Mariners services: 

- ADMIRALTY NM Web Search
- Weekly NMs
- NM Block, Notes and Diagrams
- Annual  NMs
- Cumulative NM List

FURTHER GUIDANCE NOTES

For further details of the online NM facilities please see the NM Guidance Notes on the website, 
additional detail includes:

File content and description
PC and printer specifications

CUSTOMER SERVICE

If you experience any difficulties, please contact the UKHO Customer Services Team in the UK on:

Tel: +44 (0) 1823 484444 (office hours Monday-Friday 6am-10pm GMT and an on call service for 
emergency permits operated 24/7)
Email: customerservices@ukho.gov.uk

Our Singapore team can also be contacted outside of UK hours on:
Tel: +65 6424 4200
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ADMIRALTY NOTICES TO MARINERS 

Planning for the future 

Plan with ADMIRALTY Maritime Data Solutions, brought to you by the United Kingdom Hydrographic Office.

Admiralty Way, Taunton, Somerset 
TA1 2DN, United Kingdom
Telephone +44 (0)1823 484444 
customerservices@ukho.gov.uk 
gov.uk/ukho 

Find out more about our market-leading  
ADMIRALTY Maritime Data Solutions:

admiralty.co.uk 

are trademarks of the Secretary of State for Defenceand

© Crown Copyright 2024. All rights reserved. Correct at the time of publishing.
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EXPLANATORY NOTES 
Dating 
Weekly Notices are dated for the Thursday appropriate to the week that the printed version is despatched from the UKHO. 
They are available earlier from the UKHO website. 

Section I - Publications List 
At the beginning of the Publications List is an index of ADMIRALTY Charts affected by the Publications List. Thereafter 
there are a number of standard lists which contain details and announcements concerning charts and publications relevant for 
the particular Weekly Notice. Full details of how to use the various lists contained in Section I are available in NP294. 

Special Announcements and Errata are occasionally included at the end of this Section. 

Section IA - Temporary and Preliminary (T&P) Notices 
A list of T&P Notices in force (along with a list of those cancelled during the previous month), is included in the Weekly NM 
each month (see below). 

Section IB - Current Nautical Publications 
Information about Publications including the current edition numbers is included in the Weekly NM at the end of March, 
June, September and December. 

Section II - Updates to Standard Nautical Charts 
The notices in Section II give instructions for the updating of standard nautical charts and selected thematic charts in the 
ADMIRALTY series. Geographical positions refer to the horizontal datum of the current edition of each affected chart 
which is stated in the notice alongside the appropriate chart number. Positions are normally given in degrees, minutes and 
decimals of a minute, but may occasionally quote seconds for convenience when plotting from the graduation of some older-
style charts. Where Leisure Products are referred to different horizontal datums from the standard nautical charts for that 
geographical area, positions in the notices cannot be plotted directly on these products. Bearings are true reckoned clockwise 
from 000° to 359°; those relating to lights are from seaward. Symbols referred to are those shown in NP5011. Depths and 
heights are given in metres or fathoms and/or feet as appropriate for the chart being updated (abbreviated where necessary to 
m, fm and ft respectively). Blocks and notes accompanying notices in Section II are placed towards the end of the section. 

T&P Notices. These are indicated by (T) or (P) after the notice number and are placed at the end of Section II. They are 
printed on one side of the paper in order that they may be cut up and filed. To assist in filing, the year is indicated after the 
notice number and an in-force list is published monthly. Information from these notices is not included on charts before 
issue; charts should be updated in pencil on receipt. Associated diagrams are reproduced with Blocks at the end of Section II. 

Original Information. A star (*) adjacent to the number of a notice indicates that the notice is based on original 
information. 

Section III - Navigational Warnings 
NAVAREA I Navigational Warnings in force at the specified time quoted in the header are reprinted in Section III. It is 
recommended that this reprint should be kept in a file or book, followed by subsequent weekly reprints. Only the most 
convenient ADMIRALTY Chart is quoted.  The full text of all Warnings in force is included in Weeks 1, 13, 26 and 39 each 
year. 

Section IV - Sailing Directions 
Updates to all Sailing Directions are given in Section IV of ADMIRALTY Notices to Mariners. Those in force at the end of 
the year are reprinted in NP247(2) Annual Summary of ADMIRALTY Notices to Mariners Part 2. A list of updates in force is 
published in Section IV of the Weekly Edition quarterly. Full details of how to keep Sailing Directions up-to-date can be 
found in NP294 How to Keep Your ADMIRALTY Products Up-to-Date. 

In 2018, the UKHO began the process of removing AIS and Racon information from ADMIRALTY Sailing Directions, as 
this is held in greater detail within ADMIRALTY Radio Signals publications. During this transition, AIS and Racon 
information will be removed from new editions of each Sailing Direction volume, and AIS and Racon information present in 
existing Sailing Direction volumes will no longer be updated. For accurate, up-to-date information on AIS and Racons, refer 
to ADMIRALTY Radio Signals publications. 

Section V - Lights 
Updates to all the List of Lights are given in Section V and may be published in an earlier edition than the chart-updating 
notice. The entire entry for each light updated will be printed (including minor changes) and an asterisk (*) will denote which 
column contains a change. In the case of a new light, or where a new sequence is added below the main light, an asterisk (*) 
will appear under all columns. All Section V entries are intended to be cut out and pasted into the appropriate volume. It is 
emphasised that the List of Lights is the primary source of information on lights and that many alterations, especially those of 
a temporary but operational nature, are promulgated only as updates to the List of Lights. Light positions should be 
regarded as approximate and are intended to indicate the relative positions of lights only. Charts should be consulted for a 
more authoritative position. When a light is affected by a separate chart-updating notice, its Light List number is always 
included in the relevant text contained in Section II. The range of a light is normally the nominal range, except when the 
responsible authority quotes luminous or geographical range - see special remarks for ranges used by each country. 
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  denotes chart available in the ADMIRALTY Raster Chart Service series. 

 

 

 1.6 

 [33/26] 
ADMIRALTY Charts affected by the Publication List 
 

ADMIRALTY Charts ADMIRALTY Charts International Charts Erratum 

        

 319  3658 INT 1159  3683 

 448  3818 INT 1160   

 536  3819 INT 1250   

 994  3820 INT 1251   

 1163  3875 INT 1252   

 1176  3955 INT 1654   

 1542  3970 INT 1740   

 1606  3972 INT 7226   

 1761  5600_12 INT 7229   

 1911  5600_14 INT 7336   

 1968  5600_15 INT 7338   

 2011  5602_7 INT 7408   

 2079  5603_8 INT 9107   

 2211  5603_9 INT 12511   

 2218  5608_21     

 2219 AUS 55     

 3178 IN 211     

 3179 IN 2016     

 3230 IN 2076     

 3231 NZ 6321     

 
 
  

THE GULF AND STRAIT OF HORMUZ NAVIGATIONAL INFORMATION   

Amid ongoing developments, it is not always possible to ensure that all ADMIRALTY Products 

are completely up-to-date for new dangers or changes to aids to navigation and routing measures.  

Mariners are encouraged to pay close attention to navigational warnings in place and advised to 

exercise particular caution when navigating in The Gulf region and the Strait of Hormuz. 
 

 

  

CHART PRODUCTION TOOLS 

   

  The UKHO is introducing new production tools to assist in the creation of its SNCs.  

  Some SNC content will change as a result of this. More details can be found at: 

  https://www.admiralty.co.uk/charts/additional-information. 

  Affected charts will display a note showing the same link. 
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  denotes chart available in the ADMIRALTY Raster Chart Service series. 

 

 

 1.7 

 

 

BALTIC SEA CHART DATUM 2000 (BSCD2000) 

UKHO Products and Services, including foreign charts, in the Baltic Sea region are changing to a 

new vertical reference system for depth and height information. During this transition period, Charts 

may be referred to either mean sea level or the new BSCD2000. For further information please 

contact the national charting authority and see ADMIRALTY Sailing Directions. 

    This note is to be reviewed in 2030. 

 

PHOTOGRAPHY 

 

ADMIRALTY publications utilise imagery from a wide variety of sources, mariners, port authorities 

and other users. The UK Hydrographic Office (UKHO) welcomes new imagery of navigational aids, 

landmarks, coastline, approaches to and from ports and berths. Imagery from the mariner's point of 

view is especially helpful. Images can be sent to the UKHO using the email: 

publications.queries@ukho.gov.uk 

Please include the name and location of the feature in the image and how the image should be 

accredited within ADMIRALTY publications. 

 

 

NM WEBSEARCH QR CODE 

 

     We are aware that on some paper charts the QR code in the lower left corner which links to  

     NM Websearch is returning an error. If this occurs, you can use the direct URL  

 

     https://www.ukho.gov.uk/nmwebsearch/ or the alternative QR code:  

 

        
 

UKRAINE NAVIGATIONAL INFORMATION 

Owing to insufficient information, it is not always possible to ensure that ADMIRALTY Nautical 

Publications are completely up-to-date for new dangers or changes to aids to navigation.  

Mariners are therefore advised to exercise particular caution when navigating in Ukrainian waters. 
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  denotes chart available in the ADMIRALTY Raster Chart Service series. 

 

 

 1.8 

ADMIRALTY CHARTS AND PUBLICATIONS NOW PUBLISHED AND AVAILABLE 
 

NEW EDITIONS OF ADMIRALTY CHARTS AND PUBLICATIONS 

 

New Editions of ADMIRALTY Charts published 13 August 2026 

 

Chart Title, limits and other remarks Scale Folio 2026 Catalogue 

page 

     

319 

INT 7408 

International chart series, India - East Coast, Sacramento Shoal to Kalingapatnam. 

 

On publication of this New Edition former Notice 2077(P)/26 is cancelled. This chart 

remains affected by Notice 4325(T)/24. 

1:300,000 43 64 

     

536 

INT 1740 

International Chart Series - England, South Coast, Beachy Head to Dungeness. 

          Sovereign Harbour. 

1:75,000 

1:15,000 

1 24 

     

1176 

INT 1654 

International Chart Series, Bristol Channel, Severn Estuary, Steep Holm to 

Avonmouth. 

          Newport. 

 

This chart is to be deleted from the list of charts affected by Notices 125(P)/26 and 

327(P)/26. This chart remains affected by Notice 1035(P)/26. 

1:40,000 

 

1:20,000 

2 20 

     

1761 Taiwan Strait, Northern Part. 

 

On publication of this New Edition former Notice 3029(P)/26 is cancelled. This chart 

remains affected by Notices 751(T)/21, 942(P)/24, 571(T)/26, 3094(P)/26, 

3392(P)/26. 

1:300,000 50 80 

     

1968 Taiwan Strait. 

 

On publication of this New Edition former Notice 3029(P)/26 is cancelled. This chart 

remains affected by Notices 4508(T)/20, 751(T)/21, 571(T)/26 and 3431(P)/26. 

1:750,000 50 76, 78, 80 

     

3230 Taiwan - West Coast, Approaches to Kaohsiung. 

 

This chart remains affected by Notices 3367(T)/23, 3497(T)/23 and 3226(T)/25. 

1:60,000 50 80 

     

3231 Taiwan - West Coast, Hai-K'ou P'o-Ti to Chiu-Kang P'o-Ti. 

 

On publication of this New Chart former Notice 3029(P)/26 is cancelled. This chart 

remains affected by Notices 751(T)/21, 4853(T)/24, 1568(T)/26, 1931(T)/26 and 

3431(P)/26. 

1:150,000 50 80 

     

3658 Taiwan - North Coast, Chiu-Kang P'o-Ti to Kuei-Shan Tao. 

          Taipei Port. 

 

On publication of this New Edition former Notice 3029(P)/26 is cancelled. This chart 

remains affected by Notices 571(T)/26 and 3392(P)/26. 

1:150,000 

1:35,000 

50 80 

     

3955 Brazil - North Coast, Fortaleza to Cabo de São Roque. 

 

This chart remains affected by Notices 3459(T)/24, 4918(P)/25 and 2803(T)/26. 

1:500,000 95 120 
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  denotes chart available in the ADMIRALTY Raster Chart Service series. 
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ADMIRALTY CHARTS AND PUBLICATIONS NOW PUBLISHED AND AVAILABLE 
 

NEW EDITIONS OF ADMIRALTY CHARTS AND PUBLICATIONS 

 

New Editions of ADMIRALTY Charts published 13 August 2026 (continued) 

 

Chart Title, limits and other remarks Scale Folio 2026 Catalogue 

page 

     

3970 Brazil - Southern Coast, Rio de Janeiro to Ilha de São Sebastião. 

 

On publication of this New Edition former Notice 5683(P)/25 is cancelled. This chart 

remains affected by Notices 4531(P)/23, 1762(P)/25, 2725(P)/25, 4628(P)/25, 

2071(T)/26 and 2131(P)/26. 

1:300,000 95 118 

     

3972 Brazil - East Coast, Rio Doce to Cabo de São Tomé. 

 

This chart remains affected by Notices 1116(P)/22, 4602(P)/23, 649(P)/25, 

2023(T)/26, 2448(T)/26 and 3213(P)/26. 

1:300,000 95 118, 120 

 

 

New Editions of ADMIRALTY Small Craft Charts published 13 August 2026 

 

Chart Title and other remarks Scale NP109A 

Catalogue page 

5602_7           A Fowey Harbour. 

          B River Fowey. 

          C Continuation of River Fowey, Saint Winnow to Lostwithiel 

1:6,250 

1:15,000 

1:15,000 

7 

    

5603_8 Isles of Scilly, Southern Part. 1:25,000 9 

    

5603_9 Isles of Scilly, Northern Part. 1:25,000 9 

 

 

Publication dates of these charts reflect the dates shown on the Australian Government Charts. 

 

Chart Published Title and other remarks Scale Foli

o 

2026 Catalogue 

page 

      

AUS55 26/06/2026 Australia - Northwest Coast, Western Australia, Approaches to Port 

Walcott. 

 

On publication of this New Chart former Notice 3531(P)/26 is cancelled. 

This chart remains affected by Notice 142(P)/25. 

1:50,000 63 92 
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  denotes chart available in the ADMIRALTY Raster Chart Service series. 
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ADMIRALTY CHARTS AND PUBLICATIONS TO BE PUBLISHED 

 
ADMIRALTY CHARTS TO BE PUBLISHED 27 AUGUST 2026 

 

New ADMIRALTY Charts 

 

Chart 

 

Title, limits and other remarks 

 

Scale 

Charts to be  

WITHDRAWN 

 

Folio 

2026 Catalogue 

page 

      

1542 England, East Coast, Sizewell C Harbour and Approaches. 

01°35´·59E – 01°42´·00E, 52°11´·85N – 52°14´·40N. 

1:7,500 - 7 26 

 
  

 

 

New Editions of ADMIRALTY Charts 

 

Chart 

 

Title, limits and other remarks 

 

Scale 

Charts to be  

WITHDRAWN 

 

Folio 

2026 Catalogue 

page 

      

448 

INT 9107 

International Chart Series, Antarctica - Graham Land, Pendleton Strait to 

Harrison Passage. 

1:50,000 448 

INT 9107 

97 136 

      

994 Italy, Catania and Approaches Including Messina. 

          A Sicilia, Approaches to Catania. Sicilia 

          B Sicilia, Catania. 

          C Sicilia, Messina. 

 

1:30,000 

1:10,000 

1:7,500 

994 24 44 

      

1163 Korea - South Coast , Busan New Port. 1:10,000 1163 52 86 

      

1606 England - East Coast, Thames Estuary, Fisherman's Gat to Princes Channel. 1:25,000 1606 8 24 

      

1911 Mediterranean Sea, Italy - West Coast, Isola del Giglio to Isola d'Ischia. 1:300,000 1911 26 42, 44 

      

2011 Wales - Anglesey, Holyhead Harbour. 1:6,250 2011 3 26 

      

2079 West Indies, Ports and Anchorages in Anguilla, Sint Maarten (Saint Martin) 

and Saint Barthélémy. 

          A Saint Barth l my Port de Gustavia. 

          B Sint Maarten, Simson Baai. 

          C Saint Martin, Baie de Marigot. 

          D Sint Maarten, Groot Baai. 

          E Sint Maarten, Oyster Pond. 

          F Anguilla, Crocus Bay and Road Bay. 

 

 

1:15,000 

1:30,000 

1:15,000 

1:15,000 

1:10,000 

1:15,000 

2079 86 124 

      

3178 

INT 7226 

International Chart Series - United Arab Emirates, Approaches to Mubarraz 

Terminal including Zaqqum Traffic Separation Scheme. 

1:125,000 3178 

INT 7226 

40 62 

      

3179 

INT 7229 

International Chart Series - United Arab Emirates and Qatar, Jazirat Das to 

Ar Ruways. 

1:125,000 3179 

INT 7229 

40 62 

      

3875 Vietnam - North East Coast, Hai Phong to Cam Pha. 1:75,000 3875 47 76 
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  denotes chart available in the ADMIRALTY Raster Chart Service series. 
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ADMIRALTY CHARTS AND PUBLICATIONS TO BE PUBLISHED 

 
ADMIRALTY CHARTS TO BE PUBLISHED 27 AUGUST 2026 

 

New Editions of ADMIRALTY Small Craft Charts 

 

Chart 

 

Title and other remarks 

 

Scale 

Charts to be  

WITHDRAWN 

NP109A 

Catalogue page 

     

5600_12           A Entrance to Portsmouth Harbour. 

          B Continuation of Forton Lake. 

          C Continuation of Stoke Lake. 

1:7,500 

1:7,500 

1:7,500 

5600_12 3 

     

5600_14           A Portsmouth Harbour, Approaches to Fareham Lake.  

          B Continuation of Fareham Lake. 

1:7,500 

1:7,500 

5600_14 3 

     

5600_15 Portsmouth Harbour, Approaches to Port Solent. 1:7,500 5600_15 3 

     

5608_21 Severn Bridge to Sharpness. 

          A  

          B 

          C Sharpness Docks. 

 

1:25,000 

1:25,000 

1:10,000 

5608_21 19 

 

  

 

 

 

 

CHARTS TO BE AVAILABLE 27 AUGUST 2026 
 

New Editions 

 

Reproductions of Indian Government Charts 

 

 

Chart 

 

Title, limits and other remarks 

 

Scale 

Charts to be  

WITHDRAWN 

 

Folio 

2026 Catalogue 

page 

      

IN211 India - West Coast, Satpati to Dighi Harbour. 1:150,000 IN211 41 58 

      

IN2016 

INT 7336 

International Chart Series, India - West Coast, Inner App. to Mumbai. 1:60,000 IN2016 

INT 7336 

41 58 

      

IN2076 

INT 7338 

International Chart Series, India - West Coast, Jawaharlal Nehru Port and 

Trombay. 

1:20,000 IN2076 

INT 7338 

41 58 
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  denotes chart available in the ADMIRALTY Raster Chart Service series. 
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ADMIRALTY CHARTS AND PUBLICATIONS PERMANENTLY WITHDRAWN 

 

ADMIRALTY Charts 

 

Chart to be 

WITHDRAWN 

 

Main Title 

On publication of  

New Chart/New Edition 

   

319 

INT 7408 

International chart series, India - East Coast, Sacramento Shoal to Kalingapatnam. 319 

INT 7408 

   

536 

INT 1740 

International Chart Series - England, South Coast, Beachy Head to Dungeness. 536 

INT 1740 

   

1176 

INT 1654 

International Chart Series, Bristol Channel, Severn Estuary - Steep Holm to Avonmouth. 1176 

INT 1654 

   

1761 Taiwan Strait, Northern Part. 1761 

   

1968 Taiwan Strait. 1968 

   

3230 Taiwan - West Coast, Approaches to Kaohsiung. 3230 

   

3231 Taiwan - West Coast, Hai-K'ou P'o-Ti to Chiu-Kang P'o-Ti. 3231 

   

3658 Taiwan - North Coast, Chiu-Kang P'o-Ti to Kuei-Shan Tao. 3658 

   

3955 Brazil - North Coast, Fortaleza to Cabo de São Roque. 3955 

   

3970 Brazil - Southern Coast, Rio de Janeiro to Ilha de São Sebastião. 3970 

   

3972 Brazil - East Coast, Rio Doce to Cabo de São Tomé. 3972 

   

5602_7          A Fowey Harbour. 

          B River Fowey. 

          C Continuation of River Fowey, Saint Winnow to Lostwithiel. 

5602_7 

   

5603_8 Isles of Scilly, Southern Part. 5603_8 

   

5603_9 Isles of Scilly, Northern Part. 5603_9 

   

AUS55 Australia - Northwest Coast, Western Australia, Approaches to Port Walcott. AUS55 
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INTENTION TO WITHDRAW CHARTS 
 

It is proposed to withdraw without replacement, the following ADMIRALTY Charts: 

 

Chart to be 

WITHDRAWN 

 

Main Title 

Date of 

withdrawal 

   

2211 

INT 12511 

International Chart Series, Baltic Sea - Gulf of Finland, Porkkala and Kantvik. 10th September 2026 

   

2218 

INT 1159 

International Chart Series, Baltic Sea - Gulf of Finland, Helsinki. 10th September 2026 

   

2219 

INT 1160 

International Chart Series, Baltic Sea - Gulf of Finland, Vuosaari. 10th September 2026 

   

3818 

INT 1250 

International Chart Series, Baltic Sea - Gulf of Finland, Approaches to Helsinki. 10th September 2026 

   

3819 

INT 1251 

International Chart Series, Baltic Sea - Gulf of Finland, Porkkala and Kantvik. 10th September 2026 

   

3820 

INT 1252 

International Chart Series, Baltic Sea - Gulf of Finland, Approaches to Inkoo. 10th September 2026 

   

NZ6321 New Zealand, South Island - East Coast, Lyttelton Harbour/Whakaraupō. 10th September 2026 

 

 

 

  

 

 

ERRATUM 

 

Section 1, NM Weekly 32, dated 06 August 2026 

The following New Edition previously announced will not be published on 20 August 2026. A revised publication date of 01 October 2026 

(NM Weekly 40/26) has been allocated. 

 

Chart 

 

Title, limits and other remarks 

 

Scale 

Charts to be  

WITHDRAWN 

 

Folio 

2026 Catalogue 

page 

      

3683 England - East Coast, Sheerness and Approaches. 

          Sheerness. 

1:12,500 

1:6,250 

3683 8 24 
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(5) North Sea and North and West Coasts of Denmark, Germany, Netherlands and Belgium   . . . . . . . . . . . . . 2.19 – 2.21

(6) France and Spain, North and West Coasts, and Portugal   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.21 – 2.22

(7) North Atlantic Ocean   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.22

(8) Mediterranean and Black Seas   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.22 – 2.24

(9) Africa, West Coast and South Atlantic   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.25

(10) Africa, South and East Coasts, and Madagascar

(11) Red Sea, Arabia, Iraq and Iran   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.25 – 2.26

(12) Indian Ocean, Pakistan, India, Sri Lanka, Bangladesh and Burma   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.27

(13) Malacca Strait, Singapore Strait and Sumatera

(14) China Sea with its West Shore and China   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.28 – 2.34

(15) Japan

(16) Korea and the Pacific Coasts of Russia   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.34 – 2.35

(17) Philippine Islands, Borneo and Indonesia except Sumatera   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.35

(18) Australia and Papua New Guinea

(19) New Zealand   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.36

(20) Pacific Ocean

(21) Aleutian Islands, Alaska and West Coast of North America including Mexico

(22) West Coasts of Central and South America

(23) Antarctica   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.36

(24) East Coast of South America and The Falkland Islands   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.36

(25) Caribbean Sea, West Indies and the Gulf of Mexico   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.37 – 2.38

(26) East Coast of North America and Greenland   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.38

(27) T & P Notices  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.38 – 2.54

GEOGRAPHICAL INDEX
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3766 2.28 47
3767 2.22 31
3768(T)/26 2.40 9
3769(T)/26 2.45 20
3770(T)/26 2.45 20
3771(T)/26 2.41 10
3772 2.21 18
3773(T)/26 2.41 10
3774 2.37 82, 83, 86
3775 2.19 9
3776 2.28 47
3777 2.29 47
3778 2.19 9
3779 2.25 40
3780 2.18 10
3781(T)/26 2.51 53
3782 2.23 24
3783(T)/26 2.48 50
3784(P)/26 2.42 10
3785 2.23 30
3786(P)/26 2.39 2, 5
3787 2.38 81
3788 2.23 29
3789(P)/26 2.47 41
3790 2.23 24
3791(T)/26 2.48 47
3792(P)/26 2.44 18
3793 2.25 20
3794 2.29 47
3795 2.34 52
3796 2.35 52
3797 2.36 35, 65
3798 2.29 50
3799(T)/26 2.44 1, 16
3800 2.18 10
3801 2.23 28
3802 2.25 40
3803 2.22 16
3804* 2.20 9
3805* 2.20 9
3806(P)/26 2.53 83
3807 2.18 10
3808 2.24 25
3809 2.22 17
3810 2.30 47
3811(T)/26 2.52 58, 60
3812(T)/26 2.52 59
3813 2.36 95
3814* 2.6 2, 5, 6
3815 2.25 32
3816* 2.7 2, 7
3817 2.27 38
3818* 2.9 2, 7, 9
3819 2.30 50
3820(T)/26 2.47 41
3821(P)/26 2.49 52
3822 2.20 9

3823(T)/26 2.50 47, 50
3824(T)/26 2.50 52
3825(T)/26 2.50 47, 50
3826(T)/26 2.45 18, 20
3827* 2.14 2, 7
3828* 2.15 2, 5
3829(P)/26 2.46 34
3830 2.37 87
3831 2.19 10
3832* 2.16 4
3833 2.35 58
3834 2.27 43, 45
3835(T)/26 2.54 86
3836(T)/26 2.43 9
3837 2.30 47
3838* 2.26 40
3839 2.31 52
3840* 2.16 1, 2
3841 2.22 20
3842(T)/26 2.52 56
3843* 2.26 40
3844 2.24 24
3845 2.32 47
3846(P)/26 2.40 13
3847 2.32 50
3848 2.33 47
3849 2.24 31
3850 2.33 47
3851 2.33 50
3852 2.20 9
3853(T)/26 2.52 72
3854 2.20 7
3855(P)/26 2.46 34
3856 2.37 83
3857 2.20 9
3858(T)/26 2.43 10
3859 2.38 87
3860 2.21 9
3861 2.36 71
3862* 2.17 2, 6
3863 2.21 9
3864(T)/26 2.43 11
3865 2.36 71
3866(T)/26 2.51 52
3867 2.38 83
3868 2.33 47
3869(T)/26 2.51 45
3870(T)/26 2.40 1, 2
3871 2.35 52
3872(T)/26 2.45 27
3873 2.26 40
3874 2.34 47
3875(P)/26 2.53 72

II
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INDEX OF NOTICES AND CHART FOLIOS

Admiralty Chart FolioPage Notice No. Admiralty Chart FolioPageNotice No.
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Admiralty Chart No. Notices Admiralty Chart No. NoticesAdmiralty Chart No. Notices

   15 3815
  115 3814
  116 3860
  120 3860
  124 3852
  127 3781T
  142 3826T
  157 3815
  190 3862
  207 3863
  209 3836T
  242 3785
  341 3823T
  344 3848
  359 3806P
  494 3859
  583 3835T
  584 3835T
  712 3817
  818 3834
  823 3834
  830 3834
  838 3844
  856 3769T
  860 3769T
  861 3769T
  871 3870T
  882 3842T
  892 3858T
  937 3823T
  965 3782
 1000 3793
 1008 3795
 1025 3835T
 1031 3801
 1044 3830
 1183 3816
 1188 3827
 1199 3851
 1206 3839
 1229 3838
 1235 3838
 1249 3821P, 3824T, 3839
 1250 3821P, 3824T, 3839
 1255 3839
 1256 3824T
 1274 3849
 1305 3851
 1307 3856
 1324 3813
 1402 3768T
 1406 3818
 1408 3818, 3854
 1417 3872T
 1429 3846P
 1430 3846P
 1481 3862
 1495 3817
 1497 3817
 1504 3818
 1543 3818
 1557 3777
 1610 3818
 1630 3818
 1631 3818
 1632 3857
 1633 3775, 3857
 1690 3770T
 1719 3798

Admiralty Chart No. Notices

 1730 3772
 1731 3772
 1757 3786P
 1760 3819
 1795 3786P, 3814
 1856 3841
 1902 3870T
 1912 3826T
 1975 3816
 2014 3771T, 3773T, 3784P
 2015 3773T
 2016 3835T
 2018 3771T, 3784P
 2040 3771T, 3780
 2052 3818
 2107 3858T
 2115 3831
 2120 3808
 2170 3808
 2182A 3818
 2210 3814
 2218 3864T
 2288 3780
 2290 3840
 2350 3799T
 2356 3799T
 2429 3788
 2441 3802
 2471 3812T
 2473 3811T
 2533 3786P, 3814
 2537 3790
 2538 3790
 2619 3783T
 2626 3806P
 2635 3786P
 2636 3807
 2643 3799T
 2655 3799T
 2657 3821P
 2678 3800
 2679 3773T
 2688 3780
 2693 3818
 2700 3803
 2703 3832
 2704 3832
 2816 3771T, 3773T, 3784P
 2825 3786P, 3828
 2846 3774
 2883 3779
 2893 3812T
 2904 3786P, 3828
 2996 3774
 2999 3809
 3224 3792P
 3317 3767
 3348 3850
 3390 3871
 3427 3799T
 3428 3799T
 3429 3799T
 3433 3829P
 3434 3855P
 3479 3843
 3480 3866T
 3496 3827
 3497 3827
 3642 3796
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Admiralty Chart No. Notices Admiralty Chart No. NoticesAdmiralty Chart No. Notices

 3692 3787
 3724 3776
 3747 3811T
 3749 3811T
 3762 3873
 3818 3864T
 3831 3869T
 3851 3867
 3882 3810
 3884 3868
 3890 3766, 3845
 3892 3766, 3850
 3989 3794
 3990 3874
 3992 3874
 4042 3869T
 4043 3869T
 4074 3797
 4075 3797
 4117 3823T, 3837
 4118 3791T, 3837
 4119 3791T
 4122 3791T
 4123 3825T
 4126 3823T
 4127 3823T
 4128 3847
 4129 3825T
 4401 3774
 4402 3774
 4403 3774
 4418 3833
 4446 3833
 5526 3775
 5601_6 3840
 5602_17 3870T
 5606_2 3816
 5606_6 3816
 5607_2 3816
 5607_5 3818
 5614_1 3818
 5614_18 3827
 5616_10 3786P
 5616_11 3786P
 5616_12 3786P
 5616_19 3814
 5616_20 3786P
 5616_23 3786P, 3828
 5616_27 3786P
 5617_1 3862
 5617_13 3862
 5617_2 3862

Belgian
Chart No. Notices

BE    11 3778
BE   101 3778
BE   106 3822

German
Chart No. Notices

DE    90 3805
DE    91 3804

Indian
Chart No. Notices

IN    31 3834
IN   211 3820T
IN   212 3820T
IN   255 3820T
IN   256 3820T
IN  2004 3789P
IN  2036 3820T
IN  2045 3789P

New Zealand
Chart No. Notices

NZ    45 3865
NZ   521 3861
NZ  6321 3853T, 3875P

International
Chart No. Notices

INT    74 3797
INT    75 3797
INT   401 3774
INT   402 3774
INT   403 3774
INT   756 3834
INT  1043 3818
INT  1061 3786P
INT  1159 3864T
INT  1201 3773T
INT  1202 3771T, 3784P
INT  1218 3771T, 3780
INT  1219 3771T, 3773T, 3784P
INT  1250 3864T
INT  1288 3780
INT  1298 3800
INT  1300 3768T
INT  1301 3858T
INT  1378 3858T
INT  1403 3846P
INT  1404 3846P
INT  1416 3818
INT  1417 3775, 3857
INT  1418 3818
INT  1420 3857
INT  1461 3805
INT  1462 3804
INT  1465 3863
INT  1467 3836T
INT  1471 3852
INT  1474 3778
INT  1477 3860
INT  1478 3822
INT  1479 3860
INT  1503 3814
INT  1510 3818
INT  1511 3818
INT  1543 3862
INT  1553 3827
INT  1554 3827
INT  1560 3818
INT  1561 3816
INT  1565 3827
INT  1570 3818
INT  1626 3786P, 3814
INT  1630 3786P
INT  1754 3803
INT  1800 3799T
INT  1832 3799T
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Admiralty Chart No. Notices Admiralty Chart No. NoticesInternational
Chart No. Notices

INT  1833 3799T
INT  1843 3809
INT  1858 3772
INT  1882 3792P
INT  1976 3769T
INT  1993 3793
INT  2899 3829P
INT  3198 3808
INT  4180 3835T
INT  4182 3835T
INT  5362 3871
INT  5364 3796
INT  5508 3823T
INT  7006 3815
INT  7154 3815
INT  7233 3802
INT  7260 3779
INT  7285 3838
INT  7289 3838
INT  7334 3820T
INT  7340 3820T
INT  7352 3820T
INT  7359 3789P
INT  7360 3789P
INT  7433 3834
INT  7438 3834
INT  7730 3817
INT  7735 3817
INT  7736 3817
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2.6

3814* SCOTLAND - West Coast - Spoil ground. Legend.
Source: Marine Directorate

Chart  115 (INT 1503) [ previous update 2883/26 ] ETRS89 DATUM

Insert circular limit of spoil ground, radius 371m (0·20M), pecked
line, centred on: (a) 58° 25´·35N., 3° 00´·60W.
legend, Spoil Ground, close SW of:  (a) above

Chart  1795 (INT 1626) [ previous update 3342/26 ] ETRS89 DATUM

Insert limit of spoil ground, pecked line, joining: (a) 57° 34´·80N., 6° 24´·52W.
(b) 57° 34´·81N., 6° 24´·27W.
(c) 57° 34´·54N., 6° 24´·25W.
(d) 57° 34´·53N., 6° 24´·50W.

legend, Spoil Ground, close E of:  (a)-(d) above

Chart  2210 [ previous update 2364/25 ] ETRS89 DATUM

Insert limit of spoil ground, pecked line, joining: (a) 57° 34´·80N., 6° 24´·52W.
(b) 57° 34´·81N., 6° 24´·27W.
(c) 57° 34´·54N., 6° 24´·25W.
(d) 57° 34´·53N., 6° 24´·50W.

legend, Spoil Ground, close E of:  (a)-(d) above

Chart  2533 (Panel B, Loch Snizort) [ previous update 5227/24 ] ETRS89 DATUM

Insert limit of spoil ground, pecked line, joining: (a) 57° 34´·80N., 6° 24´·52W.
(b) 57° 34´·81N., 6° 24´·27W.
(c) 57° 34´·54N., 6° 24´·25W.
(d) 57° 34´·53N., 6° 24´·50W.

legend, Spoil Ground, within:  (a)-(d) above

Chart  5616_19 (Panel C, Uig) [ previous update 2207/25 ] ETRS89 DATUM

Insert limit of spoil ground, pecked line, joining: (a) 57° 34´·80N., 6° 24´·52W.
(b) 57° 34´·81N., 6° 24´·27W.
(c) 57° 34´·54N., 6° 24´·25W.
(d) 57° 34´·53N., 6° 24´·50W.

legend, Spoil Ground, within:  (a)-(d) above
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2.7

3816* ENGLAND - East Coast - Drying heights. Depths.
Source: Mr Roger Gaspar

Chart  1183 (INT 1561) [ previous update 3339/26 ] ETRS89 DATUM

Insert drying height, 16, and extend 0m approximate low water line
NW to enclose  51° 38´·01N., 1° 16´·61E.
drying height, 12, and extend 0m approximate low water line
N to enclose  51° 38´·26N., 1° 17´·49E.
depth, 13 (a) 51° 38´·00N., 1° 18´·23E.

Delete depth, 38, close NE of:  (a) above
Insert depth, 17, and extend 2m approximate contour NE to enclose  51° 37´·92N., 1° 18´·59E.

depth, 16 (b) 51° 37´·74N., 1° 18´·54E.
Delete depth, 19, close NE of:  (b) above
Insert depth, 19, and extend 2m approximate contour NE to enclose (c) 51° 37´·87N., 1° 18´·96E.
Delete depth, 24, close NE of:  (c) above
Insert depth, 29, and extend 5m approximate contour NE to enclose  51° 38´·13N., 1° 19´·63E.

depth, 69, and extend 10m approximate contour SE to enclose  51° 38´·06N., 1° 19´·82E.
drying height, 04, and extend 0m approximate low water line
E to enclose  51° 38´·91N., 1° 19´·24E.

Chart  1975 [ previous update 3690/26 ] ETRS89 DATUM

Insert drying height, 04, and extend 0m approximate low water line
E to enclose (a) 51° 38´·91N., 1° 19´·24E.

Delete depth, 02, close SE of:  (a) above
Insert depth, 29, and extend 5m approximate contour NE to enclose (b) 51° 38´·13N., 1° 19´·63E.
Delete depth, 31, close SW of:  (b) above
Insert depth, 69, and extend 10m approximate contour SE to enclose (c) 51° 38´·06N., 1° 19´·75E.
Delete depth, 67, close SW of:  (c) above
Insert depth, 142, and extend 15m approximate contour SE to

enclose  51° 37´·54N., 1° 18´·76E.
depth, 16 (d) 51° 37´·74N., 1° 18´·54E.

Delete depth, 19, close NE of:  (d) above
Insert depth, 19, and extend 2m approximate contour NE to enclose (e) 51° 37´·87N., 1° 18´·96E.
Delete depth, 22, close SW of:  (e) above
Insert depth, 17, and extend 2m approximate contour NE to enclose  51° 37´·92N., 1° 18´·59E.

depth, 13 (f) 51° 38´·00N., 1° 18´·23E.
Delete depth, 18, close SW of:  (f) above

depth, 38, close NE of:  (f) above
Insert drying height, 12, and extend 0m approximate low water line

N to enclose  51° 38´·26N., 1° 17´·49E.
drying height, 01, and extend 0m approximate low water line
NE to enclose  51° 38´·30N., 1° 17´·63E.
depth, 5, and extend 5m approximate contour S to enclose (g) 51° 38´·35N., 1° 17´·55E.

Delete depth, 64, close W of:  (g) above
Replace drying height, 08, with drying height, 16, and extend 0m

approximate low water line NW to enclose  51° 38´·01N., 1° 16´·61E.
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2.8

3816* ENGLAND - East Coast - Drying heights. Depths. (continued)

Chart  5606_6 [ previous update 5549/25 ] ETRS89 DATUM

Insert depth, 5, and extend 5m approximate contour S to enclose (a) 51° 38´·35N., 1° 17´·55E.
Delete depth, 64, close W of:  (a) above
Insert drying height, 01, and extend 0m approximate low water line

NE to enclose  51° 38´·30N., 1° 17´·63E.
drying height, 12, and extend 0m approximate low water line
N to enclose  51° 38´·26N., 1° 17´·49E.

Replace drying height, 08, with drying height, 16, and extend 0m
approximate low water line NW to enclose  51° 38´·01N., 1° 16´·61E.

Chart  5606_2 [ previous update 3339/26 ] ETRS89 DATUM

Insert drying height, 16, and extend 0m approximate low water line
NW to enclose  51° 38´·01N., 1° 16´·61E.
drying height, 12, and extend 0m approximate low water line
N to enclose  51° 38´·26N., 1° 17´·49E.
depth, 13 (a) 51° 38´·00N., 1° 18´·23E.

Delete depth, 38, close NE of:  (a) above
Insert depth, 17, and extend 2m approximate contour NE to enclose  51° 37´·92N., 1° 18´·59E.

depth, 16 (b) 51° 37´·74N., 1° 18´·54E.
Delete depth, 19, close NE of:  (b) above
Insert depth, 19, and extend 2m approximate contour NE to enclose (c) 51° 37´·87N., 1° 18´·96E.
Delete depth, 24, close NE of:  (c) above
Insert depth, 29, and extend 5m approximate contour NE to enclose  51° 38´·13N., 1° 19´·63E.

depth, 69, and extend 10m approximate contour SE to enclose  51° 38´·06N., 1° 19´·82E.
drying height, 04, and extend 0m approximate low water line
E to enclose  51° 38´·91N., 1° 19´·24E.

Chart  5607_2 [ previous update 3339/26 ] ETRS89 DATUM

Insert drying height, 16, and extend 0m approximate low water line
NW to enclose  51° 38´·01N., 1° 16´·61E.
drying height, 12, and extend 0m approximate low water line
N to enclose  51° 38´·26N., 1° 17´·49E.
depth, 13 (a) 51° 38´·00N., 1° 18´·23E.

Delete depth, 38, close NE of:  (a) above
Insert depth, 17, and extend 2m approximate contour NE to enclose  51° 37´·92N., 1° 18´·59E.

depth, 16 (b) 51° 37´·74N., 1° 18´·54E.
Delete depth, 19, close NE of:  (b) above
Insert depth, 19, and extend 2m approximate contour NE to enclose (c) 51° 37´·87N., 1° 18´·96E.
Delete depth, 24, close NE of:  (c) above
Insert depth, 29, and extend 5m approximate contour NE to enclose  51° 38´·13N., 1° 19´·63E.

depth, 69, and extend 10m approximate contour SE to enclose  51° 38´·06N., 1° 19´·82E.
drying height, 04, and extend 0m approximate low water line
E to enclose  51° 38´·91N., 1° 19´·24E.

Wk33/26



II

2.9

3818* ENGLAND - East Coast - Submarine power cable.
Source: Scottish Power
Note: Former Notice 1353(P)/25 is cancelled.

Chart  1406 [ previous update 2908/26 ] WGS84 DATUM

Insert submarine power cable,  ÉÊÉ, joining:
 52° 09´·46N., 1° 57´·67E.
 52° 09´·61N., 1° 59´·16E.
 52° 11´·52N., 2° 08´·07E.
 52° 11´·62N., 2° 10´·86E.
 52° 13´·23N., 2° 15´·82E.
 52° 13´·79N., 2° 24´·17E.
 52° 13´·51N., 2° 26´·15E.
 52° 15´·47N., 2° 26´·48E.

Chart  1408 [ previous update 3292/26 ] WGS84 DATUM

Insert submarine power cable,  ÉÊÉ, joining:
 52° 09´·5N., 1° 57´·6E.
 52° 11´·5N., 2° 08´·0E.
 52° 11´·7N., 2° 11´·2E.
 52° 13´·2N., 2° 15´·9E.
 52° 13´·8N., 2° 24´·2E.
 52° 13´·6N., 2° 26´·0E.
 52° 17´·2N., 2° 26´·6E.
 52° 18´·6N., 2° 27´·5E.
 52° 19´·2N., 2° 29´·1E.
 52° 20´·8N., 2° 29´·5E.
 52° 20´·9N., 2° 34´·4E.
 52° 27´·1N., 2° 35´·8E.
 52° 27´·5N., 2° 44´·1E.
 52° 28´·1N., 2° 44´·9E.
 52° 35´·7N., 2° 44´·8E.
 52° 38´·5N., 2° 45´·3E.

Chart  1504 (INT 1510) [ previous update 3162/26 ] ETRS89 DATUM

Delete legend, Planned, centred on:  52° 36´·71N., 2° 44´·84E.
 52° 27´·50N., 2° 41´·03E.
 52° 20´·98N., 2° 32´·56E.
 52° 13´·64N., 2° 20´·65E.
 52° 10´·72N., 2° 03´·98E.
 52° 07´·86N., 1° 49´·37E.
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3818* ENGLAND - East Coast - Submarine power cable. (continued)

Chart  1543 [ previous update 2441/26 ] ETRS89 DATUM

Insert submarine power cable,  ÉÊÉ, joining:
 52° 04´·02N., 1° 36´·84E.
 52° 04´·29N., 1° 37´·39E.
 52° 04´·58N., 1° 39´·49E.
 52° 05´·59N., 1° 43´·84E.
 52° 06´·12N., 1° 44´·84E.
 52° 08´·31N., 1° 51´·09E.
 52° 09´·03N., 1° 56´·56E.
 52° 09´·39N., 1° 57´·35E.
 52° 09´·68N., 1° 58´·63E.
 52° 09´·59N., 1° 59´·60E.
 52° 11´·14N., 2° 06´·91E.
 52° 11´·54N., 2° 08´·07E.
 52° 11´·67N., 2° 10´·79E.
 52° 12´·97N., 2° 15´·01E.
 52° 13´·32N., 2° 16´·93E.
 52° 13´·32N., 2° 18´·21E.

Delete former submarine power cable,  ÉÊÉ, and associated

legends, Under Construction, joining:  52° 04´·02N., 1° 36´·99E.
 52° 04´·31N., 1° 37´·47E.
 52° 04´·62N., 1° 40´·10E.
 52° 05´·43N., 1° 43´·71E.
 52° 07´·41N., 1° 48´·27E.
 52° 08´·36N., 1° 51´·35E.
 52° 09´·03N., 1° 56´·56E.
 52° 09´·67N., 1° 58´·84E.
 52° 09´·63N., 1° 59´·82E.
 52° 11´·50N., 2° 07´·89E.
 52° 11´·76N., 2° 11´·31E.
 52° 13´·27N., 2° 16´·55E.
 52° 13´·38N., 2° 18´·21E.

Chart  1610 (INT 1511) [ previous update 3257/26 ] ETRS89 DATUM

Insert submarine power cable,  ÉÊÉ, joining:
 51° 59´·73N., 1° 26´·86E.
 52° 00´·10N., 1° 29´·75E.
 52° 00´·64N., 1° 31´·60E.
 52° 04´·23N., 1° 37´·21E.
 52° 04´·62N., 1° 40´·09E.
 52° 05´·62N., 1° 43´·90E.
 52° 08´·35N., 1° 51´·25E.
 52° 08´·92N., 1° 56´·07E.
 52° 09´·65N., 1° 58´·38E.
 52° 09´·59N., 1° 59´·52E.
 52° 11´·54N., 2° 08´·07E.
 52° 11´·63N., 2° 10´·86E.
 52° 13´·13N., 2° 15´·67E.
 52° 13´·61N., 2° 21´·84E.
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3818* ENGLAND - East Coast - Submarine power cable. (continued)

Chart  1630 (INT 1416) [ previous update 2710/26 ] WGS84 DATUM

Insert submarine power cable,  ÉÊÉ, joining:
 52° 09´·56N., 1° 58´·00E.
 52° 09´·59N., 1° 59´·55E.
 52° 10´·77N., 2° 05´·32E.
 52° 11´·52N., 2° 07´·96E.
 52° 11´·72N., 2° 11´·12E.
 52° 13´·15N., 2° 15´·64E.
 52° 13´·79N., 2° 24´·41E.
 52° 13´·55N., 2° 25´·54E.
 52° 13´·72N., 2° 26´·21E.
 52° 17´·40N., 2° 26´·63E.
 52° 18´·54N., 2° 27´·45E.
 52° 19´·08N., 2° 29´·04E.
 52° 20´·81N., 2° 29´·57E.
 52° 20´·92N., 2° 34´·55E.
 52° 21´·70N., 2° 34´·80E.

Chart  1631 (INT 1418) [ previous update 3477/26 ] WGS84 DATUM

Insert submarine power cable,  ÉÊÉ, joining:
 52° 20´·93N., 2° 33´·00E.
 52° 20´·85N., 2° 34´·61E.
 52° 27´·18N., 2° 35´·82E.
 52° 27´·57N., 2° 44´·24E.
 52° 28´·18N., 2° 45´·02E.
 52° 35´·65N., 2° 44´·82E.
 52° 38´·61N., 2° 45´·30E.
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3818* ENGLAND - East Coast - Submarine power cable. (continued)

Chart  2052 (INT 1560) [ previous update 3257/26 ] ETRS89 DATUM

Insert submarine power cable,  ÉÊÉ, joining:
 52° 00´·02N., 1° 25´·41E.
 51° 59´·61N., 1° 26´·28E.
 51° 59´·90N., 1° 27´·60E.
 52° 00´·14N., 1° 29´·96E.
 52° 00´·70N., 1° 31´·73E.
 52° 03´·31N., 1° 35´·82E.
 52° 04´·02N., 1° 36´·84E.
 52° 04´·26N., 1° 37´·28E.
 52° 04´·57N., 1° 39´·11E.
 52° 04´·60N., 1° 39´·98E.
 52° 04´·76N., 1° 40´·48E.
 52° 05´·59N., 1° 43´·84E.
 52° 05´·86N., 1° 44´·22E.
 52° 05´·91N., 1° 44´·48E.
 52° 06´·00N., 1° 44´·62E.

Delete former submarine power cable,  ÉÊÉ, and associated

legends, Under construction, joining:  52° 00´·02N., 1° 25´·41E.
 51° 59´·75N., 1° 25´·93E.
 51° 59´·63N., 1° 26´·41E.
 51° 59´·88N., 1° 27´·58E.
 52° 00´·18N., 1° 30´·07E.
 52° 00´·51N., 1° 31´·17E.
 52° 04´·30N., 1° 37´·44E.
 52° 04´·61N., 1° 40´·06E.
 52° 05´·43N., 1° 43´·67E.
 52° 06´·00N., 1° 45´·00E.

Chart  2182A (INT 1043) [ previous update 3485/26 ] WGS84 DATUM

Insert submarine power cable,  ÉÊÉ, joining:
 52° 13´·4N., 2° 18´·9E.
 52° 13´·8N., 2° 24´·5E.
 52° 13´·5N., 2° 26´·1E.
 52° 17´·5N., 2° 26´·7E.
 52° 18´·6N., 2° 27´·5E.
 52° 19´·1N., 2° 29´·0E.
 52° 20´·9N., 2° 29´·5E.
 52° 20´·9N., 2° 34´·6E.
 52° 27´·2N., 2° 35´·9E.
 52° 27´·5N., 2° 44´·0E.
 52° 28´·2N., 2° 45´·0E.
 52° 35´·9N., 2° 44´·9E.
 52° 38´·5N., 2° 45´·3E.
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3818* ENGLAND - East Coast - Submarine power cable. (continued)

Chart  2693 (INT 1570) [ previous update 3158/26 ] ETRS89 DATUM

Insert submarine power cable,  ÉÊÉ, joining:
 52° 00´·02N., 1° 25´·41E.
 51° 59´·64N., 1° 26´·13E.
 51° 59´·61N., 1° 26´·38E.
 51° 59´·90N., 1° 27´·57E.
 51° 59´·95N., 1° 28´·47E.
 52° 00´·12N., 1° 29´·90E.
 52° 00´·59N., 1° 31´·48E.

Chart  5607_5 [ previous update 1710/26 ] ETRS89 DATUM

Insert submarine power cable,  ÉÊÉ, joining:
 52° 00´·02N., 1° 25´·41E.
 51° 59´·61N., 1° 26´·26E.
 51° 59´·91N., 1° 27´·66E.
 52° 00´·09N., 1° 29´·68E.
 52° 00´·63N., 1° 31´·57E.
 52° 03´·38N., 1° 35´·89E.
 52° 04´·23N., 1° 37´·21E.
 52° 04´·57N., 1° 39´·11E.
 52° 04´·71N., 1° 40´·32E.
 52° 04´·99N., 1° 41´·37E.

Delete former submarine power cable,  ÉÊÉ, and associated

legends, Under construction, joining:  52° 00´·02N., 1° 25´·41E.
 51° 59´·74N., 1° 25´·95E.
 51° 59´·62N., 1° 26´·43E.
 51° 59´·89N., 1° 27´·56E.
 52° 00´·18N., 1° 30´·06E.
 52° 00´·51N., 1° 31´·18E.
 52° 04´·30N., 1° 37´·47E.
 52° 04´·60N., 1° 39´·94E.
 52° 04´·91N., 1° 41´·39E.
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3818* ENGLAND - East Coast - Submarine power cable. (continued)

Chart  5614_1 (Panel A, Orford Ness to Benacre Ness) [ previous update 2344/26 ] ETRS89 DATUM

Insert submarine power cable,  ÉÊÉ, joining:
 52° 04´·02N., 1° 36´·84E.
 52° 04´·29N., 1° 37´·37E.
 52° 04´·58N., 1° 39´·18E.
 52° 04´·60N., 1° 39´·98E.
 52° 05´·57N., 1° 43´·79E.
 52° 05´·85N., 1° 44´·21E.
 52° 05´·93N., 1° 44´·51E.
 52° 06´·13N., 1° 44´·85E.
 52° 07´·10N., 1° 47´·62E.

Delete former submarine power cable,  ÉÊÉ, and associated

legend, Under Construction, joining:  52° 04´·02N., 1° 36´·99E.
 52° 04´·30N., 1° 37´·44E.
 52° 04´·62N., 1° 40´·10E.
 52° 05´·46N., 1° 43´·77E.
 52° 07´·11N., 1° 47´·62E.

Chart  5614_1 (Panel B, Orford Ness) [ previous update 2344/26 ] ETRS89 DATUM

Insert submarine power cable,  ÉÊÉ, joining:
 52° 01´·00N., 1° 32´·22E.
 52° 03´·56N., 1° 36´·16E.
 52° 04´·04N., 1° 36´·85E.
 52° 04´·28N., 1° 37´·33E.
 52° 04´·43N., 1° 38´·37E.

Delete former submarine power cable,  ÉÊÉ, and associated

legend, Under construction, joining:  52° 01´·05N., 1° 32´·09E.
 52° 04´·30N., 1° 37´·45E.
 52° 04´·41N., 1° 38´·37E.

3827* ENGLAND - East Coast - Depths.
Source: ABP Humber

Chart  1188 (INT 1553) [ previous update 2816/26 ] ETRS89 DATUM

Insert depth, 99, and extend 10m contour S to enclose  53° 38´·61N., 0° 11´·58W.
depth, 10, enclosed by 10m contour (a) 53° 38´·42N., 0° 11´·48W.

Delete depth, 107, close NE of:  (a) above
Insert depth, 10, enclosed by 10m contour (b) 53° 38´·16N., 0° 11´·10W.
Delete depth, 102, close S of:  (b) above
Insert depth, 99, and extend 10m contour SE to enclose (c) 53° 38´·13N., 0° 09´·96W.
Delete depth, 93, close NE of:  (c) above
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3827* ENGLAND - East Coast - Depths. (continued)

Chart  3496 (INT 1565) (Panel C, Immingham Oil Terminal to Humber Sea Terminal) [ previous update 3721/26 ]
ETRS89 DATUM

Insert depth, 99, enclosed by 10m contour  53° 38´·608N., 0° 11´·580W.
depth, 10, enclosed by 10m contour (a) 53° 38´·421N., 0° 11´·477W.

Delete depth, 107, close NE of:  (a) above
Insert depth, 10, enclosed by 10m contour  53° 38´·160N., 0° 11´·104W.

(b) 53° 38´·127N., 0° 11´·059W.
Delete depth, 102, close NW of:  (b) above
Insert depth, 99, enclosed by 10m contour (c) 53° 38´·131N., 0° 09´·957W.
Delete depth, 102, close SW of:  (c) above
Insert depth, 31 (d) 53° 37´·702N., 0° 10´·390W.
Delete depth, 41, close NW of:  (d) above
Insert depth, 39 (e) 53° 37´·695N., 0° 10´·330W.
Delete depth, 44, close S of:  (e) above

Chart  3497 (INT 1554) [ previous update 3467/26 ] ETRS89 DATUM

Insert depth, 99, and extend 10m contour S to enclose (a) 53° 38´·61N., 0° 11´·58W.
Delete depth, 107, close NW of:  (a) above
Insert depth, 10, enclosed by 10m contour (b) 53° 38´·42N., 0° 11´·48W.
Delete depth, 107, close NE of:  (b) above
Insert depth, 10, enclosed by 10m contour (c) 53° 38´·16N., 0° 11´·10W.
Delete depth, 102, close S of:  (c) above
Insert depth, 99, and extend 10m contour SE to enclose (d) 53° 38´·13N., 0° 09´·96W.
Delete depth, 93, close NE of:  (d) above

Chart  5614_18 (Panel A, Immingham to Saltend) [ previous update 2816/26 ] ETRS89 DATUM

Insert depth, 99, and extend 10m contour S to enclose (a) 53° 38´·61N., 0° 11´·58W.
Delete depth, 107, close NW of:  (a) above
Insert depth, 10, enclosed by 10m contour (b) 53° 38´·42N., 0° 11´·48W.
Delete depth, 107, close NE of:  (b) above
Insert depth, 10, enclosed by 10m contour (c) 53° 38´·16N., 0° 11´·10W.
Delete depth, 102, close S of:  (c) above
Insert depth, 99, and extend 10m contour SE to enclose (d) 53° 38´·13N., 0° 09´·96W.
Delete depth, 93, close NE of:  (d) above

3828* SCOTLAND - West Coast - Buoyage.
Source: Defence Marine Services

Chart  2825 (Panel C, Loch Carnan) [ previous update 3753/26 ] ETRS89 DATUM

Move  CbFl.G.2·5S No1, from:
 57° 22´·426N., 7° 14´·931W.

to:  57° 22´·365N., 7° 15´·011W.
Delete  BdFl.R.2s No 2

 57° 22´·390N., 7° 14´·927W.
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3828* SCOTLAND - West Coast - Buoyage. (continued)

Chart  2904 [ previous update 5071/22 ] ETRS89 DATUM

Move  CbFl.G.2·5S No1, from:
 57° 22´·43N., 7° 14´·93W.

to:  57° 22´·37N., 7° 15´·02W.
Delete  BdFl.R.2s No 2

 57° 22´·39N., 7° 14´·93W.

Chart  5616_23 (Panel B, Loch Carnan) [ previous update 5071/22 ] ETRS89 DATUM

Move  CbFl.G.2·5S No1, from:
 57° 22´·426N., 7° 14´·931W.

to:  57° 22´·365N., 7° 15´·011W.
Delete  BdFl.R.2s No 2

 57° 22´·390N., 7° 14´·927W.

3832* IRELAND - West Coast - Depths.
Source: R.V LIR

Chart  2703 [ previous update 4658/25 ] ETRS89 DATUM

Insert depth, 154, and extend 20m contour W to enclose (a) 54° 10´·53N., 10° 07´·91W.
Delete depth, 21, close SE of:  (a) above

Chart  2704 [ previous update 4658/25 ] ETRS89 DATUM

Insert depth, 154, and extend 20m contour W to enclose (a) 54° 10´·53N., 10° 07´·91W.
Delete depth, 21, close SE of:  (a) above

3840* ENGLAND - South Coast - Depths. Buoyage.
Source: Exeter City Council

Chart  2290 [ previous update 3330/26 ] ETRS89 DATUM

Insert depth, 11, and extend 2m contour N to enclose (a) 50° 36´·473N., 3° 24´·150W.
Delete depth, 19, close SW of:  (a) above

depth, 25, close NE of:  (a) above
Insert depth, 1 (b) 50° 36´·403N., 3° 23´·929W.

(c) 50° 36´·108N., 3° 23´·600W.
Delete depth, 14, close NW of:  (b) above

depth, 13, close SE of:  (b) above
depth, 14, close SW of:  (c) above

Insert depth, 17, and extend 2m contour SE to enclose (d) 50° 36´·019N., 3° 23´·488W.
Delete depth, 23, close N of:  (d) above
Insert depth, 19, enclosed by 2m contour  50° 35´·922N., 3° 23´·508W.
Move  FpMo(A)10s Exe, from:

 50° 35´·903N., 3° 23´·458W.
to:  50° 35´·902N., 3° 23´·385W.

 CbQ.G No 3, from:
 50° 36´·241N., 3° 23´·642W.

to:  50° 36´·278N., 3° 23´·665W.
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3840* ENGLAND - South Coast - Depths. Buoyage. (continued)

Chart  5601_6 (Panel A, Approaches to the River Exe) [ previous update 3330/26 ] ETRS89 DATUM

Insert depth, 11, and extend 2m contour N to enclose (a) 50° 36´·473N., 3° 24´·150W.
Delete depth, 19, close SW of:  (a) above

depth, 25, close NE of:  (a) above
Insert depth, 1 (b) 50° 36´·403N., 3° 23´·929W.

(c) 50° 36´·108N., 3° 23´·600W.
Delete depth, 14, close NW of:  (b) above

depth, 13, close SE of:  (b) above
depth, 14, close S of:  (c) above

Insert depth, 17, and extend 2m contour SE to enclose (d) 50° 36´·019N., 3° 23´·488W.
Delete depth, 23, close N of:  (d) above
Insert depth, 19, enclosed by 2m contour  50° 35´·922N., 3° 23´·508W.
Move  FpMo(A)10s Exe, from:

 50° 35´·903N., 3° 23´·458W.
to:  50° 35´·902N., 3° 23´·385W.

 CbQ.G No 3, from:
 50° 36´·241N., 3° 23´·642W.

to:  50° 36´·278N., 3° 23´·665W.

3862* SCOTLAND - East Coast - Pilot boarding places.
Source: Forth Ports Limited

Chart  190 [ previous update 3508/26 ] ETRS89 DATUM

Replace  Â Fairway with  Â Outer
 56° 28´·74N., 2° 37´·68W.

 Â Ladies with  Â Inner
 56° 27´·34N., 2° 45´·59W.

Chart  1481 (INT 1543) (Panel B, Lady Shoal) [ previous update 3347/26 ] ETRS89 DATUM

Replace  Â Ladies with  Â Inner
 56° 27´·355N., 2° 45´·599W.

Chart  1481 (INT 1543) [ previous update 3347/26 ] ETRS89 DATUM

Replace  Â Fairway with  Â Outer
 56° 28´·74N., 2° 37´·68W.

 Â Ladies with  Â Inner
 56° 27´·40N., 2° 45´·59W.

Chart  5617_13 [ previous update 3347/26 ] ETRS89 DATUM

Replace  Â Fairway with  Â Outer
 56° 28´·74N., 2° 37´·68W.

 Â Ladies with  Â Inner
 56° 27´·40N., 2° 45´·59W.

Chart  5617_1 [ previous update 3347/26 ] ETRS89 DATUM

Replace  Â Fairway with  Â Outer
 56° 28´·74N., 2° 37´·68W.

 Â Ladies with  Â Inner
 56° 27´·34N., 2° 45´·59W.
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3862* SCOTLAND - East Coast - Pilot boarding places. (continued)

Chart  5617_2 [ previous update 3508/26 ] ETRS89 DATUM

Replace  Â Fairway with  Â Outer
 56° 28´·74N., 2° 37´·68W.

3780 POLAND - Notes.
Source: Polish Notice 23/264/26

Chart  2040 (INT 1218) [ previous update New Edition 02/07/2026 ] WGS84 DATUM

Replace the existing note, PIPELINES (55°24´N 18°14´E & 55°05´N
18°37´E), with the accompanying note, GAS (55°24´N 18°14
´E), centred on:  54° 26´·86N., 20° 57´·97E.

Chart  2288 [ previous update 3596/26 ] WGS84 DATUM

Insert the accompanying note, GAS (55°24´N 18°14´E), centred on:  54° 50´·1N., 20° 25´·5E.

Chart  2688 (INT 1288) [ previous update 3702/26 ] WGS84 DATUM

Replace the existing note, Gaz (54°58´N 18°26´E; 54°58´N 18°33´E),
with the accompanying note, Gaz (54°58´N 18°26´E), centred
on:  54° 41´·48N., 18° 21´·86E.
the existing note, Gas (54°58´N 18°26´E; 54°58´N 18°33´E),
with the accompanying note, Gas (54°58´N 18°26´E), centred
on:  54° 41´·48N., 18° 24´·99E.

3800 POLAND - Lights.
Source: Polish Notice 24/278/26

Chart  2678 (INT 1298) (Panel C, Police) [ previous update 2975/26 ] WGS84 DATUM

Amend light to, Oc.G.4s2M  53° 34´·77N., 14° 34´·99E.
light to, Oc.R.4s2M  53° 34´·69N., 14° 35´·00E.
light to, Oc.G.6s2M  53° 33´·83N., 14° 35´·39E.

 53° 33´·62N., 14° 35´·53E.

3807 POLAND - Obstruction.
Source: ENC PL4P3030

Chart  2636 [ previous update 3726/26 ] WGS84 DATUM

Insert  4%+ Obstn
 54° 30´·993N., 18° 33´·393E.
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3831 SWEDEN - West Coast - Restricted area.
Source: Swedish Notice 1128/20221/26

Chart  2115 [ previous update 3328/26 ] WGS84 DATUM

Insert limit of restricted area,  ÇÆÇ, joining:
 56° 18´·75N., 12° 22´·39E.
 56° 18´·05N., 12° 21´·59E.
 56° 15´·33N., 12° 24´·32E.
 56° 12´·97N., 12° 21´·98E.
 56° 18´·24N., 12° 05´·36E.
 56° 18´·74N., 12° 05´·51E.

3775 NORTH SEA - German Sector - Light-vessel. Fog signal. Superbuoys.
Source: Netherlands Notice 29/160/26

Chart  1633 (INT 1417) [ previous update 2953/26 ] WGS84 DATUM

Delete symbol, red light-vessel, Iso.8s17M GW/EMS Horn Mo(R)30s  54° 09´·96N., 6° 20´·72E.

Chart  5526 [ previous update New Edition 22/01/2026 ] WGS84 DATUM

Delete  P{GW EMS
 54° 09´·9N., 6° 20´·7E.

 P{GB
 54° 10´·7N., 7° 27´·5E.

3778 BELGIUM - Fishery limits.
Source: Belgian Notice 15/122/26

Chart BE 11 [ previous update 3617/26 ] WGS84 DATUM

Insert national fishery limit, joining: (a) 51° 21´·22N., 3° 03´·21E.
 51° 21´·47N., 3° 03´·72E.
 51° 21´·67N., 3° 04´·31E.
 51° 21´·82N., 3° 04´·94E.
(b) 51° 21´·91N., 3° 05´·54E.

Delete former national fishery limit, joining:  (a) above
 51° 21´·57N., 3° 04´·25E.
 (b) above

Chart BE 101 (INT 1474) [ previous update 3617/26 ] WGS84 DATUM

Insert national fishery limit, joining: (a) 51° 21´·22N., 3° 03´·21E.
 51° 21´·47N., 3° 03´·72E.
 51° 21´·67N., 3° 04´·31E.
 51° 21´·82N., 3° 04´·94E.
(b) 51° 21´·91N., 3° 05´·54E.

Delete former national fishery limit, joining:  (a) above
 51° 21´·57N., 3° 04´·25E.
 (b) above
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3804* GERMANY - North Sea Coast - Depths.
Source: WSA Ems-Nordsee, Survey LP31256/26

Chart DE 91 (INT 1462) [ previous update 2600/26 ] WGS84 DATUM

Insert depth, 83, and extend 10m contour E to enclose (a) 53° 22´·85N., 6° 58´·07E.
Delete depth, 9, close NW of:  (a) above

3805* GERMANY - North Sea Coast - Wreck.
Source: WSA Ems-Nordsee 193/26

Chart DE 90 (INT 1461) [ previous update 3388/26 ] WGS84 DATUM

Insert  1%+ Wk
 53° 36´·41N., 6° 38´·80E.

3822 BELGIUM - NM Blocks.
Source: Belgian Notice 15/123/26

Chart BE 106 (INT 1478) (Panel A, Baalhoek to Antwerpen) [ previous update 3246/26 ] WGS84 DATUM

Insert  the accompanying block A, centred on:  51° 14´·3N., 4° 22´·2E.

Chart BE 106 (INT 1478) (Panel B, Antwerpen to Hoboken) [ previous update 3246/26 ] WGS84 DATUM

Insert  the accompanying block B, centred on:  51° 14´·3N., 4° 22´·2E.

3852 NETHERLANDS - NM Block.
Source: Netherlands Notice 30/164/26

Chart  124 (INT 1471) (Part B, Continuation Noordzeekanaal) [ previous update 2707/26 ] WGS84 DATUM

Insert the accompanying block, centred on:  52° 25´·2N., 4° 48´·1E.

3854 NORTH SEA - Netherlands Sector - Buoy.
Source: Netherlands Notice 30/167/26

Chart  1408 [ previous update 3818/26 ] WGS84 DATUM

Insert  EfFl.Y.5s L 07-17
 53° 31´·2N., 4° 18´·9E.

3857 NORTH SEA - Netherlands Sector - Buoy.
Source: Netherlands Notice 30/167/26

Chart  1632 (INT 1420) [ previous update 2953/26 ] WGS84 DATUM

Insert  EfFl.Y.5s L 07-17
 53° 31´·19N., 4° 18´·70E.
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3857 NORTH SEA - Netherlands Sector - Buoy. (continued)

Chart  1633 (INT 1417) [ previous update 3775/26 ] WGS84 DATUM

Insert  EfFl.Y.5s L 07-17
 53° 31´·19N., 4° 18´·70E.

3860 NETHERLANDS - Depth.
Source: Netherlands Notice 30/168/26

Chart  116 (INT 1477) [ previous update 3310/26 ] WGS84 DATUM

Insert depth, 35, and extend 5m contour and 10m contour NW to
enclose  51° 25´·39N., 3° 39´·08E.

Chart  120 (INT 1479) [ previous update 1381/26 ] WGS84 DATUM

Insert depth, 35, and extend 5m contour and 10m contour NW to
enclose  51° 25´·39N., 3° 39´·08E.

3863 NETHERLANDS - Light.
Source: Netherlands Notice 30/171/26

Chart  207 (INT 1465) (Part B, Continuation Nieuwe Waterweg) [ previous update 3510/26 ] WGS84 DATUM

Delete  · Fl(2)Y.10s BH
 51° 53´·82N., 4° 14´·00E.

Chart  207 (INT 1465) (Part A, Nieuwe Waterweg and Europoort) [ previous update 3510/26 ] WGS84 DATUM

Delete  · Fl(2)Y.10s BH
 51° 53´·82N., 4° 14´·00E.

3772 SPAIN - West Coast - Buoyage. Lighted beacon tower. Light-beacon.
Source: Spanish Notice 26/145/26

Chart  1730 [ previous update 3641/26 ] WGS84 DATUM

Amend range of lighted beacon tower to, 5M  42° 14´·46N., 8° 47´·54W.
No 8 light-buoy to, Fl(2+1)R.10s5M  42° 14´·56N., 8° 46´·75W.
range of light-buoy to, 3M  42° 14´·95N., 8° 45´·75W.
light-beacon to, Fl(2)5s6m3M  42° 16´·12N., 8° 40´·60W.

Chart  1731 (INT 1858) [ previous update 3341/26 ] WGS84 DATUM

Insert  J\öFl(2+1)R.10s5M No 8
(a) 42° 14´·562N., 8° 46´·776W.

Delete  J\öFl(2+1)R.12s5M No8, close NE of:
 (a) above

Insert  G\dFl(3)R.9s3M No 10
(b) 42° 14´·987N., 8° 45´·789W.

Delete  G\dFl(3)R.9s5M No 10, close SE of:
 (b) above

Amend range of lighted beacon tower to, 5M  42° 14´·459N., 8° 47´·537W.
light-beacon to, Fl(2)5s6m3M  42° 16´·119N., 8° 40´·602W.

Wk33/26



II

2.22

3803 FRANCE - North Coast - Beacons.
Source: French Notice 28/50/26

Chart  2700 (INT 1754) [ previous update 3701/26 ] WGS84 DATUM

Insert  K=xx  48° 37´·069N., 2° 08´·255W.

 Kz?  48° 37´·061N., 2° 08´·284W.

3809 FRANCE - West Coast - Buoyage.
Source: French Notice 26/50/26

Chart  2999 (INT 1843) [ previous update 5581/25 ] WGS84 DATUM

Amend designation of buoy to, Aiguillon  46° 15´·45N., 1° 11´·40W.
Delete  B;fFl(5)Y.20s Houlographe Wave recorder

 46° 15´·49N., 1° 11´·43W.

3841 NORTH ATLANTIC OCEAN - Islas Canarias - NM Block. Breakwaters. Lights.
Source: Spanish Notice 26/146/26

Chart  1856 (Panel A, Puerto de La Luz (Las Palmas)) [ previous update 2642/26 ] WGS84 DATUM

Insert the accompanying block, centred on:  28° 09´·1N., 15° 23´·9W.

Chart  1856 [ previous update 2642/26 ] WGS84 DATUM

Insert breakwater, double firm line, width 26m, joining: (a) 28° 09´·13N., 15° 23´·90W.
 28° 08´·99N., 15° 23´·90W.

Delete  ¶ Fl.G.5s1M
 28° 09´·12N., 15° 23´·97W.

 ¶ Q(4)G.10s5M (exting)
 28° 09´·12N., 15° 23´·89W.

former breakwater, double firm line, width 20m, joining:  (a) above
 28° 09´·13N., 15° 23´·97W.

3767 GEORGIA - Legend.
Source: ENC GE610102

Chart  3317 (Panel C, Bat'umi) [ previous update 3742/26 ] WGS84 DATUM

Amend legend to, 166·3°, centred on:  41° 39´·278N., 41° 38´·951E.
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3782 ITALY - Sicilia - Depths.
Source: IT Chart 19/25

Chart  965 (Panel A, Approaches to Porto Empedocle) [ previous update 2158/26 ] WGS84 DATUM

Insert depth, 169, and extend 20m contour SE to enclose  37° 14´·67N., 13° 31´·81E.
depth, 123 (a) 37° 13´·74N., 13° 32´·50E.

Delete depth, 17, close NW of:  (a) above

3785 TÜRKIYE - South Coast - Buoyage.
Source: Turkish Notice 25/142/26

Chart  242 (Panel A, Approaches to Antalya) [ previous update 2591/26 ] WGS84 DATUM

Amend light-buoy to, Fl.Y.5s  36° 48´·26N., 30° 35´·58E.
 36° 48´·20N., 30° 35´·52E.
 36° 48´·12N., 30° 35´·66E.

3788 TÜRKIYE - Çanakkale Boğazi - Lights.
Source: Turkish Lights List

Chart  2429 (Panel B, Çanakkale) [ previous update 2066/26 ] WGS84 DATUM

Amend light to, Fl.Y.6s5m5M  40° 09´·244N., 26° 24´·316E.
light to, Fl(2)R.6s7m5M  40° 09´·093N., 26° 24´·190E.

Chart  2429 (Panel A, Nara Geçidi (The Narrows)) [ previous update 2066/26 ] WGS84 DATUM

Amend light to, Fl.Y.6s5M  40° 09´·25N., 26° 24´·32E.

3790 MALTA - Superbuoy.
Source: Transport Malta Notice 39/26
Note: This update is included in New Edition 194, published late 2026.

Chart  2537 [ previous update 3579/26 ] WGS84 DATUM

Insert  Pf;Fl.Y.5s
 35° 58´·90N., 14° 26´·60E.

Chart  2538 [ previous update 3579/26 ] WGS84 DATUM

Insert  Pf;Fl.Y.5s
 35° 58´·90N., 14° 26´·60E.

3801 GREECE - Aegean Sea Coast - Wreck.
Source: Greek Notice 6/111/26

Chart  1031 [ previous update 1080/26 ] WGS84 DATUM

Insert  ^  37° 06´·5N., 23° 14´·6E.
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3808 FRANCE - South Coast - Obstructions. Depths. Buoyage. Legend.
Source: French Notices 26/90/26 and 26/92/26
Note: Dangerline remains unchanged.

Chart  2120 [ previous update 2435/26 ] WGS84 DATUM

Insert  GWrQ(3)10s
 43° 04´·06N., 5° 57´·32E.

Chart  2170 (INT 3198) [ previous update 2435/26 ] WGS84 DATUM

Insert  1#+ Obstn
 43° 06´·850N., 5° 53´·552E.

depth, 11 (a) 43° 06´·824N., 5° 53´·584E.
Delete  1%¾, close NE of:

 (a) above
Insert  6(+ Obstn

 43° 06´·843N., 5° 53´·760E.

 GWrQ(3)10s
 43° 04´·06N., 5° 57´·32E.

Amend legend to, Wks, centred on:  43° 06´·825N., 5° 53´·632E.
Move symbol, mooring buoy, (occas), from:  43° 06´·519N., 5° 55´·120E.

to:  43° 06´·518N., 5° 55´·180E.
Delete symbol, mooring buoy, (occas)  43° 06´·249N., 5° 54´·753E.

3844 ALGERIA - NM Block.
Source: Algerian Notice 5/1/26

Chart  838 [ previous update 2898/26 ] WGS84 DATUM

Insert the accompanying block, centred on:  35° 51´·1N., 00° 17´·9W.

3849 TÜRKIYE - Black Sea Coast - NM Block.
Source: Turkish Notice 24/134/26

Chart  1274 (Panel B, Approaches to Samsun) [ previous update 3435/26 ] WGS84 DATUM

Insert the accompanying block, centred on:  41° 15´·1N., 36° 28´·4E.

Wk33/26



II

2.25

3793 SENEGAL - Depths.
Source: French Notice 26/162/26

Chart  1000 (INT 1993) [ previous update New Edition 30/04/2026 ] WGS84 DATUM

Insert depth, 504 (a) 14° 44´·71N., 17° 40´·60W.
Delete depth, 708, close S of:  (a) above
Insert depth, 472, and extend 500m approximate contour SW to

enclose  14° 42´·06N., 17° 40´·50W.
depth, 487, and extend 500m approximate contour S to
enclose  14° 41´·71N., 17° 39´·57W.
depth, 414, and extend 500m approximate contour S to
enclose  14° 41´·85N., 17° 39´·13W.
depth, 124  14° 42´·62N., 17° 36´·52W.
depth, 66 (b) 14° 41´·98N., 17° 34´·68W.

Delete depth, 73, close W of:  (b) above
Insert depth, 44, and extend 50m contour SW to enclose (c) 14° 42´·09N., 17° 34´·07W.
Delete depth, 46, close NE of:  (c) above
Insert depth, 54 (d) 14° 43´·24N., 17° 33´·59W.
Delete depth, 61, close SW of:  (d) above
Insert depth, 295, enclosed by 30m contour (e) 14° 43´·33N., 17° 32´·48W.
Delete depth, 34, close NW of:  (e) above

depth, 586  14° 44´·98N., 17° 40´·72W.
depth, 134  14° 42´·42N., 17° 36´·31W.

3779 IRAN - Buoy.
Source: ENC IR403040

Chart  2883 (INT 7260) [ previous update 3633/26 ] WGS84 DATUM

Insert  Gf;Fl.Y.5s ODAS
 27° 25´·2N., 52° 27´·6E.

3802 IRAN - Buoy.
Source: ENC IR403016

Chart  2441 (INT 7233) [ previous update 893/26 ] WGS84 DATUM

Insert  GYo Fl(2)6s (2 buoys)
 26° 33´·01N., 54° 56´·07E.

3815 SAUDI ARABIA - Red Sea Coast - NM Blocks. Depths.
Source:  ENCs S14R0153 and S14R0157

Chart  15 (INT 7154) [ previous update 2377/24 ] WGS84 DATUM

Insert the accompanying block A, centred on:  16° 46´·9N., 41° 47´·3E.
the accompanying block B, centred on:  16° 28´·7N., 42° 33´·7E.
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3815 SAUDI ARABIA - Red Sea Coast - NM Blocks. Depths. (continued)

Chart  157 (INT 7006) [ previous update 3025/25 ] WGS84 DATUM

Insert depth, 101, and extend 20m contour N to enclose (a) 16° 31´·5N., 42° 26´·1E.
Delete depth, 32, close NE of:  (a) above
Insert depth, 183, enclosed by 20m contour (b) 16° 27´·3N., 42° 33´·0E.
Delete depth, 35, close NW of:  (b) above

3838* IRAQ - Platforms.
Source: Daewoo E&C

Chart  1229 (INT 7285) [ previous update New Edition 22/08/2024 ] WGS84 DATUM

Insert  ¼  29° 47´·82N., 48° 35´·22E.

Chart  1235 (INT 7289) [ previous update 1144/26 ] WGS84 DATUM

Insert  ¼  29° 47´·82N., 48° 35´·22E.
 29° 44´·78N., 48° 40´·64E.

3843* UNITED ARAB EMIRATES - Buoy.
Source: Fujairah Port Authority Notice 05/26

Chart  3479 [ previous update 2807/25 ] WGS84 DATUM

Move  I]bFl.G B11, from:
 25° 36´·63N., 56° 17´·58E.

to:  25° 36´·66N., 56° 17´·54E.

3873 OMAN - Dredged area. Legend.
Source: ENC OM500103

Chart  3762 [ previous update 1148/26 ] WGS84 DATUM

Insert limit of dredged area, pecked line, joining: (a) 19° 41´·96N., 57° 43´·64E.
(b) 19° 41´·58N., 57° 43´·46E.
(c) 19° 41´·45N., 57° 43´·40E.
(d) 19° 41´·20N., 57° 43´·63E.
(e) 19° 41´·34N., 57° 43´·71E.
(f) 19° 41´·51N., 57° 43´·73E.
(g) 19° 41´·57N., 57° 43´·69E.

legend, Dredged to 16·5m (2025), within:  (a)-(g) above
Delete charted detail, within:  (a)-(g) above
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3817 INDIAN OCEAN - La Réunion - Lights. NM Block. Buoyage. Landmarks.
Source: French Notice 25/182/26

Chart  712 (INT 7730) [ previous update 2028/24 ] WGS84 DATUM

Amend range of light to, 16M  21° 00´·5S., 55° 16´·1E.
Delete  è Radio Mast (64)

 20° 55´·8S., 55° 40´·0E.

Chart  1495 (INT 7736) (Panel C, Port Réunion (Pointe des Galets) Port Est) [ previous update 2863/26 ] WGS84
DATUM

Amend range of light to, 9M  20° 55´·634S., 55° 19´·142E.
 20° 55´·584S., 55° 19´·316E.

Chart  1495 (INT 7736) [ previous update 2863/26 ] WGS84 DATUM

Insert the accompanying block, centred on:  20° 59´·7S., 55° 15´·9E.

 EFAD
 20° 48´·39S., 55° 26´·31E.

Delete former  EFAD
 20° 49´·06S., 55° 27´·22E.

Move  EFAD, from:
 20° 49´·26S., 55° 33´·18E.

to:  20° 49´·29S., 55° 32´·33E.
Delete  Dd  20° 49´·33S., 55° 25´·94E.

 Ï (64)
 20° 55´·82S., 55° 39´·96E.

Chart  1497 (INT 7735) [ previous update 2863/26 ] WGS84 DATUM

Amend range of light to, 16M  21° 00´·5S., 55° 16´·1E.
Move  EFAD, from:

 20° 49´·06S., 55° 27´·22E.
to:  20° 48´·39S., 55° 26´·31E.

 EFAD, from:
 20° 49´·27S., 55° 33´·18E.

to:  20° 49´·29S., 55° 32´·33E.
Delete  è RADIO MAST (64)

 20° 55´·84S., 55° 39´·97E.

 Dd  20° 49´·33S., 55° 25´·94E.

3834 MYANMAR (BURMA) - NM Block. Depths.
Source: ENC IN54802A

Chart IN 31 (INT 756) [ previous update 3511/26 ] WGS84 DATUM

Insert depth, 103 (a) 16° 33´·1N., 94° 12´·7E.
Delete depth, 128, close E of:  (a) above

Chart  818 (INT 7433) [ previous update 2464/26 ] WGS84 DATUM

Insert the accompanying block, centred on:  16° 32´·5N., 94° 16´·3E.
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3834 MYANMAR (BURMA) - NM Block. Depths. (continued)

Chart  823 (INT 7438) [ previous update 3845/25 ] WGS84 DATUM

Insert depth, 103, and extend 20m contour W to enclose  16° 34´·1N., 94° 15´·0E.
depth, 2, enclosed by 2m contour (a) 16° 33´·2N., 94° 17´·5E.

Delete depth, 73, close E of:  (a) above
Insert depth, 83, enclosed by 10m contour (b) 16° 29´·5N., 94° 12´·8E.
Delete depth, 128, close S of:  (b) above
Replace depth, 128, with depth, 103  16° 33´·1N., 94° 12´·7E.

depth, 146, with depth, 89, enclosed by 10m contour  16° 32´·0N., 94° 12´·7E.
depth, 165, with depth, 135  16° 30´·6N., 94° 12´·9E.

Chart  830 [ previous update 3260/26 ] WGS84 DATUM

Insert depth, 103 (a) 16° 33´·1N., 94° 12´·7E.
Delete depth, 128, close W of:  (a) above

3766 CHINA - South Coast - Virtual aids to navigation.
Source: Chinese Notice 19/515/26

Chart  3890 [ previous update 3622/26 ] CGCS 2000 DATUM

Insert symbol, Virtual aid to navigation, special topmark, V-AIS  20° 06´·92N., 110° 07´·32E.
 20° 04´·65N., 110° 07´·49E.

symbol, Virtual aid to navigation, special topmark, V-AIS, out
of position  20° 06´·11N., 110° 07´·38E.

Chart  3892 [ previous update 3668/26 ] CGCS 2000 DATUM

Insert symbol, Virtual aid to navigation, special topmark, V-AIS  20° 06´·9N., 110° 07´·3E.
 20° 04´·6N., 110° 07´·5E.

3776 THAILAND - Gulf of Thailand Coast - Depths.
Source: ENC TH50115A

Chart  3724 (Panel A, Sattahip Commercial Port (Chuk Samet Harbour)) [ previous update 4137/25 ] WGS84 DATUM

Insert depth, 67 (a) 12° 36´·621N., 100° 53´·937E.
Delete depth, 79 , close NW of:  (a) above
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3777 CHINA - South Coast - Buoyage.
Source: UKHO

Chart  1557 [ previous update 3628/26 ] CGCS 2000 DATUM

Insert  GrWQ(3)10s J2
 21° 58´·39N., 113° 09´·62E.

 CbFl(2)G.6s No 41
(a) 21° 58´·41N., 113° 09´·91E.

Delete  CbFl(2)G.6s No 40 , close NW of:
 (a) above

Insert  BdFl(2)R.6s No 40
 21° 58´·32N., 113° 09´·79E.

Delete  CbFl(2)G.6s No 41
 21° 58´·61N., 113° 09´·74E.

3794 VIETNAM - Virtual aid to navigation.
Source: ENC V1300009

Chart  3989 [ previous update 3456/26 ] WGS84 DATUM

Insert symbol, Virtual aid to navigation, special topmark, 4 V-AIS  17° 42´·9N., 106° 34´·1E.

3798 CHINA - East Coast - Buoyage. Virtual aids to navigation.
Source: Chinese Notice 23/610/26

Chart  1719 [ previous update 2396/26 ] CGCS 2000 DATUM

Insert  I]b Q.G JTL 17
(a) 24° 31´·15N., 118° 13´·89E.

Delete  I]bFl(2)G.6s JT 15, close W of:
 (a) above

Insert  Gö\Fl(2+1)R.6s JTL 18
 24° 31´·05N., 118° 13´·39E.

symbol, Virtual aid to navigation, special topmark, V-AIS  24° 30´·93N., 118° 13´·59E.
 24° 30´·59N., 118° 13´·75E.
 24° 30´·59N., 118° 14´·05E.

Replace  G\dQ.R JT14A , with  G\dFl(3)R.10s JTL 14
 24° 30´·39N., 118° 14´·22E.
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3810 VIETNAM - Swinging circles. Legends. Depths.
Source: VMSC Notice 81/26

Chart  3882 [ previous update 3594/26 ] WGS84 DATUM

Insert swinging circle, radius 160m, pecked line, centred on: (a) 20° 50´·62N., 106° 46´·26E.
legend, Swinging Area, within:  (a) above
depth, 85 (b) 20° 50´·64N., 106° 46´·20E.

Delete depth, 8, close SE of:  (b) above
Insert depth, 85 (c) 20° 50´·63N., 106° 46´·31E.
Delete depth, 68, close NW of:  (c) above
Insert 5m contour, joining: (d) 20° 50´·71N., 106° 46´·25E.

 20° 50´·71N., 106° 46´·29E.
 20° 50´·67N., 106° 46´·35E.
(e) 20° 50´·63N., 106° 46´·37E.

Delete former 5m contour, joining:  (d) above
 (e) above

former swinging circle and associated legend, Swinging Area,
centred on:  20° 50´·61N., 106° 46´·25E.

3819 TAIWAN - Restricted area.
Source: UKHO
Note: Former Notice 838(P)/25 is cancelled. This update is included in New Editions 2409 and 3231, published mid 2026.

Chart  1760 [ previous update 3648/26 ] WGS84 DATUM

Insert limit of submarine cable area,  ÇÉÇ, joining:
 24° 07´·9N., 120° 13´·6E.
 24° 07´·8N., 120° 10´·8E.
 24° 08´·1N., 120° 10´·3E.
 24° 02´·7N., 119° 55´·9E.
 24° 02´·7N., 119° 55´·7E.
 and
 24° 07´·4N., 120° 13´·6E.
 24° 07´·2N., 120° 10´·6E.
 24° 07´·5N., 120° 10´·2E.
 24° 02´·2N., 119° 56´·0E.
 24° 02´·1N., 119° 55´·2E.

3837 CHINA - South Coast - Depths. NM Blocks. Wreck.
Source: Hong Kong Notice 12/34/26

Chart  4117 [ previous update 1445/26 ] WGS84 DATUM

Insert the accompanying block, centred on:  22° 18´·7N., 114° 11´·9E.
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3837 CHINA - South Coast - Depths. NM Blocks. Wreck. (continued)

Chart  4118 [ previous update 3277/26 ] WGS84 DATUM

Insert the accompanying block, centred on:  22° 18´·7N., 114° 11´·9E.
depth, 28  22° 19´·005N., 114° 11´·991E.
depth, 19, and extend 2m contour W to enclose (a) 22° 18´·605N., 114° 11´·525E.

Delete  0Ó+ Wks, close S of:
 (a) above

3839 CHINA - Bo Hai - NM Blocks. Virtual aids to navigation.
Source: Chinese Notices 16/394-395/26
Note: This update is included in New edition 1256, published mid 2026

Chart  1206 [ previous update 2080/25 ] CGCS 2000 DATUM

Insert the accompanying block, centred on:  38° 32´·1N., 120° 59´·0E.
symbol, Virtual aid to navigation, west cardinal topmark, V-
AIS  38° 27´·00N., 120° 46´·79E.

 38° 22´·73N., 120° 43´·59E.
 38° 18´·45N., 120° 40´·43E.
 38° 14´·17N., 120° 37´·25E.
 38° 09´·89N., 120° 34´·06E.

symbol, Virtual aid to navigation, east cardinal topmark, V-
AIS  38° 22´·01N., 121° 03´·26E.

 38° 18´·00N., 121° 02´·00E.
 38° 14´·00N., 121° 00´·75E.
 38° 10´·00N., 120° 59´·50E.
 38° 05´·36N., 120° 59´·08E.

Chart  1249 [ previous update 3099/26 ] CGCS 2000 DATUM

Insert the accompanying block, centred on:  38° 30´·4N., 120° 57´·0E.

Chart  1250 [ previous update 3265/26 ] CGCS 2000 DATUM

Insert symbol, Virtual aid to navigation, west cardinal topmark, V-
AIS, out of position  38° 14´·2N., 120° 37´·2E.

 38° 18´·4N., 120° 40´·4E.
symbol, Virtual aid to navigation, west cardinal topmark, V-
AIS  38° 27´·0N., 120° 46´·8E.

 38° 22´·7N., 120° 43´·6E.
 38° 09´·9N., 120° 34´·1E.
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3839 CHINA - Bo Hai - NM Blocks. Virtual aids to navigation. (continued)

Chart  1255 [ previous update 3626/26 ] CGCS 2000 DATUM

Insert the accompanying block, centred on:  38° 29´·5N., 120° 55´·2E.
symbol, Virtual aid to navigation, west cardinal topmark, V-
AIS  38° 18´·4N., 120° 40´·4E.

 38° 14´·2N., 120° 37´·2E.
symbol, Virtual aid to navigation, west cardinal topmark, V-
AIS, out of position  38° 09´·9N., 120° 34´·1E.
symbol, Virtual aid to navigation, east cardinal topmark, V-
AIS  38° 18´·0N., 121° 02´·0E.

 38° 14´·0N., 121° 00´·8E.
 38° 10´·0N., 120° 59´·5E.
 38° 05´·4N., 120° 59´·1E.

3845 CHINA - South Coast - Buoyage.
Source: Chinese Notices 19/515/26 and 21/564/26

Chart  3890 [ previous update 3766/26 ] CGCS 2000 DATUM

Move  Ib] Fl.G.4s No 1, from:
 20° 07´·48N., 110° 06´·82E.

to:  20° 06´·50N., 110° 06´·87E.

 HpZLFl.10s No 1, from:
 20° 07´·33N., 110° 07´·35E.

to:  20° 06´·50N., 110° 07´·36E.

 Gd\Fl.R.4s No 2, from:
 20° 07´·49N., 110° 07´·64E.

to:  20° 06´·50N., 110° 07´·73E.

3847 CHINA - South Coast - Buoyage. Lights.
Source: UKHO

Chart  4128 [ previous update 2959/26 ] WGS84 DATUM

Insert  ¶ Iso.R.4s
 22° 35´·60N., 114° 25´·49E.
 22° 35´·48N., 114° 25´·67E.

 GqVVQ(6)+LFl.10s LNG9
 22° 35´·60N., 114° 25´·37E.

Move  BdFl(3)R.10s LNG8 , from:
 22° 35´·45N., 114° 25´·59E.

to:  22° 35´·44N., 114° 25´·26E.

 BdFl(2)R.6s LNG6 , from:
 22° 35´·29N., 114° 25´·25E.

to:  22° 35´·12N., 114° 25´·25E.
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3848 CHINA - South Coast - Anchorage area. Legend.
Source: UKHO

Chart  344 [ previous update 2678/26 ] CGCS 2000 DATUM

Insert  limit of anchorage area, pecked line, joining: (a) 22° 53´·00N., 113° 33´·42E.
(b) 22° 52´·93N., 113° 33´·80E.
(c) 22° 52´·70N., 113° 33´·78E.
(d) 22° 52´·70N., 113° 33´·42E.

legend,  ½74NZA , within:
 (a) - (d) above

3850 CHINA - South Coast - Light-vessel.
Source: Chinese Notice 22/583/26

Chart  3348 [ previous update 3590/26 ] CGCS 2000 DATUM

Insert symbol, light-vessel, Fl.6s  21° 04´·08N., 111° 25´·73E.

Chart  3892 [ previous update 3766/26 ] CGCS 2000 DATUM

Insert symbol, light-vessel, Fl.6s  21° 04´·1N., 111° 25´·7E.

3851 CHINA - East Coast - Wreck.
Source: Chinese Notice 24/642/26

Chart  1199 [ previous update 3621/26 ] CGCS 2000 DATUM

Insert  ´Rep(2026) PA
 30° 25´·5N., 122° 57´·3E.

Chart  1305 [ previous update 3621/26 ] CGCS 2000 DATUM

Insert  ´Rep(2026) PA
 30° 25´·50N., 122° 57´·30E.

3868 VIETNAM - Breakwater. Light.
Source: Vietnam Maritime Safety Corporation Notice 94/26 and ENC V14N0020

Chart  3884 [ previous update New Edition 23/07/2026 ] WGS84 DATUM

Insert breakwater, single firm line, joining:  16° 20´·20N., 108° 01´·00E.
(a) 16° 20´·20N., 108° 00´·58E.

 ¶ Q(9)15s BH
 (a) above
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3874 CHINA - South Coast - Legends. NM Block. Pilot boarding places. Anchorage areas.
Source: Chinese Notice 23/616/26

Chart  3990 [ previous update 3133/26 ] WGS84 DATUM

Insert symbol, dangerous cargo and quarantine anchorage, No 6, 
centred on:  21° 25´·4N., 108° 41´·2E.

 Â  21° 26´·3N., 108° 40´·2E.
symbol, quarantine anchorage, No 7, centred on:  21° 17´·6N., 108° 39´·4E.

 Â  21° 16´·6N., 108° 38´·2E.
Delete legend, No 2 ½  21° 23´·1N., 108° 41´·6E.

Chart  3992 [ previous update New Edition 25/06/2026 ] CGCS 2000 DATUM

Insert the accompanying block, centred on:  21° 21´·0N., 108° 40´·8E.

3795 KOREA - West Coast - Buoyage.
Source: Korean Notice 24/329/26

Chart  1008 [ previous update 927/26 ] WGS84 DATUM

Insert  Gf;Fl(4)Y.8s E
 35° 58´·12N., 126° 30´·88E.

 Gf;Fl(4)Y.8s D
 35° 58´·09N., 126° 30´·24E.

 Gf;Fl(4)Y.8s C
 35° 57´·45N., 126° 30´·30E.

 Gf;Fl(4)Y.8s A
 35° 56´·76N., 126° 30´·91E.

 Gf;Fl(4)Y.8s B
 35° 56´·73N., 126° 30´·36E.
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3796 KOREA - West Coast - Buoyage.
Source: Korean Notices 24/331-332/26

Chart  3642 (INT 5364) [ previous update New Edition 23/04/2026 ] WGS84 DATUM

Insert  Gf;Fl(4)Y.8s B
 37° 31´·117N., 126° 36´·040E.
(a) 37° 30´·975N., 126° 35´·130E.

Delete  Gf;Fl(4)Y.8s C, close NW of:
 (a) above

Insert  Gf;Fl(4)Y.8s A
(b) 37° 30´·875N., 126° 35´·185E.

Delete  Gf;Fl(4)Y.8s B, close S of:
 (b) above

Move  Gf;Fl(4)Y.8s A, from:
 37° 30´·955N., 126° 35´·930E.

to:  37° 30´·949N., 126° 36´·078E.
Delete  Gf;Fl(4)Y.8s B

 37° 31´·102N., 126° 35´·508E.
 37° 30´·533N., 126° 34´·877E.

 Gf;Fl(4)Y.8s D
 37° 31´·087N., 126° 35´·373E.

 Gf;Fl(4)Y.8s A
 37° 30´·888N., 126° 35´·550E.
 37° 30´·658N., 126° 34´·957E.

 Gf;Fl(4)Y.8s E
 37° 30´·872N., 126° 35´·415E.

3871 KOREA - South Coast - Fog signal. Lights.
Source: Korean Notice 26/354/26

Chart  3390 (INT 5362) [ previous update 3666/26 ] WGS84 DATUM

Insert  ¶ Fl(4)Y.8s11m9M D
(a) 34° 53´·54N., 127° 47´·61E.

fog signal, Horn(1)40s, at light  (a) above

 ¶ Fl(4)Y.8s11m9M C
 34° 53´·17N., 127° 47´·51E.

3833 PHILIPPINE ISLANDS - Sulu Sea - Light. Pile.
Source: Philippines Notice 6/25/26

Chart  4418 [ previous update 1942/26 ] WGS84 DATUM

Replace  ¶{ with pile,  ã  5° 34´·2N., 120° 49´·1E.

Chart  4446 [ previous update 2715/20 ] WGS84 DATUM

Replace  ¶ Fl.5s9m7M, with pile,  ã  5° 34´·24N., 120° 49´·13E.
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3861 NEW ZEALAND - North Island - Light.
Source: New Zealand Notice 15/44/26

Chart NZ 521 [ previous update 1394/24 ] WGS84 DATUM

Amend light to, Ldg F.Bu.7m7M  35° 36´·88S., 174° 31´·87E.

3865 NEW ZEALAND - North Island - Depths.
Source: New Zealand Notice 15/45/26

Chart NZ 45 [ previous update 3212/25 ] WGS84 DATUM

Insert depth, 129, and extend 20m contour SW to enclose (a) 40° 02´·78S., 175° 01´·72E.
Delete depth, 164, close SE of:  (a) above

3797 ANTARCTICA - Depths.
Source: Australian Chart 4074

Chart  4074 (INT 74) [ previous update 3747/26 ] WGS84 DATUM

Insert   8+ (a) 67° 19´·0S., 62° 55´·2E.
Delete  depth 37, close SW of:  (a) above
Insert  depth, 116, and extend 200m contour E to enclose (b) 66° 20´·6S., 81° 13´·1E.
Delete  depth 134, close W of:  (b) above

Chart  4075 (INT 75) [ previous update New Edition 21/08/2025 ] WGS84 DATUM

Insert   8+  67° 19´·0S., 62° 55´·2E.

3813 ARGENTINA - Light-beacon. Buoy.
Source: Argentine Notice 6/72/26

Chart  1324 (Panel C, Puerto Campana) [ previous update 2827/26 ] WGS84 DATUM

Insert   Tj©Fl(4)R.16s Km 98·5
(a)  34° 08´·90S., 58° 58´·05W.

Delete  Gd:Fl(4)R.16s Km 98·5, close SE of:
 (a) above

Chart  1324 [ previous update 2827/26 ] WGS84 DATUM

Insert   Tj©Fl(4)R.16s Km 98·5
(a)  34° 08´·90S., 58° 58´·05W.

Delete  Gd:Fl(4)R.16s Km 98·5, close SE of:
 (a) above
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3774 CUBA - South Coast - Light.
Source: Cuban Notice 6/88/26

Chart  2846 [ previous update 4119/23 ] WGS84 DATUM

Delete  ¶ Fl.10s18m13M
 21° 44´·1N., 80° 00´·0W.

Chart  2996 [ previous update 3043/26 ] WGS84 DATUM

Delete  ¶ Fl.13M
 21° 44´·1N., 80° 00´·0W.

Chart  4401 (INT 401) [ previous update 975/26 ] WGS84 DATUM

Delete  ¶{  21° 44´·7N., 80° 00´·7W.

Chart  4402 (INT 402) [ previous update 5836/25 ] WGS84 DATUM

Delete  ¶{  21° 44´·8N., 80° 00´·7W.

Chart  4403 (INT 403) [ previous update 1786/26 ] WGS84 DATUM

Delete  ¶{  21° 44´·9N., 80° 00´·7W.

3830 VENEZUELA - NM Block. Submarine pipeline.
Source: ENCs VE400606 and VE300600

Chart  1044 [ previous update 3148/26 ] WGS84 DATUM

Insert the accompanying block, centred on:  10° 47´·6N., 61° 56´·6W.

submarine pipeline,  È, joining:
 10° 33´·4N., 62° 18´·6W.
 10° 32´·7N., 62° 17´·5W.
 10° 32´·7N., 62° 16´·9W.
 10° 33´·7N., 62° 03´·3W.

3856 MEXICO - Gulf of Campeche - Wells.
Source: ENC MX384000
Note: This update is included in New Editions 359 and 2626, published late 2026.

Chart  1307 [ previous update 1435/26 ] WGS84 DATUM

Insert  åWell
 19° 43´·8N., 92° 31´·6W.
 18° 59´·5N., 93° 16´·0W.
 18° 50´·2N., 93° 19´·5W.
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3859 WEST INDIES - Windward Islands - Wrecks.
Source: French Notice 28/259/26

Chart  494 (Panel C, Cul-de-Sac du Marin) [ previous update 1341/26 ] WGS84 DATUM

Insert  ´Masts
 14° 27´·85N., 60° 51´·96W.
 14° 27´·76N., 60° 51´·90W.

 ´  14° 27´·82N., 60° 51´·90W.

 ®  14° 27´·55N., 60° 52´·30W.

3867 UNITED STATES OF AMERICA - Gulf of Mexico - Submarine pipelines.
Source: ENC US3LA1BD

Chart  3851 [ previous update 2974/26 ] NAD83 DATUM

Insert submarine pipeline,  È, joining:
(a) 28° 11´·1N., 89° 24´·2W.
 28° 12´·3N., 89° 20´·3W.
 28° 12´·5N., 89° 19´·2W.
 28° 12´·3N., 89° 18´·3W.
 28° 11´·8N., 89° 17´·7W.
 28° 10´·9N., 89° 17´·2W.
 and
 28° 10´·8N., 89° 17´·1W.
 28° 11´·3N., 89° 23´·4W.
 (a) above

3787 UNITED STATES OF AMERICA - East Coast - NM Block.
Source: ENC US5PCVCC

Chart  3692 (Panel, Port Canaveral) [ previous update 201/26 ] NAD83 DATUM

Insert the accompanying block, centred on:  28° 24´·7N., 80° 36´·9W.
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3786(P)/26 SCOTLAND - West Coast - Submarine power cables.

Source: SSEN
1. Submarine power cables are being laid between the Isle of Skye and South Uist, joining the following positions:

57° 33´·18N., 6° 38´·72W.
57° 32´·61N., 6° 38´·29W.
57° 32´·23N., 6° 38´·48W.
57° 31´·96N., 6° 39´·18W.
57° 31´·93N., 6° 39´·67W.
57° 32´·01N., 6° 40´·25W.
57° 32´·33N., 6° 40´·99W.
57° 32´·35N., 6° 41´·98W.
57° 31´·78N., 6° 43´·79W.
57° 31´·62N., 6° 43´·88W.
57° 31´·50N., 6° 44´·08W.
57° 31´·47N., 6° 44´·39W.
57° 29´·32N., 6° 46´·89W.
57° 28´·82N., 6° 47´·49W.
57° 28´·11N., 6° 47´·50W.
57° 27´·93N., 6° 46´·81W.
57° 28´·00N., 6° 46´·24W.
57° 27´·85N., 6° 45´·19W.
57° 27´·73N., 6° 45´·04W.
57° 27´·34N., 6° 44´·87W.

2. and

57° 21´·708N., 7° 16´·160W.
57° 21´·611N., 7° 15´·575W.
57° 21´·712N., 7° 14´·200W.
57° 21´·549N., 7° 13´·768W.
57° 21´·525N., 7° 12´·891W.
57° 21´·378N., 7° 12´·372W.
57° 21´·527N., 7° 11´·639W.
57° 21´·515N., 7° 11´·170W.
57° 21´·437N., 7° 10´·583W.
57° 21´·198N., 7° 10´·008W.
57° 21´·045N., 7° 07´·817W.
57° 21´·725N., 7° 04´·323W.
57° 23´·388N., 7° 00´·726W.
57° 24´·427N., 6° 55´·204W.
57° 24´·550N., 6° 51´·983W.
57° 24´·883N., 6° 50´·598W.
57° 25´·864N., 6° 49´·033W.
57° 27´·463N., 6° 47´·959W.
57° 27´·948N., 6° 46´·447W.
57° 27´·814N., 6° 45´·241W.
57° 27´·346N., 6° 44´·880W.

3. Mariners are advised to navigate with caution in the area.
4. Charts will be updated when works are complete.

(ETRS89 DATUM)

Charts affected -  1757 (INT 1630) -  1795 (INT 1626) -  2533 -  2635 (INT 1061) -  2825 -  2904 -  5616_10 -  5616_11 -
 5616_12 -  5616_20 -  5616_23 -  5616_27
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3870(T)/26 ENGLAND - South Coast - Pontoon. Lights.

Source: KHM Plymouth NAVWAR 48/26
1. The pontoon and walkway located at North Corner (Cornwall Beach) have been decommissioned due to damage in the

vicinity of position 50° 22´·312N., 4° 11´·065W.
2. The area is no longer in use as a landing stage until further notice.
3. The associated fixed green lights that were situated on the pontoon have been removed.
4. Mariners are advised to navigate with caution in the area and consult the local port authority for the latest information.

(ETRS1989 DATUM)

Charts affected -  871 -  1902 -  5602_17

3768(T)/26 NORWAY - South Coast - Scientific instruments.

Source: Norwegian Notice 13/81974(T)/26
1. Unmarked subsurface ODAS measuring instruments have been established, anchored to the seabed, in the following

position:

Position Depth below surface
58° 00´·7N., 6° 52´·5E. 14m

2. Mariners are advised to navigate with caution in the area.
(WGS84 DATUM)

Chart affected -  1402 (INT 1300)

3846(P)/26 NORWAY - West Coast - Submarine cable. Works.

Source: Norwegian Notice 13/81990(P)/26
1. Submarine cable laying operations are taking place, joining the following positions:

65° 07´·0N., 6° 47´·6E.
65° 08´·4N., 6° 49´·6E.
65° 09´·8N., 6° 47´·6E.
65° 10´·4N., 6° 47´·9E.

2. and

65° 06´·9N., 6° 48´·1E.
65° 07´·0N., 6° 50´·3E.
65° 06´·5N., 6° 54´·0E.
65° 06´·5N., 7° 06´·5E.
65° 05´·9N., 7° 13´·5E.
65° 05´·9N., 7° 18´·7E.
65° 05´·4N., 7° 29´·1E.
65° 04´·0N., 7° 29´·5E.

3. Mariners are advised to navigate with caution in the area.
4. Charts will be updated when works are complete.

(WGS84 DATUM)

Charts affected -  1429 (INT 1403) -  1430 (INT 1404)
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3771(T)/26 POLAND - Works.

Source: Polish Notice 24/287(T)/26
1. Environmental research is being carried out within the area bounded by the following positions:

54° 49´·27N., 17° 53´·68E.
54° 49´·91N., 17° 53´·41E.
54° 53´·67N., 17° 50´·20E.
54° 53´·77N., 17° 44´·61E.
54° 52´·23N., 17° 41´·45E.
54° 47´·94N., 17° 41´·80E.
54° 47´·32N., 17° 42´·18E.

2. and

54° 40´·92N., 17° 05´·57E.
54° 43´·94N., 17° 02´·97E.
54° 44´·64N., 17° 05´·39E.
54° 41´·58N., 17° 08´·02E.

3. Mariners are advised to navigate with caution in the area.
4. *Former Notice 3620(T)/26 is cancelled.

*Indicates new or revised entry
(WGS84 DATUM)

Charts affected -  2014 (INT 1219) -  2018 (INT 1202) -  2040 (INT 1218) -  2816

3773(T)/26 POLAND - Works.

Source: Polish Notice 25/302(T)/26
1. Survey works are in progress, until further notice, within areas bounded by the following positions:

54° 01´·04N., 14° 14´·89E.
54° 01´·30N., 14° 14´·66E.
54° 14´·58N., 14° 10´·74E.
54° 16´·68N., 14° 05´·43E.
54° 16´·92N., 14° 05´·05E.
54° 17´·03N., 14° 05´·41E.
54° 16´·96N., 14° 05´·77E.
54° 14´·78N., 14° 11´·29E.
54° 01´·35N., 14° 15´·25E.
54° 01´·07N., 14° 15´·18E.

2. Mariners are advised to navigate with caution in the area.
(WGS84 DATUM)

Charts affected -  2014 (INT 1219) -  2015 (INT 1201) -  2679 -  2816
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3784(P)/26 POLAND - Wind farm. Works.

Source: Polish Notice 28/359(T)/26
1. Wind farm construction works are taking place, within the areas bounded by the following positions:

54° 34´·85N., 16° 48´·71E.
54° 34´·80N., 16° 48´·40E.
54° 35´·00N., 16° 48´·45E.
54° 35´·47N., 16° 48´·65E.
54° 35´·54N., 16° 48´·56E.
54° 35´·64N., 16° 49´·14E.
54° 35´·74N., 16° 49´·72E.

2. and

54° 35´·64N., 16° 49´·14E.
54° 35´·54N., 16° 48´·56E.
54° 37´·26N., 16° 50´·87E.
54° 37´·70N., 16° 50´·96E.
54° 38´·01N., 16° 51´·24E.
54° 51´·37N., 16° 55´·15E.
54° 52´·62N., 16° 55´·51E.
54° 53´·86N., 16° 56´·04E.
54° 58´·27N., 16° 55´·36E.
55° 02´·11N., 16° 51´·02E.
55° 04´·09N., 16° 50´·99E.
55° 04´·81N., 16° 52´·09E.
55° 05´·28N., 16° 52´·27E.
55° 05´·66N., 16° 52´·68E.
55° 05´·37N., 16° 53´·48E.
55° 04´·52N., 16° 52´·98E.
55° 03´·94N., 16° 51´·94E.
55° 02´·00N., 16° 52´·17E.
55° 02´·10N., 16° 51´·59E.
54° 58´·35N., 16° 55´·82E.
54° 53´·86N., 16° 56´·50E.
54° 53´·24N., 16° 56´·32E.
54° 51´·47N., 16° 55´·49E.
54° 37´·99N., 16° 51´·55E.
54° 37´·70N., 16° 51´·08E.

3. and

54° 37´·25N., 16° 51´·02E.
54° 36´·83N., 16° 50´·80E.

4. Mariners are advised to maintain a safe distance of at least 500m from works vessels.
5. Additionally, mariners are advised to maintain a safe distance of at least 1500m from the following vessels:

Vessel MMSI No.:
ISAAC NEWTON (MMSI: 253134000)
SYMPHONY (MMSI: 253830000)
VEO VANGUARD (MMSI: 232008636)
HYDROMAG2 (MMSI: 261011219)
C-730 (C7 BARGE)

6. Mariners are advised to navigate with caution in the area.
(WGS84 DATUM)

Charts affected -  2014 (INT 1219) -  2018 (INT 1202) -  2816
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3858(T)/26 DENMARK - East Coast - Obstruction.

Source: Danish Notice 30/679(T)/26
1. An obstruction, depth 0·5m, has been reported in position 57° 27´·06N., 10° 35´·34E.
2. Mariners are advised to navigate with caution in the area.

(WGS84 DATUM)

Charts affected -  892 (INT 1378) -  2107 (INT 1301)

3864(T)/26 FINLAND - South Coast - Works. Lights.

Source: Finnish Notices 21/176(T)/25 and 19/183(T)/26
1. Construction works are taking place, in an area bounded by the following positions:

60° 08´·80N., 24° 54´·54E.
60° 08´·84N., 24° 54´·54E.
60° 08´·92N., 24° 54´·63E.
60° 08´·86N., 24° 54´·94E.
60° 08´·79N., 24° 54´·87E.

2. *and

60° 09´·14N., 24° 55´·23E.
60° 09´·13N., 24° 55´·27E.
60° 08´·97N., 24° 55´·06E.
60° 08´·98N., 24° 55´·02E.

3. *These areas are marked with special lit marks.
4. Work teams can be contacted on VHF channels 9, 67 and 71.
5. Mariners are advised to navigate with caution in the area.
6. *Former Notice 4086(T)/25 is cancelled.

*Indicates new or revised entry.
(WGS84 DATUM)

Charts affected -  2218 (INT 1159) -  3818 (INT 1250)

3836(T)/26 NETHERLANDS - Ferry routes.

Source: Netherlands Notice 30/165(T)/26
1. Ferry routes have been established between the following positions:

51° 49´·54N., 4° 42´·51E.
51° 49´·44N., 4° 42´·53E.
51° 49´·36N., 4° 42´·64E.
51° 49´·30N., 4° 42´·65E.

2. and

51° 49´·33N., 4° 42´·72E.
51° 49´·38N., 4° 42´·88E.
51° 49´·39N., 4° 43´·68E.
51° 49´·44N., 4° 43´·76E.

3. Mariners are advised to navigate with caution in the area.
(WGS84 DATUM)

Chart affected -  209 (INT 1467)
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3792(P)/26 PORTUGAL - West Coast - Works. Depths. Buoyage. Light.

Source: Portuguese Chart 26408
1. Numerous changes to charted detail have taken place within the port of Sines
2. Terminal XXI extension works have been completed in positions:

37° 56´·041N., 8° 50´·580W.
37° 56´·062N., 8° 50´·579W.
37° 56´·141N., 8° 50´·501W.
and

37° 55´·819N., 8° 50´·429W.
37° 55´·781N., 8° 50´·405W.
37° 55´·745N., 8° 50´·344W.
37° 55´·713N., 8° 50´·382W.
37° 55´·779N., 8° 50´·495W.

3. Depths less than charted exist within the approaches to Sines. The most significant are as follows:

Depth Position
37m 37° 53´·562N., 8° 50´·643W.
36m 37° 53´·729N., 8° 51´·038W.

4. *A light, Fl.G.4s3M, Terminal XXI E, exists in position 37° 55´·704N., 8° 50´·360W.
5. *The following buoys have been removed:

Characteristic Designation Buoy Type Position
VQ(6)+LFl.10s2M No 1 South Cardinal 37° 55´·676N., 8° 50´·343W.
Q(3)10s2M No 2 East Cardinal 37° 55´·739N., 8° 50´·290W.

6. These and other changes will be included in the next New Edition of Chart 3224.
7. *Former Notice 1468(P)/26 is cancelled.

*Indicates new or revised entry
(WGS84 DATUM)

Chart affected -  3224 (INT 1882)

3799(T)/26 FRANCE - West Coast - Light.

Source: French Notice 26/4(T)/26
1. The sectors and range at light Pointe du Portzic, Oc(2)WR 12s, in position 48° 21´·50N., 4° 32´·04W. have been

temporarily amended and are now as follows:

Colour Bearing Range (M)
R 219° - 256° (37°) 11
W 256° - 338° (82°) 15
R 338° - 045° (67°) 11
R 050° - 065° (15°) 11
R 071° - 088° (17°) 11
Obs 088° - 219° (131°)

2. The auxiliary lights remain unchanged.
(WGS84 DATUM)

Charts affected -  2350 -  2356 -  2643 (INT 1800) -  2655 -  3427 (INT 1832) -  3428 (INT 1833) -  3429
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3826(T)/26 MOROCCO - North Coast - Buoy.

Source: French Notice 26/5(T)/26
1. The following light-buoy have been removed:

Buoy Type Characteristic Position
North Cardinal VQ 35° 49´·900N., 5° 45´·270W.

2. Mariners are advised to navigate with caution in the area.
3. *Former Notice 2142(T)/26 has been cancelled.

*Indicates new or revised entry
(WGS84 DATUM)

Charts affected -  142 -  1912

3872(T)/26 ITALY - South Coast - Restricted area.

Source: Italian Notice 11.28(T)/26
1. Environmental monitoring stations have been established outside of the port of Taranto.
2. A restricted area, entry prohibited, has been established bounded by the following positions:

40° 25´·64N., 17° 08´·13E.
40° 27´·31N., 17° 07´·77E.
40° 28´·10N., 17° 08´·01E.
40° 28´·78N., 17° 08´·76E.
40° 28´·22N., 17° 09´·42E.
40° 26´·45N., 17° 09´·33E.
(WGS84 DATUM)

Chart affected -  1417

3769(T)/26 MOROCCO - West Coast - Anchorage area.

Source: French Notice 26/7(P)/26
1. The eastern waiting anchorage area of the Port of Casablanca has been partially opened to vessels. The new anchorage

area is bounded by the following positions:

33° 42´·80N., 7° 31´·50W.
33° 42´·80N., 7° 29´·00W.
33° 40´·30N., 7° 29´·95W.
33° 39´·60N., 7° 31´·51W.

2. Mariners are advised to consult the local port authorities for the latest information.
3. Former Notice 3109(T)/23 is cancelled.

(WGS84 DATUM)

Charts affected -  856 -  860 -  861 (INT 1976)

3770(T)/26 MOROCCO - West Coast - Wreck.

Source: French Notice 28/2(P)/26
1. A dangerous wreck has been reported in position 23° 43´·60N., 15° 59´·32W.
2. Mariners are advised to navigate with caution in the area.

(UNDETERMINED DATUM)

Chart affected -  1690
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3829(P)/26 NIGERIA - Depths. Obstructions. Wrecks.

Source: ENC NG455150 and Nigerian Ports Authority
1. Depths less than charted exist within the approaches to Calabar.
2. Obstructions without depth exist within the approaches to Calabar. The most significant are as follows:

Position
4° 42´·75N., 8° 20´·87E.
4° 39´·44N., 8° 22´·17E.
4° 37´·74N., 8° 22´·46E.
4° 36´·29N., 8° 22´·86E.
4° 33´·23N., 8° 23´·20E.
4° 31´·28N., 8° 22´·82E.
4° 29´·93N., 8° 22´·54E.
4° 27´·01N., 8° 20´·55E.
4° 25´·47N., 8° 19´·59E.
4° 24´·87N., 8° 19´·01E.
4° 23´·23N., 8° 17´·78E.
4° 21´·47N., 8° 16´·55E.
4° 19´·76N., 8° 15´·35E.

3. Multiple wrecks showing superstructure exist within the approaches to Calabar. The most significant are as follows:

Position
4° 41´·84N., 8° 21´·17E.
4° 35´·80N., 8° 22´·98E.
4° 27´·59N., 8° 21´·28E.

4. Chart 3433 will be withdrawn in late 2026.
(WGS84 DATUM)

Chart affected -  3433 (INT 2899)

3855(P)/26 NIGERIA - Depths. Obstructions. Platform. Wrecks.

Source: ENCs NG455150, NG542550 and Nigerian Ports Authority
1. Depths less than charted exist within the Calabar river. The most significant are as follows:

Depth Approximate Position
7·8m 5° 00´·733N., 8° 18´·952E.
4·6m 5° 00´·156N., 8° 18´·142E.
7·9m 4° 58´·964N., 8° 19´·360E.
7·1m 4° 58´·603N., 8° 19´·424E.
2·7m 4° 56´·02N., 8° 17´·28E.
3·6m 4° 55´·83N., 8° 17´·12E.
0·3m 4° 53´·94N., 8° 15´·74E.
8·6m 4° 49´·41N., 8° 18´·50E.
8·3m 4° 48´·17N., 8° 18´·87E.

2. Obstructions without depth exist within the Calabar river. The most significant are as follows:

Approximate Position
4° 58´·943N., 8° 19´·160E.
4° 58´·675N., 8° 19´·331E.
4° 51´·82N., 8° 16´·81E.
4° 50´·10N., 8° 17´·78E.
4° 45´·55N., 8° 19´·84E.
4° 44´·12N., 8° 20´·65E.
4° 42´·75N., 8° 20´·87E.
4° 39´·44N., 8° 22´·17E.
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3855(P)/26 NIGERIA - Depths. Obstructions. Platform. Wrecks. (continued)

3. Multiple wrecks showing superstructure exist within the Calabar river. The most significant are as follows:

Approximate Position
4° 50´·54N., 8° 17´·41E.
4° 49´·69N., 8° 18´·35E.
4° 48´·37N., 8° 19´·14E.
4° 46´·37N., 8° 19´·75E.
4° 41´·84N., 8° 21´·17E.

4. A floating platform has been established in position 4° 57´·824N., 8° 18´·705E.
5. Chart 3434 will be withdrawn in late 2026.

(Undetermined DATUM)

Chart affected -  3434

3789(P)/26 INDIA - West Coast - Dry dock. Works.

Source: ENC IN62045R
1. Dry dock extension works are taking place in the vicinity of position 9° 57´·588N., 76° 17´·010E.
2. Mariners are advised to navigate with caution in the area and consult the local port authorities for the latest information.
3. Charts will be updated when works are complete.

(WGS84 DATUM)

Charts affected - IN 2004 (INT 7359) - IN 2045 (INT 7360)

3820(T)/26 INDIA - West Coast - Buoyage.

Source: Indian Nav Warning 676/26
1. The fairway light-buoy has been reported missing in position 18° 17´·40N., 72° 49´·25E.
2. The following lateral light-buoys are reported missing:

Characteristic Position
Q(4)R.6s 18° 17´·59N., 72° 50´·79E.
Q(4)G.6s 18° 17´·40N., 72° 50´·81E.
Q(5)R.7s 18° 17´·64N., 72° 51´·76E.
Q(5)R.7s 18° 17´·45N., 72° 51´·77E.
Q(6)R.10s 18° 17´·69N., 72° 52´·72E.
Q(6)G.10s 18° 17´·50N., 72° 52´·73E.
Iso.R.2s 18° 17´·72N., 72° 53´·66E.
Iso.G.2s 18° 17´·58N., 72° 53´·68E.
Fl(2+1)R.12s 18° 17´·83N., 72° 55´·41E.
Fl(2+1)G.12s 18° 17´·64N., 72° 55´·42E.

3. Mariners are advised to navigate with caution in the area.
(WGS84 DATUM)

Charts affected - IN 211 - IN 212 - IN 255 (INT 7334) - IN 256 (INT 7340) - IN 2036 (INT 7352)
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3783(T)/26 TAIWAN - Works.

Source: UKHO
1. Maritime works are taking place, within an area bounded by the following positions:

25° 09´·333N., 121° 45´·343E.
25° 09´·565N., 121° 45´·312E.
25° 09´·585N., 121° 45´·375E.
25° 09´·748N., 121° 45´·337E.
25° 09´·763N., 121° 45´·300E.
25° 09´·875N., 121° 45´·303E.
25° 10´·102N., 121° 45´·117E.
25° 10´·058N., 121° 45´·053E.
25° 09´·918N., 121° 44´·938E.
25° 09´·890N., 121° 44´·505E.
25° 09´·678N., 121° 44´·503E.
25° 09´·715N., 121° 44´·432E.
25° 09´·607N., 121° 44´·368E.
25° 09´·540N., 121° 44´·507E.
25° 09´·419N., 121° 44´·504E.
25° 09´·363N., 121° 44´·864E.
25° 09´·314N., 121° 45´·179E.

2. Mariners are advised to navigate with caution in the area and consult the local port authorities for the latest information.
(WGS84 DATUM)

Chart affected -  2619

3791(T)/26 CHINA - South Coast - Dredging areas. Works. Buoyage.

Source: Hong Kong Notice 13/37(T)/26
1. Dredging works are taking place within areas bounded by the following positions:

22° 20´·626N., 114° 07´·258E.
22° 20´·586N., 114° 07´·119E.
22° 19´·498N., 114° 07´·489E.
22° 19´·523N., 114° 07´·572E.
22° 19´·577N., 114° 07´·554E.
22° 19´·593N., 114° 07´·609E.
22° 20´·148N., 114° 07´·420E.
22° 20´·156N., 114° 07´·448E.
22° 20´·262N., 114° 07´·412E.
22° 20´·254N., 114° 07´·384E.
and

22° 20´·554N., 114° 07´·008E.
22° 20´·513N., 114° 06´·869E.
22° 19´·790N., 114° 07´·115E.
22° 19´·830N., 114° 07´·254E.

2. The areas will be marked by yellow flashing light markers.
3. Mariners are advised to navigate with caution in the area and consult the local port authorities for the latest information.

(WGS84 DATUM)

Charts affected -  4118 -  4119 -  4122
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3821(P)/26 CHINA - Bo Hai - Depths. Fairway. Anchorage area. Pilot boarding place.

Source: Chinese Chart 11762 and Chinese Notice 24/639/26
1. Depths less than charted exist within Caofeidian Gangqu, Basin No 1. The most significant are as follows:

Depth Position
17·2m 38° 57´·11N., 118° 27´·62E.
17·2m 38° 56´·98N., 118° 27´·62E.
16·2m 38° 57´·08N., 118° 27´·84E.
15·5m 38° 56´·81N., 118° 27´·91E.

2. A fairway has been established joining the following positions:

38° 55´·05N., 118° 36´·22E.
38° 54´·37N., 118° 36´·55E.
38° 53´·87N., 118° 40´·60E.
and

38° 53´·25N., 118° 40´·60E.
38° 54´·05N., 118° 33´·37E.

3. *The Large Oil Tankers anchorage is not in operation within the area of the fairway outlined above.
4. *Due to the new fairway, the pilot boarding place, D2, has moved to the following positions:

38° 54´·85N., 118° 38´·47E.
and
38° 52´·72N., 118° 38´·42E.

5. Mariners are advised to navigate with caution in the area and consult the local port authorities for the latest information.
6. Charts will be updated when full details are available.
7. *Former Notice 1853(P)/25 is cancelled.

*Indicates new or revised entry
(CGCS 2000 DATUM)

Charts affected -  1249 -  1250 -  2657
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3823(T)/26 CHINA - South Coast - Submarine cable.

Source: Hong Kong Notice 13/36(T)/26
1. A submarine cable is being laid joining the following positions:

22° 17´·120N., 114° 16´·090E.
22° 17´·173N., 114° 15´·975E.
22° 17´·124N., 114° 15´·777E.
22° 16´·935N., 114° 15´·530E.
22° 16´·662N., 114° 15´·255E.
22° 16´·465N., 114° 15´·112E.
22° 16´·318N., 114° 15´·053E.
22° 15´·849N., 114° 15´·403E.
22° 15´·651N., 114° 15´·500E.
22° 14´·90N., 114° 15´·50E.
22° 14´·28N., 114° 15´·45E.
22° 13´·82N., 114° 15´·68E.
22° 13´·56N., 114° 16´·00E.
22° 13´·06N., 114° 15´·88E.
22° 12´·35N., 114° 16´·26E.
22° 12´·07N., 114° 16´·80E.
22° 11´·66N., 114° 17´·00E.
22° 11´·75N., 114° 17´·75E.
22° 11´·32N., 114° 23´·74E.
22° 11´·40N., 114° 27´·23E.
22° 11´·33N., 114° 27´·48E.
22° 11´·42N., 114° 29´·59E.
22° 11´·19N., 114° 30´·15E.

2. Mariners are advised to navigate with caution in the area and consult the local port authorities for the latest information.
3. Charts will be updated when works are complete.

(WGS84 DATUM)

Charts affected -  341 -  937 (INT 5508) -  4117 -  4126 -  4127

3824(T)/26 CHINA - Bo Hai - Wreck.

Source: Chinese Notice 25/688(T)/26
1. A wreck has been reported drifting within the vicinity of position 38° 34´·5N., 119° 04´·2E.
2. Mariners are advised to navigate with caution in the area.

(CGCS 2000 DATUM)

Charts affected -  1249 -  1250 -  1256

3825(T)/26 CHINA - South Coast - Works.

Source: Hong Kong Notice 14/38(T)/26
1. Marine works are taking place in areas bounded by the following positions:

22° 17´·638N., 113° 56´·253E.
22° 17´·618N., 113° 56´·267E.
22° 17´·603N., 113° 56´·278E.
22° 17´·557N., 113° 56´·225E.
22° 17´·576N., 113° 56´·209E.
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3825(T)/26 CHINA - South Coast - Works. (continued)

22° 17´·594N., 113° 56´·202E.
and

22° 17´·553N., 113° 56´·321E.
22° 17´·569N., 113° 56´·306E.
22° 17´·588N., 113° 56´·290E.
22° 17´·546N., 113° 56´·243E.
22° 17´·535N., 113° 56´·270E.
22° 17´·521N., 113° 56´·285E.

2. Mariners are advised to navigate with caution in the area and consult the local port authorities for the latest information.
(WGS84 DATUM)

Charts affected -  4123 -  4129

3866(T)/26 CHINA - Yellow Sea Coast - Obstruction.

Source: Chinese Notice 26/740(T)/26
1. An obstruction has been reported in position 32° 48´·0N., 123° 48´·0E.
2. Mariners are advised to navigate with caution in the area.

(CGCS 2000 DATUM)

Chart affected -  3480

3869(T)/26 MALAYSIA - Peninsular Malaysia, East Coast - Wreck.

Source: Marine Department, Malaysia Notice 139(T)/26
1. A dangerous wreck has been reported to exist in approximate position 1° 18´·00N., 104° 09´·55E.
2. Mariners are advised to navigate with caution in the area.

(WGS84 DATUM)

Charts affected -  3831 -  4042 -  4043

3781(T)/26 KOREA - South Coast - Buoyage.

Source: Korean Notice 24/336(T)/26
1. The following light-buoys have been established:

Characteristic Designation Buoy Type Position
Fl(4)Y.8s A Yellow pillar buoy, x-shape

topmark
34° 38´·9N., 128° 55´·3E.

Fl(4)Y.8s B Yellow pillar buoy, x-shape
topmark

34° 39´·2N., 128° 55´·5E.

2. Mariners are advised to navigate with caution in the area.
(WGS84 DATUM)

Chart affected -  127
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3842(T)/26 KOREA - East Coast - Buoy.

Source: Korean Notice 26/361(T)/26
1. The special purpose light-buoy, Fl(5)Y.20s ODAS, in position 37° 06´·17N., 129° 27´·57E., has been temporarily

extinguished.
2. Mariners are advised to navigate with caution in the area.

(WGS84 DATUM)

Chart affected -  882

3811(T)/26 INDONESIA - Papua - Submarine pipeline. Works.

Source: Indonesian Notice 27/183(T)/26
1. Pipeline laying operations are taking place, in an area bounded by the following positions:

2° 35´·51S., 132° 40´·44E.
2° 35´·21S., 132° 38´·72E.
2° 26´·55S., 132° 08´·63E.
2° 21´·48S., 132° 11´·42E.
2° 19´·53S., 132° 07´·27E.
2° 26´·77S., 132° 52´·11E.

2. Mariners are advised to navigate with caution in the area and consult the local port authorities for the latest information.
3. Charts will be updated when works are complete.

(WGS84 DATUM)

Charts affected -  2473 -  3747 -  3749

3812(T)/26 INDONESIA - Kalimantan - Submarine pipeline. Works.

Source: Indonesian Notice 27/184(T)/26
1. Pipeline laying operations are taking place, in an area bounded by the following positions:

1° 14´·4S., 117° 41´·7E.
1° 20´·4S., 117° 48´·5E.
1° 22´·9S., 117° 46´·1E.
1° 17´·0S., 117° 39´·1E.

2. Mariners are advised to navigate with caution in the area and consult the local port authorities for the latest information.
3. Charts will be updated when works are complete.

(WGS84 DATUM)

Charts affected -  2471 -  2893

3853(T)/26 NEW ZEALAND - South Island - Buoy.

Source: New Zealand Notice 15/46(T)/26
1. A lit wave buoy, Fl(5)Y.20s has been deployed in position 43° 36´·59S., 172° 44´·34E., until further notice.
2. Mariners are advised to navigate with caution in the area.

(WGS84 DATUM)

Chart affected - NZ 6321
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3875(P)/26 NEW ZEALAND - South Island - Dredged area. Depths. Light-beacons. Beacon. Virtual aids to
navigation. Automatic Identification System. Buoy.

Source: New Zealand Chart NZ 6321
1. Dredged area depth values and depths shoaler than charted exist within the Port of Lyttelton within the area bounded by

the following positions:

43° 36´·664S., 172° 42´·934E.
43° 36´·593S., 172° 42´·934E.
43° 36´·513S., 172° 42´·967E.
43° 36´·463S., 172° 42´·833E.
43° 36´·385S., 172° 42´·711E.
43° 36´·336S., 172° 42´·697E.
43° 36´·241S., 172° 42´·831E.
43° 36´·230S., 172° 43´·000E.
43° 36´·323S., 172° 43´·358E.
43° 36´·414S., 172° 43´·424E.
43° 36´·476S., 172° 43´·419E.
43° 36´·580S., 172° 43´·225E.
43° 36´·548S., 172° 43´·068E.
43° 36´·643S., 172° 43´·110E.
Mariners are advised to consult the local port authorities for the latest depth information.

2. The following cardinal light-beacons have been established as follows:

Characteristic Beacon Type Position
Q(3)10s2m2M East Cardinal 43° 36´·97S., 172° 42´·39E.
Q.1s2m2M North Cardinal 43° 36´·93S., 172° 42´·22E.

3. The former unlit East Cardinal beacon in position 43° 36´·98S., 172° 42´·42E. has been removed.
4. The following Virtual Aids to Navigation (V-AIS) have been moved:

V-AIS Type Former Position New Position
Port Lateral Mark 43° 36´·97S., 172° 43´·37E. 43° 36´·93S., 172° 43´·29E.
Port Lateral Mark 43° 36´·894S., 172° 43´·986E. 43° 36´·840S., 172° 44´·044E.

5. An Automatic Identification System (AIS), has been established at the light-buoy, Fl(5)Y.25s, in position
43° 34´·08S., 172° 49´·27E.

6. Mariners are advised to navigate with caution in the area.
(WGS84 DATUM)

Chart affected - NZ 6321

3806(P)/26 MEXICO - Gulf of Campeche - Anchorage areas. Wells. Platforms. Obstructions. Buoyage. Foul.
Wreck. Radar beacon.

Source: Mexican ENC MX384000
1. The limits of the tanker anchorage area, north of Dos Bocas Terminal, have been amended as follows:
2. Zone A, for vessels under 5,000 GRT

18° 45´·0N., 93° 13´·3W.
18° 45´·0N., 93° 10´·0W.
18° 42´·5N., 93° 10´·0W.
18° 42´·5N., 93° 13´·3W.

3. Zone B, for vessels over 5,000 GRT

18° 47´·5N., 93° 13´·3W.
18° 47´·5N., 93° 10´·0W.
18° 45´·0N., 93° 10´·0W.
18° 45´·0N., 93° 13´·3W.
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3806(P)/26 MEXICO - Gulf of Campeche - Anchorage areas. Wells. Platforms. Obstructions. Buoyage. Foul.
Wreck. Radar beacon. (continued)

4. Zone C, for oil tankers carrying dangerous cargo

18° 47´·5N., 93° 10´·0W.
18° 47´·5N., 93° 08´·0W.
18° 42´·5N., 93° 08´·0W.
18° 42´·5N., 93° 10´·0W.

5. Numerous new wells, platforms and obstructions exist within areas bounded by the following positions:

19° 30´·5N., 92° 25´·4W.
19° 39´·2N., 92° 17´·9W.
19° 36´·2N., 92° 04´·0W.
19° 29´·4N., 91° 54´·8W.
19° 17´·4N., 91° 56´·7W.
19° 07´·8N., 92° 09´·8W.
19° 05´·1N., 92° 25´·9W.

6. and

19° 04´·00N., 93° 20´·01W.
18° 44´·79N., 92° 38´·34W.
18° 39´·41N., 92° 39´·08W.
18° 28´·75N., 92° 50´·33W.
18° 27´·55N., 93° 16´·16W.
18° 30´·70N., 93° 20´·00W.

7. A well exists in position 19° 43´·8N., 92° 31´·6W.
8. Light-buoys in the following positions have been amended to LFl.10s:

18° 43´·65N., 91° 54´·15W.
19° 38´·3N., 90° 42´·9W.

9. A foul exists in position 19° 06´·6N., 92° 05´·2W.
10. A dangerous wreck exists in position 18° 37´·91N., 91° 51´·12W.
11. A radar transponder beacon, Racon (O), exists in position 18° 43´·6N., 92° 36´·0W.
12. Mariners are advised to navigate with caution in the area and consult the local port authorities for the latest information.
13. These and other changes will be included in a New Edition of Charts 2626 and 359 to be published late 2026.
14. Chart 1307 will be updated by Notice to Mariners.

(WGS84 DATUM)

Charts affected -  359 -  2626

3835(T)/26 WEST INDIES - Leeward Islands - Buoy.

Source: Netherlands Notice 30/173(T)/26
1. The red spherical light-buoy, Fl.5s Marine Farm, in position 17° 33´·59N., 62° 56´·81W., has been temporarily removed.
2. Mariners are advised to navigate with caution in the area.

(WGS84 DATUM)

Charts affected -  583 -  584 -  1025 (INT 4182) -  2016 (INT 4180) 
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To accompany Notice to Mariners 3780/26

On Chart  2040

Gas (55°24’N 18°14’E)
Anchoring, drifting, fishery, water sports, 
diving and underwater works are prohibited 
within a safety zone extending 150m on both 
sides of the pipeline.

To accompany Notice to Mariners 3780/26

On Chart  2288

Gas (55°24’N 18°14’E)
Anchoring, drifting, fishery, water sports, 
diving and underwater works are prohibited 
within a safety zone extending 150m on both 
sides of the pipeline.

To accompany Notice to Mariners 3780/26

On Chart  2688

Gaz (54°58’N 18°26’E)
W strefie bezpieczenstwa 150 m po obu 
stronach rurociagu gazowego obowiazuje 
zakaz kotwiczenia, stawania w dryfie, 
rybolówstwa, uprawiania sportów wodnych, 
nurkowych oraz prac podwodnych.

To accompany Notice to Mariners 3780/26

On Chart  2688

Gas (54°58’N 18°26’E) 
Anchoring, drifting, fishery, water 
sports, diving and underwater works 
are prohibited within a safety zone 
extending 150 m on both sides of 
the pipeline.
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To accompany Notice to Mariners 3787/26. Image Size (mm) 47.6 by 79.8
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To accompany Notice to Mariners 3815/26. Image Size (mm) 256 by 143.3
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To accompany Notice to Mariners 3815/26. Image Size (mm) 233.7 by 98.3
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To accompany Notice to Mariners 3817/26. Image Size (mm) 67.8 by 64.9

Wk33/26



To accompany Notice to Mariners 3822/26. Image Size (mm) 47.1 by 67.1
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To accompany Notice to Mariners 3822/26. Image Size (mm) 68.5 by 129
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To accompany Notice to Mariners 3830/26. Image Size (mm) 182 by 97.6
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To accompany Notice to Mariners 3834/26. Image Size (mm) 60.8 by 87
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To accompany Notice to Mariners 3837/26. Image Size (mm) 78.7 by 83
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To accompany Notice to Mariners 3837/26. Image Size (mm) 57.1 by 75.3
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To accompany Notice to Mariners 3839/26. Image Size (mm) 201.4 by 143.9
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To accompany Notice to Mariners 3839/26. Image Size (mm) 107.2 by 127.7
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To accompany Notice to Mariners 3839/26. Image Size (mm) 117.9 by 152
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To accompany Notice to Mariners 3841/26. Image Size (mm) 69.6 by 70.5
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To accompany Notice to Mariners 3844/26. Image Size (mm) 151.4 by 172.3
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To accompany Notice to Mariners 3849/26. Image Size (mm) 47.1 by 63.4

Wk33/26



To accompany Notice to Mariners 3852/26. Image Size (mm) 48.2 by 58.5
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3.1 

 

NAVIGATIONAL WARNINGS 

See The Mariner’s Handbook (2023 Edition).  Only the most convenient ADMIRALTY Chart is quoted.  All warnings issued 

within the previous 42 days are broadcast via Enhanced Group Call (EGC) and/or NAVTEX. 

The complete texts of all in-force NAVAREA I warnings, including those which are no longer being broadcast, are 

available from https://msi.admiralty.co.uk/RadioNavigationalWarnings. Additionally, a quarterly cumulative list of 

the complete text of all in-force NAVAREA I Warnings is included in Section III of the Weekly NM Bulletin in Weeks 

1, 13, 26 and 39 each year. 

Alternatively, these may be requested by e-mail from NAVAREA I Co-ordinator at: navwarnings@ukho.gov.uk  

The RNW web page also contains a link to the IHO website which allows direct access to all the other NAVAREA Co-

ordinators around the world who have made their NAVAREA warnings available on the web. 

------------------------------------------------------------------------------------------------------------------------------------------------------ 

Weekly Edition 33 published on the UKHO website 03 Aug 26. 

------------------------------------------------------------------------------------------------------------------------------------------------------ 

 

Navarea I (NE Atlantic) Weekly Edition 33 

The following NAVAREA I warnings were in force at 030500 UTC Aug 2026. 

 

2026 series: 61, 119, 133, 158, 159, 160, 161, 162. 

 

Summary of Navarea I warnings issued since Weekly Edition 32: 

 

156 CANCELLED. 

 

157 CANCELLED.  CANCEL 134/26. 

 

158 NORTH SEA. THE PATCH NORTHWESTWARDS. 

 1. SEISMIC SURVEY IN PROGRESS BY M/V RAMFORM HYPERION TOWING 10 X 1.7 MILE LONG 

 CABLES IN AREA BOUND BY 59-32.8N 002-27.5E, 59-25.5N 002-52.5E, 58-57.9N 002-21.7E, 

59-04.3N 001-59.2E, 59-08.9N 002-01.1E, 59-21.5N 002-15.0E, 59-21.5N 002-04.4E, 59-28.5N 002-04.2E, 

59-28.6N 002-22.8E.               

 WIDE BERTH OF 3 MILES REQUESTED. 

 M/V THOR MAGNI AND M/V 7 STARS IN ATTENDANCE.  

 2. CANCEL NAVAREA I 156/26. 

 

159 1.  NAVAREA I WARNINGS IN FORCE AT 311000 UTC Jul 2026. 2.CANCEL 150/26. 

 

160 NORTH SEA. MILLER OIL FIELD EASTWARDS. 

 SEISMIC SURVEY IN PROGRESS BY M/V AMAZON CONQUEROR TOWING 8 X 1 MILE LONG 

 CABLES IN AREA BOUND BY 58-52.3N 001-35.9E, 58-51.0N 001-55.4E, 58-32.4N 001-50.6E, 

58-33.8N 001-31.0E. 

 WIDE BERTH OF 2 MILES REQUESTED. 

 M/V AMBER G AND M/V SHEMERAH II IN ATTENDANCE. 

 

161 GMDSS. ENGLAND AND SCOTLAND EAST COAST, INCLUDING THE ENGLISH CHANNEL, NORTH 

 SEA AND SHETLAND ISLANDS. 

 1. MF R/T AND DSC SERVICES OFF AIR FROM SITES: 

 A. BAWDSEY 51-59.6N 001-24.5E. 

 B. CULLERCOATS 55-04.4N 001-27.8W. 

 2. VHF DSC AND MF R/T AND DSC SERVICES FROM GREGNESS SITE 57-07.7N 002-03.2W OFF AIR. 

 3. CANCEL NAVAREA I 153/26. 
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III 
 

3.2 

 

162 1. RIGLIST. CORRECT AT 030430 UTC AUG 2026. 

 

 SOUTHERN NORTH SEA: 51N TO 55N 

 52-07.7N 003-56.4E VALARIS 123 ACP P18-A 

 53-03.7N 003-32.3E SHELF DRILLING WINNER ACP K17-FA-1 

 53-07.1N 002-06.3E ENSCO 92 ACP LEMAN GAS FIELD 

 53-21.5N 003-59.0E NOBLE RESOLUTE ACP K12-G 

 53-33.0N 004-43.8E TRITON 10 (EX NOBLE REACHER) ACP L9-FA-1 

 53-41.1N 006-21.6E PROSPECTOR 1 ACP N05-A 

 53-54.0N 000-33.1E HAEVA 

 54-06.2N 002-14.9E NOBLE INTREPID 

 54-16.4N 000-59.8E OBANA ACP GARROW 

 54-20.2N 002-56.0E SWIFT 10 

 54-34.2N 002-17.6E VALARIS NORWAY ACP CYGNUS GAS FIELD 

 

 NORTH SEA: 55N TO 60N, EAST OF 5W 

 56-16.5N 003-23.9E NOBLE INVINCIBLE ACP VALHALL OIL FIELD 

 56-32.9N 003-12.8E LINUS ACP EKOFISK COMPLEX 

 56-54.0N 002-22.8E VALARIS 122 ACP 30/02-WHPA 

 57-00.8N 001-50.4E VALARIS STAVANGER ACP ELGIN GAS FIELD 

 57-01.9N 001-57.3E VALARIS 121 ACP SHEARWATER OIL FIELD 

 57-22.5N 001-59.8E NOBLE INNOVATOR ACP MUNGO OIL FIELD 

 57-48.9N 004-32.0E MAERSK INSPIRER ACP YME OIL FIELD 

 57-54.2N 000-01.9E WELL SAFE GUARDIAN 

 58-18.0N 001-42.4W PAUL B LOYD JR 

 58-38.1N 001-57.1E SCARABEO 8 

 58-50.6N 001-44.6E SHELF DRILLING BARSK ACP GUDRUN 

 58-52.8N 002-29.2E DEEPSEA BERGEN (EX BOLLSTA) 

 58-58.2N 002-16.9E DEEPSEA NORDKAPP 

 59-13.9N 002-33.3E DEEPSEA ABERDEEN 

 59-15.6N 002-30.9E COSL PIONEER 

 59-20.5N 002-13.4E COSL INNOVATOR 

 59-39.7N 002-34.2E WEST ELARA 

 59-52.3N 002-34.0E NOBLE INTEGRATOR ACP HUGIN A 

 

 NORWEGIAN SEA: 60N TO 65N, EAST OF 5W 

 60-06.7N 002-35.5E DEEPSEA STAVANGER ACP MUNIN 

 60-30.4N 002-02.5E ASKEPOTT 

 61-02.0N 001-07.7E NOBLE PATRIOT 

 61-03.8N 003-42.3W DEEPSEA ATLANTIC 

 61-05.8N 002-16.4E ASKELADDEN 

 61-15.5N 003-00.8E DEEPSEA YANTAI 

 61-16.5N 002-07.1E COSL PROMOTER 

 61-33.9N 001-36.3E STENA DON 

 61-34.1N 001-15.7E WELL SAFE DEFENDER 

 64-01.8N 006-45.0E COSL PROSPECTOR 

 64-52.8N 006-26.0E TRANSOCEAN SPITSBERGEN 

 

 SOUTH AND WEST OF GREAT BRITAIN 

 53-32.2N 003-34.5W SEAFOX 7 ACP DOUGLAS OIL FIELD 

 53-34.0N 003-27.2W VALARIS 72 (EX ENSCO) ACP HAMILTON GAS FIELD 

 53-38.9N 003-28.6W VALARIS 120 ACP HAMILTON NORTH GAS FIELD 

 

 NOTES: 

 A. RIGS ARE PROTECTED BY A 500 METRE SAFETY ZONE. 

 B. ACP - ADJACENT TO CHARTED PLATFORM. 

 C. FOR RIGS LOCATED NORTH OF 65N, EAST OF 5W, REFER TO NAVAREA XIX WARNINGS OR 

 VISIT WWW.NAVAREA-XIX.NO 

 

 2. CANCEL NAVAREA I 155/26. 
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4.1

[33/26]
UPDATES TO ADMIRALTY SAILING DIRECTIONS

NP12 Arctic Pilot Volume 3 (2018 Edition)

Greenland -- West coast -- Nuuk —
Harbour; development

166

Paragraph 2.406 2 lines 4--5 Replace by:

Qinngorput (Malene Bugt) (641020N 514147W)
is a large bay, to the E of Umiarsualiviup Qeqertai.

Development. Reclamation works are in progress
(2019) between Yderhavn and Qinngorput.

Works are in progress (2026) in an area SSW of
Nuuk New Terminal (2.411).

Danish Notices 27/621/26; 6/086/19
[NP12--No 47--Wk 33/26]

NP20 Baltic Pilot Volume 3 (2022 Edition)

Russia -- Gulf of Finland --
Luzhskaya Guba — Anchorage

121

Paragraph 3.159 2 line 3 For 594908N 282441E Read
594862N 282407E

ENC RU5NTKP2 (4.006) [NP20--No 355--Wk 33/26]

NP28 Dover Strait Pilot (2024 Edition)

England -- South--east coast --
Harwich Deep Water Channel —

Anchorage; obstruction

281

Paragraph 12.56 1 including existing Section IV Notice
Week 32/24 Replace by:

1 Centred on 515780N 13200E. Recommended
for vessels up to 180 m LOA and draught 90 m. This
anchorage is for vessels carrying hazardous and
polluting cargoes. An area of foul ground lies in the N
part of the anchorage and an obstruction (515774N
13224E) in the SE part.

Corr. Harwich Haven Authority 02/07/26
[NP28--No 123--Wk 33/26]

NP41 Japan Pilot Volume 1 (2021 Edition)

Japan -- Honshu -- Sakai Ko — Pilotage

98

Paragraph 3.121 including existing Section IV Notice
Week 09/25 Replace by:

1 Pilotage is generally not compulsory. Pilots board
in the vicinity of 353300N 1331897E.

For further details see ADMIRALTY List of Radio
Signals Volume 6(6).

Japanese Publication 302 Supplement 5 (2023)
[NP41--No 113--Wk 33/26]

Japan -- Honshu -- Tsuruga Ko — Berths

116

Paragraph 4.85 2 existing Section IV Notice Week 09/25
Replace by:

2 Kanegasaki Quay (353983N 1360419E)
consists of two berths totalling 400 m in length with
depths alongside from about 7 m to 10 m. Maximum
size 10 000 dwt.

Kawasaki Matsuei Quay (353964N 1360370E),
is an L--shaped quay enclosing a basin. There are
three berths. Berths B and C have a combined length
of 370 m in length with a depth alongside of about
9 m and can accommodate vessels up to 15 000 dwt.

Horai Quay (353960N 1360414E) consisting of
five berths totalling 590 m in length with depths
alongside of about 5 to 7 m.

Japanese Notice 36/373/25 [NP41--No 114--Wk 33/26]

Japan -- Honshu -- Akita Funagawa Ko —
Arrival information; pilotage

150

Paragraph 5.224 1 line 3 Replace by:

Akita Ku (394810N 1395750E).

Japanese Publication 302 Supplement 6 (2026)
[NP41--No 111--Wk 33/26]

Japan -- Honshu -- Hachinohe Ko —
Harbour; traffic signals

204

Paragraph 7.247 2 line 3 Replace by:

...Fairway, must notify the port of the planned date
and time in advance.

Japanese Publication 301 Supplement 10 (2026)
[NP41--No 112--Wk 33/26]
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4.2

NP42B Japan Pilot Volume 3 (2022 Edition)

Honshu --Seto Naikai -- Channel separating Iwagi
Shima and Akahone Shima — General

information; vertical clearances
221

Paragraph 7.90 2 Replace by:
2 Local knowledge is required.

Vertical clearances. An overhead power cable
(341471N 1330920E), with a safe vertical
clearance of 33 m, spans the channel; an overhead
power cable, with a safe vertical clearance of 32 m,
spans the channel 2 cables ENE.

Japanese Notice 35/359/25 [NP42B--No 80--Wk 33/26]

NP46 Mediterranean Pilot Volume 2
(2022 Edition)

Italy -- Golfo Di Napoli -- Torre Annunziata —
Arrival information; prohibited area

339
After Paragraph 12.154 3 line 6 Insert:

Entry is prohibited in an area (404417N
142784E) SE of the harbour and an area
(404476N 142560E) W of the harbour surrounding
a marine farm.

Italian Notices 15/15.8; 15.31/25
[NP46--No 231--Wk 33/26]

NP63 Persian Gulf Pilot (2025 Edition)

Oman -- Gulf of Oman -- Port Sultan Qºboos —
Arrival information; outer anchorage; wrecks

76
After Paragraph 3.71 1 line 7 Insert:

Caution. A number of wrecks and obstructions lie
within the area.

Omani Notice 01/01/26 [NP63--No 12--Wk 33/26]

Oman -- The Musandam Peninsula --
Khawr al Qawi — Vertical clearances

98
After Paragraph 3.263 2 line 5 Insert:

Vertical clearances. An overhead power cable with
a safe vertical clearance of 64 m spans the S end of
the strait.

Omani Notice 01/02/26 [NP63--No 13--Wk 33/26]

NP68 East Coast of the United States Pilot
Volume 1 (2021 Edition)

Rhode Island -- Narragansett Bay --
Quonset Point — Restricted area

158

Paragraph 5.206 2 including existing Section IV Notice
Week 33/24 Replace by:

2 Depths:
Channel to turning basin off Quonset Point: about 10
to 12 m (33 to 39 ft).

Basin off Quonset Point: about 9 to 10 m (29 to 33 ft).
West Quonset Channel is dredged to 46 m (15 ft).
Channel to Davisville Depot: 98 m (32 ft).

Restricted area. Entry is restricted into an area
encompassing the shipyard (413515N 712529W).
Entry may only be permitted by the Captain of the
Port.

US Coast Pilot 2 (2026) [NP68--No 47--Wk 33/26]
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 UPDATES TO ADMIRALTY LIST OF LIGHTS AND FOG SIGNALS

NP74, Vol A Edition 2026. Weekly Edition No. 33, Dated 13 August 2026.
Last Updates: Weekly Edition No. 32, dated 06 August 2026.

A0186 Status changed: TE 2026

A0186·2 Status changed: TE 2026

NORTH COAST. BAIE DE SEINE. EMBOUCHURE DE LA SEINE. LE HAVRE

A1275·4 Remove from list; deleted

NORTH COAST. BAIE DE SEINE. EMBOUCHURE DE LA SEINE. LE HAVRE

A1275·41 Remove from list; deleted

A1552 Status changed: Destroyed (T) 2022

NINIAN OILFIELD

A8267 - Viking Bank. 
North-westward. 3/8- 
Southern
(GB)

60 48·31 N
1 26·91 E

Mo(U)W 15s  . . 10 Platform  . .

- - - - Reserve light  . . Mo(U)W 15s  . . 10  . .  . .
* * * * * * * *

Wk33/265.1

NP75. Vol B Edition 2026. Weekly Edition No. 33, Dated 13 August 2026.
Last Updates: Weekly Edition No. 32, dated 06 August 2026.

RIVER MAAS. EUROPOORT. CALANDKANAAL

B0652·7 Remove from list; deleted

B1274·5
DE, 4003, 316020

- Geeste. Vorhafen. N Mole. 
Head

53 32·15 N
8 34·48 E

F R 17 6 Red U, on black mast
3

R245°-166°(281°)

- - - - -  . . In fog F W  . .  . .  . . TE 2026
* * * * * * * *

Wk33/265.1

NP76, Vol C Edition 2026. Weekly Edition No. 33, Dated 13 August 2026.
Last Updates: Weekly Edition No. 32, dated 06 August 2026.

C1718·9
DK, , 3856

- Ldg Lts 142·1°. Rear. 
0·62M from front. Bogø

54 48·95 N
11 01·73 E

F G 13 6 Orange + on 
framework tower
12

Common front C1719

* * * * *

C1719
DK, , 3850

- Ldg Lts 142·1°. Common 
front. Ramsø

54 49·45 N
11 01·10 E

F WG 5 W8·5
G 6

Orange % on 
concrete base
3

G274°-259°(345°), W259°-274°(15°).
Rear C1718·9

- Ldg Lts 264°. Common 
front. Ramsø

 . . F WG 5 W8·5
G 6

 . . W259°-274°(15°), G274°-259°(345°).
Rear C1719·1

* * * * *

C2737·1
PL, 521, 0887

- Kanał Portowy Police. N 
Entrance. Head

53 34·77 N
14 34·99 E

Oc G 4s 6 2 Green mast on tripod  . .

* *
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NP76, Vol C Edition 2026 continued.

C2737·15
PL, 521, 0876

- Kanał Portowy Police. S 
Entrance. Head

53 34·69 N
14 35·00 E

Oc R 4s 6 2 Red mast on tripod  . .

* *

C2738·1
PL, 521, 0874

- Port of Police. Jetty. S End 53 33·62 N
14 35·53 E

Oc G 6s 7 2 Green mast  . .

* * * * * * * *

C2738·2
PL, 521, 0872

- Port of Police. Jetty. N End 53 33·83 N
14 35·39 E

Oc G 6s 7 2 Green mast  . .

* * * * * * * *

Wk33/265.2

NP77, Vol D Edition 2026. Weekly Edition No. 33, Dated 13 August 2026.
Last Updates: Weekly Edition No. 32, dated 06 August 2026.

WEST COAST. RADE DE BREST

D0790·1
FR, L1, 26020

- Pointe du Portzic 48 21·50 N
4 32·04 W

Oc(2)WR 12s 56 W15
R11

Grey 8-sided tower
35

ec 1·5, lt 2·5, ec 1·5, lt 6·5.
R219°-256°(37°), W256°-338°(82°), 
R338°-045°(67°), R045°-065°(20°), 
R071°-088°(17°).
Obscd 088°-219°(131°).
(T) 2026

- - Ldg Lts 068°. Rear. 
Auxiliary light

 . . Dir Q W 54 22  . . Intens 065°-071°(6°)

- - Auxiliary light  . . Dir Q(6)+LFl 
W 15s

54 22  . . Intens 045°-050°(5°)

* *

WEST COAST. ÎLES DE GLÉNAN. ÎLE-AUX-MOUTONS

D0918
FR, L1, 28720

- Île-aux-Moutons 47 46·48 N
4 01·67 W

Iso WRG 4s 18 W15
R11
G11

White square 
structure and 
dwelling
17

W035°-050°(15°), G050°-063°(13°), 
W063°-081°(18°), R081°-141°(60°), 
W141°-292°(151°), R292°-035°(103°)

*

D1180
FR, L1, 38220

- Port-Joinville. NW Jetty. 
Head

46 43·78 N
2 20·82 W

Oc(3)WG 12s 6 W10
G 7

White tower, green 
top
4

(ec 1·5, lt 1·5) x 2, ec 1·5, lt 4·5.
W160°-232°(72°), G232°-279°(47°), 
W279°-285°(6°), G285°-160°(235°)

* * *

D1675·9
ES, I, 02857

- Puerto de Burela. Inner 
Breakwater. Inner Corner

43 39·42 N
7 21·11 W

Fl(2)R 7s 6 1 Red and white post 
on 3-sided base
3

fl 0·5, ec 1·5, fl 0·5, ec 4·5

*

D1785
ES, I, 03992·5

- Ensenada de San Francisco.
Pontoon. E

42 44·96 N
9 04·17 W

VQ(3)W 5s  . . 1 * on black beacon, 
yellow band
3

 . .

*

D1906·7 Status changed: Irreg (T) 2026

D2160·45
PT, I, 411·12

- Terminal XXI. E End 37 55·76 N
8 50·47 W

F G 3  . . Post  . .

* * * * * * * *

JĪZĀN. W APPROACHES. FARASĀN ARCHIPELAGO. SHI'B FARASĀN

D7299·595 - Ash Shibayn Island 16 41·01 N
41 34·78 E

Q(9)W 15s  . .  . . Black $ on yellow 
beacon, black stripe

 . .

* * * * * * * *
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NP78, Vol E Edition 2026. Weekly Edition No. 33, Dated 13 August 2026.
Last Updates: Weekly Edition No. 32, dated 06 August 2026.

E0307·25
ES, II, 33280

- Colonia de Sant Pere. Outer
Breakwater. Head

39 44·24 N
3 16·40 E

Fl(4)G 12s 4 3 Green column on 
white base
3

(fl 0·5, ec 1·5) x 3, fl 0·5, ec 5·5

*

E1628·5
IT, , 2417·7

- Isola della Gaiola 40 47·67 N
14 11·03 E

Q Y 1s 10 4 Yellow × on post
5

Private

*

E1628·6
IT, , 2417·8

- Isola della Gaiola 40 47·55 N
14 11·27 E

Fl(2)Y 10s 10 4 Yellow × on post
5

fl 0·5, ec 1, fl 0·5, ec 8.
Private

*

E1739·6 Status changed: TE 2026

E1739·65 Status changed: TE 2026

E2191 Status changed: TE 2026

E2191·1 Status changed: TE 2026

E2467·8
IT, , 4139

- Entrance Channel. S Side 45 20·06 N
12 19·48 E

Fl R 3s 10 5 Red column fl 0·5.
Private

* * * * * * * *

E2467·81
IT, , 4139·5

- Entrance Channel. N Side 45 20·27 N
12 19·57 E

Fl G 3s 10 5 Green column fl 0·5.
Private

* * * * * * * *

GULF OF VENICE. VENEZIA - PORTO RIFUGIO DI TREPORTI

E2488·55
IT, , 4184·3

- Buoyant Beacon 45 25·77 N
12 25·08 E

Fl(3)G 10s 6 5 Green % on green 
beacon, red bands

fl 0·5, ec 0·7, fl 0·5, ec 2·1, fl 0·5, ec 
5·7.
Private

* * * * * * * *

GULF OF VENICE. VENEZIA - PORTO DI LIDO

E2488·6
IT, , 4184·5

- S Entrance. S Side 45 25·82 N
12 24·26 E

Fl R 2s 10 5 Red column fl 0·5.
Private

* * * * * * * *

E2488·803
IT, , 4184·7

- S Entrance. N Side 45 26·03 N
12 24·41 E

Fl RG 2s 10 5 Green column fl 0·5.
R173·5°-242·5°(69°), 
G299·5°-173·5°(234°).
Private

* * * * * * * *

E2488·808
IT, , 4185·335

- S Entrance. S Side 45 25·93 N
12 24·68 E

Fl G 2s 10 5 Green column fl 0·5.
G090°-280°(190°).
Private

* * * * * * * *

E2488·812
IT, , 4185·356

- N Entrance. W Side 45 26·07 N
12 24·84 E

Fl(2)R 6s 10 5 Red column fl 0·5, ec 1, fl 0·5, ec 4.
R090°-220°(130°).
Private

* * * * * * * *

E2488·813
IT, , 4185·352

- Beacon 45 26·24 N
12 24·69 E

Fl(2)G 6s 10 3 Green post fl 0·5, ec 1, fl 0·5, ec 4.
Private

* * * * * * * *
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NP78, Vol E Edition 2026 continued.

E2488·814
IT, , 4185·354

- N Entrance. W Side 45 26·22 N
12 24·77 E

Fl(2)R 6s 10 5 Red column fl 0·5, ec 1, fl 0·5, ec 4.
Private

* * * * * * * *

E2488·84
IT, , 4185·325

- N Entrance. E Side 45 26·10 N
12 25·18 E

Fl(2)G 6s 10 5 Green post fl 0·5, ec 1, fl 0·5, ec 4.
Private

* * * * * * * *

Wk33/265.4

NP79, Vol F Edition 2025. Weekly Edition No. 33, Dated 13 August 2026.
Last Updates: Weekly Edition No. 32, dated 06 August 2026.

F1202·64 - S Button Island 12 13·38 N
93 01·30 E

Fl W 15s 25 8 White metal 
framework tower, red
bands
14

fl 0·5.
TE 2026

* *

F1263·2
ID, , 2709

- Pulau Pocan Ketek 
(Sibolga)

1 43·64 N
98 45·26 E

Q(3)W 12s 12 13 White pile beacon (fl 0·5, ec 2) x 2, fl 0·5, ec 6·5

* *

F1413·242
ID, , 745·6

- 
(ID)

0 47·38 N
102 03·19 E

Fl Y 6s 17 6 Yellow × on yellow 
beacon

 . .

* * * * * * * *

F1413·244
ID, , 745·7

- 
(ID)

0 47·56 N
102 02·70 E

Fl Y 5s 17 6 Yellow × on yellow 
beacon

 . .

* * * * * * * *

SULU ARCHIPELAGO

F2192 Remove from list; deleted

SULU ARCHIPELAGO

F2192·5 Remove from list; deleted

F2857·825 Status changed: Destroyed (T) 2026

F3212·5 - Mui Chon May Dong. Chan
May. BH

16 20·20 N
108 00·58 E

Q W(9) 15s  . .  . . $ on yellow pile, 
black band

 . .

* * * * * * * *

Wk33/265.4

NP80, Vol G Edition 2025. Weekly Edition No. 33, Dated 13 August 2026.
Last Updates: Weekly Edition No. 32, dated 06 August 2026.

G0792·17
AR, H214, 4059

- Puerto Campana. Zona 
Muelles. Km 98·5

34 08·90 S
58 58·05 W

Fl(4)R 16s 8  . .  . . (fl 0·5, ec 1·5) x 3, fl 0·5, ec 9·5

* * * * * * * *

VANCOUVER ISLAND. WEST COAST. KLASKISH INLET

G5192
CA, P, 76

- Donald Islets. N Islet 50 13·85 N
127 48·50 W

Fl(2)W 6s 27 5 Mast fl 0·5, ec 1, fl 0·5, ec 4

*
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G5214·2
CA, P, 100·2

- Tsowwin Narrows. W. 
Tahsis Inlet

49 46·40 N
126 38·72 W

Q G 1s 7 3 White framework 
tower, green band at 
top

 . .

*

VANCOUVER ISLAND. WEST COAST. TREVOR CHANNEL

G5256
CA, P, 176

- Cape Beale. SE Point of 
Barkley Sound Entrance

48 47·19 N
125 12·93 W

Fl W 5s 51 16 White U on red 
framework tower

fl 0·2.
Shown 24 hours

* * * * * * * *

G5257
CA, P, 174

- Bordelais Islets. Largest 
Islet

48 49·07 N
125 13·89 W

Fl W 4s 26 8 Square framework 
tower
7

 . .

*

G5258
CA, P, 172

CA, P, 172·1

- Aguilar Point 48 50·36 N
125 08·45 W

F W 8 10 White square tower, 
red band at top and 
bottom

W055°-058°(3°)

- -  . . Q R 1s  . .  . .  . . Shown 24 hours
* * * * * * * *

VANCOUVER ISLAND. WEST COAST. ALBERNI INLET

G5262·6
CA, P, 154·8

- Limestone Island 48 58·93 N
124 58·38 W

Fl(2)G 5s 8 7 White square tower, 
green band at top

 . .

*

G5264
CA, P, 156

- Pocahontas Point 48 59·00 N
124 55·06 W

Q G 1s 7 4 White square tower, 
green band at top

 . .

*

G5268
CA, P, 160

- Franklin River. Sproat 
Narrows

49 06·21 N
124 49·24 W

Q R 1s 8 5 White square tower, 
red band at top, on 
3-pile Dolphin

 . .

*

G5269
CA, P, 161

- Macktush Creek 49 06·58 N
124 49·35 W

Q G 1s 7 4 White square tower, 
green band at top, on 
3-pile Dolphin

 . .

*

G5271
CA, P, 163

- Stamp Narrows. W Side 49 11·00 N
124 49·30 W

Q G 1s 9 4 White square tower, 
green band at top, on 
3-pile Dolphin

 . .

*

G5272
CA, P, 164

- Lone Tree Point 49 11·05 N
124 48·98 W

Q R 1s 8 4 White square tower, 
red band at top

 . .

*

G5276
CA, P, 168

- Somass River. Entrance 49 14·29 N
124 49·34 W

Fl G 4s 4 4 white and black & on
green mast, on 3-pile 
Dolphin

 . .

*

G5277
CA, P, 168·1

- Somass River 49 14·66 N
124 49·46 W

Q G 1s 7 3 White square tower, 
green band at top, on 
3-pile Dolphin

Lights are shown Upstream

* * *

VANCOUVER ISLAND. WEST COAST. PORT ALBERNI

G5277·5 Remove from list; deleted

G5287
CA, P, 179·1

- Clo-oose 48 39·55 N
124 49·68 W

Fl(2)W 10s  . . 2 Mast Private

* *

Wk33/265.5
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VANCOUVER ISLAND. JUAN DE FUCA STRAIT

G5292
CA, P, 186

- Sheringham Point 48 22·60 N
123 55·26 W

Fl G 15s 22 9 White 6-sided tower, 
red top

fl 1.
Shown 24 hours

* * *

G5296
CA, P, 188

- Sooke Harbour. Whiffin 
Spit

48 21·50 N
123 42·69 W

Q W 1s 7 7 White round tower, 
green band at top

 . .

- - -  . . Horn 30s  . .  . .  . . bl 3.
On request to Victoria Coast Guard 
Radio only

*

G5300
CA, P, 189

US, VI, 16225

- Race Rocks 48 17·88 N
123 31·89 W

Fl W 10s 36 19 White round tower, 
black bands
24

fl 0·3

- -  . . Horn(3) 60s  . .  . .  . . (bl 2, si 3) x 2, bl 2, si 48.
Horn points 155°

*

G5312
CA, P, 204

- Ogden Point. Breakwater. 
Head

48 24·81 N
123 23·63 W

Q R 1s 13 9 White tower, red 
band at bottom

Shown 24 hours

* *

G5312·4
CA, P, 206

- Berens Island. SE Point 48 25·44 N
123 23·58 W

Q G 1s 7 3 White square tower, 
green band at top

 . .

- - -  . . Aero Q W 1s  . .  . .  . . Occas
* *

G5320
CA, P, 207

- Shoal Point. W 48 25·41 N
123 23·34 W

Q R 1s 7 3 White square tower, 
red band at top, on 
braced metal pilings

 . .

- - -  . . Aero Q W 1s  . .  . .  . . Occas
* *

G5322
CA, P, 208

- Pelly Island. S End 48 25·54 N
123 23·05 W

Fl G 4s 6 3 White round tower, 
green band at top

 . .

- - -  . . Aero Q W 1s  . .  . .  . . Occas
* * *

G5322·5 - Lime Bay. Marina. W 48 25·60 N
123 23·07 W

Fl Y 4s  . .  . .  . . Private

* *

G5323 - Lime Bay. Marina. E 48 25·57 N
123 22·99 W

Fl Y 4s  . .  . .  . . Private

* *

G5324
CA, P, 209

- Laurel Point 48 25·47 N
123 22·64 W

Q R 1s 7 3 White square tower, 
red band at top

 . .

- -  . . Aero Q W 1s  . .  . .  . . Occas
* *

G5325
CA, P, 210

- Tuzo Rock 48 25·53 N
123 22·50 W

Q G 1s 7 3 White square tower, 
green band at top

 . .

*

G5325·2 - Johnson Street Bridge. 
Pontoon. SW Side

48 25·67 N
123 22·34 W

Fl G 4s  . .  . .  . . Private

*

G5325·5 - Johnson Street Bridge. 
Dolphin. S Side

48 25·68 N
123 22·30 W

Fl R 4s  . .  . .  . . Private

*
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G5325·9 - Johnson Street Bridge. NW 
Side

48 25·70 N
123 22·35 W

Fl G 4s  . .  . .  . . Private

*

G5326·05 - Johnson Street Bridge. NE 
Side

48 25·71 N
123 22·32 W

Fl R 4s  . .  . .  . . Private

*

G5326·5 - Upper Harbour. Point Hope
Maritime Jetty

48 25·90 N
123 22·50 W

Fl W 4s  . .  . .  . . Private

*

G5328
CA, P, 212

- Trial Islands. S Island 48 23·70 N
123 18·31 W

Fl G 5s 28 13 White round tower, 
red top

fl 0·1

*

G5330
CA, P, 213

- Lewis Reef 48 25·53 N
123 16·79 W

Q R 1s 7 4 White round tower, 
red band at top

 . .

*

G5332
CA, P, 215

- Fiddle Reef 48 25·76 N
123 17·03 W

Q WR 1s 8 7 White square 
framework tower 
with red band at top 
and bottom

R016·5°-055·5°(39°), 
W055·5°-111°(55·5°), 
R111°-138°(27°), W138°-171°(33°), 
R171°-216°(45°), 
W216°-016·5°(160·5°)

* *

G5334·5
CA, P, 216·3

- Baynes Channel. N 48 27·02 N
123 15·83 W

Q G 1s 7 4 White round tower, 
green band at top

 . .

*

G5337
CA, P, 224

- Kelp Reefs 48 32·86 N
123 14·22 W

Q W 1s 11 10 White round tower  . .

*

G5339
CA, P, 225

- Gooch Island. E. Tom Point 48 39·74 N
123 16·43 W

Fl WG 4s 7 7 White square tower G171°-181°(10°), W181°-171°(350°)

*

VANCOUVER ISLAND. HARO STRAIT. MORESBY ISLAND

G5340·6
CA, P, 254·5

- Point Fairfax 48 41·95 N
123 17·92 W

Fl(3)W 12s 10 7 White square tower (fl 0·5, ec 2) x 2, fl 0·5, ec 6·5

*

G5341·55 - Sidney 48 38·86 N
123 23·49 W

3 F W  . .  . .  . . Private

* *

G5342
CA, P, 230

- Dock Island 48 40·29 N
123 21·41 W

Q G 1s 12 5 White round tower 
with green band at 
top

 . .

*

G5344·41 - Sidney. Ferry Landing 48 38·54 N
123 23·76 W

Fl Y 4s  . .  . .  . .  . .

*

G5344·51 - Sidney. Ferry Landing 48 38·56 N
123 23·73 W

Fl Y 4s  . .  . .  . .  . .

*

G5344·6
CA, P, 233

- Tsehum Harbour 48 40·29 N
123 24·18 W

Fl R 4s 5 3 Red and white % on 
3-pile Dolphin

 . .

*

Wk33/265.7
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G5344·61 - Tsehum Harbour. 
Breakwater. Head

48 40·26 N
123 24·30 W

Fl G 4s  . .  . .  . . Private

*

G5344·74
CA, P, 234·5

- Tsehum Harbour. Blue 
Heron Basin. Boat Basin 
Entrance

48 40·41 N
123 25·12 W

Q G 1s 4 2 Green, white and 
black & on 3-pile 
Dolphin

 . .

* *
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H0766·2
CA, A, 785·8

- Point Edward Jetty. Head 46 09·23 N
60 13·05 W

F R 7  . . Framework tower
4

Vis from seaward only. Private. 
Shown 24 hours

- - -  . . F R  . .  . .  . .  . .
* *

H0774
CA, A, 794·4

- Alder Point 46 17·90 N
60 17·16 W

F WRG 4 15 Triangular framework
tower, enclosed lower
portion
3

R180·25°-182·08°(1·83°).
Al WR182·08°-182·5°(0·42°), 
W182·5°-183°(0·5°).
Al GW183°-183·42°(0·42°), 
G183·42°-185·25°(1·83°)

* *

CAPE BRETON ISLAND. EAST COAST. BRAS D'OR LAKE. SAINT PETERS INLET

H0838
CA, A, 840

- Cape George 45 44·09 N
60 48·63 W

Fl W 4s  . . 6 White and red U , on 
square tower

Seasonal

* * *

H0839
CA, A, 841

- Gregory Island 45 42·64 N
60 48·02 W

Fl G 4s  . . 4 Green and white &, 
black & in centre on 
square framework 
tower

Seasonal

* *

H0843
CA, A, 843

- Helens Island. Off Sandys 
Point

45 39·97 N
60 51·35 W

Fl G 4s 7  . . Green, white and 
black & on pipe 
swing pole
7

fl 1.
Seasonal

* * *

CAPE BRETON ISLAND. EAST COAST

H0850
CA, A, 845·9

- Little River. Inner 
Breakwater

46 26·70 N
60 27·53 W

Fl R 4s 3 2 Round mast
2

Seasonal

* * * * * * * *

H1039·5
CA, A, 1017·76

- Confederation Bridge. SE
(CA:SCB)

46 12·60 N
63 45·13 W

Dir F RWG 64  . . Bridge F R308·65°-310·65°(2°).
F W310·65°-311·65°(1°).
F G311·65°-313·65°(2°).
Shown 24 hours. Private

*

H1039·6
CA, A, 1017·77

- Confederation Bridge. NW
(CA:SCB)

46 12·60 N
63 45·13 W

Dir F RWG 64  . . Bridge F G129·13°-131·13°(2°).
F W131·13°-132·13°(1°).
F R132·13°-134·13°(2°).
Shown 24 hours. Private

* *
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MALPEQUE HARBOUR

H1123
CA, A, 1071·2

- Darnley Bridge. N 46 32·05 N
63 40·30 W

F W 3  . . On Bridge Seasonal

* *

H1170·5
CA, A, 1041·1

Naufrage Harbour. Bridge 46 28·07 N
62 25·04 W

Iso W 4s 6 4 White U, red bands, 
on building
6

Seasonal

* *

CAPE BRETON ISLAND. WEST COAST

H1196
CA, A, 869

- Grand Étang. E Bank. Ldg
Lts 130°29′. Front

46 32·90 N
61 02·52 W

Oc Y 10s 10 16 White (, red stripe, 
on square framework 
tower
8

ec 1.
Vis on rangeline only.
Seasonal

- - - - - Locator light  . . Fl W 4s  . .  . .  . .  . .
* *

H1196·1
CA, A, 870

- Grand Étang. E Bank. Ldg
Lts 130°29′. Rear. 197·7m 
from front

46 32·83 N
61 02·41 W

Oc Y 10s 17 16 White D, red stripe, 
on triangular 
framework tower
7

ec 1.
Vis on rangeline only.
Seasonal

- - - - - - Locator light  . . Fl W 4s  . .  . .  . .  . .
* * *

H1196·4
CA, A, 868·5

- Grand Étang. NE 
Breakwater

46 33·07 N
61 02·78 W

Q G 1s 8 4 Round mast
5

Seasonal

*

H1196·5
CA, A, 868·6

- Grand Étang. SW 
Breakwater. Head

46 33·06 N
61 02·82 W

Q R 1s 8 2 Round mast
3

Seasonal

*

H1400
CA, A, 1145

- South Beach. Inner Ldg Lts
065°44′. Front

46 42·49 N
64 48·04 W

Q R 8 6 Red daymark, white 
stripe, on square 
framework tower
5

Vis on rangeline only.
Seasonal

*

H1400·1
CA, A, 1146

- South Beach. Inner Ldg Lts
065°44′. Rear. 296m from 
front

46 42·56 N
64 47·82 W

Iso R 4s 11 7 Red daymark, white 
stripe, on square 
framework tower
9

Vis on rangeline only.
Seasonal

* *

H1402
CA, A, 1151

- Richibucto Town. Ldg Lts 
227°29′. Front

46 40·81 N
64 51·75 W

Q G 1s 15 13 Red ( , white stripe, 
on square framework 
tower
12

Seasonal. Shown 24 hours

* * * *

H1435
CA, A, 1165·9

- Lower Escuminac. 
Escuminac. Outer 
Breakwater. Head

47 04·97 N
64 53·28 W

Fl G 4s  . . 3 Pipe swing pole
3

Seasonal. Shown 24 hours

* * * * * * * *

H1478·1
CA, A, 1201

- Napan Bay. Oak Channel. 
Ldg Lts 223°13′. Rear. 
0·648M from front

47 03·86 N
65 19·82 W

Fl Y 3s 21 13 Red D, black stripe, 
on triangular 
framework tower
17

fl 1.
Vis on rangeline only

* *

H1491·1
CA, A, 1208

- Grant Beach. Ldg Lts 
278°03′. Rear. 875·6m from 
front

47 05·12 N
65 23·17 W

Iso R 4s 41 11 Red D, black stripe, 
on triangular 
framework tower
24

Vis on rangeline only

*
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H1521
CA, A, 1239

S Tracadie. S Breakwater. 
Head

47 28·79 N
64 52·26 W

Fl G 4s 6 3 Round mast
3

fl 1.
Seasonal

*

CHALEUR BAY

H1609·2 Remove from list; deleted

CHALEUR BAY

H1609·3 Remove from list; deleted

Wk33/265.10
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BAHÍA GUANTA

J6483
VE, , V4022

- Isla Pitahaya 10 15·40 N
64 35·69 W

Fl R 3s 13 6 White 6-sided 
concrete tower, red 
bands
3

fl 0·3

*

Wk33/265.10
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K2191·1 - Grassy Harbour. Dir Lt 
310°

40 03·97 S
144 03·05 E

Dir WRG  . .  . .  . . F G305·1°-308·6°(3·5°).
F W308·6°-311·6°(3°).
F R311·6°-315·1°(3·5°)

* * * * * * * *

KING ISLAND. EAST COAST

K2191·2 Remove from list; deleted

KING ISLAND. EAST COAST

K2191·21 Remove from list; deleted

KING ISLAND. EAST COAST

K2191·3 Remove from list; deleted

KING ISLAND. EAST COAST

K2191·31 Remove from list; deleted

K2191·35 - Grassy Harbour. Dir Lt 
010·8°

40 03·87 S
144 03·46 E

Dir WRG  . .  . .  . . F G005·8°-009·3°(3·5°).
F W009·3°-012·3°(3°).
F R012·3°-015·8°(3·5°)

* * * * * * * *

K2191·6 - Grassy Harbour. Dir Lt 
051·7°

40 03·88 S
144 03·91 E

Dir WRG  . .  . .  . . F G049·2°-051·2°(2°).
F W051·2°-052·2°(1°).
F R052·2°-054·2°(2°)

* * * * * * * *

WESTERN PORT

K2455 Remove from list; deleted

Wk33/265.10
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K2455·4 - Settlement Point Channel. 
Entrance

38 24·24 S
145 24·92 E

Fl G 5s  . .  . . Green % on green 
beacon

 . .

* * * * * * * *

K2455·5 - Settlement Point Channel 38 24·29 S
145 25·14 E

Fl R 5s  . .  . . Red & on red beacon  . .

* * * * * * * *

K2455·6 - Settlement Point Channel 38 24·37 S
145 25·37 E

Fl R 5s  . .  . . Red & on red beacon  . .

* * * * * * * *

K3712·1 Tutukaka Harbour. Ldg Lts 
270°07′. Front

35 36·89 S
174 31·98 E

F Bu 3 7 White metal pile 
beacon
2

 . .

* * *

K3712·11 Tutukaka Harbour. Ldg Lts 
270°07′. Rear. 175m from 
front

35 36·89 S
174 31·87 E

F Bu 7 7 White metal pile 
beacon
1

 . .

* * *

K4290·5 - Kamautaurua Island. N 43 36·93 S
172 42·22 E

Q W 2 2 ) on yellow post, 
black top

 . .

* * * * * * * *

K4290·7 - Kamautaurua Island. E 43 36·97 S
172 42·39 E

Q(3)W 10s 2 2 * on black post, 
yellow band

(fl 0·5, ec 0·5) x 2, fl 0·5, ec 7·5

* * * * * * * *

K4404·1 Status changed: TE; Iso Y 2s, Structure partially destroyed. Not to be used as a leading light or establish a transit (T) 2026

Wk33/265.11
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L0760
NO, , 329310

- Olsskjeret 62 28·87 N
6 08·40 E

Q(9)W 15s 9 1 Post Floodlit.
(P) 2026

* * * * *

L4439 Status changed: TE 2026

Wk33/265.11
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BUSAN HANG

M4374
KR, 410, 2001

KR, 410, 4504

- Oryukdo. S End 35 05·48 N
129 07·62 E

Fl W 10s 52 17 White round concrete
tower
27

W203°-099°(256°)

- - -  . . AIS  . .  . .  . . MMSI No 994401578
* *

Wk33/265.11
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ÇANAKKALE BOĞAZI

N4873·165 Remove from list; deleted

Wk33/265.12
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P3468·1
CN, G103, 4416·811

CN, G103, 4416·87

CN, G103, 4416·859

CN, G103, 4416·86

- Humen Bridge Opening. 
West of Shanghengdang. 
Centre. No 49, No 50

22 47·40 N
113 36·24 E

F G  . . 3 Green - S on white 
square board

Lights each side of Bridge. Centre 
mark for two way navigable span

- - -  . . Racon  . .  . .  . . ALRS Vol 2 Station 81291

- - - Centre. Westward. No 1 
- No 46

 . . F R  . . 3 Red × on yellow 
square board

Lights each side of Bridge. Marks 
area closed to Navigation

- - - - - No 47, No 48  . . Q Y  . . 3 Yellow pillar, red 
bands

5 vertical lights each side of Bridge. 
Marks Bridge Piers

- - - - Eastward. No 51, No 
52

 . . Q Y  . . 3 Yellow pillar, red 
bands

5 vertical lights each side of Bridge. 
Mark Bridge Piers

- - - - - No 53 - No 60  . . F R  . . 3 Red × on yellow 
square board

Lights each side of Bridge. Marks 
area closed to Navigation

- - -  . . AIS  . .  . .  . . MMSI No 994131804
* * * * * * * *

P3468·2
CN, G103, 4416·871

CN, G103, 4416·889

CN, G103, 4416·885

CN, G103, 4416·886

- Humen Bridge Opening. 
East of Shanghengdang. 
Centre. No 75, No 76

22 47·82 N
113 36·95 E

F G  . . 3 Green - S on white 
square board

Lights each side of Bridge. Centre 
mark for two way navigable span

- - -  . . Racon  . .  . .  . . ALRS Vol 2 Station 81293

- - - Centre. Westward. No 
61 - No 70

 . . F R  . . 3 Red × on yellow 
square board

Lights each side of Bridge. Marks 
area closed to Navigation

- - - - - No 71, No 72  . . Q Y  . . 3 Yellow pillar, red 
bands

5 vertical lights each side of Bridge. 
Marks Bridge Piers

- - - - - No 73, No 74  . . Fl(2)R 6s  . . 3 Red & Lights each side of Bridge. Marks SW
Side of Channel

- - - - Eastward. No 77, No 
78

 . . Fl(2)G 6s  . . 3 Green % Lights each side of Bridge. Marks NE 
Side of Channel

- - - - - No 79, No 80  . . Q Y  . . 3 Yellow pillar, red 
bands

5 vertical lights each side of Bridge. 
Marking Bridge Piers

- - -  . . AIS  . .  . .  . . MMSI No 994131806
* * * * * * * *

P3578·5455 - Shenzhen LNG No 3. 
Breakwater Head

22 35·48 N
114 25·67 E

Iso R 4s 15 3 Red and white GRP 
pile
10

 . .

* * * * * * * *

P3578·5456 - Shenzhen LNG No 4. 
Breakwater Head

22 35·60 N
114 25·49 E

Iso R 4s 15 3 Red and white GRP 
pile
10

 . .

* * * * * * * *

CHANGJIANG KOU AND HUANGPU JIANG. HUANGPU JIANG

P3785·4 Remove from list; deleted

CHANGJIANG KOU AND HUANGPU JIANG. HUANGPU JIANG

P3785·41 Remove from list; deleted

CHANGJIANG KOU AND HUANGPU JIANG. HUANGPU JIANG

P3785·5 Remove from list; deleted
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6.1

ONGOING MAINTENANCE PROCESS IN ADMIRALTY RADIO SIGNALS VOLUMES
In order to guarantee the safety of Mariners at sea, avoid any unsafe and unnecessary duplication/updating of information 
appearing in different paper and digital ADMIRALTY Radio Signals Volumes, the information will now be centralised into the most 
relevant ADMIRALTY Radio Signals Volume.

For more information, a reference to the location of any required information will also be added to each ADMIRALTY 
Radio Signals Volume.

VI

6.1

UPDATES TO ADMIRALTY LIST OF RADIO SIGNALS
Weekly Edition No. 33 dated 13 August 2026

The ADMIRALTY List of Radio Signals diagrams included in the paper version of the weekly Notice to Mariners (Section
VI) are printed in black and white. If required, a colour version of these diagrams can be downloaded from
www.admiralty.co.uk/maritime-safety-information. To obtain the colour versions select View and download NMs  – select
Weekly  – select  Year  – select  Week  – go to  Selected Week Content  – select  File  (for example:
NP286(3)–WK01–14–PAGE149_Week01_2026.pdf)

Fraunhofer IFAM ODAS Lt Buoy 54°10′·21N 7°47′·91E 992111043 Real

German Bulletin 25/26 (RSDRA2026000255907) 33/26

Italian Notice 14/13/26 (RSDRA2026000295861) 33/26

Baie de Tanger ODAS Lt Buoy 35°48′·72N 5°47′·94W 992421700 Real

Moroccan ENC_MA611120_ED2_001 (RSDRA2026000268887) 33/26

Tanger Med ODAS Lt Buoy 35°54′·85N 5°28′·90W 992421111 Real

French Bulletin 27/26 (RSDRA2026000267949) 33/26

Luka Koper Basin III Water Depth
3m Special Mark No 3

45°34′·04N 13°44′·51E 992786360 Virtual

Slovenian Notice 7/1/26 (RSDRA2026000304795) 33/26

Spanish Notice 29/169/26 (RSDRA2026000304530) 33/26

VOLUME 2, NP282(1), Seventh Edition, 2026
Published Wk 12/26

(Last Updates: Weekly Edition No. 32 dated 06 August 2026)

AUTOMATIC IDENTIFICATION SYSTEM (AIS)

PAGE 118, GERMANY (North Sea Coast), below FINO3 Offshore Research Platform.
Insert:

PAGE 142, ITALY.
Civitavecchia ODAS Lt Buoy.
Delete entry

PAGE 152, MOROCCO, above Casablanca ANP ODAS Lt Buoy.
Insert:

PAGE 154, MOROCCO, below Tanger Med 2 Lt Bn.
Insert:

PAGE 188, SLOVENIA, below Luka Koper Basin III Deep Water Channel Virtual Mark No.
Insert:

PAGE 192, SPAIN (Mediterranean Coast).
Puerto de Tarragona Repsol Refinery Dock Lt Bn.
Delete entry

Wk33/26



VI

6.2

VI

6.1

UPDATES TO ADMIRALTY LIST OF RADIO SIGNALS
Weekly Edition No. 33 dated 13 August 2026

The ADMIRALTY List of Radio Signals diagrams included in the paper version of the weekly Notice to Mariners (Section
VI) are printed in black and white. If required, a colour version of these diagrams can be downloaded from
www.admiralty.co.uk/maritime-safety-information. To obtain the colour versions select View and download NMs  – select
Weekly  – select  Year  – select  Week  – go to  Selected Week Content  – select  File  (for example:
NP286(3)–WK01–14–PAGE149_Week01_2026.pdf)

Fraunhofer IFAM ODAS Lt Buoy 54°10′·21N 7°47′·91E 992111043 Real

German Bulletin 25/26 (RSDRA2026000255907) 33/26

Italian Notice 14/13/26 (RSDRA2026000295861) 33/26

Baie de Tanger ODAS Lt Buoy 35°48′·72N 5°47′·94W 992421700 Real

Moroccan ENC_MA611120_ED2_001 (RSDRA2026000268887) 33/26

Tanger Med ODAS Lt Buoy 35°54′·85N 5°28′·90W 992421111 Real

French Bulletin 27/26 (RSDRA2026000267949) 33/26

Luka Koper Basin III Water Depth
3m Special Mark No 3

45°34′·04N 13°44′·51E 992786360 Virtual

Slovenian Notice 7/1/26 (RSDRA2026000304795) 33/26

Spanish Notice 29/169/26 (RSDRA2026000304530) 33/26

VOLUME 2, NP282(1), Seventh Edition, 2026
Published Wk 12/26

(Last Updates: Weekly Edition No. 32 dated 06 August 2026)

AUTOMATIC IDENTIFICATION SYSTEM (AIS)

PAGE 118, GERMANY (North Sea Coast), below FINO3 Offshore Research Platform.
Insert:

PAGE 142, ITALY.
Civitavecchia ODAS Lt Buoy.
Delete entry

PAGE 152, MOROCCO, above Casablanca ANP ODAS Lt Buoy.
Insert:

PAGE 154, MOROCCO, below Tanger Med 2 Lt Bn.
Insert:

PAGE 188, SLOVENIA, below Luka Koper Basin III Deep Water Channel Virtual Mark No.
Insert:

PAGE 192, SPAIN (Mediterranean Coast).
Puerto de Tarragona Repsol Refinery Dock Lt Bn.
Delete entry

Wk33/26
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6.3

VI

6.2

VOLUME 2, NP282(2), Seventh Edition, 2026
Published Wk 12/26

(Last Updates: Weekly Edition No. 32 dated 06 August 2026)

RADAR BEACONS

Japanese Volume 1 Supplement 9/26 (RSDRA2026000287632) 33/26

Japanese Volume 1 Supplement 9/26 (RSDRA2026000287632) 33/26

(former update 25/26)
Chinese Notice 26/727/26 (RSDRA2026000278009) 33/26

(former update 25/26)
Chinese Notice 26/727/26 (RSDRA2026000278009) 33/26

Sheyang HYMC Virtual Mark No 1 33°36′·07N 120°55′·67E 994136592 Broadcasts every 3 minutes Virtual

Sheyang HYMC Virtual Mark No 2 33°36′·07N 120°55′·95E 994136562 Broadcasts every 3 minutes Virtual

Sheyang HYMC Virtual Mark No 3 33°35′·80N 120°55′·95E 994136543 Broadcasts every 3 minutes Virtual

Sheyang HYMC Virtual Mark No 4 33°35′·80N 120°55′·67E 994136523 Broadcasts every 3 minutes Virtual

Chinese Notice 26/694/26 (RSDRA2026000278009) 33/26
Chinese Bulletin 26/26 (RSDRA2026000278009) 33/26

Yangjiang Sanshan Dao H1
Offshore Wind Farm Wind
Measurement Lt Buoy

20°53′·40N 112°03′·98E 994141817 Broadcasts every 3 minutes Real

Chinese Notice 26/728/26 (RSDRA2026000278009) 33/26

Korean Notice 28/389/26 (RSDRA2026000287274) 33/26

PAGE 52, JAPAN.
84130 Tokyo Wan Nakanose Lt Bn D.
Delete entry

PAGE 52, JAPAN.
84151 Tokyo Offing Lt Buoy.
Delete entry

AUTOMATIC IDENTIFICATION SYSTEM (AIS)

PAGE 216, CHINA.
Ling Ding Mu Chang 2 Wreck.
Delete entry

PAGE 216, CHINA.
Ling Ding Mu Chang 3 Wreck.
Delete entry

PAGE 262, CHINA, below Sheyang Gangqu South Breakwater Virtual Mark No 1A.
Insert:

PAGE 286, CHINA, below Yangjiang Huadian Three Wind Tower Lt Bn No 1.
Insert:

PAGE 320, KOREA, SOUTH.
Chilbaldo Hanjeon Marine Meteorological Observation Lt Buoy.
Delete entry

Wk33/26
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6.4

VI

6.3

PAGE 324, KOREA, SOUTH, below Gureopdo Marine Meteorological Tower.
Insert:

Guryongpo Hang Lt 35°59′·46N 129°34′·05E 994403598 Real

Korean Notice 28/385/26 (RSDRA2026000287274) 33/26

Haeoreum Bridge C1 Lt Bn 36°03′·04N 129°22′·55E 994403597 Real

Haeoreum Bridge L1 Lt Bn 36°03′·02N 129°22′·55E 994406863 Real

Haeoreum Bridge R1 Lt Bn 36°03′·06N 129°22′·55E 994406864 Real

Korean Notice 29/410/26 (RSDRA2026000296225) 33/26
Korean Bulletin 29/26 (RSDRA2026000296225) 33/26

Korean Notice 29/412/26 (RSDRA2026000296225) 33/26

UKHO (RSDRA2026000278009) 33/26

PAGE 324, KOREA, SOUTH, below Gyoseokchu Lt Bn.
Insert:

PAGE 336, KOREA, SOUTH.
Yeondo Yisunshin Offshore Wind Power ODAS Lt Buoy.
Delete entry

PAGE 384, TAIWAN.
NCKU Yunlin ODAS Lt Buoy.
Delete entry

Wk33/26
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6.5

VI

1

VOLUME 6, NP286(1), Seventh Edition, 2026
Published Wk 20/26

––––––––––––––––––
(Last Updates: Weekly Edition No. 32 dated 06 August 2026)

PAGE 174, NETHERLANDS, ROTTERDAM, Nieuwe Waterweg, 
diagram (2) APPROACHES TO NIEUWE WATERWEG, VESSEL 
TRAFFIC SERVICES AND PILOTAGE. 
Delete diagram and replace by diagram (2) APPROACHES TO NIEUWE 
WATERWEG, VESSEL TRAFFIC SERVICES AND PILOTAGE on page 6.8

Netherlands ENC_NL3NZ100_ED9_000, (RSDRA2026000244040), 33/26

PAGE 181, NETHERLANDS, ROTTERDAM, Nieuwe Waterweg, Vessel 
Traffi  c Service, REPORTING POINTS (APPROACHES TO NIEUWE 
WATERWEG), section (1).
Delete and replace by:

(1) Vessels inward-bound: Vessels are required to report the vessel’s name, call 
sign, position, draught, destination and any particulars, when passing:
Position Call VHF Ch
(a) W entrance
Maas West Outer TSS 
(51°53′·06N 3°08′·42E)
(b) W entrance Eurogeul 
(51°58′·35N 3°08′·13E)
(c) NW entrance 
Maas North West TSS 
(52°07′·28N 3°30′·75E)
(d) N entrance to Maas 
North TSS (52°21′·01N 
3°48′·01E)
(e) Entering VTS area 
elsewhere

Maas Approach 01

(a) E exit Maas West 
Inner TSS (51°57′·67N 
3°38′·59E)
(b) SE exit Maas North 
West TSS (52°04′·29N 
3°41′·08E)
(c) S exit Maas North 
TSS (52°07′·14N 
3°45′·91E)
(d) 51°57′·56N 3°48′·06E

Pilot Maas 02

On entering Maas 
Entrance sector 
(52°02′·72N 3°59′·40E) 
(52°03′·42N 4°02′·62E)
(52°07′·17N 4°01′·62E)

Maas Entrance 03

Calandkanaal (W 
entrance) (51°58′·64N 
4°04′·69E)

Sector Europoort 66

(a) Nieuwe Waterweg (Lt 
buoy NW15 (51°58′·52N 
4°06′·75E))
(b) Calandkanaal (Lt 
buoy CA8 (51°58′·45N 
4°06′·34E))

Sector Rozenburg 65

(a) Hartelkanaal 
(Suurhoff brug) 
(51°56′·25N 4°06′·38E)
(b) Rozenburgsesluis 
Inner Bascule Bridge 
(51°53′·47N 4°13′·75E))

Sector Hartelhaven/
Dintelhaven 10

Position Call VHF Ch
Nieuwe Waterweg 
(Distance mark 1028 
(51°57′·87N 4°08′·64E))

Sector Maassluis 80

Nieuwe Maas (Distance 
mark 1017 (51°54′·35N 
4°15′·96E))

Sector Botlek 61

(a) Hartelkanaal 
(51°51′·92N 4°16′·18E)
(b) Oude Maas (Distance 
mark 1005 (51°52′·69N 
4°19′·64E))

Sector Oude Maas 62

Nieuwe Maas (Distance 
mark 1011 (51°53′·83N 
4°20′·89E))

Sector Eemshaven 63

Nieuwe Maas (Distance 
mark 1007 (51°53′·92N 
4°24′·31E))

Sector Waalhaven 60

(a) Dordtsche Kil (Lt 
nr 9 (51°46′·39N 
4°37′·612E))
(b) Oude Maas (Distance 
mark 999·5 (51°50′·54N 
4°22′·51E))

Sector Heerjansdam 04

Nieuwe Maas (Distance 
mark 1003 (51°53′·97N 
4°27′·70E))

Sector Maasbruggen 81

Noord (Distance mark 
978 (51°50′·19N 
4°40′·02E))

Sector Dordrecht 79

Netherlands ENC_NL3NZ100_ED9_000, (RSDRA2026000244040), 33/26

––––––––––––––––––––––––––––––

VOLUME 6, NP286(2), Seventh Edition, 2026
Published Wk 23/26

––––––––––––––––––
(Last Updates: Weekly Edition No. 32 dated 06 August 2026)

PAGES 105 and 106, FINLAND, GENERAL NOTES, LOCAL PILOTS, 
PROCEDURE section.
Delete and replace by:

PROCEDURE:
(1) Pilotage is generally compulsory. See www. nlex. /en/laki/kaannokset/2023/
en20230561 and Regulation: Compulsory pilotage and related procedures in Finnish 
waters from www.tra com. /en/services/apply-pilotage-exemption-certi cate-
pec?toggle=Regulations. For further information please contact The Finnish Transport 
and Communications Agency (Tra com) by email at Iuotsausasiat@tra com. . 
Tra com may exempt a vessel from the obligation to use pilotage in special weather or 
ice conditions. For more information please see the latest edition of Finland’s Winter 
Navigation publication: https://vayla. /web/en/merchant-shipping/winter-navigation.
(2) Pilot ordering: Pilots should be ordered by one of the following methods:

(a) Website, using Pilot order form: https//pilotonline. /login
(b) Port Activity App - via agent
(c) E-mail
(d) Telephone.

continued on next page
continued on next column

Wk33/26
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VI

2

(3) The Finnpilot Pilot Dispatch Centre will con rm receipt of the preliminary information 
or Pilot order using the same method that was used to make the order. An order placed 
by telephone is not con rmed separately after the telephone call. 
(4) There is no Pilot ordering service via VHF radio.
(5) Vessels arriving at Finnish ports:

(a) Vessel or vessel’s agent must provide at least 24h and 12h advance noti cation 
of ETA at the Pilot boarding position to the Pilot Dispatch Centre. If there is a 
change to the arrival time of more than 2h, the Pilot Dispatch Centre must be 
informed of the change without delay. Exception: Vessels arriving to Saimaa 
(Pilot boarding position Juustila) must provide notice of ETA 2 weeks in 
advance.

(b) Vessel or vessel’s agent must place a binding pilotage order to the Pilot 
Dispatch Centre 3h prior to arrival at the Pilot boarding position. Exception: 
Vessels arriving to Saimaa (Pilot boarding position Juustila) must provide a 
binding pilotage order to the Pilot Dispatch Centre 6h prior to arrival.

(c) Notice of ETA: Message should contain the following information:
(i) Vessel’s name and IMO number
(ii) Pilot boarding position to be used and ETA (if applicable, con rmation the 

vessel will remain anchored off shore upon arrival)
(iii) Port of destination and berth
(iv) Actual draught when pilotage is commenced (forward and aft)
(v) ETD from the port (estimation at the time)
(vi) Technical de ciencies aff ecting pilotage
(vii) Other factors that reduce the safety of pilotage or the Pilot
(viii) Information about use of tugs (tugs cannot be ordered from Finnpilot)
(ix) Air draught
(x) Billing information

(6) Vessels departing from Finnish ports:
(a) Vessel or vessel’s agent must provide 24h advance noti cation of ETD. If the 

vessel will remain in port for less than 24h, the vessel or vessel’s agent must 
provide advance noti cation upon the vessel’s arrival at port. Vessels must 
submit advance noti cations to the Pilot Dispatch Centre three times a day:
(i) 0600-1200 (at most 12h from the previous announcement)
(ii) 1200-1800 (at most 8h from the previous noti cation)
(iii) 1800-0000 (at most 8h from the previous noti cation)
(iv) Between 0000-0600, the advance noti cation does not need to be updated 

if there are no changes to the vessel’s timetable
(v) Vessels must ensure nighttime plans and any factors aff ecting departure 

time are reported to the Pilot Dispatch Centre by the afternoon noti cation 
update

(vi)  If there is a change to the departure time of more than 2h, the Pilot 
Dispatch Centre must be informed of the change without delay

(b) Vessel or vessel’s agent must place a binding pilotage order to the Pilot 
Dispatch Centre 2h prior to departure from port. Exceptions: Vessels departing 
Sköldvik must provide a binding pilotage order to the Pilot Dispatch Centre 
3h prior to departure, and vessels departing Hanko must provide a binding 
pilotage order to the Pilot Dispatch Centre 1h prior to departure

(c) Notice of ETD: Message should contain the following information:
(i) Vessel’s name and IMO number
(ii) Port of departure and berth
(iii) Pilotage endpoint (Pilot boarding point, anchorage)
(iv) ETD from the port 
(v) Actual draught when pilotage is commenced (forward and aft)
(vi) Technical de ciencies aff ecting pilotage
(vii) Other factors that reduce the safety of pilotage or the Pilot
(viii) Information about use of tugs (tugs cannot be ordered from Finnpilot)
(ix) Air draught
(x) Billing information

(7) If circumstances require it, the Pilot boarding position may be temporarily moved 
from its normal position. If so, the local VTS Centre shall provide information about this 
temporary Pilot boarding position and mark it with temporary virtual AIS AtoN.
(8) All vessels required to use a Pilot must comply with the service terms of pilotage, 
found at https:// nnpilot. /en/for-customers/service-terms-for-pilotage/

continued on next column

(9) A notice of channel use must be submitted when a vessel uses the fairway and its 
draught exceeds the fairway’s design draught, adjusted for the prevailing water level. In 
such cases, the Master shall ensure the vessel’s Under Keel Clearance (UKC) remains 
suffi  cient and, where applicable, submit a notice of channel use in accordance with the 
Vessel Traffi  c Service Act. If the noti cation is submitted late, Finnpilot reserves 24h to 
process the noti cation. For details see NOTICE OF CHANNEL USE. 

(Former update 23/26)

Finnpilot correspondence, (RSDRA2026000267443), 33/26

––––––––––––––––––––––––––––––

VOLUME 6, NP286(3), Seventh Edition, 2026
Published Wk 27/26

––––––––––––––––––
(Last Updates: Weekly Edition No. 31 dated 30 July 2026)

PAGE 366, SPAIN (Mediterranean Coast), MOTRIL, Port, CONTACT 
DETAILS, Port Authority section.
Delete and replace by:

Port Authority
VHF Channel: Ch 14
Telephone: +34 958 601234
 +34 958 601207
Fax: +34 958 601234
E-mail: info@apmotril.com
Website: www.apmotril.com

Spanish Bulletin 27/26, (RSDRA2026000278160), 33/26

––––––––––––––––––––––––––––––

VOLUME 6, NP286(6), Seventh Edition, 2026
Published Wk 01/26

––––––––––––––––––
(Last Updates: Weekly Edition No. 31 dated 30 July 2026)

PAGE 15, CHINA, CAOFEIDIAN, Pilots, PROCEDURE, section (2).
Delete and replace by:

(2) Pilot boards in the following positions:
(a) L1: 38°52′·50N 118°31′·00E
(b) L2: 38°54′·00N 118°27′·40E
(c) L3: 38°47′·00N 118°33′·40E
(d) D1: 38°52′·50N 118°27′·50E
(e) D2: An area centred on position: 38°53′·17N 118°38′·64E
(f) D3: An area centred on position: 38°53′·97N 118°21′·55E
(g) D4: 38°50′·00N 118°43′·90E

Chinese Notice 24/639/26, (RSDRA2026000243130), 33/26

Wk33/26
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(3) The Finnpilot Pilot Dispatch Centre will con rm receipt of the preliminary information 
or Pilot order using the same method that was used to make the order. An order placed 
by telephone is not con rmed separately after the telephone call. 
(4) There is no Pilot ordering service via VHF radio.
(5) Vessels arriving at Finnish ports:

(a) Vessel or vessel’s agent must provide at least 24h and 12h advance noti cation 
of ETA at the Pilot boarding position to the Pilot Dispatch Centre. If there is a 
change to the arrival time of more than 2h, the Pilot Dispatch Centre must be 
informed of the change without delay. Exception: Vessels arriving to Saimaa 
(Pilot boarding position Juustila) must provide notice of ETA 2 weeks in 
advance.

(b) Vessel or vessel’s agent must place a binding pilotage order to the Pilot 
Dispatch Centre 3h prior to arrival at the Pilot boarding position. Exception: 
Vessels arriving to Saimaa (Pilot boarding position Juustila) must provide a 
binding pilotage order to the Pilot Dispatch Centre 6h prior to arrival.

(c) Notice of ETA: Message should contain the following information:
(i) Vessel’s name and IMO number
(ii) Pilot boarding position to be used and ETA (if applicable, con rmation the 

vessel will remain anchored off shore upon arrival)
(iii) Port of destination and berth
(iv) Actual draught when pilotage is commenced (forward and aft)
(v) ETD from the port (estimation at the time)
(vi) Technical de ciencies aff ecting pilotage
(vii) Other factors that reduce the safety of pilotage or the Pilot
(viii) Information about use of tugs (tugs cannot be ordered from Finnpilot)
(ix) Air draught
(x) Billing information

(6) Vessels departing from Finnish ports:
(a) Vessel or vessel’s agent must provide 24h advance noti cation of ETD. If the 

vessel will remain in port for less than 24h, the vessel or vessel’s agent must 
provide advance noti cation upon the vessel’s arrival at port. Vessels must 
submit advance noti cations to the Pilot Dispatch Centre three times a day:
(i) 0600-1200 (at most 12h from the previous announcement)
(ii) 1200-1800 (at most 8h from the previous noti cation)
(iii) 1800-0000 (at most 8h from the previous noti cation)
(iv) Between 0000-0600, the advance noti cation does not need to be updated 

if there are no changes to the vessel’s timetable
(v) Vessels must ensure nighttime plans and any factors aff ecting departure 

time are reported to the Pilot Dispatch Centre by the afternoon noti cation 
update

(vi)  If there is a change to the departure time of more than 2h, the Pilot 
Dispatch Centre must be informed of the change without delay

(b) Vessel or vessel’s agent must place a binding pilotage order to the Pilot 
Dispatch Centre 2h prior to departure from port. Exceptions: Vessels departing 
Sköldvik must provide a binding pilotage order to the Pilot Dispatch Centre 
3h prior to departure, and vessels departing Hanko must provide a binding 
pilotage order to the Pilot Dispatch Centre 1h prior to departure

(c) Notice of ETD: Message should contain the following information:
(i) Vessel’s name and IMO number
(ii) Port of departure and berth
(iii) Pilotage endpoint (Pilot boarding point, anchorage)
(iv) ETD from the port 
(v) Actual draught when pilotage is commenced (forward and aft)
(vi) Technical de ciencies aff ecting pilotage
(vii) Other factors that reduce the safety of pilotage or the Pilot
(viii) Information about use of tugs (tugs cannot be ordered from Finnpilot)
(ix) Air draught
(x) Billing information

(7) If circumstances require it, the Pilot boarding position may be temporarily moved 
from its normal position. If so, the local VTS Centre shall provide information about this 
temporary Pilot boarding position and mark it with temporary virtual AIS AtoN.
(8) All vessels required to use a Pilot must comply with the service terms of pilotage, 
found at https:// nnpilot. /en/for-customers/service-terms-for-pilotage/

continued on next column

(9) A notice of channel use must be submitted when a vessel uses the fairway and its 
draught exceeds the fairway’s design draught, adjusted for the prevailing water level. In 
such cases, the Master shall ensure the vessel’s Under Keel Clearance (UKC) remains 
suffi  cient and, where applicable, submit a notice of channel use in accordance with the 
Vessel Traffi  c Service Act. If the noti cation is submitted late, Finnpilot reserves 24h to 
process the noti cation. For details see NOTICE OF CHANNEL USE. 

(Former update 23/26)

Finnpilot correspondence, (RSDRA2026000267443), 33/26

––––––––––––––––––––––––––––––

VOLUME 6, NP286(3), Seventh Edition, 2026
Published Wk 27/26

––––––––––––––––––
(Last Updates: Weekly Edition No. 31 dated 30 July 2026)

PAGE 366, SPAIN (Mediterranean Coast), MOTRIL, Port, CONTACT 
DETAILS, Port Authority section.
Delete and replace by:

Port Authority
VHF Channel: Ch 14
Telephone: +34 958 601234
 +34 958 601207
Fax: +34 958 601234
E-mail: info@apmotril.com
Website: www.apmotril.com

Spanish Bulletin 27/26, (RSDRA2026000278160), 33/26

––––––––––––––––––––––––––––––

VOLUME 6, NP286(6), Seventh Edition, 2026
Published Wk 01/26

––––––––––––––––––
(Last Updates: Weekly Edition No. 31 dated 30 July 2026)

PAGE 15, CHINA, CAOFEIDIAN, Pilots, PROCEDURE, section (2).
Delete and replace by:

(2) Pilot boards in the following positions:
(a) L1: 38°52′·50N 118°31′·00E
(b) L2: 38°54′·00N 118°27′·40E
(c) L3: 38°47′·00N 118°33′·40E
(d) D1: 38°52′·50N 118°27′·50E
(e) D2: An area centred on position: 38°53′·17N 118°38′·64E
(f) D3: An area centred on position: 38°53′·97N 118°21′·55E
(g) D4: 38°50′·00N 118°43′·90E

Chinese Notice 24/639/26, (RSDRA2026000243130), 33/26

VI

3

PAGE 167, CHINA, TIANJIN GANG, Pilots, PROCEDURE, section (4).
Delete and replace by:

(4) Pilot boards as follows:
(a) Vessels of 100 000 dwt and over: In the Pilot and Quarantine Anchorage 

bounded by the following positions:
(i) 38°51′·82N 118°10′·30E
(ii) 38°49′·73N 118°13′·89E
(iii) 38°48′·12N 118°12′·35E
(iv) 38°50′·22N 118°08′·77E

(b) Vessels of 50 000 dwt and below and draught less than 10·5m (except where 
stated elsewhere): Dagukou N Anchorage, bounded by the following positions:
(i) 38°59′·30N 117°58′·28E
(ii) 38°57′·88N 118°07′·10E
(iii) 38°56′·18N 118°06′·65E
(iv) 38°57′·62N 117°57′·83E

(c) Tankers and bulk chemical carriers of draught less than 8m: Bulk Chemicals 
Anchorage bounded by the following positions:
(i) 38°56′·30N 117°57′·48E
(ii) 38°55′·70N 118°01′·23E
(iii) 38°53′·43N 118°00′·65E
(iv) 38°54′·03N 117°56′·96E

(d) Vessels carrying dangerous cargo with draught greater than 8m and other 
vessels over 10·5m draught: Dagukou S Anchorage, bounded by the following 
positions:
(i) 38°55′·70N 118°01′·23E
(ii) 38°54′·90N 118°06′·25E
(iii) 38°52′·63N 118°05′·66E
(iv) 38°53′·43N 118°00′·65E

(e) Tianjin Gang Main Channel:
(i) 38°50′·85N 118°14′·50E
(ii) Pilot boarding area No 1 centred on position: 38°55′·90N 118°06′·52E 

(Pilot disembarks in position 38°54′·70N 118°06′·30E)
(iii) Pilot boarding area No 2 centred on position: 38°56′·43N 118°02′·53E 

(Pilot disembarks in position 38°55′·47N 118°02′·23E)
(iv) Pilot boarding area No 3 centred on position: 38°57′·13N 117°57′·35E 

(Pilot disembarks in position 38°56′·27N 117°57′·17E)
(f) Dagusha Hangdao:

(i) 38°47′·25N 118°06′·50E (Vessels with draught greater than 8m)
(ii) Pilot boarding area No 1 centred on position: 38°50′·64N 118°01′·70E 

(Pilot disembarks in position 38°50′·07N 118°01′·22E)
(iii) Pilot boarding area No 2 centred on position: 38°53′·10N 117°57′·56E 

(Pilot disembarks in position 38°52′·51N 117°57′·10E)
(iv) 38°54′·75N 117°54′·29E

(g) Beitang Gangqu
(i) 39°04′·20N 117°56′·05E

(h) Dagang Gangqu
(i) 38°45′·67N 118°07′·98E
(ii) Pilot boarding area No 1 centred on position: 38°46′·28N 117°55′·20E 

(Pilot disembarks in position 38°45′·43N 117°55′·20E)

(Former update 04/26)

Chinese Notice 25/661/26, (RSDRA2026000256706), 33/26

––––––––––––––––––––––––––––––
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VII

7.1

UPDATES TO MISCELLANEOUS ADMIRALTY NAUTICAL PUBLICATIONS

There are no updates to miscellaneous Nautical Publications this week

UKRAINE NAVIGATIONAL INFORMATION

Owing to insufficient information, it is not always possible to ensure that ADMIRALTYNautical
Publications are completely up--to--date for new dangers or changes to aids to navigation.

Mariners are therefore advised to exercise particular cautionwhennavigating inUkrainianwaters.

Wk33/26
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ADMIRALTY DIGITAL SERVICES 
 
1. ENC / ECDIS and AVCS 

a) ENCs temporarily withdrawn from AVCS 
 

A list of ENCs that have been temporarily withdrawn from AVCS for safety reasons can be found in the README file and on the 

AVCS Updates page, accessed from admiralty.co.uk/avcs. 

 

b) ENC Readme.txt file 
 

The README.TXT file located within the ENC_ROOT folder of AVCS Exchange sets contains important safety related information 

relating to the use of ENCs in ECDIS. The file is also available on the AVCS Support page, accessed from admiralty.co.uk/avcs. 

 

 

This file should be consulted each week to ensure that all related issues are taken into consideration. The file header indicates the last 

time that the README file was updated and the date that it was issued. 

 

c) Temporary information in ENCs 

 

Mariners should take temporary information into account when planning and executing a passage with ENCs and most ENC producers 

now include temporary information in their ENCs. It is usually compiled as normal ENC updates, sometimes with the start and end dates 

attributed or described as ‘Temporary’ in the pick report. 

 

The latest confirmed status of T&P NM information in the ENCs that are available in ADMIRALTY services is shown in the T&P 

NMs in ENCs section at: admiralty.co.uk/charts/digital-charts/admiralty-vector-chart-service/updates-support. The latest pdf file can be 

downloaded by clicking: Download the current status of T&P NMs in ENCs.   

Note that T&P NMs are compiled for paper charts and may not align with any temporary information that is compiled into ENCs. 

 

ADMIRALTY Information Overlay (AIO) includes ADMIRALTY T&P NMs for paper charts where the ENC Producer has not 

confirmed that they include temporary information in their ENCs. 

 

 

 

2. ADMIRALTY Products Supporting Digital Navigation 

 

i. ADMIRALTY ENC and ECDIS Maintenance Record (NP133C). This publication is designed to hold paper records on ENC 

and ECDIS maintenance to assist information management and support inspections. Please note that V3.0 is the current 

edition. 

 

ii. ADMIRALTY Guide to ENC Symbols Used in ECDIS (NP5012). A companion to the ADMIRALTY Guide to Symbols and 

Abbreviations Used on Paper Charts, NP5011. The 2nd edition of NP5012 includes the changes highlighted in the new S-52 

standards and the new presentation library 4.0. 

 

iii. ADMIRALTY Guide to the Practical Use of ENCs (NP231). Supports ECDIS training on the interpretation and use of ENC 

data.  

 

iv. ADMIRALTY Guide to ECDIS Implementation, Policy and Procedures (NP232). Provides clear guidance for any individual 

or organisation responsible for the introduction of ECDIS, in particular those involved in the development of detailed ECDIS 

operating procedures. 

 

 

 

 

 

 

 

 

 

 

 

 

http://www.admiralty.co.uk/avcs
http://www.admiralty.co.uk/avcs
https://www.admiralty.co.uk/charts/digital-charts/admiralty-vector-chart-service/updates-support
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3. ADMIRALTY Digital Publications (ADP) 

 
ADMIRALTY Sailing Directions: Removal of AIS and Racons 

In 2018, the UKHO began the process of removing AIS and Racon information from ADMIRALTY Sailing Directions, as this is held in 

greater detail within ADMIRALTY Radio Signals publications. During this transition, AIS and Racon information will be removed 

from new editions of each Sailing Direction volume, and AIS and Racon information present in existing Sailing Direction volumes will 

no longer be updated. For accurate, up-to-date information on AIS and Racons, refer to ADMIRALTY Radio Signals publications. 

 

ADP V24 is available on the ADP Weekly Update DVD from 18th January 2024 

V23 and V24 are supported by the UKHO and are the only versions that allow users to receive updates as they are made available. Users 

of older versions of ADP should upgrade to a supported version at their earliest convenience. 

 

ADMIRALTY TotalTide (ATT): German Tidal Stations predicted on LAT 

The TotalTide application computes predictions for all German tidal stations based on Lowest Astronomical Tide (LAT). 

Mariners using charts which refer to Mean Low Water Springs (MLWS) in German waters, must deduct 0.5m from all predicted tidal 

heights for these ports before applying them to the depths on those charts to determine the correct predicted depth of water. This advice 

will also be contained in the ‘Notes’ tab on the Prediction Windows in TotalTide for each German tidal station. 

 

For information: Please note the UKHO will not be supporting V18 from 1st July 2023, and will not be supporting V19 from 1st 

December 2024. 

 

The ADP software and the Data updates can still be downloaded from weekly ADP Update and Software DVDs. 

 

To get access to the ADP Update and Software DVD, please contact your ADMIRALTY Distributor. 

 

For information: Ensure that Activation Key Requests and Update Data Requests for ADP are sent to ADPMailGateway@ukho.gov.uk 

 

 

4. ADMIRALTY e-Nautical Publications (AENP) 

 
The ADMIRALTY e-Reader 1.3 currently enables users to view digital versions of our Sailing Directions, which are traditionally 

available in paper format. 

 

A new version, e-Reader 1.4, was released to the Channel on 01 October 2020. This version retains the same core functionality as 

version 1.3 but offers improved performance and a more user-friendly interface. To align with Microsoft’s end-of-support policy for 

Windows 7, e-Reader 1.4 is compatible only with Windows 8.1, 10, and 11. In contrast, version 1.3 remains compatible with Windows 7 

and 8.1. 

 

If a user has already activated the maximum of three e-Reader installations under their Fleet Manager license, they may need to 

deactivate one existing installation before activating e-Reader 1.4. 

 

Both e-Reader versions 1.3 and 1.4 continue to be supported by the UK Hydrographic Office (UKHO). 

 

The e-Reader 1.4 software and its data updates are available via the weekly ADP Update and Software DVDs. 

 

To obtain the AENP Update and Software DVD, please contact your ADMIRALTY Distributor. 

 

 

5. ADMIRALTY DP 330 - NavPac v4.3 and Compact Data 26-30 

 
NavPac software enables navigators and astronomers to compute their position at sea. It contains features such as calculating great 

circle, rhumb line tracks and a night mode setting which reduces the amount of light from the screen, allowing the software to be used 

without compromising night vision. 

 

It provides methods for calculating rise and set times and determining the altitude and azimuths of navigational objects over several 

years to a consistent precision, with the aid of a personal computer or laptop. 

 

NavPac is supplied on a DVD and is used by the Royal Navy, other navies and by many navigators who require an independent means 

of navigation. 

 

 

 

 

 

 

mailto:ADPMailGateway@ukho.gov.uk
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6. Status of ADMIRALTY Digital Services 
 

Update status table 

 Product Last issue date/Week Reissue Date/Week 

i. ADMIRALTY Vector Chart Service (AVCS) Base .zip download 15 January 2026 – 03 - 

ii. ADMIRALTY Information Overlay (AIO) Base CD 11 January 2024 – 02 - 

iii. ADMIRALTY Raster Chart Service (ARCS) Regional disc 1 9 July 2026 – 28 - 

ADMIRALTY Raster Chart Service (ARCS) Regional disc 2 25 June 2026 - 26 - 

ADMIRALTY Raster Chart Service (ARCS) Regional disc 3 14 May 2026 – 20 22 October 2026 - 43 

ADMIRALTY Raster Chart Service (ARCS) Regional disc 4 30 July 2026 – 31 - 

ADMIRALTY Raster Chart Service (ARCS) Regional disc 5 12 February 2026 - 07 27 August 2026 – 35 

ADMIRALTY Raster Chart Service (ARCS) Regional disc 6 19 March 2026 – 12 08 October 2026 – 41 

ADMIRALTY Raster Chart Service (ARCS) Regional disc 7 28 May 2026 – 22 - 

ADMIRALTY Raster Chart Service (ARCS) Regional disc 8 5 March 2026 – 10 - 

ADMIRALTY Raster Chart Service (ARCS) Regional disc 9 4 December 2025 – 49 10 September 2026 - 37 

ADMIRALTY Raster Chart Service (ARCS) Regional disc 10 16 April 2026 - 16 - 

ADMIRALTY Raster Chart Service (ARCS) Regional disc 11 9 October 2025 – 41 - 

 

ADMIRALTY Vector Chart Service (AVCS) DVDs and ADMIRALTY Information Overlay (AIO) CDs are issued 

weekly and contain all base and update data available at the time of issue. 

 

7. Supported ADMIRALTY Software Versions 

 

Product Supported Versions 

ADP V23, V24 

ADMIRALTY e-Reader 1.3, 1.4 

NavPac and Compact Data 4.3 

 
If you are using an unsupported version, contact your ADMIRALTY Distributor to upgrade to the latest version as soon as possible. 



HYDROGRAPHIC NOTE FOR PORT 
INFORMATION

(To accompany Form H.102) 

H.102A
(V7.0 Jan 2013)

Reporting Port Information affecting ADMIRALTY Products 

NAME OF PORT

APPROXIMATE POSITION Latitude Longitude 

GENERAL REMARKS

Principal activities and trade. 
Latest population figures and date. 

Number of ships or tonnage handled per 
year. 

Maximum size of vessel handled. 

Copy of Port Handbook (if available).

ANCHORAGES

Designation, depths, holding ground, 
shelter afforded.

PILOTAGE

Authority for requests. 

Embark position. 

Regulations.  

DIRECTIONS

Entry and berthing information. 

Tidal streams. 

Navigational aids.  

TUGS

Number available. 

WHARVES

Names, numbers or positions & lengths. 

Depths alongside. 

CARGO HANDLING 

Containers, lighters, Ro-Ro etc. 

REPAIRS

Hull, machinery and underwater. 

Shipyards. 

Docking or slipping facilities.
(Give size of vessels handled or 
dimensions) 

Divers.



HYDROGRAPHIC NOTE FOR PORT 
INFORMATION

(To accompany Form H.102) 

H.102A
(V7.0 Jan 2013)

RESCUE AND DISTRESS

Salvage, Lifeboat, Coastguard, etc.

SUPPLIES

Fuel.
(with type, quantities and methods of 
delivery) 

Fresh water. 
(with method of delivery and rate of 
supply) 

Provisions.

SERVICES

Medical. 

Ship Sanitation. 

Garbage and slops. 

Ship chandlery, tank cleaning, compass 
adjustment, hull painting.  

COMMUNICATIONS

Nearest airport or airfield. 

Port radio and information service. (with 
frequencies and hours of operating)  

PORT AUTHORITY

Designation, address, telephone, e-mail 
address and website.  

VIEWS

Photographs (where permitted) of the 
approaches, leading marks, the entrance 
to the harbour etc.  

ADDITIONAL DETAILS

NOTES: 

1. Form H.I02A lists the information required for ADMIRALTY Sailing Directions and has been designed to help the
sender and the recipient.  The sections should be used as an aide-memoir, being used or followed closely,
whenever appropriate.  Where there is insufficient space on the form an additional sheet should be used.

2. Reports which cannot be confirmed or are lacking in certain details should not be withheld.  Shortcomings
should be stressed and any firm expectation of being able to check the information on a succeeding voyage should
be mentioned.
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HYDROGRAPHIC NOTE H.102 INSTRUCTIONS (V9.0 Dec 2017)
1. Mariners are requested to notify the United Kingdom Hydrographic Office (UKHO) when new or suspected dangers to 

navigation are discovered, changes observed in aids to navigation, or corrections to publications are seen to be necessary.
Mariners can also report any ENC display issues experienced. The Mariner's Handbook (NP100) Chapter 4 gives general 
instructions. The provisions of international and national laws should be complied with when forwarding such reports.

2. Accurate position or knowledge of positional error is of great importance. Where latitude and longitude have been used to 
specifically position the details of a report, a full description of the method used to obtain the position should be given. Where 
possible the position should be fixed by GPS or Astronomical Observations. A full description of the method, equipment, 
time, estimated error and datum (where applicable) used should be given. Where the position has been recorded from a 
smart phone or tablet, this is to be specifically mentioned.  When position is defined by sextant angles or bearings (true or 
magnetic to be specified), more than two should be used to provide a redundancy check. Where position is derived from 
Electronic Position Fixing (e.g. LORAN C) or distances observed by radar, the raw readings of the system in use should be 
quoted wherever possible. Where position is derived after the event, from other observations and / or Dead Reckoning, the 
methodology of deriving the position should be included.

3. Paper Charts: A cutting from the largest scale chart is often the best medium for forwarding details, the alterations and 
additions being shown thereon in red. When requested, a new copy will be sent in replacement of a chart that has been 
used to forward information, or when extensive observations have involved defacement of the observer's chart. If it is 
preferred to show the amendments on a tracing of the largest scale chart (rather than on the chart itself) these should be in 
red as above, but adequate details from the chart must be traced in black ink to enable the amendments to be fitted correctly.

4. ENCs: A screen shot of the largest scale usage band ENC with the alterations and additions being shown thereon in red.  
If it is to report an issue with the display of an ENC, a screen shot of the affected ENC should be sent along with details of
the ECDIS make, model or age and version in use at the time.

5. When soundings are obtained The Mariner's Handbook (NP100) should where possible be consulted. It is important to 
ensure that full details of the method of collection are included with the report.  This should include but not limited to:

(a) Make, model and type of echo sounder used.
(b) Whether the echo sounder is set to register depths below the surface or below the keel; in the latter case the vessel's 

draught should be given.
(c) Time, date and time zone should be given in order that corrections for the height of the tide may be made where 

necessary, or a statement made as to what corrections for tide have already been made.
(d) Where larger amounts of bathymetric data have been gathered, only those areas where a significant difference to 

the current chart or ENC should be specifically mentioned on the H102. The full data set may also be sent in, with 
an additional note added to this effect.  If no significant differences are noted, the bathymetric data may still be of
use, and sent in accordingly.  Where full data sets are included, a note as to the data owner and their willingness for 
the data to be incorporated into charts and ENCs included.

6. F be taken that the correct range scale and 
appropriate gate width are in use. Older electro-mechanical echo sounders frequently record signals from echoes 
received back after one or more rotations of the stylus have been completed. Thus, with a set whose maximum range is 
500m, an echo recorded at 50m may be from depths of 50m, 550m or even 1050m.  Soundings recorded beyond the set's 
nominal range can usually be recognised by the following:

(a) the trace being weaker than normal for the depth recorded;
(b) the trace passing through the transmission line;
(c) the feathery nature of the trace.

As a check that apparently shoal soundings are not due to echoes received beyond the set's nominal range, 
soundings should be continued until reasonable agreement with charted soundings is reached. However, 
soundings received after one or more rotations of the stylus can still be useful and should be submitted if they 
show significant differences from charted depths.

7. Reports which cannot be confirmed or are lacking in certain details should not be withheld.  Shortcomings should 
be stressed and any firm expectation of being able to check the information on a succeeding voyage should be mentioned.

8. Reports of shoal soundings, uncharted dangers and aids to navigation out of order should, at the mariner's discretion, also 
be made by radio to the nearest coast radio station. The draught of modern tankers is such that any uncharted depth under 
30 metres or 15 fathoms may be of sufficient importance to justify a radio message.

9. Changes to Port Information should be forwarded on Form H.102A and any GPS/Chart Datum observations should be 
forwarded on Form H.102B together with Form H.102. Where there is insufficient space on the forms additional sheets 
should be used.

10. Reports on ocean currents, magnetic variations and other marine observations should be made in accordance with
The Mariner's Handbook (NP100) Chapter 4 with forms also available at admiralty.co.uk/MSI.

Note. - An acknowledgement or receipt will be sent and the information then used to the best advantage which may mean 
immediate action or inclusion in a revision in due course; for these purposes, the UKHO may make reproductions of any 
material supplied.  When a Notice to Mariners is issued, the sender's ship or name is quoted as authority unless (as 
sometimes happens) the information is also received from other authorities or the sender states that they do not want to 
be named by using the appropriate tick box on the form. An explanation of the use made of contributions from all parts of 
the world would be too great a task and a further communication should only be expected when the information is of 
outstanding value or has unusual features.

www.admiralty.co.uk/msi


Hydrographic Note H.102
Reporting information affecting ADMIRALTY Maritime Products & Services

For emergency information affecting safety of life at sea forward to: navwarnings@ukho.gov.uk
Or alternatively contact T: +44 (0)1823 353448 (direct line) +44 (0)7989 398345 (mobile) F: +44 (0)1823 322352
For new information affecting all ADMIRALTY Charts and Publications forward to: sdr@ukho.gov.uk
This form H.102 and instructions are available online: admiralty.co.uk/msi

Date Ref. number
Name of ship or sender IMO number

Address and general locality

E-mail / Tel / Fax of sender

Subject

Position
(see Instruction 2)

Latitude Longitude

GPS Datum Accuracy

ADMIRALTY Charts affected Edition

Latest Weekly Edition of 
Notices to Mariners (NMs) held
Replacement copy of chart number
(see Instruction 3)

IS / IS NOT required

ENCs affected

Latest update disk applied Week:

Make, model and or age of ECDIS if 
applicable
Publications affected 
(e-NP / DP number, edition number)
Date of latest supplement/update, 
page & Light List number etc.
Details of anomaly / observation:

Name of observer / reporter

H.102A submitted Yes  No H.102B submitted Yes  No

Tick box if not willing to be named as source of this information

mailto:navwarnings@ukho.gov.uk
mailto:sdr@ukho.gov.uk
www.admiralty.co.uk/msi
https://www.admiralty.co.uk/maritime-safety-information/hydrographic-notes#H-Note-App



