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GUIDANCE NOTES FOR THE USE OF ADMIRALTY NOTICES TO MARINERS
ON THE UKHO WEBSITE 

The Weekly Notices to Mariners (NM) updates for paper Charts and Publications can be accessed via 
admiralty.co.uk/msi or the searchable NM Website www.ukho.gov.uk/nmwebsearch The latest 
digital NM Weekly update is available 10 days prior to the paper publication date; there are no 
subscription fees for access to the UKHO Notices to Mariners Website. 

NB: The NM database includes historical NM data from 1 January 2000, for NMs prior to 2000 the 
Cumulative List of Notices to Mariners (NP234B-00) must be used. 

Software required: 

Adobe Acrobat Reader (Version 6.0 or later). Reader software can be obtained direct from the Adobe 
website (www.adobe.com).

SEARCHABLE NOTICES TO MARINERS

Enter the www.ukho.gov.uk/nmwebsearch website and select the search option that you require 
following the on screen instructions:

Search NMs by - Chart Number only
Search NMs by - Chart Number + Previous NM Number/Year
Search NMs by - Chart Number + Between Previous and Present Dates
Search for Single NM by NM Number/Year

To view the NM, NM Note or full-colour NM Blocks, click on the relevant link.

NOTICES TO MARINERS ON-LINE 

Enter the admiralty.co.uk/msi website, and then select Notices to Mariners. This will give you access 
to the following range of Notice to Mariners services: 

- ADMIRALTY NM Web Search
- Weekly NMs
- NM Block, Notes and Diagrams
- Annual  NMs
- Cumulative NM List

FURTHER GUIDANCE NOTES

For further details of the online NM facilities please see the NM Guidance Notes on the website, 
additional detail includes:

File content and description
PC and printer specifications

CUSTOMER SERVICE

If you experience any difficulties, please contact the UKHO Customer Services Team in the UK on:

Tel: +44 (0) 1823 484444 (office hours Monday-Friday 6am-10pm GMT and an on call service for 
emergency permits operated 24/7)
Email: customerservices@ukho.gov.uk

Our Singapore team can also be contacted outside of UK hours on:
Tel: +65 6424 4200
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ADMIRALTY NOTICES TO MARINERS 

Planning for the future 

Plan with ADMIRALTY Maritime Data Solutions, brought to you by the United Kingdom Hydrographic Office.

Admiralty Way, Taunton, Somerset 
TA1 2DN, United Kingdom
Telephone +44 (0)1823 484444 
customerservices@ukho.gov.uk 
gov.uk/ukho 

Find out more about our market-leading  
ADMIRALTY Maritime Data Solutions:

admiralty.co.uk 

are trademarks of the Secretary of State for Defenceand

© Crown Copyright 2024. All rights reserved. Correct at the time of publishing.
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EXPLANATORY NOTES 
Dating 
Weekly Notices are dated for the Thursday appropriate to the week that the printed version is despatched from the UKHO. 
They are available earlier from the UKHO website. 

Section I - Publications List 
At the beginning of the Publications List is an index of ADMIRALTY Charts affected by the Publications List. Thereafter 
there are a number of standard lists which contain details and announcements concerning charts and publications relevant for 
the particular Weekly Notice. Full details of how to use the various lists contained in Section I are available in NP294. 

Special Announcements and Errata are occasionally included at the end of this Section. 

Section IA - Temporary and Preliminary (T&P) Notices 
A list of T&P Notices in force (along with a list of those cancelled during the previous month), is included in the Weekly NM 
each month (see below). 

Section IB - Current Nautical Publications 
Information about Publications including the current edition numbers is included in the Weekly NM at the end of March, 
June, September and December. 

Section II - Updates to Standard Nautical Charts 
The notices in Section II give instructions for the updating of standard nautical charts and selected thematic charts in the 
ADMIRALTY series. Geographical positions refer to the horizontal datum of the current edition of each affected chart 
which is stated in the notice alongside the appropriate chart number. Positions are normally given in degrees, minutes and 
decimals of a minute, but may occasionally quote seconds for convenience when plotting from the graduation of some older-
style charts. Where Leisure Products are referred to different horizontal datums from the standard nautical charts for that 
geographical area, positions in the notices cannot be plotted directly on these products. Bearings are true reckoned clockwise 
from 000° to 359°; those relating to lights are from seaward. Symbols referred to are those shown in NP5011. Depths and 
heights are given in metres or fathoms and/or feet as appropriate for the chart being updated (abbreviated where necessary to 
m, fm and ft respectively). Blocks and notes accompanying notices in Section II are placed towards the end of the section. 

T&P Notices. These are indicated by (T) or (P) after the notice number and are placed at the end of Section II. They are 
printed on one side of the paper in order that they may be cut up and filed. To assist in filing, the year is indicated after the 
notice number and an in-force list is published monthly. Information from these notices is not included on charts before 
issue; charts should be updated in pencil on receipt. Associated diagrams are reproduced with Blocks at the end of Section II. 

Original Information. A star (*) adjacent to the number of a notice indicates that the notice is based on original 
information. 

Section III - Navigational Warnings 
NAVAREA I Navigational Warnings in force at the specified time quoted in the header are reprinted in Section III. It is 
recommended that this reprint should be kept in a file or book, followed by subsequent weekly reprints. Only the most 
convenient ADMIRALTY Chart is quoted.  The full text of all Warnings in force is included in Weeks 1, 13, 26 and 39 each 
year. 

Section IV - Sailing Directions 
Updates to all Sailing Directions are given in Section IV of ADMIRALTY Notices to Mariners. Those in force at the end of 
the year are reprinted in NP247(2) Annual Summary of ADMIRALTY Notices to Mariners Part 2. A list of updates in force is 
published in Section IV of the Weekly Edition quarterly. Full details of how to keep Sailing Directions up-to-date can be 
found in NP294 How to Keep Your ADMIRALTY Products Up-to-Date. 

In 2018, the UKHO began the process of removing AIS and Racon information from ADMIRALTY Sailing Directions, as 
this is held in greater detail within ADMIRALTY Radio Signals publications. During this transition, AIS and Racon 
information will be removed from new editions of each Sailing Direction volume, and AIS and Racon information present in 
existing Sailing Direction volumes will no longer be updated. For accurate, up-to-date information on AIS and Racons, refer 
to ADMIRALTY Radio Signals publications. 

Section V - Lights 
Updates to all the List of Lights are given in Section V and may be published in an earlier edition than the chart-updating 
notice. The entire entry for each light updated will be printed (including minor changes) and an asterisk (*) will denote which 
column contains a change. In the case of a new light, or where a new sequence is added below the main light, an asterisk (*) 
will appear under all columns. All Section V entries are intended to be cut out and pasted into the appropriate volume. It is 
emphasised that the List of Lights is the primary source of information on lights and that many alterations, especially those of 
a temporary but operational nature, are promulgated only as updates to the List of Lights. Light positions should be 
regarded as approximate and are intended to indicate the relative positions of lights only. Charts should be consulted for a 
more authoritative position. When a light is affected by a separate chart-updating notice, its Light List number is always 
included in the relevant text contained in Section II. The range of a light is normally the nominal range, except when the 
responsible authority quotes luminous or geographical range - see special remarks for ranges used by each country. 
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  denotes chart available in the ADMIRALTY Raster Chart Service series. 
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 [51/25] 
ADMIRALTY Charts affected by the Publication List 
 

ADMIRALTY Charts International Charts ADMIRALTY Publications  

        

 190 INT 636 NP 131   

 341 INT 1412     

 343 INT 1413 Erratum   

 1095 INT 1460     

 1099 INT 1504 NP 164-26   

 1407 INT 1505     

 1409 INT 1608     

 1410 INT 1609     

 1411      

 1555       

 1968       

 2247       

 2276       

 2478       

 3236       

 3317       

 4636       

 5606_2       

 5607_2       

DE 7       

DE 87       

DE 103       

NZ 5412       

        

 

 

 

 

 

 

 

 

NM WEBSEARCH QR CODE 

 

     We are aware that on some paper charts the QR code in the lower left corner which links to  

     NM Websearch is returning an error. If this occurs, you can use the direct URL  

 

     https://www.ukho.gov.uk/nmwebsearch/ or the alternative QR code:  
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  denotes chart available in the ADMIRALTY Raster Chart Service series. 
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BALTIC SEA CHART DATUM 2000 (BSCD2000) 

UKHO Products and Services, including foreign charts, in the Baltic Sea region are changing to a 

new vertical reference system for depth and height information. During this transition period, Charts 

may be referred to either mean sea level or the new BSCD2000. For further information please 

contact the national charting authority and see ADMIRALTY Sailing Directions. 

    This note is to be reviewed in 2026. 

 

 
 

PHOTOGRAPHY 

 

ADMIRALTY publications utilise imagery from a wide variety of sources, mariners, port authorities 

and other users. The UK Hydrographic Office (UKHO) welcomes new imagery of navigational aids, 

landmarks, coastline, approaches to and from ports and berths. Imagery from the mariner's point of 

view is especially helpful. Images can be sent to the UKHO using the email: 

publications.queries@ukho.gov.uk 

Please include the name and location of the feature in the image and how the image should be 

accredited within ADMIRALTY publications. 

 

 

 

 

 

 

 

 

 

 

 

UKRAINE NAVIGATIONAL INFORMATION 

Owing to insufficient information, it is not always possible to ensure that ADMIRALTY Nautical 

Publications are completely up-to-date for new dangers or changes to aids to navigation.  

Mariners are therefore advised to exercise particular caution when navigating in Ukrainian waters. 
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  denotes chart available in the ADMIRALTY Raster Chart Service series. 
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ADMIRALTY CHARTS AND PUBLICATIONS NOW PUBLISHED AND AVAILABLE 
 

NEW EDITIONS OF ADMIRALTY CHARTS AND PUBLICATIONS 

 

New Editions of ADMIRALTY Charts published 18 December 2025 

 

Chart Title, limits and other remarks Scale Folio 2025 Catalogue 

page 

     

190 Scotland - East Coast, Montrose to Fife Ness Including the Isle of May. 

 

This chart is to be deleted from the list of charts affected by Notice 4710(P)/25. 

1:75,000 6 28 

     

341 South China Sea, Macao to Hong Kong. 

 

This chart remains affected by Notice 1435(T)/21. 

1:75,000 47 78 

     

343 China - South Coast, Zhujiang Kou.  1:75,000 47 78 

     

1095 Aegean Sea - Greece and Türkiye, Stenó Kafiréa to Rhodes Channel. 1:300,000 28 48, 50 

     

1099 Mediterranean Sea - Greece and Türkiye, Eastern Approaches to the Aegean 

Sea. 

1:300,000 28 48, 50 

     

1407 

INT 1505 

International Chart Series, Scotland and England - East Coast, Montrose to 

Berwick-upon-Tweed. 

 

This chart remains affected by Notice 2438(P)/23. This chart is to be deleted 

from the list of charts affected by Notice 4710(P)/25. 

1:200,000 6 26, 28, 32 

     

1409 

INT 1504 

International Chart Series, Scotland - East Coast, Buckie to Arbroath.  

 

On publication of this New Edition former Notice 1711(P)/23 and 1608(P)/25 

are cancelled. This chart remains affected by Notices 4803(T)/24 and 

5221(T)/24. This chart is to be deleted from the list of charts affected by 

Notice 4710(P)/25.    

1:200,000 6 28, 32 

     

1410 

INT 1609 

International Chart Series, United Kingdom and Ireland, Saint George's 

Channel. 

 

This chart is to be deleted from the list of charts affected by Notices 459(P)/23 

and 2513(P)/24. 

1:200,000 3 20, 22, 26 

     

1411 

INT 1608 

International Chart Series, United Kingdom and Ireland, Irish Sea, Western 

Part. 

 

This chart remains affected by Notices 5315(P)/25 and 5418(P)/25. 

1:200,000 3 26 

     

1555 South China Sea, Dafangji Dao to Hong Kong. 

 

This chart remains affected by Notices 4767(T)/21 and 311(P)/25. 

1:300,000 47 76, 78 

     

1968 Taiwan Strait. 

 

On publication of this New Edition former Notice 5085(P)/25 is cancelled. 

This chart remains affected by Notices 4508(T)/20 and 751(T)/21. 

1:750,000 50 76, 78, 80 
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  denotes chart available in the ADMIRALTY Raster Chart Service series. 
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ADMIRALTY CHARTS AND PUBLICATIONS NOW PUBLISHED AND AVAILABLE 
 

NEW EDITIONS OF ADMIRALTY CHARTS AND PUBLICATIONS 

 

New Editions of ADMIRALTY Charts published 18 December 2025 (continued) 

 

Chart Title, limits and other remarks Scale Folio 2025 Catalogue 

page 

     

2247 France - South Coast, Golfe de la Napoule and Golfe Juan including Îles de 

Lérins and the Approaches to Cannes. 

            A Mandelieu-La Napoule and la Rague. 

            B  Cannes Marina. 

            C  Cannes. 

            D  Port Pierre Canto. 

            E  Ports de Golfe Juan. 

            F  Port Gallice and Port du Crouton. 

 

On publication of this New Edition former Notice 4454(P)/25 is cancelled. 

1:15,000 

 

1:7,500 

1:7,500 

1:7,500 

1:7,500 

1:7,500 

1:7,500 

25 42 

     

2478 Liberia, Approaches to Monrovia. 

            Monrovia. 

 

On publication of this New Edition former Notice 4433(P)/25 is cancelled. 

1:120,000 

1:25,000 

34 52 

     

3236 Taiwan and Japan, Taiwan to Okinawa Shima. 1:750,000 50 76, 80, 82 

     

4636 

INT 636 

International Chart Series, South Pacific Ocean, Récifs Bampton to Île Hunter. 

 

On publication of this New Edition former Notices 4084(P)/25 and 

5200(P)/25 are cancelled. 

1:1,500,000 66 88, 90, 96, 104 

     

DE7 

INT 1460 

International Chart Series, North Sea, Germany, River Jade, Inner Part. 

         Wilhelmshaven. 

 

This chart remains affected by Notice 4461(P)/23. 

1:30,000 

1:12,500 

9 32 

 

 

New Editions of ADMIRALTY Small Craft Charts published 18 December 2025 

 

Chart Title and other remarks Scale NP109A 

Catalogue page 

    

5606_2 Southern Thames Estuary. 

 

This chart is to be deleted from the list of charts affected by Notices 

4461(P)/23 and 1339(P)/25. 

1:100,000 15 

    

5607_2 Foulness Point to Landguard Point. 

 

This chart is to be deleted from the list of charts affected by Notice 

4461(P)/23. 

1:100,000 17 
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ADMIRALTY CHARTS AND PUBLICATIONS NOW PUBLISHED AND AVAILABLE 
 

NEW EDITIONS OF ADMIRALTY CHARTS AND PUBLICATIONS 
 

 

Publication dates of these charts reflect the dates shown on the New Zealand Government Charts. 

 

Chart Published Title and other remarks Scale Folio 2025 Catalogue 

page 

      

NZ5412 01/10/2025 New Zealand, North Island - East Coast, Port of Tauranga. 

                Western Channel. 

 

On publication of this New Edition former Notice 5322(P)/25 is 

cancelled. 

1:10,000 

1:20,000 

71 94 

 

 

ADMIRALTY Publications 

 

NP No. Title and other remarks Date Remarks 

    

NP131 ADMIRALTY Catalogue 

2026 Edition  

 

ISBN No: 978-0-70-772-0265 

18/12/2025 The 2025 Edition of NP131 is 

cancelled. 
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  denotes chart available in the ADMIRALTY Raster Chart Service series. 
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ADMIRALTY CHARTS AND PUBLICATIONS TO BE PUBLISHED 

 
ADMIRALTY CHARTS TO BE PUBLISHED 01 JANUARY 2026 

 

New Editions of ADMIRALTY Charts 

 

Chart 

 

Title, limits and other remarks 

 

Scale 

Charts to be  

WITHDRAWN 

 

Folio 

2025 Catalogue 

page 

      

2276 Baltic Sea, Lithuania, Klaipėda and Approaches. 

             A Klaipėda. 

             B Continuation of Klaipėda.    

1:35,000 

1:12,500 

1:12,500 

2276 10 36 

      

3317 Black Sea – Georgia, P'ot'i, Bat'umi and Kulevi. 

             A Approaches to P'ot'i. 

             B P'ot'i. 

             C Bat'umi. 

             D Kulevi.  

 

1:25,000 

1:10,000 

1:12,500 

1:15,000 

3317 31 46 

      

DE87 

INT 1413 

International Chart Series, North Sea, Germany and the Netherlands, 

Borkum to Neuwerk and Helgoland. 

1:150,000 DE87 

INT 1413 

9 32 

      

DE103 

INT 1412 

International Chart Series, North Sea, Germany and Denmark, 

Spiekeroog to Rømø and Helgoland. 

1:150,000 DE103 

INT 1412 

9 32 
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ADMIRALTY CHARTS AND PUBLICATIONS PERMANENTLY WITHDRAWN 

 

ADMIRALTY Charts 

 

Chart to be 

WITHDRAWN 

 

Main Title 

On publication of  

New Chart/New Edition 

   

190 Scotland - East Coast, Montrose to Fife Ness including the Isle of May. 190 

   

341 South China Sea, Macao to Hong Kong.    341 

   

343 China - South Coast, Zhujiang Kou. 343 

   

1095 Aegean Sea- Greece and Türkiye, Stenó Kafiréa to Rhodes Channel. 1095 

   

1099 Mediterranean Sea - Greece and Türkiye, Eastern Approaches to the Aegean 

Sea.      

1099 

   

1407 

INT 1505 

International Chart Series, Scotland and England - East Coast, Montrose to 

Berwick-upon-Tweed.     

1407 

INT 1505 

   

1409 

INT 1504 

International Chart Series, Scotland - East Coast,  Buckie to Arbroath. 

 

1409 

INT 1504 

   

1410 

INT 1609 

International Chart Series, United Kingdom and Ireland, Saint George's 

Channel.      

1410 

INT 1609 

   

1411 

INT 1608 

International Chart Series, United Kingdom and Ireland, Irish Sea, Western Part.

  

1411 

INT 1608 

   

1555 South China Sea, Dafangji Dao to Hong Kong. 1555 

   

1968 Taiwan Strait.   1968 

   

2247 France - South Coast, Golfe de la Napoule and Golfe Juan including Îles de 

Lérins and the Approaches to Cannes.   
2247 

   

2478 Liberia, Approaches to Monrovia. 2478 

   

3236 Taiwan and Japan,  Taiwan to Okinawa Shima.    3236 

   

4636 

INT 636 

International Chart Series, South Pacific Ocean, Récifs Bampton to Île Hunter.

      

4636 

INT 636 

   

5606_2 Southern Thames Estuary.    5606_2 

   

5607_2 Foulness Point to Landguard Point.   5607_2 

   

DE7 

INT 1460 

International Chart Series, North Sea, Germany, River Jade, Inner Part. DE7 

INT 1460 

   

NZ5412 New Zealand, North Island - East Coast, Port of Tauranga.  NZ5412 

 

 

 

 

Wk51/25



 I 
 

  
  denotes chart available in the ADMIRALTY Raster Chart Service series. 

 

 

 1.13 

 

 

ADMIRALTY DISTRIBUTOR INFORMATION 

 

 

NP131 - ADMIRALTY Maritime Data Solutions Catalogue, 2025 Edition 
Amendments to Part 1, Authorised ADMIRALTY Distributors  

Page 3, Sub-Distributor Section, 

 

Insert: 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  
 

 

 

ERRATUM 

 
Section 1, Wk49 dated 04 December 2025, Page 1.9 

 

Under the header ADMIRALTY Publications, NP164-26 should have been included as follows: 

 

NP No. Title and other remarks Date Remarks 

    

NP164-26 Dover 2026 Daily Times of High Water (HW) and Mean Range 

(MR) of the tide. 

04/12/2025 New Edition. 

 

 

 

. 

 

 

 

 

SIERRA MARINE GEMİ DONATIM 
HİZMETLERİ SAN.TİC.LTD.ŞTİ 

SUB DISTRIBUTOR OF:  Elcome 
International LLC 
Evliya Çelebi Mah. Şahan Sk No:2 A  
Tuzla 
Istanbul 
Türkiye 

T: + 90 216 395 06 68 

info@sierramarine.com.tr 

https://www.sierramarine.com.tr  

DIGITAL  PUBLICATIONS POD 
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(19) New Zealand

(20) Pacific Ocean   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.32

(21) Aleutian Islands, Alaska and West Coast of North America including Mexico   . . . . . . . . . . . . . . . . . . . . . . 2.32 – 2.33

(22) West Coasts of Central and South America

(23) Antarctica

(24) East Coast of South America and The Falkland Islands   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.33

(25) Caribbean Sea, West Indies and the Gulf of Mexico   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.34

(26) East Coast of North America and Greenland   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.34 – 2.35

(27) T & P Notices  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.35 – 2.44

GEOGRAPHICAL INDEX
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5585 2.12 14
5586 2.34 81
5587(T)/25 2.36 10
5588 2.17 27
5589 2.23 46
5590 2.6 7, 9
5591 2.17 25
5592(T)/25 2.41 40
5593 2.32 58
5594(T)/25 2.37 10
5595(T)/25 2.40 34
5596(T)/25 2.43 98
5597(T)/25 2.43 88, 98
5598 2.34 83
5599(T)/25 2.40 25
5600 2.17 28
5601 2.17 16
5602 2.33 95
5603 2.12 13
5604 2.18 25
5605 2.28 59
5606* 2.6 2, 7
5607* 2.7 2, 6
5608 2.15 9
5609 2.34 83
5610 2.22 43
5611 2.18 27
5612 2.32 90
5613 2.18 26
5614 2.13 15
5615 2.21 32
5616 2.13 15
5617 2.14 10
5618 2.17 18
5619(T)/25 2.44 87
5620 2.34 80
5621 2.35 80
5622 2.22 43
5623 2.32 68
5624 2.28 60
5625* 2.23 45
5626 2.18 30, 31
5627* 2.23 45
5628* 2.8 2, 6
5629 2.24 50
5630 2.14 10
5631 2.32 89, 90
5632* 2.15 9
5633 2.14 10
5634 2.14 10
5635(T)/25 2.42 63
5636* 2.14 10
5637 2.28 52
5638 2.13 15
5639 2.32 63
5640 2.33 89
5641* 2.24 45

5642 2.19 31
5643 2.24 50
5644 2.28 52
5645(T)/25 2.44 87
5646(P)/25 2.35 6
5647* 2.9 1, 2, 7, 8
5648(T)/25 2.35 2, 6
5649(T)/25 2.36 2, 7
5650* 2.10 3
5651* 2.10 2
5652(P)/25 2.39 7, 9
5653 2.13 15
5654 2.28 59
5655 2.19 24
5656 2.19 25
5657(T)/25 2.41 32
5658* 2.22 40
5659 2.19 31
5660 2.25 50
5661 2.20 29
5662 2.29 46, 60
5663* 2.10 1, 2
5664 2.29 47, 48
5665 2.25 52
5666 2.33 95
5667(P)/25 2.37 10
5668* 2.11 2, 7
5669 2.15 2, 7, 9
5670 2.27 53
5671 2.33 95
5672(T)/25 2.39 7, 9
5673* 2.21 34
5674 2.23 38
5675* 2.11 1, 2
5676(T)/25 2.43 95
5677(P)/25 2.38 11
5678 2.35 81
5679(T)/25 2.44 88
5680(P)/25 2.36 2, 7
5681* 2.11 2, 3
5682(T)/25 2.40 26
5683(P)/25 2.43 95
5684 2.20 29
5685(P)/25 2.41 45, 46, 47, 48
5686 2.16 9
5687 2.26 50
5688 2.34 87
5689 2.31 46, 60
5690 2.20 24, 26
5691 2.16 9
5692 2.26 47
5693 2.27 50
5694 2.13 14
5695 2.20 27
5696* 2.12 2

II
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INDEX OF NOTICES AND CHART FOLIOS

Admiralty Chart FolioPage Notice No. Admiralty Chart FolioPageNotice No.
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Admiralty Chart No. Notices Admiralty Chart No. NoticesAdmiralty Chart No. Notices

  115 5646P
  122 5672T, 5691
  124 5672T
  125 5652P, 5686
  130 5672T, 5691
  152 5606
  156 5606
  160 5606
  201 5695
  207 5691
  210 5628
  213 5607, 5648T
  222 5607, 5648T
  259 5587T
  263 5615
  266 5672T
  306 5673
  323 5647
  326 5657T
  327 5657T
  328 5657T
  497 5661
  518 5599T
  540 5671
  562 5599T
  588 5640
  591 5640
  782 5688
  803 5633
  804 5645T
  855 5655
  899 5622
  908 5613
  910 5610
  912 5689
  958 5587T, 5667P
  963 5682T
 1005 5684
 1130 5687
 1149 5663
 1161 5651
 1168 5663
 1183 5647
 1185 5647
 1186 5647
 1191 5606
 1192 5606
 1202 5604
 1204 5591
 1207 5604
 1253 5665
 1256 5644
 1274 5659
 1275 5626
 1293 5605, 5654
 1312 5685P
 1322 5595T
 1340 5602
 1348 5685P
 1404 5650
 1406 5669
 1408 5590, 5652P
 1422 5608
 1426 5695
 1430 5603
 1461 5695
 1481 5628
 1495 5674
 1504 5590

Admiralty Chart No. Notices

 1535 5680P
 1545 5588
 1592 5687
 1596 5600
 1601 5693
 1603 5693
 1604 5629, 5693
 1606 5647
 1607 5647
 1609 5647
 1627 5649T
 1631 5590, 5652P, 5686
 1632 5672T
 1633 5672T
 1644 5626
 1721 5660
 1731 5618
 1753 5681
 1853 5596T
 1941 5690
 1966 5688
 1975 5647
 2014 5587T, 5594T
 2015 5587T
 2018 5587T, 5594T
 2040 5594T
 2052 5647
 2055 5634
 2107 5617
 2115 5587T
 2123 5690
 2151 5647
 2154 5675
 2193 5688
 2195 5679T
 2198 5681
 2214 5642
 2227 5677P
 2236 5642
 2351 5585, 5694
 2403 5685P
 2404 5611
 2414 5664, 5685P
 2422 5664, 5685P
 2426 5664
 2435 5685P
 2436 5685P
 2449 5669
 2452 5630
 2470 5685P, 5689
 2472 5593
 2490 5678
 2555 5655
 2595 5587T
 2618 5643
 2683 5694
 2724 5681
 2765 5619T
 2816 5587T
 2856 5587T
 2868 5685P
 2869 5664, 5685P
 2897 5653
 2901 5653
 2902 5638
 2954 5624
 2956 5614
 3086 5597T
 3087 5597T

II
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INDEX OF CHARTS AFFECTED
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Admiralty Chart No. Notices Admiralty Chart No. NoticesAdmiralty Chart No. Notices

 3136 5616
 3166 5656
 3176 5592T
 3177 5592T
 3178 5658
 3179 5658
 3192 5598
 3204 5586
 3234 5643
 3235 5643
 3337 5647
 3365 5637
 3429 5601
 3445 5685P
 3446 5664
 3447 5664
 3459 5586
 3482 5664, 5685P, 5692
 3483 5664
 3497 5668
 3676 5678
 3703 5666
 3729 5662
 3730 5662
 3752 5592T
 3831 5685P
 3833 5685P
 3838 5664
 3851 5609
 3902 5685P
 3937 5685P
 3948 5589, 5685P
 3970 5683P
 3984 5676T
 4038 5627
 4040 5627
 4043 5625
 4044 5625, 5641
 4608 5597T
 4749 5621
 4751 5620
 4801 5631
 4806 5631
 4920 5631
 4954 5612
 5603_4 5663
 5605_13 5675
 5606_1 5669
 5606_10 5696
 5606_4 5647
 5606_5 5647
 5606_7 5647
 5606_8 5647
 5607_1 5669
 5607_4 5647
 5610_17 5681
 5612_1 5681
 5612_10 5681
 5612_12 5681
 5614_19 5668
 5614_3 5680P
 5615_1 5606
 5615_18 5649T
 5615_2 5606
 5615_3 5628
 5615_5 5606
 5615_6 5606
 5615_7 5606
 5617_1 5628

Admiralty Chart No. Notices

 5617_2 5628
 5617_3 5628
 5617_5 5607, 5648T
 5617_6 5607, 5648T
 5617_7 5607, 5648T

Australian
Chart No. Notices

Aus    57 5635T
Aus    60 5635T
Aus   743 5639

Belgian
Chart No. Notices

BE   101 5672T

German
Chart No. Notices

DE     4 5632
DE    50 5672T
DE    90 5672T
DE  1671 5636

Japanese
Chart No. Notices

JP   221 5670
JP  1221 5670

Soloman Islands
Chart No. Notices

SLB  302 5623

International
Chart No. Notices

INT   120 5587T
INT   550 5664, 5685P, 5692
INT   551 5664
INT   608 5597T
INT   801 5631
INT  1010 5653
INT  1044 5608
INT  1045 5672T
INT  1101 5653
INT  1102 5638
INT  1110 5614
INT  1201 5587T
INT  1202 5587T, 5594T
INT  1204 5634
INT  1218 5594T
INT  1219 5587T, 5594T
INT  1301 5617
INT  1326 5587T
INT  1332 5587T
INT  1336 5587T, 5667P
INT  1354 5636
INT  1404 5603
INT  1417 5672T
INT  1418 5590, 5652P, 5686
INT  1420 5672T
INT  1422 5652P, 5686
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Admiralty Chart No. Notices Admiralty Chart No. NoticesInternational
Chart No. Notices

INT  1423 5672T, 5691
INT  1425 5647
INT  1426 5647
INT  1457 5632
INT  1461 5672T
INT  1465 5691
INT  1471 5672T
INT  1472 5672T, 5691
INT  1474 5672T
INT  1503 5646P
INT  1506 5606
INT  1507 5606
INT  1510 5590
INT  1543 5628
INT  1549 5606
INT  1551 5649T
INT  1554 5668
INT  1559 5680P
INT  1560 5647
INT  1561 5647
INT  1562 5647
INT  1564 5647
INT  1572 5647
INT  1606 5681
INT  1652 5651
INT  1661 5681
INT  1735 5675
INT  1790 5633
INT  1858 5618
INT  2814 5673
INT  3172 5599T
INT  3173 5599T
INT  5252 5637
INT  5708 5664
INT  7120 5615
INT  7145 5657T
INT  7146 5657T
INT  7147 5657T
INT  7216 5592T
INT  7222 5592T
INT  7226 5658
INT  7229 5658
INT  7426 5622
INT  7451 5610
INT  7736 5674
INT  9313 5616
INT  9315 5585, 5694
INT 12991 5630
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2.6

5590 ENGLAND - East Coast - Obstructions.
Source: Scottish Power Renewables Notice 64/25

Chart  1408 [ previous update 5475/25 ] WGS84 DATUM

Insert  22,û Obstn
 52° 43´·9N., 2° 49´·6E.

 19,û Obstn
 52° 42´·2N., 2° 51´·9E.

 32,û Obstn
 52° 41´·4N., 2° 49´·1E.

 25,û Obstn
 52° 41´·8N., 2° 46´·2E.

 20,û Obstn
 52° 38´·5N., 2° 52´·4E.

Chart  1504 (INT 1510) [ previous update 5309/25 ] ETRS89 DATUM

Insert  22,û Obstn
 52° 43´·92N., 2° 49´·61E.

 19,û Obstn
 52° 42´·21N., 2° 51´·86E.

 32,û Obstn
 52° 41´·41N., 2° 49´·14E.

 25,û Obstn
 52° 41´·81N., 2° 46´·16E.

 20,û Obstn
 52° 38´·50N., 2° 52´·44E.

Chart  1631 (INT 1418) [ previous update 5510/25 ] WGS84 DATUM

Insert  22,û Obstn
 52° 43´·92N., 2° 49´·61E.

 19,û Obstn
 52° 42´·21N., 2° 51´·86E.

 32,û Obstn
 52° 41´·41N., 2° 49´·14E.

 25,û Obstn
 52° 41´·81N., 2° 46´·16E.

 20,û Obstn
 52° 38´·50N., 2° 52´·44E.

5606* ENGLAND - East Coast - Obstructions.
Source: ABPmer

Chart  152 (INT 1549) [ previous update 5384/25 ] ETRS89 DATUM

Delete  21, Obstn
 54° 49´·49N., 1° 13´·71W.

Chart  156 [ previous update 5279/25 ] ETRS89 DATUM

Delete  37, Obstn
 55° 11´·01N., 1° 23´·98W.

obstruction out of position,  44, Obstn
 55° 20´·75N., 1° 23´·46W.

Chart  160 [ previous update 5253/24 ] ETRS89 DATUM

Delete  44, Obstn
 55° 41´·19N., 1° 30´·35W.
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2.7

5606* ENGLAND - East Coast - Obstructions. (continued)

Chart  1191 (INT 1507) [ previous update 5279/25 ] ETRS89 DATUM

Delete  21, Obstn
 54° 49´·49N., 1° 13´·71W.

Chart  1192 (INT 1506) [ previous update 5279/25 ] ETRS89 DATUM

Delete  44, Obstn
 55° 41´·19N., 1° 30´·35W.
 55° 20´·75N., 1° 23´·46W.

 21, Obstn
 54° 49´·49N., 1° 13´·71W.

Chart  5615_5 (Panel A, Hartlepool to Tynemouth) [ previous update 5384/25 ] ETRS89 DATUM

Delete  21, Obstn
 54° 49´·49N., 1° 13´·71W.

Chart  5615_6 [ previous update 5279/25 ] ETRS89 DATUM

Delete  37, Obstn
 55° 11´·01N., 1° 23´·98W.

 44, Obstn
 55° 20´·75N., 1° 23´·46W.

Chart  5615_7 [ previous update 2746/24 ] ETRS89 DATUM

Delete  44, Obstn
 55° 20´·75N., 1° 23´·46W.

Chart  5615_1 [ previous update 5279/25 ] ETRS89 DATUM

Delete  21, Obstn
 54° 49´·49N., 1° 13´·71W.

Chart  5615_2 [ previous update New Edition 08/08/2024 ] ETRS89 DATUM

Delete  44, Obstn
 55° 41´·19N., 1° 30´·35W.
 55° 20´·75N., 1° 23´·46W.

5607* SCOTLAND - East Coast - Obstructions.
Source: The Scottish Association for Marine Science

Chart  213 [ previous update 3690/25 ] ETRS89 DATUM

Delete  54,û Obstn
 57° 37´·12N., 1° 39´·05W.

Chart  222 [ previous update 3690/25 ] ETRS89 DATUM

Delete  52,ûû Obstn
 57° 50´·10N., 2° 42´·11W.

Chart  5617_5 [ previous update 3690/25 ] ETRS89 DATUM

Delete  54,û Obstn
 57° 37´·12N., 1° 39´·05W.

Chart  5617_6 [ previous update 3690/25 ] ETRS89 DATUM

Delete  72,û Obstn
 57° 51´·06N., 2° 03´·13W.
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2.8

5607* SCOTLAND - East Coast - Obstructions. (continued)

Chart  5617_7 [ previous update 3690/25 ] ETRS89 DATUM

Delete  52,û Obstn
 57° 50´·10N., 2° 42´·11W.

5628* SCOTLAND - East Coast - Obstructions.
Source: Inch Cape Offshore Limited
Note: This update is included in New Editions 0190,1407 and 1409, published late 2025.

Chart  210 [ previous update 4034/25 ] ETRS89 DATUM

Insert  19", Subm Buoy
 56° 49´·92N., 2° 15´·29W.

 18$, Subm Buoy
 56° 41´·39N., 2° 25´·07W.

Chart  1481 (INT 1543) (Panel B, Lady Shoal) [ previous update 4555/25 ] ETRS89 DATUM

Insert  14", Subm Buoy
 56° 27´·221N., 2° 50´·999W.

Chart  1481 (INT 1543) [ previous update 4555/25 ] ETRS89 DATUM

Insert  14", Subm Buoy
 56° 27´·22N., 2° 51´·00W.

 14%, Subm Buoy
 56° 28´·98N., 2° 38´·04W.

Chart  5615_3 [ previous update New Edition 06/11/2025 ] ETRS89 DATUM

Insert  16Ó, Subm Buoy
 56° 23´·64N., 2° 38´·64W.

Chart  5617_3 [ previous update New Edition 14/08/2025 ] ETRS89 DATUM

Insert  19", Subm Buoy
 56° 49´·92N., 2° 15´·29W.

Chart  5617_1 [ previous update 5093/25 ] ETRS89 DATUM

Insert  16Ó, Subm Buoy
 56° 23´·64N., 2° 38´·64W.

 14%, Subm Buoy
 56° 28´·98N., 2° 38´·04W.

Chart  5617_2 [ previous update New Edition 14/08/2025 ] ETRS89 DATUM

Insert  18$, Subm Buoy
 56° 41´·39N., 2° 25´·07W.

 23!, Subm Buoy
 56° 33´·84N., 2° 29´·95W.

 14%, Subm Buoy
 56° 28´·98N., 2° 38´·04W.
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5647* ENGLAND - East Coast - Automatic Identification Systems.
Source: Trinity House
Note: This update is included in New Editions 5606_2 and 5607_2, published late 2025.

Chart  323 (INT 1564) [ previous update 5495/25 ] ETRS89 DATUM

Insert  Automatic Identification System, AIS, at light beacon  51° 23´·70N., 1° 22´·75E.

Chart  1183 (INT 1561) [ previous update 5549/25 ] ETRS89 DATUM

Insert  Automatic Identification System, AIS, at light beacon  51° 23´·70N., 1° 22´·75E.

Chart  1185 (INT 1572) [ previous update 5390/25 ] ETRS89 DATUM

Insert  Automatic Identification System, AIS, at light  51° 30´·87N., 0° 43´·41E.
Automatic Identification System, AIS, at Radar tower  51° 28´·06N., 0° 37´·74E.

Chart  1186 (INT 1426) (Panel A, Canvey Island to Coalhouse Point) [ previous update 5351/25 ] ETRS89 DATUM

Insert  Automatic Identification System, AIS, at light  51° 30´·277N., 0° 30´·310E.
 51° 27´·734N., 0° 29´·434E.

Chart  1186 (INT 1426) (Panel B, Coalhouse Point to Tilbury) [ previous update 5351/25 ] ETRS89 DATUM

Insert  Automatic Identification System, AIS, at light  51° 27´·391N., 0° 20´·098E.

Chart  1606 [ previous update 5549/25 ] ETRS89 DATUM

Insert  Automatic Identification System, AIS, at Wind turbine  51° 28´·37N., 1° 06´·38E.

Chart  1607 (INT 1562) [ previous update 5549/25 ] ETRS89 DATUM

Insert  Automatic Identification System, AIS, at light beacon  51° 23´·70N., 1° 22´·75E.
Automatic Identification System, AIS, at Wind turbine  51° 28´·37N., 1° 06´·38E.

Chart  1609 [ previous update 5549/25 ] ETRS89 DATUM

Insert  Automatic Identification System, AIS, at Wind turbine  51° 28´·37N., 1° 06´·38E.

Chart  1975 [ previous update 5549/25 ] ETRS89 DATUM

Insert  Automatic Identification System, AIS, at light  51° 50´·60N., 1° 16´·80E.

Chart  2052 (INT 1560) [ previous update 5483/25 ] ETRS89 DATUM

Insert  Automatic Identification System, AIS, at light  51° 50´·60N., 1° 16´·80E.

Chart  2151 (INT 1425) [ previous update 4344/25 ] ETRS89 DATUM

Insert  Automatic Identification System, AIS, at light  51° 27´·391N., 0° 20´·098E.
Automatic Identification System, AIS, at tower  51° 27´·867N., 0° 18´·673E.

Chart  3337 (Panel B, Thames Tidal Barrier) [ previous update 5395/25 ] ETRS89 DATUM

Insert  Automatic Identification System, AIS, at Tide gauge  51° 29´·923N., 0° 02´·770E.
Automatic Identification System, AIS, at light  51° 29´·861N., 0° 02´·244E.

 51° 29´·743N., 0° 02´·499E.

Chart  3337 [ previous update 5395/25 ] ETRS89 DATUM

Insert  Automatic Identification System, AIS, at light  51° 29´·743N., 0° 02´·499E.
Automatic Identification System, AIS, at Tide gauge  51° 29´·920N., 0° 02´·778E.

 51° 30´·436N., 0° 04´·721W.
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5647* ENGLAND - East Coast - Automatic Identification Systems. (continued)

Chart  5606_7 [ previous update 3722/25 ] ETRS89 DATUM

Insert  Automatic Identification System, AIS, at light  51° 30´·87N., 0° 43´·41E.

Chart  5606_8 [ previous update 5390/25 ] ETRS89 DATUM

Insert  Automatic Identification System, AIS, at light  51° 30´·87N., 0° 43´·41E.
Automatic Identification System, AIS, at Radar tower  51° 28´·06N., 0° 37´·74E.

Chart  5606_4 [ previous update 5108/25 ] ETRS89 DATUM

Insert  Automatic Identification System, AIS, at light beacon  51° 23´·70N., 1° 22´·75E.

Chart  5606_5 [ previous update 5108/25 ] ETRS89 DATUM

Insert  Automatic Identification System, AIS, at Wind turbine  51° 28´·37N., 1° 06´·38E.

Chart  5607_4 [ previous update New Edition 18/09/2025 ] ETRS89 DATUM

Insert  Automatic Identification System, AIS, at light  51° 50´·60N., 1° 16´·80E.

5650* SCOTLAND - West Coast - Depths.
Source: Port of Cairnryan Limited

Chart  1404 (Panel A, Loch Ryan Port and Port of Cairnryan) [ previous update 3577/25 ] ETRS89 DATUM

Replace depth, 64, with depth, 56  54° 57´·779N., 5° 01´·054W.

5651* WALES - South Coast - Light.
Source: Neath Port Authority
Note: This update is included in New Edition 5608_8, published early 2026.

Chart  1161 (INT 1652) (Panel, River Neath) [ previous update 389/25 ] ETRS89 DATUM

Delete  ¶ Fl. Y
 51° 37´·290N., 3° 50´·260W.

5663* ENGLAND - West Coast - Obstruction.
Source: Hayle Harbour Authority, British Government Survey and UKHO
Note: Former Notice 3781(T)/22 is cancelled. Certain Copies Only

Chart  1149 [ previous update 5409/25 ] ETRS89 DATUM

Insert  6+ Obstn
 50° 12´·21N., 5° 26´·22W.

Chart  1168 (Panel D, Saint Ives Bay) [ previous update 5409/25 ] ETRS89 DATUM

Insert  6+ Obstn
 50° 12´·21N., 5° 26´·22W.

Chart  5603_4 (Panel A, Pendeen to Penhale Point) [ previous update 5409/25 ] ETRS89 DATUM

Insert  6+ Obstn
 50° 12´·21N., 5° 26´·22W.

Wk51/25



II

2.11

5663* ENGLAND - West Coast - Obstruction. (continued)

Chart  5603_4 (Panel B, Saint Ives) [ previous update 5409/25 ] ETRS89 DATUM

Insert  6+ Obstn
 50° 12´·21N., 5° 26´·22W.

5668* ENGLAND - East Coast - Light-float.
Source: ABP Humber Notice 127/25

Chart  3497 (INT 1554) [ previous update 5449/25 ] ETRS89 DATUM

Move  ¸b Fl.G.2s No 27 , from:
 53° 42´·53N., 0° 26´·29W.

to:  53° 42´·57N., 0° 26´·29W.

Chart  5614_19 (Panel A, Kingston Upon Hull to Humber Bridge) [ previous update 5449/25 ] ETRS89 DATUM

Move  ¸b Fl.G.2s No 27 , from:
 53° 42´·53N., 0° 26´·29W.

to:  53° 42´·57N., 0° 26´·29W.

5675* ENGLAND - South Coast - Depths.
Source: Newhaven Port and Properties Ltd

Chart  2154 (INT 1735) [ previous update 4436/25 ] ETRS89 DATUM

Replace depth, 74, with depth, 58  50° 46´·504N., 0° 03´·467E.

Chart  5605_13 (Panel A, Newhaven Harbour) [ previous update 4476/24 ] ETRS89 DATUM

Replace depth, 74, with depth, 58  50° 46´·504N., 0° 03´·467E.

5681* IRELAND - East Coast - Pilot boarding place.
Source: Clear Vision Maritime
Note: This update is included in New Edition 1411, published late 2025.

Chart  1753 (INT 1661) [ previous update 4727/25 ] ETRS89 DATUM

Delete  Â Cloghan Jetty
 54° 44´·00N., 5° 38´·00W.

Chart  2198 [ previous update 3577/25 ] ETRS89 DATUM

Delete  Â Cloghan Jetty
 54° 44´·00N., 5° 38´·00W.

Chart  2724 (INT 1606) [ previous update 5005/25 ] ETRS89 DATUM

Delete  Â Cloghan Jetty
 54° 44´·01N., 5° 38´·07W.

Chart  5610_17 [ previous update 5005/25 ] ETRS89 DATUM

Delete  Â Cloghan Jetty
 54° 44´·01N., 5° 38´·07W.
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5681* IRELAND - East Coast - Pilot boarding place. (continued)

Chart  5612_10 (Panel A, Approaches to Donaghadee Sound) [ previous update 5129/22 ] ETRS89 DATUM

Delete  Â Cloghan Jetty
 54° 44´·00N., 5° 38´·00W.

Chart  5612_12 (Panel A, Belfast Lough Entrance) [ previous update 2265/25 ] ETRS89 DATUM

Delete  Â Cloghan Jetty
 54° 44´·00N., 5° 38´·00W.

Chart  5612_1 [ previous update 3796/24 ] ETRS89 DATUM

Delete  Â Cloghan Jetty
 54° 44´·00N., 5° 38´·00W.

5696* ENGLAND - East Coast - NM Block.
Source: Peel Ports Medway

Chart  5606_10 (Panel A, Mouth of River Medway and West Swale) [ previous update New Edition 27/11/2025 ] ETRS89
DATUM

Insert the accompanying block, centred on:  51° 26´·1N., 0° 44´·2E.

5585 NORWAY - West Coast - Light.
Source: Norwegian Notice 17/78650/25

Chart  2351 (INT 9315) [ previous update 5503/25 ] WGS84 DATUM

Amend Vasstrand light to, Oc(3) 10s  69° 39´·6N., 18° 13´·1E.

5603 NORWAY - West Coast - Submarine pipelines. Submarine cable.
Source: Norwegian Notice 20/79051/25
Note: Former Notice 3999(P)/25 is cancelled.

Chart  1430 (INT 1404) [ previous update 4824/25 ] WGS84 DATUM

Insert submarine pipeline,  È, joining:
(a) 66° 05´·5N., 8° 03´·3E.
 66° 05´·8N., 8° 06´·1E.
 66° 06´·7N., 8° 10´·5E.
 and
 (a) above
 66° 03´·5N., 8° 04´·6E.
 66° 02´·5N., 8° 05´·8E.

submarine cable,  É, joining:
 66° 05´·6N., 8° 03´·2E.
 66° 05´·9N., 8° 06´·0E.
 66° 06´·8N., 8° 10´·0E.
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5614 ICELAND - Depths. Obstruction.
Source: Icelandic Chart 527

Chart  2956 (INT 1110) [ previous update 5223/25 ] WGS84 DATUM

Insert depth, 65, enclosed by 75m contour (a) 65° 56´·28N., 18° 16´·02W.
Delete depth, 78, close SE of:  (a) above
Insert depth, 31, and extend 50m contour NE to enclose (b) 65° 55´·16N., 18° 16´·43W.
Delete depth, 69, close SE of:  (b) above
Replace  3Ó+ with  3"+  65° 55´·36N., 18° 17´·45W.

5616 NORWEGIAN SEA - Svalbard - Obstructions.
Source: Norwegian Notice 19/78953/25

Chart  3136 (INT 9313) [ previous update 5112/25 ] WGS84 DATUM

Insert  40, ODAS
 81° 29´·1N., 21° 58´·2E.

 30, ODAS
 81° 22´·0N., 21° 34´·8E.

5638 ICELAND - Buoy.
Source: Icelandic Notice 11/94/25

Chart  2902 (INT 1102) [ previous update 3866/24 ] WGS84 DATUM

Insert  E;Fl(5)Y.20s
 63° 24´·4N., 18° 22´·5W.

5653 ICELAND - Virtual aid to navigation.
Source: Icelandic Notice 9/76/25

Chart  2897 (INT 1010) [ previous update 4928/25 ] WGS84 DATUM

Delete symbol, Virtual aid to navigation, V-AIS  64° 21´·2N., 12° 14´·4W.

Chart  2901 (INT 1101) [ previous update 4854/25 ] WGS84 DATUM

Delete symbol, Virtual aid to navigation, V-AIS  64° 21´·6N., 12° 15´·0W.

5694 NORWAY - West Coast - Light. NM Block.
Source: Norwegian Notice 18/78830/25
Note: Radar beacon remains unchanged.

Chart  2351 (INT 9315) [ previous update 5585/25 ] WGS84 DATUM

Insert  the accompanying block, centred on:  69° 39´·5N., 17° 48´·7E.

Chart  2683 [ previous update 4453/25 ] WGS84 DATUM

Amend  range of light to, 14-9M  69° 35´·9N., 17° 49´·7E.
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5617 DENMARK - East Coast - Depth.
Source: Danish Chart Correction 34/189/25

Chart  2107 (INT 1301) [ previous update 5525/25 ] WGS84 DATUM

Insert depth, 123, with seabed type, R  56° 52´·94N., 11° 35´·88E.

5630 POLAND - Coastline. Legend.
Source: Polish Notice 36/412/25 and ENC PL5SZCZE

Chart  2452 (INT 12991) [ previous update 5426/25 ] WGS84 DATUM

Replace coastline, single pecked line, with coastline, single firm line,
joining:  53° 24´·612N., 14° 36´·719E.

 53° 24´·612N., 14° 36´·805E.
 53° 24´·622N., 14° 36´·805E.
 53° 24´·622N., 14° 36´·831E.
 53° 24´·612N., 14° 36´·831E.
 53° 24´·613N., 14° 36´·974E.

Delete legend, W budowie (Under construction 2023), centred on:  53° 24´·595N., 14° 36´·923E.

5633 SWEDEN - East Coast - Dolphins.
Source: Swedish Notice 1095/19678/25

Chart  803 (INT 1790) (Panel B, Hjulstafjärden) [ previous update 5250/25 ] WGS84 DATUM

Insert  ÿ Dn
 59° 31´·885N., 16° 59´·878E.
(a) 59° 31´·878N., 16° 59´·867E.

Delete  ÿ, close SE of:
 (a) above

5634 SWEDEN - East Coast - NM Block.
Source: Swedish Notice 1094/19705/25

Chart  2055 (INT 1204) [ previous update 5290/25 ] WGS84 DATUM

Insert the accompanying block, centred on:  57° 44´·8N., 16° 49´·4E.

5636* GERMANY - Baltic Coast - Restricted area. Legend.
Source: WSA Ostsee 354/25

Chart DE 1671 (INT 1354) [ previous update 5167/25 ] WGS84 DATUM

Insert circular limit of restricted area, radius 300m,  Ç, centred

on: (a) 54° 17´·54N., 12° 19´·08E.
legend, Works in progress, close SW of:  (a) above
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5608 NORTH SEA - German Sector - Buoy.
Source: Danish Chart Correction 33/188/25

Chart  1422 (INT 1044) [ previous update 5231/25 ] WGS84 DATUM

Amend light-buoy to, Fl(5)Y.20s ODAS 4 Buoys  55° 00´·1N., 6° 43´·5E.

5632* GERMANY - North Sea Coast - Depths.
Source: WSA Weser-Jade-Nordsee, Survey LP29311/25

Chart DE 4 (INT 1457) (Panel A, Reiherplate to Brake) [ previous update 5538/25 ] WGS84 DATUM

Insert depth, 81 (a) 53° 22´·46N., 8° 29´·84E.
Delete depth, 88, close SE of:  (a) above

5669 BELGIUM - Light. Automatic Identification System. Wrecks. NM Block.
Source: Belgian Notice 24/181/25
Note: Charts BE11, 1406, 2449, 5606_1 and 5607_1 are to be deleted from the list of charts affected by Notice 2082(T)/25.

Chart  1406 [ previous update 5306/25 ] WGS84 DATUM

Insert   ¶ 2Mo(U)15s
(a) 51° 31´·61N., 2° 29´·89E.

Automatic Identification System, AIS, at light  (a) above
Replace   30%,Û Wk, with   32, Wk

 51° 31´·68N., 2° 32´·40E.

Chart  2449 [ previous update 5306/25 ] WGS84 DATUM

Insert  the accompanying block, centred on:  51° 31´·5N., 2° 30´·2E.

Chart  5606_1 [ previous update 5306/25 ] WGS84 DATUM

Insert   ¶ 2Mo(U)15s
(a) 51° 31´·61N., 2° 29´·89E.

Automatic Identification System, AIS, at light  (a) above
Replace  30%,Û Wk, with   32, Wk

 51° 31´·68N., 2° 32´·40E.

Chart  5607_1 [ previous update 5306/25 ] WGS84 DATUM

Insert   ¶ 2Mo(U)15s
(a) 51° 31´·61N., 2° 29´·89E.

Automatic Identification System, AIS, at light  (a) above
Replace  30%,Û Wk, with   32, Wk

 51° 31´·68N., 2° 32´·40E.
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5686 NORTH SEA - Netherlands Sector - Wind farm. Legend. Restricted area.
Source: Netherlands Notice 48/297/25
Note: Former Notice 3325(P)/22 is cancelled.

Chart  125 (INT 1422) [ previous update 5510/25 ] WGS84 DATUM

Insert symbol, wind farm (a) 52° 38´·57N., 3° 49´·26E.
legend, Under Construction, close S of:  (a) above
limit of restricted area, entry prohibited, pecked line, joining:  52° 38´·73N., 3° 50´·13E.

 52° 38´·11N., 3° 49´·29E.
 52° 38´·73N., 3° 48´·27E.

Chart  1631 (INT 1418) [ previous update 5590/25 ] WGS84 DATUM

Insert symbol, wind farm, Hollandse Kust (west) Kavel VI (a) 52° 44´·38N., 3° 50´·81E.
legend, Under Construction, close S of:  (a) above
limit of restricted area, entry prohibited, pecked line, joining:  52° 42´·74N., 3° 43´·31E.

 52° 48´·83N., 3° 51´·96E.
 52° 47´·69N., 3° 53´·46E.
 52° 39´·32N., 3° 50´·69E.
 52° 38´·11N., 3° 49´·29E.

5691 NETHERLANDS - Lights. Radio reporting points. Legend.
Source: Netherlands Notice 48/301/25

Chart  122 (INT 1472) [ previous update 5006/25 ] WGS84 DATUM

Replace  ë Traffic Centre Scheveningen Ch 21, with  ì Traffic

Centre Scheveningen Ch 21, direction of vessel movement
152°  52° 08´·55N., 4° 13´·20E.

Chart  130 (INT 1423) (Panel, Scheveningen) [ previous update 5510/25 ] WGS84 DATUM

Amend legend to, 2xIso.R.4s, centred on:  52° 06´·02N., 4° 15´·68E.
light to, Iso.G.4s  52° 05´·94N., 4° 15´·60E.

 52° 05´·92N., 4° 15´·63E.
light to, Iso.R.8s  52° 05´·93N., 4° 15´·82E.
light to, Iso.G.8s  52° 05´·92N., 4° 15´·85E.

Chart  130 (INT 1423) [ previous update 5510/25 ] WGS84 DATUM

Replace  ë Traffic Centre Scheveningen Ch 21, with  ì Traffic

Centre Scheveningen Ch 21, direction of vessel movement
152°  52° 08´·55N., 4° 13´·20E.

Chart  207 (INT 1465) [ previous update 5006/25 ] WGS84 DATUM

Replace  ë Radar Scheveningen Ch 21, with  ì Traffic Centre

Scheveningen Ch 21, direction of vessel movement 52°  52° 00´·37N., 4° 03´·22E.
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5601 FRANCE - West Coast - Restricted area.
Source: French Notice 44/45/25

Chart  3429 [ previous update 4975/25 ] WGS84 DATUM

Insert limit of restricted area, entry prohibited, pecked line, joining:  48° 23´·38N., 4° 24´·05W.
 48° 23´·35N., 4° 24´·03W.
 48° 23´·33N., 4° 24´·10W.
 48° 23´·39N., 4° 24´·15W.

5618 SPAIN - West Coast - Light.
Source: Spanish Notice 42/319/25

Chart  1731 (INT 1858) [ previous update New Edition 30/10/2025 ] WGS84 DATUM

Insert  · Fl.Y.3s1M
 42° 16´·101N., 8° 40´·545W.

5588 ITALY - East Coast - Depth.
Source: Italian Notice 18.17/25

Chart  1545 [ previous update New Edition 15/02/2024 ] WGS84 DATUM

Insert depth, 11  40° 38´·64N., 17° 57´·06E.

5591 ITALY - Sardegna - Depths.
Source: Italian Notice 18.6/25

Chart  1204 [ previous update 1507/25 ] WGS84 DATUM

Insert depth, 83 (a) 40° 57´·57N., 8° 13´·84E.
Delete depth, 98, close W of:  (a) above

5600 GREECE - Aegean Sea Coast - Wreck.
Source: ENC GR5QQK08

Chart  1596 [ previous update 5535/25 ] WGS84 DATUM

Delete  ®  37° 57´·695N., 23° 31´·647E.
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5604 ITALY - Sardegna - Depths.
Source: Italian Notices 18.2/25 and 18.7/25

Chart  1202 (Panel C, Portovesme) [ previous update 4995/25 ] WGS84 DATUM

Insert depth, 57 (a) 39° 11´·009N., 8° 23´·525E.
Delete depth, 63, close SE of:  (a) above
Replace depth, 29, with depth, 16, enclosed by 2m contour  39° 11´·012N., 8° 23´·826E.

depth, 33, with depth, 19, enclosed by 2m contour  39° 11´·118N., 8° 23´·702E.
depth, 32, with depth, 16, enclosed by 2m contour  39° 11´·250N., 8° 23´·597E.
depth, 21, enclosed by 20m contour, with depth, 195  39° 11´·754N., 8° 21´·742E.

Chart  1207 [ previous update 3426/25 ] WGS84 DATUM

Insert depth, 77, and extend 10m contour SW to enclose (a) 39° 11´·00N., 8° 23´·12E.
Delete depth, 111, close SW of:  (a) above

5611 GREECE - West Coast - Seaplane operating area.
Source: Greek Notice 9/155/25

Chart  2404 (Panel E, Órmos Aigíou) [ previous update 5856/24 ] WGS84 DATUM

Insert limit of seaplane operating area, pecked line, joining:  38° 16´·24N., 22° 06´·01E.
 38° 16´·03N., 22° 05´·13E.
 38° 16´·10N., 22° 05´·12E.
 38° 16´·24N., 22° 05´·75E.

5613 ITALY - West Coast - Obstruction.
Source: Italian Notice 18.10/25

Chart  908 [ previous update 4869/25 ] WGS84 DATUM

Insert obstruction out of position,  22%, Obstn
 40° 47´·73N., 14° 01´·42E.

5626 TÜRKIYE - Black Sea Coast - Depths. Lights.
Source: Turkish Notice 38/173/25

Chart  1275 (Panel C, Zonguldak) [ previous update 3941/25 ] WGS84 DATUM

Insert  ·2F.Bu
 41° 27´·526N., 31° 47´·284E.

depth, 148 (a) 41° 27´·459N., 31° 46´·419E.
depth, 183 , close SW of:  (a) above
depth, 69 (b) 41° 27´·406N., 31° 46´·959E.
depth, 82 , close NE of:  (b) above

Chart  1644 (Panel G, Göçek) [ previous update 5027/25 ] WGS84 DATUM

Amend range of light to, 3M  36° 45´·235N., 28° 56´·256E.
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5642 TÜRKIYE - Black Sea Coast - Depths. Spoil grounds. Legends.
Source: ENC TR3IG00

Chart  2214 [ previous update 571/25 ] WGS84 DATUM

Replace depth, 630, with depth, 558  41° 11´·7N., 39° 07´·1E.

Chart  2236 [ previous update 4780/25 ] WGS84 DATUM

Insert depth, 265, and extend 500m contour N to enclose  41° 10´·6N., 39° 05´·8E.
limit of spoil ground, pecked line, joining: (a) 41° 09´·0N., 39° 05´·6E.

(b) 41° 08´·1N., 39° 06´·0E.
(c) 41° 08´·4N., 39° 07´·6E.
(d) 41° 09´·4N., 39° 07´·3E.
 and
(e) 41° 04´·5N., 38° 46´·5E.
(f) 41° 03´·4N., 38° 46´·8E.
(g) 41° 03´·8N., 38° 49´·5E.
(h) 41° 05´·1N., 38° 49´·1E.

legend, Spoil Ground, close W of:  (a) - (d) above
legend, Spoil Ground, within:  (e) - (h) above

Replace depth, 630, with depth, 558  41° 11´·7N., 39° 07´·1E.

5655 ALGERIA - NM Blocks.
Source: Algerian Notice 15/1/25

Chart  855 (Panel C, Baie D'Alger) [ previous update New Edition 01/02/2024 ] WGS84 DATUM

Insert the accompanying block A, centred on:  36° 45´·0N., 3° 05´·9E.
the accompanying block B, centred on:  36° 44´·7N., 3° 08´·6E.

Chart  2555 [ previous update 92/24 ] WGS84 DATUM

Insert the accompanying block A, centred on:  36° 45´·0N., 3° 05´·6E.
the accompanying block B, centred on:  36° 44´·8N., 3° 06´·7E.

5656 FRANCE - South Coast - Lifeboat station.
Source: French Notice 24/91/25
Note: This update is included in New Edition 2247, published late 2025.

Chart  3166 [ previous update 5382/25 ] WGS84 DATUM

Delete symbol, lifeboat station  43° 32´·96N., 7° 00´·97E.

5659 TÜRKIYE - Black Sea Coast - Buoyage.
Source: TR5HIE00

Chart  1274 (Panel A, Samsun) [ previous update 4892/25 ] WGS84 DATUM

Delete  R  41° 18´·522N., 36° 20´·536E.
 41° 18´·506N., 36° 20´·517E.
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5661 TÜRKIYE - Marmara Denizi - Wreck.
Source: Turkish Notice 28/130/25
Note: This update is included in New Edition 1015, published late 2025.

Chart  497 (Panel A, Tuzla to İzmit) [ previous update 5556/25 ] WGS84 DATUM

Insert  ^  40° 48´·35N., 29° 19´·23E.

5684 TÜRKIYE - Marmara Denizi - Wreck.
Source: Turkish Notice 31/146/25

Chart  1005 [ previous update 5425/25 ] WGS84 DATUM

Insert  ´  40° 55´·13N., 29° 01´·77E.

5690 ITALY - Sicilia - Rock.
Source: Italian Notice 16.22/25

Chart  1941 [ previous update 5494/25 ] WGS84 DATUM

Insert  8&+ with seabed type, R
 36° 47´·3N., 15° 07´·6E.

Chart  2123 [ previous update 5546/25 ] WGS84 DATUM

Insert  8&+ with seabed type, R
 36° 47´·3N., 15° 07´·6E.

5695 CROATIA - Pilot boarding places. Outfall. Buoy. Automatic Identification System.
Source: Croatian Notices 7/2-4/25

Chart  201 [ previous update 5393/25 ] WGS84 DATUM

Insert outfall,  È, joining:
 45° 19´·00N., 13° 34´·05E.
 45° 18´·71N., 13° 34´·12E.

Delete symbol, blue and yellow emergency wreck marking pillar
buoy, cross topmark, Q.BuY and associated Automatic
Identification System, AIS  44° 46´·99N., 13° 15´·90E.

Chart  1426 (Panel B, Rovinj) [ previous update 5393/25 ] WGS84 DATUM

Insert  Â  45° 05´·20N., 13° 36´·29E.
Delete former  Â  45° 05´·19N., 13° 37´·24E.
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5695 CROATIA - Pilot boarding places. Outfall. Buoy. Automatic Identification System. (continued)

Chart  1461 [ previous update 5393/25 ] WGS84 DATUM

Insert outfall,  È, joining:
 45° 19´·00N., 13° 34´·05E.
 45° 18´·71N., 13° 34´·12E.

Move  Â, from:
 45° 05´·19N., 13° 37´·24E.

to:  45° 05´·20N., 13° 36´·25E.

5673* ANGOLA - Legends. Maritime limits.
Source: ExxonMobil

Chart  306 (INT 2814) [ previous update 4835/25 ] WGS84 DATUM

Insert circular maritime limit, radius 2M, pecked line, centred on: (a) 6° 19´·0S., 10° 56´·1E.
legend, Kizomba Waiting Area, within:  (a) above

Delete former circular maritime limit, pecked line, and associated
legend, Kizomba A Waiting Area, centred on:  6° 16´·7S., 10° 59´·0E.
former circular maritime limit, pecked line, and associated
legend, Kizomba B Waiting Area, centred on:  6° 10´·9S., 11° 05´·9E.

5615 DJIBOUTI - Landmark. Building.
Source: French Notice 44/195/25

Chart  263 (INT 7120) [ previous update 4248/25 ] WGS84 DATUM

Insert  è Tr
(a) 11° 35´·999N., 43° 04´·432E.

symbol, Harbour Masters Office, close W of:  (a) above
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5658* UNITED ARAB EMIRATES - Buoyage.
Source: AD Ports Group

Chart  3178 (INT 7226) [ previous update 5278/25 ] WGS84 DATUM

Insert  Gf;Fl.Y.3s MS-2
 24° 24´·07N., 53° 09´·65E.

 Gf;Fl.Y.3s GS-2
 24° 22´·79N., 53° 05´·66E.

 Gf;Fl.Y.3s GS-1
 24° 21´·65N., 53° 07´·18E.

 Gf;Fl.Y.3s GS-3
 24° 19´·99N., 53° 02´·98E.

 Gf;Fl.Y.3s GS-5
 24° 18´·90N., 53° 07´·88E.

 Gf;Fl.Y.3s FS-1
 24° 19´·37N., 53° 11´·49E.

 Gf;Fl.Y.3s FS-2
 24° 17´·73N., 53° 08´·45E.

 Gf;Fl.Y.3s GS-4
 24° 17´·45N., 53° 06´·22E.

 Gf;Fl.Y.3s FS-3
 24° 16´·26N., 53° 10´·92E.

Chart  3179 (INT 7229) [ previous update 5377/25 ] WGS84 DATUM

Insert  Gf;Fl.Y.3s GS-2
 24° 22´·79N., 53° 05´·66E.

 Gf;Fl.Y.3s GS-3
 24° 19´·99N., 53° 02´·98E.

5610 BANGLADESH - Buoy.
Source: BNHOC Notice 37/25

Chart  910 (INT 7451) (Panel A, Monkey Point to Joyman Reach) [ previous update 5260/25 ] WGS84 DATUM

Move  CbFl.G.12s J-1, from:
 22° 21´·37N., 89° 37´·73E.

to:  22° 21´·46N., 89° 37´·68E.

5622 BANGLADESH - Buoyage.
Source: BNHOC Notice 40/25

Chart  899 (INT 7426) [ previous update 5104/25 ] WGS84 DATUM

Move  BdFl(3)R.15s B-24, from:
 21° 48´·32N., 89° 29´·81E.

to:  21° 47´·93N., 89° 29´·93E.

 CbFl(3)G.15s B-23, from:
 21° 47´·80N., 89° 30´·00E.

to:  21° 47´·73N., 89° 30´·12E.

Wk51/25



II

2.23

5674 INDIAN OCEAN - La Réunion - Buoyage.
Source: French Notice 43/184/25

Chart  1495 (INT 7736) [ previous update 5465/25 ] WGS84 DATUM

Insert  R  21° 09´·81S., 55° 17´·08E.
 21° 09´·96S., 55° 16´·88E.

5589 INDONESIA - Sumatera - Wreck.
Source: Indonesian Notice 44/388/25

Chart  3948 [ previous update 5527/25 ] WGS84 DATUM

Insert  ´Rep (2025)
 0° 50´·07N., 103° 38´·22E.

5625* SINGAPORE - Obstructions.
Source: Maritime and Port Authority of Singapore
Note: Former Notice 1127(T)/24 is cancelled.

Chart  4043 [ previous update 5133/25 ] WGS84 DATUM

Insert  2!+ Obstn
 1° 23´·15N., 103° 58´·17E.

Chart  4044 (Panel A, Serangoon Harbour) [ previous update 5550/25 ] WGS84 DATUM

Insert  2!+ Obstn
 1° 23´·151N., 103° 58´·166E.

 3(+ Obstn
 1° 23´·037N., 103° 58´·010E.

Chart  4044 [ previous update 5550/25 ] WGS84 DATUM

Insert  2!+ Obstn
 1° 23´·15N., 103° 58´·17E.

5627* SINGAPORE - Buoy. Wreck.
Source: Maritime and Port Authority of Singapore
Note: Former Notice 2557(T)/25 is cancelled.

Chart  4038 [ previous update 5541/25 ] WGS84 DATUM

Insert  GoYFl(2)10s ISO
 1° 18´·13N., 103° 36´·95E.

 ®  1° 18´·12N., 103° 37´·00E.

Chart  4040 [ previous update 5211/25 ] WGS84 DATUM

Insert  GoYFl(2)10s ISO
 1° 18´·13N., 103° 36´·95E.

 ®  1° 18´·12N., 103° 37´·00E.
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5641* SINGAPORE - Buoyage.
Source: Maritime and Port Authority of Singapore

Chart  4044 [ previous update 5625/25 ] WGS84 DATUM

Insert  Cb]Fl.G.3s (sync) RTS-TOA-S1
 1° 27´·58N., 103° 46´·85E.

 B\dFl.R.3s (sync) RTS-TOA-P1
 1° 27´·55N., 103° 46´·87E.

 C]bFl.G.3s (sync) RTS-TOA-S2
 1° 27´·50N., 103° 46´·71E.

 Bd\Fl.R.3s (sync) RTS-TOA-P2
 1° 27´·46N., 103° 46´·73E.

Delete  C]bFl.G.3s RTS-LTA-S1
 1° 27´·54N., 103° 46´·90E.

 Bd\Fl.R.3s RTS-LTA-P1
 1° 27´·52N., 103° 46´·92E.

 C]bFl.G.3s RTS-LTA-S2
 1° 27´·45N., 103° 46´·77E.

 B\dFl.R.3s RTS-LTA-P2
 1° 27´·43N., 103° 46´·78E.

5629 CHINA - East Coast - Depths.
Source: Chinese Chart 13110

Chart  1604 (Panel A, Baoshan to Dongfengxi Sha) [ previous update New Edition 21/08/2025 ] CGCS 2000 DATUM

Replace depth, 175, with depth, 127  31° 33´·85N., 121° 19´·50E.

5643 TAIWAN - Maritime limits. Pilot boarding places.
Source: UKHO

Chart  2618 (Panel D, Hualien) [ previous update 4890/25 ] WGS84 DATUM

Insert maritime limit, pecked line, joining: (a) 23° 58´·324N., 121° 37´·745E.
(b) 23° 58´·386N., 121° 37´·590E.
(c) 23° 57´·712N., 121° 37´·272E.
 and
(d) 23° 58´·167N., 121° 37´·680E.
(e) 23° 57´·712N., 121° 37´·749E.

 Â within:
 (a) - (e) above

Chart  2618 (Panel C, Approaches to Hualien) [ previous update 4890/25 ] WGS84 DATUM

Insert maritime limit, pecked line, joining: (a) 23° 58´·32N., 121° 37´·75E.
(b) 23° 58´·39N., 121° 37´·59E.
(c) 23° 57´·18N., 121° 37´·02E.
(d) 23° 57´·18N., 121° 37´·83E.
(e) 23° 58´·18N., 121° 37´·68E.

 Â within:
 (a) - (e) above

Delete  Â  23° 57´·18N., 121° 37´·68E.
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5643 TAIWAN - Maritime limits. Pilot boarding places. (continued)

Chart  3234 [ previous update 2326/25 ] WGS84 DATUM

Move  Â from:
 23° 57´·13N., 121° 37´·67E.

to:  23° 57´·75N., 121° 37´·50E.

Chart  3235 [ previous update 4226/25 ] WGS84 DATUM

Move  Â from:
 23° 57´·15N., 121° 37´·67E.

to:  23° 57´·75N., 121° 37´·50E.

5660 CHINA - East Coast - Anchorage area. Legend. Pilot boarding place.
Source: Chinese Notice 28/871/25

Chart  1721 [ previous update 4966/25 ] CGCS 2000 DATUM

Insert limit of anchorage area, pecked line, joining: (a) 27° 52´·97N., 121° 19´·41E.
(b) 27° 51´·91N., 121° 18´·35E.
(c) 27° 51´·28N., 121° 19´·14E.
(d) 27° 52´·54N., 121° 20´·41E.

legend,  ½ No 2, within:
 (a) - (d) above

symbol, quarantine anchorage, within:  (a) - (d) above
symbol, dangerous cargo anchorage, within:  (a) - (d) above

 Â  (a) - (d) above

5665 CHINA - Yellow Sea Coast - Wreck.
Source: Chinese Notice 36/1069/25

Chart  1253 [ previous update 5542/25 ] CGCS 2000 DATUM

Insert  ´Rep (2025) PA
 34° 39´·3N., 120° 12´·1E.
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5687 CHINA - East Coast - Depths. Restricted areas.
Source: Chinese Chart 13519
Note: This update is included in New Edition 1126, published late 2025.

Chart  1130 [ previous update 5416/25 ] CGCS 2000 DATUM

Insert depth, 31 (a) 29° 55´·99N., 122° 01´·67E.
Delete depth, 39, close E of:  (a) above
Insert depth, 69, enclosed by 10m contour (b) 29° 52´·18N., 122° 16´·45E.
Delete depth, 118, close NW of:  (b) above
Insert depth, 92, enclosed by 10m contour  29° 51´·16N., 122° 13´·56E.

depth, 55 (c) 29° 50´·30N., 122° 04´·48E.
Delete depth, 73, close NE of:  (c) above
Insert depth, 144, and extend 20m contour E to enclose  29° 49´·45N., 122° 11´·50E.

depth, 38, and extend 50m contour W to enclose (d) 29° 49´·18N., 122° 10´·56E.
Delete depth, 56, close N of:  (d) above
Insert limit of restricted area, joining:  29° 59´·15N., 122° 21´·85E.

 29° 59´·37N., 122° 21´·59E.
 29° 58´·58N., 122° 20´·83E.
 29° 57´·06N., 122° 21´·31E.

Delete limit of restricted area, joining:  29° 59´·18N., 122° 21´·86E.
 29° 59´·21N., 122° 21´·80E.
 29° 58´·55N., 122° 21´·28E.
 29° 57´·08N., 122° 21´·45E.

Replace depth, 47 , with depth, 47  29° 58´·59N., 122° 02´·33E.
depth, 30 , with depth, 30, and extend 30m and 50m contours
S to enclose  29° 55´·93N., 122° 03´·27E.

Chart  1592 [ previous update 4776/25 ] WGS84 DATUM

Insert depth, 77  29° 59´·18N., 121° 55´·68E.

5692 SOUTH CHINA SEA - Depth.
Source: UKHO

Chart  3482 (INT 550) [ previous update 5664/25 ] WGS84 DATUM

Insert depth, 544, and extend 1000m contour N to enclose  8° 24´·3N., 110° 09´·1E.
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5693 CHINA - East Coast - Depths. Drying contour.
Source: Chinese Chart 13110

Chart  1601 (Panel A) [ previous update New Edition 21/08/2025 ] CGCS 2000 DATUM

Insert circular limit of 0m low water line, radius 120m (0·06M),
centred on: (a) 31° 23´·86N., 121° 36´·58E.

Delete depth, 11 , close N of:  (a) above
Insert depth, 34 , enclosed by 5m contour (b) 31° 23´·11N., 121° 36´·99E.
Delete depth, 83 , close N of:  (b) above

2m contour, joining:  31° 23´·83N., 121° 36´·51E.
 31° 23´·82N., 121° 36´·64E.

Chart  1603 [ previous update New Edition 21/08/2025 ] CGCS 2000 DATUM

Insert circular limit of 0m low water line, radius 120m, centred on:  31° 23´·86N., 121° 36´·58E.
depth, 09 , and extend 2m contour E to enclose (a) 31° 23´·30N., 121° 37´·71E.

Delete depth, 41 , close W of:  (a) above
Insert depth, 34 , and extend 5m contour S to enclose (b) 31° 23´·11N., 121° 36´·99E.
Delete depth, 13 , close S of:  (b) above

Chart  1604 (Panel A, Baoshan to Dongfengxi Sha) [ previous update 5629/25 ] CGCS 2000 DATUM

Insert circular limit of 0m low water line, radius 120m, centred on:  31° 23´·86N., 121° 36´·58E.
depth, 09 , and extend 2m contour E to enclose (a) 31° 23´·30N., 121° 37´·71E.

Delete depth, 41 , close W of:  (a) above
Insert depth, 34 , and extend 5m contour S to enclose  31° 23´·11N., 121° 36´·99E.

5670 JAPAN - Kyūshū - Fish havens.
Source: Japanese Notice 48/518/25

Chart JP 221 [ previous update 1234/25 ] WGS84 DATUM

Insert   Á  31° 38´·48N., 130° 43´·13E.
 31° 30´·80N., 130° 33´·26E.
 31° 28´·92N., 130° 33´·42E.
 31° 27´·28N., 130° 32´·50E.

Chart JP 1221 [ previous update 4822/25 ] WGS84 DATUM

Insert   Á  31° 30´·80N., 130° 33´·26E.
 31° 28´·92N., 130° 33´·42E.
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5637 KOREA - South Coast - Buoyage.
Source: Korean Notices 29/409-410/25
Note: Former Notice 1989(T)/21 is cancelled. This update is included in New Edition 3480, published early 2026.

Chart  3365 (INT 5252) [ previous update 5518/25 ] WGS84 DATUM

Insert  EfODAS
 33° 33´·65N., 126° 55´·79E.
 33° 31´·26N., 126° 22´·49E.

5644 KOREA - West Coast - Light.
Source: Korean Notice 27/360/25
Note: This update is included in New Edition 913, published late 2025 and in New Editions 3480 and 1258, published early

2026.

Chart  1256 [ previous update 5542/25 ] WGS84 DATUM

Amend range of light to, 20M  36° 38´·8N., 126° 00´·5E.

5605 INDONESIA - Sulawesi - Submarine pipeline. Note.
Source: Indonesian Notice 30/263/25

Chart  1293 [ previous update New Edition 21/11/2024 ] WGS84 DATUM

Insert submarine pipeline,  È, joining:
 5° 05´·00S., 119° 27´·69E.
 5° 03´·97S., 119° 25´·22E.

Replace the existing note, SUBMARINE CABLES, with the
accompanying note, SUBMARINE CABLES AND
PIPELINES, centred on:  5° 25´·73S., 119° 29´·01E.

5624 INDONESIA - Sulawesi - Light.
Source: Indonesian Notice 43/378/25

Chart  2954 [ previous update 5188/25 ] WGS84 DATUM

Insert  ¶ Fl.5s18m10M
 5° 35´·0S., 120° 03´·9E.

5654 INDONESIA - Sulawesi - Obstruction.
Source: Indonesian Notice 43/381/25

Chart  1293 [ previous update 5605/25 ] WGS84 DATUM

Insert  å Obstn
 5° 03´·50S., 119° 23´·66E.
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5662 INDONESIA - Jawa - Buoyage.
Source: Indonesian Notice 33/293/25

Chart  3729 [ previous update 4732/25 ] WGS84 DATUM

Delete  BdFl.R.4s
 6° 18´·95S., 108° 24´·30E.

 Bd  6° 17´·16S., 108° 24´·72E.

Chart  3730 [ previous update 3518/25 ] WGS84 DATUM

Delete  BdFl.R.4s
 6° 18´·94S., 108° 24´·09E.

 Bd  6° 17´·15S., 108° 24´·73E.

5664 MALAYSIA - Sarawak - Submarine pipelines. Platforms. Foul. Moored storage tanker.
Source: Malaysian Notice 4/83/25

Chart  2414 [ previous update 5057/25 ] WGS84 DATUM

Insert  é{ (a) 6° 07´·7N., 104° 59´·5E.
Delete  «, close E of:

 (a) above
Insert  ¼{  5° 49´·0N., 104° 13´·8E.

 4° 39´·9N., 105° 11´·1E.

submarine pipeline,  È, joining:
 5° 20´·3N., 104° 53´·3E.
 5° 19´·8N., 104° 37´·9E.
 5° 19´·2N., 104° 35´·2E.
 5° 14´·5N., 104° 25´·6E.

Chart  2422 [ previous update 5272/25 ] WGS84 DATUM

Insert submarine pipeline,  È, joining:
 5° 49´·5N., 104° 11´·4E.
(a) 5° 49´·0N., 104° 13´·8E.

 ¼{ E  (a) above

submarine pipeline,  È, joining:
 5° 21´·7N., 104° 54´·4E.
 5° 21´·5N., 104° 54´·8E.
 5° 20´·3N., 104° 54´·3E.
 5° 19´·8N., 104° 37´·9E.
 5° 19´·2N., 104° 35´·2E.
 5° 16´·7N., 104° 30´·0E.
(b) 5° 14´·5N., 104° 25´·6E.

 ¼{ TNAG-OWF
 (b) above

 ¼{ GaDP-A
 4° 39´·9N., 105° 11´·1E.
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5664 MALAYSIA - Sarawak - Submarine pipelines. Platforms. Foul. Moored storage tanker. (continued)

Chart  2426 [ previous update 5272/25 ] WGS84 DATUM

Insert submarine pipeline,  È, joining:
 5° 49´·5N., 104° 11´·4E.
(a) 5° 49´·0N., 104° 13´·8E.

 ¼{ E  (a) above
Replace  « with  é{FPSO BUNGA KERTAS

 6° 07´·7N., 105° 01´·3E.

Chart  2869 [ previous update 5057/25 ] WGS84 DATUM

Insert  ¼{ GaDP-A
 4° 39´·9N., 105° 11´·1E.

Chart  3446 [ previous update 5272/25 ] WGS84 DATUM

Insert submarine pipeline,  È, joining:
 5° 49´·48N., 104° 11´·41E.
(a) 5° 48´·96N., 104° 13´·78E.

 ¼{ E  (a) above

submarine pipeline,  È, joining:
 5° 15´·15N., 104° 26´·98E.
(b) 5° 14´·45N., 104° 25´·58E.

 ¼{ TNAG-OWF
 (b) above

Chart  3447 [ previous update 5272/25 ] WGS84 DATUM

Insert submarine pipeline,  È, joining:
 5° 49´·48N., 104° 11´·41E.
(a) 5° 48´·96N., 104° 13´·78E.

 ¼{ E  (a) above

Chart  3482 (INT 550) [ previous update 5552/25 ] WGS84 DATUM

Insert  é{FPSO BUNGA KERTAS
(a) 6° 07´·7N., 104° 59´·1E.

Delete  «, close E of:
 (a) above

Insert  ¼{  5° 49´·0N., 104° 13´·8E.
 4° 39´·9N., 105° 11´·1E.

submarine pipeline,  È, joining:
 5° 20´·3N., 104° 53´·3E.
 5° 19´·8N., 104° 37´·9E.
 5° 19´·2N., 104° 35´·2E.
 5° 14´·5N., 104° 25´·6E.
 and
 5° 22´·9N., 111° 52´·6E.
 5° 15´·2N., 112° 29´·0E.
 5° 12´·7N., 112° 38´·6E.
 5° 12´·0N., 112° 39´·4E.
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5664 MALAYSIA - Sarawak - Submarine pipelines. Platforms. Foul. Moored storage tanker. (continued)

Chart  3483 (INT 551) [ previous update 4837/25 ] WGS84 DATUM

Insert  ¼{  5° 18´·7N., 112° 51´·7E.

submarine pipeline,  È, joining:
 5° 22´·9N., 111° 52´·5E.
 5° 15´·2N., 112° 29´·0E.
 5° 12´·7N., 112° 38´·6E.
 5° 02´·1N., 112° 51´·3E.
 4° 58´·7N., 112° 59´·0E.
 4° 49´·7N., 112° 58´·6E.

Chart  3838 (INT 5708) [ previous update 4530/25 ] WGS84 DATUM

Insert submarine pipeline,  È, joining:
 5° 01´·94N., 112° 51´·77E.
 4° 58´·68N., 112° 59´·01E.
 4° 57´·49N., 112° 59´·17E.
 4° 55´·94N., 112° 58´·90E.
 4° 49´·69N., 112° 58´·62E.
 4° 47´·05N., 112° 57´·40E.
 4° 45´·14N., 112° 56´·24E.
 4° 36´·41N., 112° 51´·96E.
 4° 23´·32N., 112° 45´·15E.
 4° 21´·67N., 112° 43´·07E.
 4° 20´·47N., 112° 41´·68E.
 4° 20´·07N., 112° 40´·95E.

5689 INDONESIA - Jawa - Light-beacons. Piers. Buoy. Lights.
Source: Indonesian Notices 39/352-353/25 and ENC ID500108

Chart  912 [ previous update 939/25 ] WGS84 DATUM

Insert  Tj§Fl.R.4s5m4M
(a) 7° 43´·648S., 108° 59´·612E.

pier, single firm line, joining:  (a) above
 7° 43´·622S., 108° 59´·601E.
 7° 43´·696S., 108° 59´·519E.

 TlÜ  7° 44´·562S., 108° 59´·570E.
(b) 7° 44´·665S., 108° 59´·626E.

pier, single firm line, joining:  (b) above
 7° 44´·633S., 108° 59´·608E.

Delete  Bd\Fl.R.4s No 12A
 7° 45´·146S., 109° 00´·673E.

Chart  912 (Panel, Tanjung Madasari to Tanjung Karangbata) [ previous update 939/25 ] WGS84 DATUM

Amend light to, LFl.5s15m15M  7° 41´·3S., 109° 05´·6E.

Chart  2470 [ previous update 5076/25 ] WGS84 DATUM

Amend light to, LFl.15M  7° 41´·3S., 109° 05´·6E.
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5593 AUSTRALIA - Northern Territory - NM Blocks.
Source: ENCs AU311127, AU311128, AU312127 and Australian Hydrographic Office

Chart  2472 [ previous update 4803/25 ] WGS84 DATUM

Insert the accompanying block A, centred on:  1° 21´·8N., 123° 36´·2E.
the accompanying block B, centred on:  10° 52´·4S., 127° 39´·7E.

5639 AUSTRALIA - Western Australia - NM Blocks.
Source: Australian Notice 23/976/25

Chart Aus 743 [ previous update 4143/25 ] WGS84 DATUM

Insert  the accompanying block A, centred on:  20° 55´·1S., 115° 21´·9E.
the accompanying block B, centred on:  20° 55´·1S., 115° 37´·0E.
the accompanying block C, centred on:  21° 35´·3S., 116° 02´·6E.

5623 SOUTH PACIFIC OCEAN - Solomon Islands - NM Blocks.
Source: Australian Notice 23/986/25

Chart SLB 302 [ previous update 133/25 ] WGS84 DATUM

Insert  the accompanying block A, centred on:  8° 18´·5S., 157° 08´·2E.
the accompanying block B, centred on:  8° 53´·5S., 156° 50´·3E.

5612 CANADA - British Columbia - Buoy.
Source: Canadian Notice 10/3441/2025

Chart  4954 [ previous update New Edition 20/11/2025 ] NAD83 DATUM

Insert  Gl Fl (5) Y ODAS/SADO (priv)
 48° 34´·83N., 123° 21´·35W.

5631 CANADA - British Columbia - Marine Reserve. Legends.
Source: Canadian Notice 10/3000/25

Chart  4801 (INT 801) [ previous update 4841/25 ] WGS84 DATUM

Delete limit of marine reserve, pecked line, and associated legend,
Marine Protected Area, joining:  48° 01´·0N., 129° 08´·1W.

 48° 01´·0N., 129° 01´·7W.
 47° 53´·0N., 129° 01´·7W.
 47° 53´·0N., 129° 08´·1W.
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5631 CANADA - British Columbia - Marine Reserve. Legends. (continued)

Chart  4806 [ previous update 4841/25 ] WGS84 DATUM

Delete limit of marine reserve, pecked line, and associated legend,
Marine Protected Area, joining:  48° 00´·1N., 129° 06´·8W.

 48° 00´·2N., 129° 00´·4W.
 47° 51´·8N., 129° 00´·3W.
 47° 51´·8N., 129° 06´·8W.

Chart  4920 [ previous update New Edition 14/08/2025 ] NAD27 DATUM

Delete limit of marine reserve, pecked line, and associated legend,
Endeavour Hydrothermal Vents Marine Protected Area/ zone
de protection marine du champ hydrothermal Endeavour,
joining:  48° 01´·0N., 129° 08´·5W.

 48° 01´·0N., 129° 02´·4W.
 47° 53´·9N., 129° 02´·4W.
 47° 53´·9N., 129° 08´·5W.

5640 UNITED STATES OF AMERICA - West Coast - Light.
Source: ENC US5CA13M

Chart  588 [ previous update 3062/25 ] NAD83 DATUM

Amend range of light to, 4M  37° 51´·20N., 122° 25´·15W.

Chart  591 [ previous update 3062/25 ] NAD83 DATUM

Amend range of light to, 4M  37° 51´·19N., 122° 25´·16W.

5602 ARGENTINA - Buoy.
Source: Argentine Notice 11/130/25

Chart  1340 (Panel B) [ previous update 2841/25 ] WGS84 DATUM

Insert  Ib[Fl(4)G.16s Km 161·9
 33° 57´·22S., 58° 44´·93W.

5666 URUGUAY - NM Block.
Source: ENC UY400801

Chart  3703 [ previous update 5713/24 ] WGS84 DATUM

Insert the accompanying block, centred on:  34° 54´·4S., 54° 55´·5W.

5671 BRAZIL - East Coast - NM Block.
Source: ENC BR401110

Chart  540 [ previous update 4737/25 ] WGS84 DATUM

Insert the accompanying block, centred on:  12° 46´·5S., 38° 41´·9W.
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5598 UNITED STATES OF AMERICA - Gulf of Mexico - Obstruction.
Source: ENC US5POADB

Chart  3192 (Panel B) [ previous update 4178/25 ] NAD83 DATUM

Insert  å Obstn PA
 29° 41´·73N., 93° 50´·38W.

5609 UNITED STATES OF AMERICA - Gulf of Mexico - Wreck.
Source: ENC US4LA1GS

Chart  3851 [ previous update 4983/25 ] NAD83 DATUM

Insert  ´PA
 29° 57´·4N., 88° 14´·3W.

5688 CARIBBEAN SEA - NM Block. Light.
Source: Netherlands Notice 46/290/25

Chart  782 [ previous update 1243/22 ] WGS84 DATUM

Insert the accompanying block, centred on:  12° 11´·3N., 69° 03´·8W.

Chart  1966 [ previous update 5218/25 ] WGS84 DATUM

Insert  ¶ Fl(2)9M Kaap St. Marie
 12° 11´·2N., 69° 03´·6W.

Chart  2193 [ previous update 5575/24 ] WGS84 DATUM

Insert  ¶ Fl(2)6s21m9M Kaap St. Marie
 12° 11´·2N., 69° 03´·6W.

5586 UNITED STATES OF AMERICA - East Coast - Depths. Wreck.
Source: ENC US5NYCBG

Chart  3204 [ previous update 5044/25 ] NAD83 DATUM

Replace depth, 05, with  ´PA
 40° 30´·35N., 73° 57´·04W.

Chart  3459 [ previous update 5044/25 ] NAD83 DATUM

Replace depth, 5, with  ´PA
 40° 30´·35N., 73° 57´·04W.

5620 CANADA - Nova Scotia - Fog signal.
Source: Canadian Notice 10/4320/25

Chart  4751 [ previous update 4583/25 ] NAD83 DATUM

Delete fog signal, WHIS, at buoy  44° 26´·70N., 63° 53´·56W.
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5621 CANADA - Buoy.
Source: Canadian Notice 10/4116/25

Chart  4749 [ previous update 5436/25 ] NAD83 DATUM

Replace  JhKS1 with  JhFl G KS1
 45° 07´·12N., 66° 20´·62W.

5678 UNITED STATES OF AMERICA - East Coast - Buoy.
Source: ENC US5ME1EG

Chart  2490 [ previous update 5484/25 ] NAD83 DATUM

Insert  GfFl.Y.2·5s
 43° 28´·35N., 70° 21´·73W.

Chart  3676 [ previous update 1740/25 ] NAD83 DATUM

Insert  GfFl.Y.2·5s
 43° 28´·35N., 70° 21´·73W.

5646(P)/25 SCOTLAND - East Coast - Works. Wind farm. Buoyage. Lights.

Source: Moray West Offshore Windfarm
1. Construction works on the Moray West Offshore Wind Farm in position 58° 04´·49N., 3° 02´·63W. are now complete;

buoyage marking the construction area has been removed.
2. The wind farm is marked by Fl.Y and Aero Mo(W)R lights on the outer turbines.
3. These changes will be included in a New Edition of Chart 115 to be published early 2026.
4. Mariners are advised to navigate with caution in the area.
5. Charts 222, 223, 5617_7, 2182B and 2182C will be updated by Notice to Mariners.

(ETRS89 DATUM)

Chart affected -  115 (INT 1503)

5648(T)/25 SCOTLAND - East Coast - Scientific instruments. Moorings.

Source: The Scottish Association for Marine Science
1. Acoustic monitoring instruments attached to seabed moorings have been established in the following positions:

57° 37´·57N., 1° 38´·96W.
57° 51´·34N., 2° 03´·77W.
57° 50´·58N., 2° 42´·65W.

2. The moorings extend upwards from the seabed by up to 6 metres and have no surface markers.
3. Mariners are advised to navigate with caution in the area.

(ETRS89 DATUM)

Charts affected -  213 -  222 -  5617_5 -  5617_6 -  5617_7
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5649(T)/25 ENGLAND - East Coast - Buoy.

Source: Port of Sunderland
1. The Port-side Lateral light-buoy, Q.R, in position 54° 55´·176N., 1° 21´·157W. is reported off station.

(ETRS89 DATUM)

Charts affected -  1627 (INT 1551) -  5615_18

5680(P)/25 ENGLAND - East Coast - Depths.

Source: British Government Survey
1. Recent survey information has shown that numerous depths less than charted exist within Lowestoft North Road,

approaches to Lowestoft and Stanford Channel. The most significant are as follows:

Depth Position
8·8m 52° 29´·88N., 1° 46´·73E.
6·4m 52° 29´·02N., 1° 47´·77E.
4·9m 52° 28´·50N., 1° 45´·81E.
3·3m 52° 28´·48N., 1° 47´·81E.
13·7m 52° 28´·36N., 1° 48´·27E.
8m 52° 28´·08N., 1° 47´·95E.
1·5m 52° 27´·72N., 1° 47´·80E.
1·2m 52° 27´·48N., 1° 47´·61E.
1·8m 52° 27´·22N., 1° 47´·27E.
2·1m 52° 26´·62N., 1° 46´·69E.
3·1m 52° 26´·39N., 1° 47´·16E.

2. These changes will be included in New Edition of Charts 1535, and 5614_3 to be published early 2026.
3. Charts 1543, and 5614_2 will be updated by Notice to Mariners.
4. Former Notice 4704(P)/25 is cancelled.
5. Mariners are advised to navigate with caution in the area and consult the local port authorities for the latest information.

(ETRS89 DATUM)

Charts affected -  1535 (INT 1559) -  5614_3

5587(T)/25 SWEDEN - South Coast - Measuring instruments.

Source: Swedish Notice 1094/19730(T)/25
1. Measuring instruments have been established on the seabed in the following positions:

55° 24´·60N., 12° 44´·53E.
55° 20´·73N., 12° 45´·54E.
55° 21´·90N., 13° 46´·47E.
55° 05´·87N., 13° 42´·58E.
55° 08´·26N., 13° 57´·66E.
55° 25´·77N., 14° 16´·61E.
55° 32´·51N., 14° 29´·53E.
55° 43´·23N., 14° 15´·58E.
55° 50´·57N., 14° 27´·50E.
55° 54´·77N., 14° 31´·70E.

2. Mariners are advised to navigate with caution in the area and consult the local port authorities for the latest information.
(WGS84 DATUM)

Charts affected -  259 (INT 120) -  958 (INT 1336) -  2014 (INT 1219) -  2015 (INT 1201) -  2018 (INT 1202) -  2115 -
 2595 (INT 1332) -  2816 -  2856 (INT 1326)
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5594(T)/25 POLAND - Works.

Source: Polish Notice 42/464(T)/25
1. Geophysical works are taking place in the area bounded by the following positions:

54° 48´·04N., 17° 45´·18E.
54° 51´·26N., 17° 42´·77E.
54° 52´·28N., 17° 48´·95E.
54° 48´·78N., 17° 50´·33E.

2. Mariners are advised to navigate with caution in the area.
(WGS84 DATUM)

Charts affected -  2014 (INT 1219) -  2018 (INT 1202) -  2040 (INT 1218)

5667(P)/25 DENMARK - Islands - Works. Buoyage. Depths. Coastline. Light. Restricted area.

Source: Danish Notices 42/853/25, 44/898/25, 46/929/25, 47/954/25, 47/961/25, 48/985/25 and ENC DK5RONNE
1. Significant changes to depths, aids to navigation and coastline are taking place within the port of Rønne.
2. *An entry prohibited limit marked by seven unlit spar buoys, seven lit spar buoys, Fl(3)Y.30s and a starboard hand spar

buoy, Q.G have all been deleted, along the following bounded positions:

55° 05´·487N., 14° 40´·693E.
55° 05´·532N., 14° 40´·786E.
55° 05´·559N., 14° 40´·778E.
55° 05´·681N., 14° 40´·581E.
55° 05´·674N., 14° 40´·493E.
55° 05´·645N., 14° 40´·439E.

3. *The extension of the outer mole has been completed joining the following positions:

55° 05´·526N., 14° 40´·758E.
55° 05´·659N., 14° 40´·545E.

4. *A light, Fl(1+4)G.5s has been established in position 55° 05´·653N., 14° 40´·556E.
5. *Work has now been completed, and moles have been removed in the following positions:

55° 05´·797N., 14° 41´·316E.
55° 05´·830N., 14° 41´·228E.
and

*55° 05´·670N., 14° 41´·237E.
*55° 05´·702N., 14° 41´·188E.

6. *Several lit and unlit buoys have been deleted in the following positions:

Characteristic Buoy Type Position
Fl(3)Y.10s spar buoy, with x-shape topmark 55° 05´·544N., 14° 41´·048E.
Unlit spar buoy, with x-shape topmark 55° 05´·538N., 14° 41´·090E.
Unlit spar buoy, with x-shape topmark 55° 05´·531N., 14° 41´·130E.
Fl.R.5s spar buoy, with cylinder topmark 55° 05´·516N., 14° 41´·217E.
Q.G spar buoy, with cone point up topmark 55° 05´·694N., 14° 41´·163E.
Fl(3)Y.10s spar buoy, with x-shape topmark 55° 05´·711N., 14° 41´·200E.
Q.R can buoy 55° 05´·750N., 14° 41´·110E.

7. *Mariners are advised to navigate with caution in the area as extensive changes have taken place and consult the local
port authority for the latest information.

8. *The chart will be updated when full details are known.
9. *Former Notices 3200(P)/25 and 4940(P)/25 are cancelled.

(WGS84 DATUM)

Chart affected -  958 (INT 1336)
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5677(P)/25 ESTONIA - Buoyage. Depths. Harbour limits. Light. Rock. Obstructions.

Source: Estonian Charts 930 and 931
1. Extensive changes have taken place within the approaches to the ports of Tallinn and Vanasadam. The most significant of

these are listed below:
2. East Cardinal buoys have been established in the following positions:

Position
59° 27´·04N., 24° 44´·94E.
59° 26´·92N., 24° 45´·01E.

3. Depths less than charted exist within the ports of Tallinn and Vanasadam. The most significant are as follows:

Depth Position
5m 59° 29´·43N., 24° 42´·65E.
2·3m 59° 28´·21N., 24° 41´·14E.
2·8m 59° 26´·638N., 24° 45´·807E.
7·9m 59° 26´·663N., 24° 46´·336E.
8·6m 59° 26´·731N., 24° 46´·434E.

4. The following harbour limits have been established:

Name Position
Noblessner 59° 27´·18N., 24° 44´·10E.

59° 27´·33N., 24° 44´·17E.
59° 27´·51N., 24° 44´·30E.
59° 27´·54N., 24° 44´·09E.

5. and

Name Position
Lennusadam 59° 27´·11N., 24° 44´·42E.

59° 27´·40N., 24° 44´·60E.
59° 27´·51N., 24° 44´·30E.

6. The following light has been amended:

Former Characteristic New Characteristic Position
Fl.7s7m3M Fl.7s7m2M 59° 27´·60N., 24° 43´·13E.

7. A rock, depth 23·2m, exists in position 59° 27´·88N., 24° 47´·39E.
8. Obstructions exists in the following positions:

Depth Position
17·4m 59° 27´·34N., 24° 47´·09E.
7·2m 59° 28´·40N., 24° 44´·07E.
11·6m 59° 28´·37N., 24° 44´·21E.

9. Mariners are advised to navigate with caution in the area and consult the local port authorities for the latest information.
10. These changes will be included in a New Edition of Chart 2227 to be published early 2026.

(WGS84 DATUM)

Chart affected -  2227
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5652(P)/25 NORTH SEA - Netherlands Sector - Wind farm. Works.

Source: Netherlands Notice 48/298(P)/25
1. Wind farm construction works are taking place and fishing is considered dangerous within area bounded by the following

positions:

52° 42´·33N., 3° 42´·83E.
52° 37´·83N., 3° 48´·83E.
52° 35´·67N., 3° 46´·83E.
52° 36´·50N., 3° 34´·83E.

2. Mariners are advised to navigate with caution in the area.
3. Charts will be updated when works are complete.

(WGS84 DATUM)

Charts affected -  125 (INT 1422) -  1408 -  1631 (INT 1418)

5672(T)/25 NORTH SEA - Netherlands Sector - Buoyage. Measuring instruments.

Source: Netherlands HO
1. Measuring instruments have been temporarily established in the positions shown below. They are marked by either unlit

yellow buoys or yellow light-buoys, Fl(5)Y.20s, Fl(4)Y.20s, Fl.Y.5s, Fl(2)Y.5s or Iso.Y.2s, and will be on station until
further notice. Only the largest scale Admiralty chart is quoted. This list will be updated as necessary by Temporary
Notices to Mariners.

Position Largest Scale Chart(s)
51° 55´·70N., 3° 39´·80E. 122
52° 14´·65N., 4° 05´·09E. 130
52° 23´·58N., 4° 03´·36E. 130
52° 28´·300N., 4° 35´·530E. 124
55° 01´·41N., 3° 41´·11E. 266
53° 34´·62N., 5° 40´·35E. 1633
53° 35´·29N., 5° 45´·05E. 1633
55° 37´·26N., 6° 22´·12E. 1633
55° 37´·22N., 6° 31´·33E. 1633
54° 12´·4N., 3° 59´·6E. DE50
54° 12´·4N., 4° 00´·5E. DE50
54° 12´·9N., 4° 00´·5E. DE50
54° 12´·9N., 3° 59´·6E. DE50
54° 16´·5N., 5° 38´·7E. DE50
54° 16´·6N., 5° 39´·5E. DE50

2. and

Position Largest Scale Chart(s)
54° 25´·3N., 4° 20´·3E. DE50
54° 26´·0N., 4° 20´·3E. DE50
54° 39´·0N., 4° 41´·1E. DE50
54° 39´·0N., 4° 42´·1E. DE50
54° 38´·5N., 4° 41´·1E. DE50
54° 38´·5N., 4° 42´·1E. DE50
53° 34´·22N., 6° 37´·95E. DE90
53° 31´·03N., 6° 41´·12E. DE90
53° 18´·78N., 4° 02´·21E. 1632
53° 18´·95N., 4° 02´·58E. 1632
53° 23´·27N., 3° 07´·87E. 1632
53° 23´·28N., 3° 06´·98E. 1632
53° 22´·60N., 3° 08´·08E. 1632
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5672(T)/25 NORTH SEA - Netherlands Sector - Buoyage. Measuring instruments. (continued)

3. and

Position Largest Scale Chart(s)
51° 28´·23N., 3° 19´·76E. BE101
51° 28´·29N., 3° 19´·76E. BE101
51° 26´·12N., 3° 20´·07E. BE101
51° 26´·19N., 3° 20´·07E. BE101
51° 31´·42N., 3° 13´·33E. BE101
51° 30´·42N., 3° 15´·12E. BE101
51° 29´·23N., 3° 17´·09E. BE101
51° 28´·16N., 3° 19´·00E. BE101
51° 27´·07N., 3° 21´·00E. BE101

4. Mariners are advised to navigate with caution in the area.
5. *Former Notice 5498(T)/25 is cancelled.

*Indicates new or revised entry
(WGS84 DATUM)

Charts affected -  122 (INT 1472) -  124 (INT 1471) -  130 (INT 1423) -  266 -  1632 (INT 1420) -  1633 (INT 1417) -
BE 101 (INT 1474) - DE 50 (INT 1045) - DE 90 (INT 1461)

5599(T)/25 SPAIN - Mediterranean Sea Coast - Buoyage.

Source: Spanish Notice 42/321(T)/25
1. ODAS light-buoys, Fl(5)Y.20s, have been established in the following positions:

39° 27´·43N., 0° 18´·31W.
39° 23´·40N., 0° 17´·29W.
(WGS84 DATUM)

Charts affected -  518 (INT 3172) -  562 (INT 3173)

5682(T)/25 ITALY - Sicilia - Works. Restricted area.

Source: Italian Notice 19.40(T)/25
1. Port works are taking place in the port of Acquasanta.
2. An entry prohibited area has been established, radius 200m, centred on position 38° 08´·480N., 13° 22´·450E.
3. Mariners are advised to navigate with caution in the area.

(WGS84 DATUM)

Chart affected -  963

5595(T)/25 CAMEROON - Buoy.

Source: French Notice 45/3(T)/25
1. The Safe-Water light-buoy, LFl.10s, in position 2° 56´·78N., 9° 53´·35E. is reported missing.
2. Mariners are advised to navigate with caution in the area and consult the local port authorities for the latest information.

(WGS84 DATUM)

Chart affected -  1322
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5592(T)/25 UNITED ARAB EMIRATES - Dredging area. Works. Buoyage.

Source: Abu Dhabi Ports
1. Marine construction and dredging works are taking place at Khalifa Port, in the area bounded by the following positions:

24° 49´·46N., 54° 37´·62E.
24° 50´·69N., 54° 39´·27E.
24° 51´·02N., 54° 39´·00E.
24° 51´·15N., 54° 39´·19E.
24° 50´·71N., 54° 39´·57E.
24° 50´·37N., 54° 39´·48E.
24° 49´·91N., 54° 38´·87E.
24° 49´·35N., 54° 39´·38E.
24° 48´·60N., 54° 38´·39E.

2. Two yellow light-buoys, Fl.Y.10s, marking the western boundary, have been deployed in the following positions:

24° 49´·20N., 54° 37´·87E.
24° 48´·98N., 54° 38´·05E.

3. Entry into this area is prohibited until further notice.
4. A silt curtain has been deployed in the vicinity of:

24° 51´·15N., 54° 39´·61E.
5. Mariners are advised to navigate with caution in the area and consult the local port authorities for the latest information.

(WGS84 DATUM)

Charts affected -  3176 (INT 7216) -  3177 (INT 7222) -  3752

5657(T)/25 SAUDI ARABIA - Red Sea Coast - Buoyage.

Source: NAVAREA IX Warning 440/25
1. The following light-buoys are reported missing:

Designation Buoy Type Position
No 7 Green Pillar Buoy 23° 55´·08N., 38° 09´·19E.

* W Isolated Danger Buoy 23° 55´·01N., 38° 12´·53E.
No 8R Yellow Pillar Buoy 23° 54´·07N., 38° 17´·19E.

2. Mariners are advised to navigate with caution in the area and consult the local port authorities for the latest information.
3. *Former Notice 3271(T)/25 is cancelled.

*Indicates new or revised entry.
(WGS84 DATUM)

Charts affected -  326 (INT 7146) -  327 (INT 7145) -  328 (INT 7147)

5685(P)/25 INDONESIA - Sumatera - Submarine cable.

Source: Indonesian Notice 41/366(P)/25
1. Submarine cable laying operations are taking place in connection with Asia Link Cable (ALC) system, joining the

following positions:

1° 01´·004N., 103° 34´·756E.
1° 17´·287N., 104° 07´·610E.
1° 17´·221N., 104° 08´·703E.
1° 17´·573N., 104° 10´·225E.
1° 16´·951N., 104° 10´·755E.
1° 17´·054N., 104° 12´·420E.
1° 17´·006N., 104° 15´·715E.
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5685(P)/25 INDONESIA - Sumatera - Submarine cable. (continued)

1° 17´·356N., 104° 18´·830E.
1° 18´·376N., 104° 20´·854E.
1° 19´·934N., 104° 21´·147E.
1° 20´·007N., 104° 21´·179E.
1° 22´·466N., 104° 24´·438E.
1° 23´·625N., 104° 25´·012E.
1° 26´·815N., 104° 29´·220E.
1° 29´·667N., 104° 32´·370E.
1° 39´·603N., 104° 37´·091E.
1° 40´·022N., 104° 38´·693E.
1° 49´·675N., 104° 41´·960E.
1° 51´·197N., 104° 42´·442E.
1° 52´·503N., 104° 41´·616E.
2° 06´·007N., 104° 46´·147E.
2° 09´·181N., 104° 44´·614E.
2° 37´·978N., 104° 52´·119E.
2° 40´·808N., 105° 07´·428E.
2° 46´·112N., 105° 08´·286E.

3° 09´·794N., 105° 20´·287E.
3° 15´·533N., 105° 25´·863E.
3° 21´·776N., 105° 34´·247E.
3° 21´·929N., 105° 34´·341E.
3° 29´·757N., 105° 33´·374E.
3° 40´·416N., 105° 44´·759E.
3° 45´·459N., 106° 03´·651E.
3° 41´·949N., 106° 09´·725E.
4° 02´·685N., 106° 56´·817E.
5° 12´·782N., 107° 58´·815E.
6° 09´·412N., 110° 21´·675E.
6° 26´·378N., 110° 29´·947E.
6° 28´·826N., 110° 34´·839E.
6° 29´·840N., 110° 42´·820E.
6° 42´·264N., 110° 47´·061E.
6° 51´·779N., 110° 57´·408E.

2. Charts will be updated when works are complete.
3. Mariners are advised to navigate with caution in the area and consult the local port authorities for the latest information.

(WGS84 DATUM)

Charts affected -  1312 -  1348 -  2403 -  2414 -  2422 -  2435 -  2436 -  2470 -  2868 -  2869 -  3445 -  3482 (INT 550) -
 3831 -  3833 -  3902 -  3937 -  3948

5635(T)/25 AUSTRALIA - Western Australia - Wreck. Buoy.

Source: Australian Notice 24/1041(T)/25
1. *A stranded wreck, marked by an isolated danger light-buoy, Fl(2), exists in position 20° 39´·95S., 116° 41´·58E.
2. Mariners are advised to navigate with caution in the area.
3. Former Notice 5422(T)/25 is cancelled.

*Indicates new or revised entry
(WGS84 DATUM)

Charts affected - Aus 57 - Aus 60
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5596(T)/25 PERU - Buoy.

Source: Peruvian Notice 10/159(T)/25
1. The starboard hand lateral light-buoy, Fl(3)R.8s, in position 12° 02´·825S., 77° 09´·968W., is reported to be unlit.
2. Mariners are advised to navigate with caution in the area and consult the local port authorities for the latest information.

(WGS84 DATUM)

Chart affected -  1853

5597(T)/25 PERU - Light.

Source: Navarea XVI Warning 150/25
1. Islote Pelado light, Fl(4)20s61m10M, in position 11° 26´·5S., 77° 50´·5W., has been temporarily extinguished.
2. Mariners are advised to navigate with caution in the area.

(WGS84 DATUM)

Charts affected -  3086 -  3087 -  4608 (INT 608)

5676(T)/25 BRAZIL - South Coast - Buoy.

Source: HYDROLANT 1946/25
1. An ODAS buoy has been established in position 32° 32´·4S., 52° 05´·0W.
2. Mariners are advised to navigate with caution in the area.

(WGS84 DATUM)

Chart affected -  3984

5683(P)/25 BRAZIL - South Coast - Scientific instrument.

Source: Hydrolant 1873/25
1. A subsurface scientific instrument has been established in position 23° 49´·2S., 45° 00´·3W.
2. Mariners are advised to navigate with caution in the area.
3. Former Notice 3942(P)/25 is cancelled.

(WGS84 DATUM)

Chart affected -  3970
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5619(T)/25 SURINAME - Restricted area. Bridge.

Source: Maritieme Autoriteit Suriname Notice 96/2025
1. Bridge has been damaged and a temporary restricted area has been established in an area bounded by the following

positions:

5° 37´·01N., 55° 02´·54W.
5° 36´·75N., 55° 02´·40W.
5° 36´·72N., 55° 02´·57W.
5° 36´·95N., 55° 02´·69W.

2. Passage is only permitted during daylight and towing and pushed convoys are prohibited.
3. Mariners are advised to navigate with caution in the area and consult the local port authorities for the latest information.

(WGS84 DATUM)

Chart affected -  2765

5645(T)/25 WEST INDIES - Leeward Islands - Wreck.

Source: NAVAREA IV Navigational Warning 1268/25
1. A partially submerged wreck has been reported in position 16° 12´·60N., 61° 31´·50W.
2. Mariners are advised to navigate with caution in the area and consult the local port authorities for the latest information.

(WGS84 DATUM)

Chart affected -  804

5679(T)/25 COLOMBIA - Caribbean Sea Coast - Works.

Source: Colombian Notice 400/25
1. Drilling works are taking place in the following position:

11° 35´·1N., 73° 38´·8W.
2. Mariners are advised to navigate with caution and maintain a safety margin, radius 1000m, centred on the drilling site.

(WGS84 DATUM)

Chart affected -  2195 
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To accompany Notice to Mariners 5605/25

On Chart  1293

SUBMARINE CABLES AND PIPELINES 
Mariners are advised not to anchor or 
trawl within 1750m of submarine cables and 
pipelines in Indonesian waters.
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To accompany Notice to Mariners 5593/25. Image Size (mm) 81.1 by 72.2
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To accompany Notice to Mariners 5593/25. Image Size (mm) 92.5 by 170.4
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To accompany Notice to Mariners 5623/25. Image Size (mm) 170.6 by 131.2
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To accompany Notice to Mariners 5623/25. Image Size (mm) 135.5 by 128.4
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To accompany Notice to Mariners 5634/25. Image Size (mm) 73.2 by 87.8
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To accompany Notice to Mariners 5639/25. Image Size (mm) 207.7 by 184.8
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To accompany Notice to Mariners 5639/25. Image Size (mm) 205 by 181.6
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To accompany Notice to Mariners 5639/25. Image Size (mm) 89.5 by 127.9
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To accompany Notice to Mariners 5655/25. Image Size (mm) 54.4 by 101
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To accompany Notice to Mariners 5655/25. Image Size (mm) 193.5 by 45.8
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To accompany Notice to Mariners 5655/25. Image Size (mm) 185.1 by 94.5
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To accompany Notice to Mariners 5655/25. Image Size (mm) 186.5 by 93.9
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To accompany Notice to Mariners 5666/25. Image Size (mm) 59 by 87
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To accompany Notice to Mariners 5669/25. Image Size (mm) 51.5 by 54.9
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To accompany Notice to Mariners 5671/25. Image Size (mm) 142.8 by 100.6
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To accompany Notice to Mariners 5688/25. Image Size (mm) 71.5 by 84.8

Wk51/25



To accompany Notice to Mariners 5694/25. Image Size (mm) 143.8 by 149.9
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To accompany Notice to Mariners 5696/25. Image Size (mm) 45.1 by 50.3
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III 
 

3.1 

 

NAVIGATIONAL WARNINGS 

See The Mariner’s Handbook (2023 Edition).  Only the most convenient ADMIRALTY Chart is quoted.  All warnings issued 

within the previous 42 days are broadcast via Enhanced Group Call (EGC) and/or NAVTEX. 

The complete texts of all in-force NAVAREA I warnings, including those which are no longer being broadcast, are 

available from https://msi.admiralty.co.uk/RadioNavigationalWarnings. Additionally, a quarterly cumulative list of 

the complete text of all in-force NAVAREA I Warnings is included in Section III of the Weekly NM Bulletin in Weeks 

1, 13, 26 and 39 each year. 

Alternatively, these may be requested by e-mail from NAVAREA I Co-ordinator at: navwarnings@ukho.gov.uk  

The RNW web page also contains a link to the IHO website which allows direct access to all the other NAVAREA Co-

ordinators around the world who have made their NAVAREA warnings available on the web. 

----------------------------------------------------------------------------------------------------------------------------------------------------------- 

Weekly Edition 51 published on the UKHO website 08 Dec 25. 

----------------------------------------------------------------------------------------------------------------------------------------------------------- 

Navarea I (NE Atlantic) Weekly Edition 51 

The following NAVAREA I warnings were in force at 080500 UTC Dec 2025. 

 

2025 series:  157, 257, 282, 283, 284, 285. 

 

Summary of Navarea I warnings issued since Weekly Edition 49: 

 

276 CANCELLED.  CANCEL 240/25. 

 

277 CANCELLED.  CANCEL 274/25. 

 

278 CANCELLED. 

 

279 CANCELLED.  CANCEL 278/25. 

 

280 CANCELLED. 

 

281 CANCELLED.  CANCEL 280/25. 

 

282 1.  NAVAREA I WARNINGS IN FORCE AT 051000 UTC DEC 2025. 2.  CANCEL 272/25. 

 

283 NORTH SEA. 

 BERGEN BANK. 

1. TOWING OPERATIONS IN PROGRESS BY TUG SIEM OPAL IN 60-04N 002-48E AT 061530 UTC DEC 

TOWING SUBMERGED PIPELINE BUNDLE ALONG LINE JOINING 60-02N 002-50E, 60-11N 002-35E. 

 LENGTH OF TOW 7500 METRES. 

 F/V WESTRO IN ATTENDANCE. 

 ONE MILE BERTH REQUESTED. 

2. CANCEL NAVAREA I 277/25. 

 

284 SPACE WEATHER. 

SOLAR STORM IN PROGRESS FROM 082100 UTC DEC 2025. 

RADIO AND SATELLITE NAVIGATION SERVICES MAY BE AFFECTED. 

 

285 1.  RIGLIST.  CORRECT AT 080500 UTC DEC 2025. 

 

 SOUTHERN NORTH SEA:  51N TO 55N 

 52-07.7N 003-56.4E VALARIS 123 ACP P18-A 

 53-00.2N 002-53.7E HAEVA ACP DAVY GAS FIELD 

 53-07.1N 002-06.3E ENSCO 92 ACP LEMAN GAS FIELD 

 53-13.0N 003-55.1E SEAFOX 4 ACP K15-FK-1 

NEW 53-24.3N 004-01.4E NOBLE RESOLUTE ACP L10-M 

 53-37.4N 000-47.4E OBANA ACP AMETHYST GAS FIELD 

 53-37.8N 003-04.0E SHELF DRILLING WINNER ACP K7-FB-1 

 53-41.8N 004-38.8E SWIFT 10 ACP WINTERSHALL GAS FIELD 

 54-05.7N 003-21.8E WELL SAFE PROTECTOR ACP E17A-A 

 54-18.0N 001-39.6E ERDA ACP TRENT GAS FIELD 

 54-34.2N 002-17.6E VALARIS NORWAY ACP CYGNUS GAS FIELD 

 54-49.4N 004-56.2E PROSPECTOR 1 

 

 NORTH SEA:  55N TO 60N, EAST OF 5W 

 56-16.5N 003-23.9E NOBLE INVINCIBLE ACP VALHALL OIL FIELD 

 56-32.7N 003-13.4E LINUS ACP EKOFISK COMPLEX 
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3.2 

 

 56-32.9N 003-12.8E WEST ELARA ACP EKOFISK COMPLEX 

 56-41.7N 002-14.8E PAUL B LOYD JR 

 56-41.9N 002-20.2E VALARIS 120 ACP JUDY OIL FIELD 

 56-54.0N 002-22.8E VALARIS 122 ACP 30/02-WHPA 

 57-01.9N 001-57.3E VALARIS 121 ACP SHEARWATER OIL FIELD 

 57-11.6N 001-54.8E VALARIS STAVANGER ACP CULZEAN GAS FIELD 

 57-16.5N 000-46.5E SHELF DRILLING FORTRESS 

 57-22.5N 001-59.8E NOBLE INNOVATOR ACP MUNGO OIL FIELD 

 57-48.9N 004-32.0E MAERSK INSPIRER ACP YME OIL FIELD 

 58-18.5N 001-46.4W SAFE CALEDONIA ACP CAPTAIN OIL FIELD 

 58-25.1N 001-43.0E NOBLE LLOYD NOBLE ACP SLEIPNER GAS FIELD 

 58-42.3N 001-36.7E DEEPSEA ATLANTIC 

 58-42.8N 002-12.6E DEEPSEA NORDKAPP 

 59-13.1N 002-25.4E COSL PIONEER 

 59-52.3N 002-34.0E NOBLE INTEGRATOR 

 

NORWEGIAN SEA:  60N TO 65N, EAST OF 5W 

60-06.7N 002-35.5E DEEPSEA STAVANGER 

 60-26.4N 003-01.4E DEEPSEA YANTAI 

 60-30.3N 002-00.8E ASKEPOTT ACP MARTIN LINGE 

NEW 60-50.3N 003-34.9E DEEPSEA ABERDEEN 

 61-04.7N 001-59.3E ASKELADDEN 

 61-16.5N 002-06.9E COSL PROMOTER 

 61-18.0N 002-21.7E DEEPSEA BOLLSTA 

 61-23.6N 003-22.3E TRANSOCEAN NORGE 

 61-30.9N 000-57.1E NOBLE PATRIOT 

 64-48.8N 007-03.6E TRANSOCEAN ENCOURAGE 

 

 SOUTH AND WEST OF GREAT BRITAIN 

 53-34.0N 003-27.2W VALARIS 72 ACP HAMILTON GAS FIELD 

 53-37.9N 003-10.5W IRISH SEA PIONEER ACP LENNOX OIL/GAS FIELD 

 

NOTES: 

A.  RIGS ARE PROTECTED BY A 500 METRE SAFETY ZONE. 

B.  ACP - ADJACENT TO CHARTED PLATFORM. 

C.  FOR RIGS LOCATED NORTH OF 65N, EAST OF 5W, REFER TO NAVAREA XIX WARNINGS OR VISIT 

WWW.NAVAREA-XIX.NO 

 

2.  CANCEL NAVAREA I 275/25. 
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4.1

[51/25]
UPDATES TO ADMIRALTY SAILING DIRECTIONS

NP1 Africa Pilot Volume 1 (2020 Edition)

Bénin -- Cotonou -- Sèmè--Kraké Terminal —
General information

323

After Paragraph 11.84 1 including heading Insert:

Sèmè--Kraké Terminal

General information
11.84a

1 Position and function. Sèmè--Kraké Oil Terminal
(61507N 23873E) lies about 13½ miles ESE of
Cotonou harbour entrance. The terminal consists of a
SBM connected to the shore by a submarine pipeline
marked by light buoys (special).

2 Restricted area. The SBM and pipeline lie within a
restricted area. Vessels are prohibited from entering
without permission.

French Notice 22/169/24 [NP1--No 189--Wk 51/25]

NP13 Australia Pilot Volume 1 (2020 Edition)

Timor Sea — Terminal

144--145

Paragraph 4.12 including headings Replace by:

OUTLYING OIL AND GAS TERMINALS

Spare
4.12

Paragraph 4.13 including heading Replace by:

Spare
4.13

Paragraph 4.14 including heading Replace by:

Spare
4.14

Paragraph 4.15 including heading Replace by:

Spare
4.15

Paragraph 4.16 including heading Replace by:

Spare
4.16

UKHO [NP13--No 129--Wk 51/25]

South Australia -- Gulf of Saint Vincent --
Port Vincent — Directions; useful marks

401

Paragraph 12.154 2 lines 1--7 Replace by:

2 Directions: A narrow channel marked by light
beacons (lateral), leads SSW to the wharf.

Paragraph 12.154 3 lines 1--4 Replace by:

3 Useful marks:
Middle Spit Light (black beacon) (344534S
1375417E), situated at theN end of Middle Spit.

Australian Notices 22/938/25; 18/783/25; ENC AU5PVI01
(1.007) [NP13--No 130--Wk 51/25]

NP14 Australia Pilot Volume 2 (2025 Edition)

New South Wales -- Botany Bay —
Arrival information; pilotage

315

Paragraph 12.77 lines 3--4 For 340101S 1511889E
Read 340100S 1512015E

Australian Notice 21/897/25 [NP14--No 4--Wk 51/25]

New South Wales -- Sydney Harbour —
Arrival information; pilotage

322

Paragraph 12.122 lines 3--4 For 335004S 1512164E
Read 335006S 1512299E

Australian Notice 21/897/25 [NP14--No 5--Wk 51/25]

NP15 Australia Pilot Volume 3 (2025 Edition)

Australia -- New South Wales -- Sydney --
Port Jackson — Directions;

pilot boarding position

98

Paragraph 3.16 line 2 For 335004S 1512164E Read
335006S 1512299E

Australian Notice 21/897/25 [NP15--No 9--Wk 51/25]
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4.2

Australia -- New South Wales --
Clarence River and Yamba — Directions

127

Paragraph 3.162 2 lines 3--5 Replace by:

The alignment (2375) of these lights leads through
the port entrance precautionary area (292526S
1532276E) and across the outer bar to a position E
of the entrance channel.

The track then leads W between the breakwaters to
the Reef Channel (292560S 1532168E).

Australian Notice 20/851/25 [NP15--No 7--Wk 51/25]

Australia -- New South Wales --
Clarence River and Yamba — Directions

127

Paragraph 3.162 4 lines 6--9 Replace by:

The alignment (279) of these lights (both lights and
daymarks visible on the leading line only) leads
through Reef Channel, passing:

Paragraph 3.162 5 lines 1--2 Replace by:

5 Between rocky reefs which encroach upon the N
and S sides of the channel. The S side reef
is marked by a light buoy (port hand).
Thence:

Australian Notice 20/851/25 [NP15--No 8--Wk 51/25]

Papua New Guinea -- Gulf of Papua --
PNG LNG Terminal — Directions

352

Paragraph 12.134 Replace by:

1 Pullen Shoals Leading Lights:
Front light (orange square daymark on grey beacon)
(91854S 1465916E).

Rear light (similar structure) (91858S
1465947E) (3 cables from front light).

2 The alignment (0975) of the above lights leads
from the pilot boarding position (12.133) through a
channel, marked by light buoys and beacons (lateral),
to a position about 1 mile W of the front light (above).
The track then leads 161 for about 2 miles to a
position from which an approach to the berth can be
made.

3 Useful marks:
Gas flare (92023S 1470084E).

Australian Notice 21/899/25 [NP15--No 10--Wk 51/25]

NP24 Black Sea and Sea of Azov Pilot
(2019 Edition)

Türkiye -- Black Sea -- ¬ile —
Anchorages; pipeline

121

Paragraph 3.21 3 including existing Section IV Notice
Week 42/19 Replace by:

3 Anchorages. Two anchorage areas are centred
1½ miles NNW and 2¼ miles ENE of the harbour
entrance; the E area is a quarantine and explosives
anchorage.

Turkish Notice 49/239/24 [NP24--No 157--Wk 51/25]

Türkiye -- Black Sea -- Görele — Anchorages

139

Paragraph 3.203 2 including existing Section IV Notice
Week 05/20 Replace by:

2 Anchorages. Designated anchorage areas are as
follows:

No 1 Anchorage (410290N 390180E), for naval
vessels and vessels not carrying dangerous
cargo below 5000 gt. A submarine pipeline
extends 8 cables NE from the main breakwater,
terminating near the W limit of No 1 Anchorage.

No 2 Anchorage (410260N 385852E), for
vessels not carrying dangerous cargo over
5000 gt.

Pilots board at position 410233N 390100E,
4¼ cables ENE of the harbour entrance.

Berths. A pier extending 50 m S, and a broad quay
100 m long, lie 80 m and 200 m E from the root of the
main breakwater, respectively. A 70 m long broad
quay lies approximately midway along the inside of
the second breakwater. Small craft berth bow or
stern--to a quay which fronts the town.

Turkish Notice 49/237/24 [NP24--No 158--Wk 51/25]

Türkiye -- Black Sea -- Çamburnu — Harbour

143

Paragraph 3.239 including existing Section IV Notice
Week 30/24 Replace by:

1 General information. Çamburnu (405510N
401145E), a large new harbour development, is
situated 16 miles WSW of Rize (3.230). It is protected
by a main breakwater which extends 700 m NNW,
then 1600 m ENE; a light is exhibited from the head
of the breakwater. An angled breakwater 400 m long
extends from the shore.

2 Prohibited area. Unauthorised entry into the W
part of the harbour is prohibited.

Pilotage. The pilot boarding position is 405625N
401200E, 7 cables N of the harbour entrance.

Anchorages. See 3.237.
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4.3

3 Berths. A quay with a length of 350 m and a depth
alongside of 8 to 9 m is located towards the W end of
the main breakwater. It lies within the prohibited area.

A quay about 100 m in length with a depth
alongside of about 5 m is located toward the W end of
the shore.

A small fishing harbour lies close W of the
entrance.

Repairs. Ship building and repair facilities lie along
the shore.

Turkish Notice 44/219/24; ENC TR5IHP10; UHKO
[NP24--No 155--Wk 51/25]

Romania -- Constanòa --
Portul Constanòa--Sud —

Berths; cautions; principal berths

171

Paragraph 4.161 1 Replace by:

1 Portul Constanòa--Sud comprises the new port and
consists of 13 km of quays and 25 operational
wharves with the ability to serve minerals, coal,
phosphates, crude oil, petroleum products, rolled
products and general goods.

2 The principal berths are as follows:
Berths 121 to 123 (440630N 283956E) serve a
container terminal. Total length of quay: 630 m
with charted depths alongside of 12 to 14 m. A
RoRo berth with charted depths of 10 to 12 m is
situated on a S extension of the quay.

Berths 115 to 118 (440624N 283931E) handle
bulk and project cargoes. Total length of quay:
about 900 m with charted depths of 11 to 13 m.

3 Berths 108 to 113 (440619N 283913E)
handle bulk and project cargoes. Total length
of quay: about 1100 m with charted depths
alongside of 6 to 12 m.

ENC RO600521 8.000 [NP24--No 156--Wk 51/25]

NP32B China Sea Pilot Volume 4 (2022 Edition)

China -- Bohai Haixia --
Changshan Shuidao — Directions

83

Paragraph 3.19 6 Replace by:

6 NNE of Daheishan Dao (375800N
1203670E) (3.20), thence:

The track then continues WNW into the West
Precautionary Area, centred on 380500N
1202460E (3.13).

(Directions continue for the route to Longkou and
Laizhou at 4.34,

for Tianjin Gang at 4.91k,
for Huanghua Gang at 4.91j,
for Caofeidian at 4.170i,
and for Jingtang at 4.170j)

UKHO [NP32B--No 119--Wk 51/25]

China -- Bohai Haixia --
Laotieshan Shuidao — Directions

85

Paragraph 3.30 3 lines 5--7 Replace by:

(Directions continue for Dongying Gang at 4.91i,
for Huanghua Gang at 4.91j,
for Tianjing Gang at 4.91k,
for Caofeidian at 4.170i,

for Jingtang at 4.170j, for Qinhuangdao at 4.170k,
and for the routes leading N to Liaodong Wan

at 4.297)

UKHO [NP32B--No 120--Wk 51/25]

China -- Bo Hai -- South part — Area covered

119

Paragraph 4.9 Replace by:

1 The area covered in this section extends from a
position WNW of Daheishan Dao (375800N
1203670E) to Tianjin Gang (385900N
1174500E). It is arranged as follows:

Miaodao Haixia (Dengzhou Shuidao) and
Changshan Shuidao to Longkou and Laizhou
(4.29).

Longkou (4.36).
Laizhou (4.57).

2 Laizhou and Longkou to west part of Laizhou
Wan (4.75).

Offshore routes -- Changshan Shuidao and
Laotieshan Shuidao to Huanghua Gang and
Tianjin Gang and other ports in the S part of Bohai
Wan (4.91a).

Huanghua Gang (4.113).
Tianjin Gang and approaches (4.132).

UKHO [NP32B--No 121--Wk 51/25]

China -- Bo Hai -- South part -- Offshore routes --
West of Bohai Haixia to Tianjin Gang,

and ports in the south part of Bohai Wan —
General information

120

Paragraph 4.14 including headings Replace by:

Spare
4.14

UKHO [NP32B--No 122--Wk 51/25]

China -- Bo Hai -- South part -- Offshore routes --
West of Bohai Haixia to Tianjin Gang,

and ports in the south part of Bohai Wan —
General information

120

Paragraph 4.15 including existing Section IV Notice Week
33/23 and heading Replace by:

Spare
4.15

UKHO [NP32B--No 123--Wk 51/25]

Wk51/25



IV

4.4

China -- Bo Hai -- South part -- Offshore routes --
West of Bohai Haixia to Tianjin Gang,

and ports in the south part of Bohai Wan —
General information

120

Paragraph 4.17 including heading Replace by:

Spare
4.17

UKHO [NP32B--No 124--Wk 51/25]

China -- Bo Hai -- South part -- Offshore routes --
West of Bohai Haixia to Tianjin Gang,

and ports in the south part of Bohai Wan —
General information

120

Paragraph 4.18 including heading Replace by:

Spare
4.18

UKHO [NP32B--No 125--Wk 51/25]

China -- Bo Hai -- South part -- Offshore routes --
West of Bohai Haixia to Tianjin Gang,

and ports in the south part of Bohai Wan —
General information

120

Paragraph 4.19 including heading Replace by:

Spare
4.19

UKHO [NP32B--No 126--Wk 51/25]

China -- Bo Hai -- South part -- Offshore routes --
West of Bohai Haixia to Tianjin Gang,

and ports in the south part of Bohai Wan —
General information

120

Paragraph 4.20 including heading Replace by:

Spare
4.20

UKHO [NP32B--No 127--Wk 51/25]

China -- Bo Hai -- South part -- Offshore routes --
West of Bohai Haixia to Tianjin Gang,

and ports in the south part of Bohai Wan —
General information

120

Paragraph 4.21 including heading Replace by:

Spare
4.21

UKHO [NP32B--No 128--Wk 51/25]

China -- Bo Hai -- South part -- Offshore routes --
West of Bohai Haixia to Tianjin Gang, and ports
in the south part of Bohai Wan — Directions

120

Paragraph 4.22 including heading Replace by:

Spare
4.22

UKHO [NP32B--No 129--Wk 51/25]

China -- Bo Hai -- South part -- Offshore routes --
West of Bohai Haixia to Tianjin Gang, and ports
in the south part of Bohai Wan — Directions

120--121

Paragraph 4.23--4 including heading Replace by:

Spare
4.23

Spare
4.24

UKHO [NP32B--No 130--Wk 51/25]

China -- Bo Hai -- South part -- Offshore routes --
West of Bohai Haixia to Tianjin Gang, and ports
in the south part of Bohai Wan — Directions

121

Paragraph 4.25 including heading Replace by:

Spare
4.25

UKHO [NP32B--No 131--Wk 51/25]

China -- Bo Hai -- South part -- Offshore routes --
West of Bohai Haixia to Tianjin Gang, and ports
in the south part of Bohai Wan — Directions

121

Paragraph 4.26 including heading Replace by:

Spare
4.26

UKHO [NP32B--No 132--Wk 51/25]

China -- Bo Hai -- South part -- Offshore routes --
West of Bohai Haixia to Tianjin Gang, and ports
in the south part of Bohai Wan — Directions

121

Paragraph 4.27 including heading Replace by:

Spare
4.27

UKHO [NP32B--No 133--Wk 51/25]

China -- Bo Hai -- South part -- Offshore routes --
West of Bohai Haixia to Tianjin Gang, and ports
in the south part of Bohai Wan — Directions

121

Paragraph 4.28 including heading Replace by:

Spare
4.28

UKHO [NP32B--No 134--Wk 51/25]
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4.5

China -- Bo Hai -- South part -- Offshore routes --
Changshan Shuidao and Laotieshan Shuidao to
Huanghua Gang and Tianjin Gang and other
ports in the south part of Bohai Wan —

General information; directions

127

After Paragraph 4.91 Insert:

OFFSHORE ROUTES -- CHANGSHAN SHUIDAO
AND LAOTIESHAN SHUIDAO TO HUANGHUA
GANG AND TIANJIN GANG AND OTHER

PORTS IN THE SOUTH PART OF BOHAI WAN

General information

Routes
4.91a

1 From a position within Changshan Shuidao West
Precautionary Area (380500N 1202460E) or the
precautionary area NNW of Beihuangcheng Dao
(382340N 1205460E), numerous recommended
routes lead across Bo Hai and Bohai Wan. The
recommended routes to Tianjin Gang are described at
4.91g and 4.91k, to Huanghua Gang at 4.91h and
4.91j, and Dongying Gang at 4.91i.

Depths
4.91b

1 From Changshan Shuidao to the TSS (384282N
1182802E) (4.91e), on both the N and S routes to
Tianjin Gang (4.91g), least charted depths are about
20 m.

From Laotieshan Shuidao to the TSS (384941N
1183332E) (4.91e), on the Tianjin Gang route
(4.91k), least charted depths are about 24 m.

Vessel traffic services
4.91c

1 Vessel traffic services are in operation for
Huanghua Gang (4.113), Tianjin Gang (4.146) and
Caofeidian (4.171). See ADMIRALTY List of Radio
Signals Volume 6(6).

Hazards and dangers
4.91d

1 Marine exploitation. See 4.6.
Wrecks and obstructions. See 4.7.
Marine farms. See 4.8.
Submarine pipelines. A number of submarine

pipelines cross the routes, see also 1.51; their
positions are best seen on the chart and they are not
further detailed in the text.

Traffic regulations
4.91e

1 Traffic separation schemes. A TSS (384941N
1183332E) is established S of Caofeidian. A second
TSS (384282N 1182802E) is in operation in the
approaches to Tianjin Gang. Both TSSs are
IMO--adopted and Rule 10 of the International
Regulations for Preventing Collisions at Sea (1972)
applies.

See also ADMIRALTY List of Radio Signals
Volume 6(6).

Prohibited and restricted areas. See 3.9.

Directions

Principal marks
4.91f

1 Major lights:
Beichangshan Dao Light (375945N 1204155E)
(3.15).

Beihuangcheng Dao Light (382369N
1205460E) (3.15).

Laotieshan Xijiao Light (384364N 1210809E)
(3.15).

Dagu Light (white round concrete tower, red and
white chequered band, 38 m in height)
(385635N 1175882E).

Changshan Shuidao to Tianjin Gang
(continued from 3.19)
4.91g

1 N route. From a position in Changshan Shuidao
West Precautionary Area (380500N 1202460E),
the recommended route leads WNW for about
82 miles, passing NNE of BZ28--1 Oilfield (381892N
1193766E), to a position within Precautionary Area
No 1 (383834N 1184017E).

The track then continues WNW through the TSS
(384282N 1182802E) (4.91e), thence as required
to the outer anchorages (4.142) or pilot boarding
positions (4.143) for Tianjin Gang.

2 S route. From a position in Changshan Shuidao
West Precautionary Area (380500N 1202460E),
the recommended route leads WNW for about
83 miles, passing:

NNE of numerous offshore production platforms,
and:

SSW of BZ28--1 Oilfield (381892N 1193766E).
3 The recommended route then leads to a position

within Precautionary Area No 1 (383834N
1184017E). The track then continues WNW through
the TSS (384282N 1182802E) (4.91e), thence as
required to the outer anchorages (4.142) or pilot
boarding positions (4.143) for Tianjin Gang.

(Directions are given for Tianjin Gang at 4.149)

Changshan Shuidao to Huanghua Gang
(continued from 3.19)
4.91h

1 From a position in Changshan Shuidao West
Precautionary Area (380500N 1202460E), the
recommended route follows that of the N route to
Tianjin Gang (4.91g), to a position SE of BZ13--1
Platform (383304N 1190392E).

Thence the recommended route leads W for about
16 miles and then as required to the outer anchorages
(4.119) or pilot boarding positions (4.120) for
Huanghua Gang.
(Directions are given for Huanghua Gang at 4.124)

Laotieshan Shuidao to Dongying Gang
(continued from 3.30)
4.91i

1 From a position in the precautionary area NNW of
Beihuangcheng Dao (382340N 1205460E), the
recommended route leads W for about 49 miles
passing N of Bo Hai Oilfield (382346N 1200670E).
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4.6

Thence the recommended route leads generally
WSW for about 20 miles passing NNW of BZ28--1
Oilfield (381892N 1193766E). The track then leads
as required to the outer anchorages (4.94) or pilot
boarding positions (4.94) for Dongying Gang.

(Directions are given for Dongying Gang at 4.96)

Laotieshan Shuidao to Huanghua Gang
(continued from 3.30)
4.91j

1 From a position in the precautionary area NNW of
Beihuangcheng Dao (382340N 1205460E), the
recommended route leads W for about 96 miles to a
position within Precautionary Area No 1 (383834N
1184017E).

The track then leads as required to the outer
anchorages (4.119) or pilot boarding positions (4.120)
for Huanghua Gang.
(Directions are given for Huanghua Gang at 4.124)

Laotieshan Shuidao to Tianjin Gang
(continued from 3.30)
4.91k

1 From a position in the precautionary area NNW of
Beihuangcheng Dao (382340N 1205460E), the
recommended route leads W for about 94 miles
passing N of Bohai Wan Oilfield (384357N
1185050E).

1 The track then continues W through the westbound
lane of the TSS (384941N 1183332E) (4.91e) and
its associated precautionary area, passing S of the
anchorage areas off Caofeidian (4.176), to a position
close NE of the pilot boarding position for vessels
over 100 000 dwt (384998N 1181136E), within the
quarantine anchorage area (4.142).

(Directions continue for Tianjin Gang at 4.149)

UKHO [NP32B--No 135--Wk 51/25]

China -- Bo Hai -- South part --
Huanghua Gang — Directions

131

Paragraph 4.124 1 line 1 including headings Replace by:

Directions for entering harbour
(continued from 4.170h and 4.170j)

Principal marks
4.124

1 Landmarks:

UKHO [NP32B--No 136--Wk 51/25]

China -- Bo Hai -- South part -- Tianjin Gang —
Limiting conditions; ice

132

Paragraph 4.139 1 line 4 For 4.22 Read 4.170f

UKHO [NP32B--No 137--Wk 51/25]

China -- Bo Hai -- South part -- Tianjin Gang —
Directions; principal marks

134

Paragraph 4.149 1 lines 1--5 including headings Replace
by:

Directions for entering harbour
(continued from 4.170f and 4.103)

Principal marks
4.149

1 Landmarks:
Building (385918N 1174289E), 115 m high.
Tower (385855N 1174724E), 86 m high.

Major lights:
Dagu Light (385635N 1175882E) (4.170g)

UKHO [NP32B--No 138--Wk 51/25]

China -- Bo Hai -- South part -- Tianjin Gang —
Directions; light

134

Paragraph 4.150 4 line 5 For 4.22 Read 4.170f

UKHO [NP32B--No 139--Wk 51/25]

China -- Bo Hai -- West coast --
Tianjin Gang to Jingtang — General information

136

Paragraph 4.162 including headings Replace by:

Spare
4.162

UKHO [NP32B--No 140--Wk 51/25]

China -- Bo Hai -- West coast --
Tianjin Gang to Jingtang — General information

136

Paragraph 4.163 including heading Replace by:

Spare
4.163

UKHO [NP32B--No 141--Wk 51/25]

China -- Bo Hai -- West coast --
Tianjin Gang to Jingtang — General information

136

Paragraph 4.164 including heading Replace by:

Spare
4.164

UKHO [NP32B--No 142--Wk 51/25]

Wk51/25
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4.7

China -- Bo Hai -- West coast --
Tianjin Gang to Jingtang — General information

136

Paragraph 4.165 including heading Replace by:

Spare
4.165

UKHO [NP32B--No 143--Wk 51/25]

China -- Bo Hai -- West coast --
Tianjin Gang to Jingtang — General information

136

Paragraph 4.166 including heading Replace by:

Spare
4.166

UKHO [NP32B--No 144--Wk 51/25]

China -- Bo Hai -- West coast -- Tianjin Gang to
Jingtang — Directions; principal marks

136

Paragraph 4.167 including heading Replace by:

Spare
4.167

UKHO [NP32B--No 145--Wk 51/25]

China -- Bo Hai -- West coast -- Tianjin Gang to
Jingtang -- Tianjin Gang to Caofeidian —

Directions

136

Paragraph 4.168 including heading Replace by:

Spare
4.168

UKHO [NP32B--No 146--Wk 51/25]

China -- Bo Hai -- West coast -- Tianjin Gang to
Jingtang -- Caofeidian to Jingtang — Directions

136--137

Paragraph 4.169 including heading Replace by:

Spare
4.169

UKHO [NP32B--No 147--Wk 51/25]

China -- Bo Hai -- West coast -- Tianjin Gang to
Jingtang -- Daqinghe Kou — Harbour

137

Paragraph 4.170 including heading Replace by:

Spare
4.170

UKHO [NP32B--No 148--Wk 51/25]

China -- Bo Hai -- West coast -- Offshore routes --
Changshan Shuidao and Laotieshan Shuidao to

Caofeidian, Jingtang and Qinhuangdao —
General information; directions

137

After Paragraph 4.170 including headings Insert:

OFFSHORE ROUTES -- CHANGSHAN SHUIDAO
AND LAOTIESHAN SHUIDAO TO CAOFEIDIAN,

JINGTANG AND QINHUANGDAO

General information
Routes
4.170a

1 From a position within Changshan Shuidao West
Precautionary Area (380500N 1202460E) or the
precautionary area NNW of Beihuangcheng Dao
(382340N 1205460E), numerous recommended
routes lead across Bo Hai. The recommended routes
to Caofeidian are described at 4.170g and 4.170i, to
Jingtang at 4.170h and 4.170j, and Qinhuangdao at
4.170k.

Depths
4.170b

1 From Laotieshan Shuidao to the TSS (384941N
1183332E), there is a least charted depth of about
24 m on the Caofeidian Deep--Water Route.

Vessel traffic services
4.170c

1 Vessel traffic services are in operation for
Caofeidian (4.171), Jingtang (4.191) and Qinhuangdao
(4.221). See ADMIRALTY List of Radio Signals
Volume 6(6).

Hazards and dangers
4.170d

1 Marine exploitation. See 4.6.
Wrecks and obstructions. See 4.7.
Marine farms. See 4.8.

Traffice regulations
4.170e

1 Traffic separation scheme. See 4.91e.

Directions
Principal marks
4.170f

1 Major lights:
Beichangshan Dao Light (375945N 1204155E)
(3.15).

Beihuangcheng Dao Light (382369N
1205460E) (3.15).

2 Laotieshan Xijiao Light (384364N 1210809E)
(3.15).

Jingtang Light (391278N 1190080E) (3.15).
Nanshan Tou Main Light (395466N 1193701E)
(4.215).

Wk51/25
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4.8

Changshan Shuidao to Caofeidian
(continued from 3.19)
4.170g

1 From a position in Changshan Shuidao West
Precautionary Area (380500N 1202460E), the
recommended route leads WNW for about 80 miles,
passing NNE of Bohai Wan Oilfield (384357N
1185050E), to a position in the E approaches to the
TSS (384941N 1183332E) (4.91e).

The track then leads through the westbound lane of
the TSS to a position within the precautionary area
(384972N 1183005E).

(Directions continue for Caofeidian at 4.184)

Changshan Shuidao to Jingtang
(continued from 3.19)
4.170h

1 From a position in Changshan Shuidao West
Precautionary Area (380500N 1202460E), the
recommended route leads NW for about 66 miles
passing SW of Bo Hai Oilfield (382346N
1200670E).

The track then continues as required to the outer
anchorages (4.197) or the pilot boarding positions
(4.198) for Jingtang.

(Directions continue for Jingtang at 4.201)

Laotieshan Shuidao to Caofeidian (Deep--Water
Route)
(continued from 3.30)
4.170i

1 From a position in the precautionary area NNW of
Beihuangcheng Dao (382340N 1205460E), the
recommended deep--water route leads W for about
94 miles passing N of Bohai Wan Oilfield (384357N
1185050E).

The track then continues W through the westbound
lane of the TSS (4.91e) to a position within the
precautionary area (384972N 1183005E).

(Directions continue for Caofeidian at 4.184)

Laotieshan Shuidao to Jingtang
(continued from 3.30)
4.170j

1 From a position in the precautionary area NNW of
Beihuangcheng Dao (382340N 1205460E), the
recommended route leads WNW for about 70 miles
and thence as required to the outer anchorages
(4.197) or the pilot boarding positions (4.198) for
Jingtang.

(Directions continue for Jingtang at 4.201)

Laotieshan Shuidao to Qinhuangdao
(continued from 3.30)
4.170k

1 From a position in the precautionary area NNW of
Beihuangcheng Dao (382340N 1205460E), the
recommended route leads initially NNW for about
15 miles, thence NW for about 48 miles.

The track then continues NW, or as required, to the
outer anchorages (4.229) or pilot boarding positions
(4.230) for Qinhuangdao.

(Directions continue for Qinhuangdao at 4.234)

UKHO [NP32B--No 149--Wk 51/25]

China -- Bo Hai -- West coast -- Caofeidian —
Arrival information; vessel traffic service

137

Paragraph 4.175 Replace by:

1 Caofeidian VTS is in operation and its use is
compulsory for most vessels in its area; see
ADMIRALTY List of Radio Signals Volume 6(6).

UKHO [NP32B--No 150--Wk 51/25]

China -- Bo Hai -- West coast -- Caofeidian —
Arrival information; wind farm

137

After Paragraph 4.176 Insert:

Wind farm
4.176a

1 Puti Dao Wind Farm (390008N 1184854E),
marked by light beacons (special), is situated close to
shore, E of the entrance channel to Basin No 3
(4.190).

UKHO [NP32B--No 151--Wk 51/25]

China -- Bo Hai -- West coast -- Caofeidian —
Directions

138

Paragraph 4.182 1 including headings Replace by:

Directions for entering harbour
(continued from 4.170g and 4.170i)

Principal marks
4.182

1 Landmarks:

UKHO [NP32B--No 152--Wk 51/25]

China -- Bo Hai -- West coast -- Caofeidian —
Directions; principal marks

138

Paragraph 4.182 1 line 5 For (4.27) Read (4.184)

UKHO [NP32B--No 153--Wk 51/25]

China -- Bo Hai -- West coast -- Caofeidian —
Directions; light

138

Paragraph 4.184 1 Replace by:

1 Directions. From a position in the TSS
Precautionary Area 5 miles S of Caofeidian Light
(square topmark on black metal framework tower
structure, 23 m in height) (385512N 1183042E) the
track leads NNW for about 7 miles towards Basin
No 1 and 2 via the NNW--going recommended route,
passing:

UKHO [NP32B--No 154--Wk 51/25]
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4.9

China -- Bo Hai -- West coast -- Jingtang —
Arrival information; vessel traffic service

139

Paragraph 4.196 Replace by:

1 Participation in Jingtang VTS is compulsory within
its area which extends 18½ miles from Jingtang Light
(391278N 1190080E) (4.201). For more
information see ADMIRALTY List of Radio Signals
Volume 6(6).

UKHO [NP32B--No 155--Wk 51/25]

China -- Bo Hai -- West coast -- Jingtang —
Directions

139

Paragraph 4.201 1 including headings Replace by:

Directions for entering harbour
(continued from 4.170h and 4.170j)

Principal marks
4.201

1 Major lights:

UKHO [NP32B--No 156--Wk 51/25]

China -- Bo Hai -- West coast -- Jingtang —
Directions; principal marks

139

Paragraph 4.201 1 line 2 Replace by:

Jingtang Light (white round concrete tower, red
bands, 35 m in height) (391278N 1190080E)

UKHO [NP32B--No 157--Wk 51/25]

China -- Bo Hai -- West coast -- Jingtang to
Qinhuangdao — General information;

vessel traffic service

141

Paragraph 4.213 1 line 1 Replace by:

1 See 4.196 and 4.227.

UKHO [NP32B--No 158--Wk 51/25]

China -- Bo Hai -- West coast -- Jingtang to
Qinhuangdao — General information;

natural conditions

141

Paragraph 4.214 1 line 7 Replace by:

Mirages on this part of the coast are very
deceptive with dry sand appearing as water, whilst
objects are considerably distorted and enlarged.

UKHO [NP32B--No 159--Wk 51/25]

China -- Bo Hai -- West coast -- Jingtang to
Qinhuangdao — Directions; principal marks

141

Paragraph 4.215 1 including headings Replace by:

Directions for entering harbour

Principal marks
4.215

1 Major lights:
Jingtang Light (391278N 1190080E) (4.201).

UKHO [NP32B--No 160--Wk 51/25]

China -- Bo Hai -- West coast -- Qinhuangdao —
Directions

143

Paragraph 4.234 1 including headings Replace by:

Directions for entering harbour
(continued from 4.170k and 4.216)

Principal marks
4.234

1 Landmarks:

UKHO [NP32B--No 161--Wk 51/25]

China -- Bo Hai -- West coast --
Qinhuangdao to Jinzhou — General information;

traffic regulations

146

Paragraph 4.253 Replace by:

1 Prohibited area. See 4.299a.

UKHO [NP32B--No 162--Wk 51/25]

China -- Bo Hai -- West coast -- Qinhuangdao to
Jinzhou — Directions; principal marks

146

Paragraph 4.255 including heading Replace by:

Principal marks
4.255

1 Landmarks:
San Shan (401630N 1195821E), a sharp peak.

Major lights:
2 Nanshan Tou Main Light (395466N

1193701E) (4.215).
Huanhaisi Dizui Light (400007N 1195484E)
(4.215).

Paragraph 4.256 including heading Replace by:

Spare
4.256

UKHO [NP32B--No 163--Wk 51/25]
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4.10

China -- Bo Hai -- West coast -- Suizhong —
Arrival information; prohibited area

147

Paragraph 4.268 2 lines 3--4 Replace by:

Prohibited area. Suizhong is situated entirely within
a large prohibited area; see 4.295.

UKHO [NP32B--No 164--Wk 51/25]

China -- Bo Hai -- West coast -- Suizhong Gangqu
— Arrival information; outer anchorages;

restricted area

148

Paragraph 4.274 Replace by:

1 Outer anchorages. Vessels waiting to enter
Suizhong Gangqu can anchor in No SZ1--1 anchorage
(4.268), E of the approach channel to Suizhong
(4.266).

Restricted area. Anchoring and fishing are
prohibited within Suizhong Gangqu and its
approaches.

Prohibited area. Suizhong Gangqu is situated
entirely within a large prohibited area; see 4.295.

UKHO [NP32B--No 165--Wk 51/25]

China -- Bo Hai -- Liaodong Wan — Regulations;
prohibited area

150

After Paragraph 4.291 Insert:

Regulations
4.291a

1 Prohibited area. Entry is prohibited into an area
which extends 50 miles ESE, 65 miles E and 84 miles
NE from Huanhaisi Dizui (400033N 1195495E).
This area covers a significant part of NW Liaodong
Wan and contains numerous offshore platforms and
associated pipelines.

UKHO [NP32B--No 166--Wk 51/25]

China -- Bo Hai -- Liaodong Wan --
Beihuangcheng Dao to Taiping Dao — Route

150

Paragraph 4.292 1 Replace by:

1 From a position in the precautionary area NNW of
Beihuangcheng Dao (382340N 1205460E), the
recommended route leads generally N for about
49 miles and NE for about 35 miles to a position W of
Taiping Jiao (400166N 1214962E).

Deep--water route. From a position in the
precautionary area NNW of Beihuangcheng Dao
(382340N 1205460E), the deep--water route leads
N for about 51 miles and NE for about 45 miles to a
position W of Taiping Jiao (400166N 1214962E).

UKHO [NP32B--No 167--Wk 51/25]

China -- Bo Hai -- Liaodong Wan --
Beihuangcheng Dao to Taiping Dao —
Traffic regulations; prohibited areas

150

Paragraph 4.295 3 line 7 For 4.253 Read 4.291a

UKHO [NP32B--No 168--Wk 51/25]

China -- Bo Hai -- Liaodong Wan --
Beihuangcheng Dao to Taiping Dao --

Beihuangcheng Dao to Majia Zui — Directions

150--151

Paragraph 4.298 1--5 Replace by:
1 From a position in the precautionary area NNW of

Beihuangcheng Dao (382340N 1205460E), the
recommended route leads N, passing:

W of Laotieshan Xijiao Light (384364N
1210809E) (3.15), and the prohibited area (3.9)
extending 5½ miles W, and:

W of Chang Zui (384670N 1210654E), the S
entrance point to Yangtou Wan (4.306) and
steep--to, thence:

W of Dayang Tou, (384940N 1210708E), the N
entrance point to Yangtou Wan, thence:

2 W of No 2 Anchorage area (385200N
1205665E) (4.306) and Haimao Dao
(385212N 1210172E), a small island with
a rocky area extending about 7 cables W,
thence:

Wof Xihu Zui (385373N 1210532E). The coast 1
to 2 miles N of the point rises to Hui Shan
(385533N 1210617E). Thence:

3 W of She Dao (385714N 1205869E), from
where a light (4.297) is exhibited. Shanzi Shi
(385691N 1210675E), an islet, lies
6½ miles E. Thence:

Wof ZhuDao (390539N1210973E). A small bay
on its S side is reported to afford shelter to boats
during N winds. A rock, 14 m high, lies 5 cables
NW of Zhu Dao and from it Chang Zhou
(390950N 1211130E), a shoal, extends
7½ miles NE. Huping Dao, (390635N
1211340E) lies 3 miles ENE. The passage
between the islands is obstructed by numerous
islets, rocks and shoals, and the depths around
them are very irregular. Thence:

E of Liaodong Qiantian (392165N 1205107E), a
shoal area.

4 The track then continues to a position W of
Wudaogou Zuizi (393094N 1211346E), from where
Changxing Dao Light (393152N 1211366E) (4.288)
is exhibited close N of the point, and W of Majia Zui
(393272N 1211346E).

UKHO [NP32B--No 169--Wk 51/25]

China -- Bo Hai -- Liaodong Wan --
Beihuangcheng Dao to Taiping Dao --
Majia Zui to Taiping Dao — Directions

151

Paragraph 4.299 1 line 1--5 including headingsReplace by:

Majia Zui to Taiping Jiao
4.299

1 From a position W of Majia Zui (393272N
1211346E), the track leads NE, keeping SE of the
large prohibited area (4.291a), passing:
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4.11

Paragraph 4.299 1 line 6 For WNW Read NW

Paragraph 4.299 2 line 1 Delete

Paragraph 4.299 2 line 2 For WNW Read NW

Paragraph 4.299 2 line 4 For WNW Read NW

Paragraph 4.299 3 line 1 For WNW Read NW

Paragraph 4.299 4 line 1 For WNW Read NW

UKHO [NP32B--No 170--Wk 51/25]

China -- Bo Hai -- Liaodong Wan --
Beihuangcheng Dao to Taiping Dao —

Directions; deep--water route

151

After Paragraph 4.299 Insert:

Deep--water route
4.299a

1 From a position in the precautionary area NNW of
Beihuangcheng Dao (382340N 1205460E), the
deep--water route leads N and NE, parallel to and W
of the recommended route, keeping W of Liaodong
Qiantian (392165N 1205107E) and SE of the large
prohibited area (4.291a).

The deep--water route then leads to a position W of
Taiping Jiao (400166N 1214962E), in the vicinity
of Xianrendao No 2 pilot boarding position (400400N
1213000E) (4.340).

(Directions continue for approaches to
Bayuqan at 4.342)

UKHO [NP32B--No 171--Wk 51/25]

China -- Bo Hai -- Liaodong Wan -- Jinzhou —
Traffic regulations; prohibited areas

154

Paragraph 4.324 1 line 1 For 4.253 Read 4.291a

UKHO [NP32B--No 172--Wk 51/25]

China -- Bo Hai -- Liaodong Wan -- Bayuquan —
Directions

156

Paragraph 4.342 1 line 1 including headings Replace by:

Directions for entering harbour
(continued from 4.299 and 4.299a)

Principal marks
4.342

1 Major lights:

UKHO [NP32B--No 173--Wk 51/25]

China -- Bo Hai -- Liaodong Wan -- Bayuquan —
Directions; approaches

156

Paragraph 4.343 1 lines 2--5 Replace by:

Passage. From a position W of Taiping Jiao
(400166N 1214962E) on the recommended route
(4.299) or in the vicinity of Xianrendao No 2 pilot
boarding position (400400N 1213000E) on the
deep--water route (4.299a), the track leads NE,
keeping clear of numerous charted wrecks and
obstructions, passing:

UKHO [NP32B--No 174--Wk 51/25]

China -- Bo Hai -- Liaodong Wan -- Yingkou,
Panjin Gang and approaches —
Traffic regulations; prohibited area

159

Paragraph 4.364 1 line 1 For 4.253 Read 4.291a

UKHO [NP32B--No 175--Wk 51/25]

China -- Bo Hai -- Liaodong Wan -- Yingkou,
Panjin Gang and approaches —

Approaches; track

160

Paragraph 4.371 2--5 Replace by:

2 Track. From a position W of Taiping Jiao
(400166N 1214962E), the recommended route
initially leads N for about 12 miles, keeping clear of
numerous charted wrecks and obstructions. The
recommended route then leads NE, passing:

NW of the outer anchorages (4.339) for Bayuquan,
and:

3 SE of the buoyed entrance channel (4.381) to
Panjin Gang.

The recommended route then leads NNE to the
vicinity of Yingkou Light Float (403110N
1215896E) (4.370).

UKHO [NP32B--No 176--Wk 51/25]

NP46 Mediterranean Pilot Volume 2
(2022 Edition)

France -- Corse -- Golfe d’Ajaccio --
Port d’Ajaccio — Arrival information; pilotage

188

Paragraph 6.110 4 lines 5--8 Replace by:

...9 cables SE of Citadelle Light Beacon (415476N
84441E) in position 415425N 84533E. For further
details seeADMIRALTYList ofRadioSignalsVolume 6(3).

French Notice 20/Instructions nautiques D23/24
[NP46--No 208--Wk 51/25]

Wk51/25



IV

4.12

NP47 Mediterranean Pilot Volume 3
(2024 Edition)

Italy -- Adriatic coast -- Adriatic LNG Terminal —
Arrival information; anchorage

506

Paragraph 12.169 1 including existing Section IV Notice
Week 15/25 Replace by:

1 Outer anchorage. Vessels waiting for the terminal
must use the CST Anchorage (450978N 122557E)
(12.186).

Pilotage is mandatory for all gas carriers and for
the other vessels of 500 gt or more; for details see
ADMIRALTY List of Radio Signals Volume 6(3).

2 ATBA. The terminal lies within a mandatory area to
be avoided (2.14), within which entry is prohibited for
unauthorised vessels greater than 200 gt. Anchoring is
also prohibited.

Italian Notice 5/5.55/25 [NP47--No 65--Wk 51/25]

Wk51/25
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 UPDATES TO ADMIRALTY LIST OF LIGHTS AND FOG SIGNALS

NP74, Vol A Edition 2025. Weekly Edition No. 51, Dated 18 December 2025.
Last Updates: Weekly Edition No. 50, dated 11 December 2025.

A0710·6 Status changed: TE 2025

A2309·61 - Great Yarmouth. Haven. 
Pontoon. S

52 34·38 N
1 44·04 E

2 F G(vert)  . .  . .  . .  . .

* * * * * * * *

A2309·612 - Great Yarmouth. Haven. 
Pontoon. N

52 34·44 N
1 44·02 E

2 F G(vert)  . .  . .  . .  . .

* * * * * * * *

EAST COAST. MORAY FIRTH. MORAY WEST OFFSHORE WIND FARM

A3524·3 - Moray Firth. MW-B01
(GB)

58 00·73 N
3 11·02 W

Fl Y 5s 16 5 Wind turbine  . .

- - -  . . Horn Mo(U) 
30s

 . . 2  . .  . .

- - -  . . Aero F R  . .  . .  . .  . .

- - -  . . AIS  . .  . .  . . MMSI No 992356227
* * * * * * * *

A3524·31 - Moray Firth. MW-B06
(GB)

58 03·69 N
3 11·04 W

Fl Y 5s 16 5 Wind turbine  . .

- - -  . . Horn Mo(U) 
30s

 . . 2  . .  . .

- - -  . . Aero F R  . .  . .  . .  . .
* * * * * * * *

A3524·32 - Moray Firth. MW-D09
(GB)

58 05·47 N
3 08·20 W

Fl Y 5s 16 5 Wind turbine  . .

- - -  . . Horn Mo(U) 
30s

 . . 2  . .  . .

- - -  . . Aero F R  . .  . .  . .  . .
* * * * * * * *

A3524·33 - Moray Firth. MW-F03
(GB)

58 01·92 N
3 05·34 W

Fl Y 5s 16 5 Wind turbine  . .

- - -  . . Horn Mo(U) 
30s

 . . 2  . .  . .

- - -  . . Aero F R  . .  . .  . .  . .
* * * * * * * *

A3524·34 - Moray Firth. MW-G11
(GB)

58 06·66 N
3 03·93 W

Fl Y 5s 16 5 Wind turbine  . .

- - -  . . Horn Mo(U) 
30s

 . . 2  . .  . .

- - -  . . Aero F R  . .  . .  . .  . .
* * * * * * * *

A3524·35 - Moray Firth. MW-J05
(GB)

58 03·11 N
3 00·36 W

Fl Y 5s 16 5 Wind turbine  . .

- - -  . . Horn Mo(U) 
30s

 . . 2  . .  . .

- - -  . . Aero F R  . .  . .  . .  . .
* * * * * * * *

A3524·36 - Moray Firth. MW-K14
(GB)

58 08·44 N
2 58·94 W

Fl Y 5s 16 5 Wind turbine  . .

- - -  . . Horn Mo(U) 
30s

 . . 2  . .  . .

- - -  . . Aero F R  . .  . .  . .  . .
* * * * * * * *

Wk51/255.1



 V

NP74, Vol A Edition 2025 continued.

A3524·37 - Moray Firth. MW-N08
(GB)

58 04·88 N
2 54·67 W

Fl Y 5s 16 5 Wind turbine  . .

- - -  . . Horn Mo(U) 
30s

 . . 2  . .  . .

- - -  . . Aero F R  . .  . .  . .  . .
* * * * * * * *

A3524·38 - Moray Firth. MW-P13
(GB)

58 07·84 N
2 53·23 W

Fl Y 5s 16 5 Wind turbine  . .

- - -  . . Horn Mo(U) 
30s

 . . 2  . .  . .

- - -  . . Aero F R  . .  . .  . .  . .
* * * * * * * *

A3524·39 - Moray Firth. MW-P18
(GB)

58 10·81 N
2 53·22 W

Fl Y 5s 16 5 Wind turbine  . .

- - -  . . Horn Mo(U) 
30s

 . . 2  . .  . .

- - -  . . Aero F R  . .  . .  . .  . .
* * * * * * * *

A5168 - The Skerries
(GB:TH)

53 25·27 N
4 36·50 W

Fl(2)W 15s 36 18 White round tower, 
red band
23

fl 1, ec 2, fl 1, ec 11.
Also shown in reduced visibility

- -  . . Iso R 4s 26 10  . . R231°-254°(23°).
Also shown in reduced visibility

- -  . . Horn(1) 30s  . .  . .  . . bl 3, si 27
- -  . . Racon  . .  . .  . . ALRS Vol 2 Station 50490

- -  . . AIS  . .  . .  . . MMSI No 992351121
* * *

SOUTH COAST. WATERFORD HARBOUR - RIVER SUIR

A5831·2 Remove from list; deleted

A5831·23 - Sustainable Transport 
Bridge. E Side

52 15·81 N
7 06·61 W

Fl Y 6s  . .  . . Pile fl 1.
Bridge protection piles. Duplicate 
light shown N

* * * * * * * *

A5831·231 - Sustainable Transport 
Bridge. E Side

52 15·78 N
7 06·62 W

Fl Y 6s  . .  . . Pile fl 1.
Bridge protection piles. Duplicate 
light shown S

* * * * * * * *

A5831·232 - Sustainable Transport 
Bridge. Navigation Channel. 
NE Side

52 15·80 N
7 06·63 W

Fl G 3s  . .  . . Green cone on green 
beacon, on pile

fl 0·5.
Bridge protection pile

* * * * * * * *

A5831·233 - Sustainable Transport 
Bridge. Navigation Channel. 
NW Side

52 15·81 N
7 06·65 W

Fl G 3s  . .  . . Green cone on green 
beacon, on pile

fl 0·5.
Bridge protection pile

* * * * * * * *

A5831·234 - Sustainable Transport 
Bridge. Navigation Channel. 
SE Side

52 15·79 N
7 06·64 W

Fl R 3s  . .  . . Red can on red 
beacon, on pile

fl 0·5.
Bridge protection pile

* * * * * * * *

A5831·235 - Sustainable Transport 
Bridge. Navigation Channel. 
SW Side

52 15·80 N
7 06·66 W

Fl R 3s  . .  . . Red can on red 
beacon, on pile

fl 0·5.
Bridge protection pile

* * * * * * * *

Wk51/255.2
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NP74, Vol A Edition 2025 continued.

A5831·236 - Sustainable Transport 
Bridge. W Side

52 15·82 N
7 06·67 W

Fl Y 6s  . .  . . Pile fl 1.
Bridge protection piles. Duplicate 
light shown N

* * * * * * * *

A5831·237 - Sustainable Transport 
Bridge. W Side

52 15·80 N
7 06·69 W

Fl Y 6s  . .  . . Pile fl 1.
Bridge protection piles. Duplicate 
light shown S

* * * * * * * *

SOUTH COAST. WATERFORD HARBOUR - RIVER SUIR

A5831·25 Remove from list; deleted

HEWETT GASFIELD

A7561·2 Remove from list; deleted

Wk51/255.3

NP75, Vol B Edition 2025. Weekly Edition No. 51, Dated 18 December 2025.
Last Updates: Weekly Edition No. 50, dated 11 December 2025.

B0076
BE, , 0410

- W Pier. Head 51 09·35 N
2 43·00 E

F G 12 11 White round tower G025°-250°(225°), G284°-324°(40°).
TE 2025

- - -  . . Horn Mo(U) 
30s

 . .  . .  . .  . .

*

NOORDHINDER

B0143
BE, , 0022·1

- Prinses Elisabeth Eiland. 
E6

51 31·61 N
2 29·88 E

Mo(U)W 15s 17 10 Post  . .

- - -  . . AIS  . .  . .  . . MMSI No 992051111
* * * * * * * *

NOORDHINDER

B0143·1
BE, , 0022·2

- Prinses Elisabeth Eiland. S4 51 31·62 N
2 29·67 E

Mo(U)W 15s 12 10 Post  . .

* * * * * * * *

B0753·2
NL, HP2, 1314

- Voorhaven. S Side 52 05·94 N
4 15·60 E

Iso G 4s  . .  . . Post Sync with B0752, B0753 and B0753·4

*

B0753·25
NL, HP2, 1315·5

- Voorhaven 52 05·92 N
4 15·63 E

Iso G 4s  . .  . .  . .  . .

*

B0753·4
NL, HP2, 1312

- Voorhaven. N Side 52 05·97 N
4 15·64 E

Iso R 4s  . .  . . Post Sync with B0752, B0753 and B0753·2

*

B0753·45
NL, HP2, 1315

- Voorhaven 52 05·95 N
4 15·68 E

Iso R 4s  . .  . .  . .  . .

*

B0754
NL, HP2, 1316·2

- 1st Haven 52 05·93 N
4 15·82 E

Iso R 8s  . .  . .  . .  . .

* *

B0754·05
NL, HP2, 1317

- 1st Haven 52 05·92 N
4 15·85 E

Iso G 8s  . .  . .  . .  . .

* *

Wk51/255.3
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B2492
NO, , 032600

- Kalvetangen 59 14·70 N
10 26·77 E

Oc WRG 6s 3 W2·1
R1·8
G1·8

Post
5

ec 1.
G134·5°-154·4°(19·9°), 
W154·4°-168·2°(13·8°), 
R168·2°-281°(112·8°), 
G281°-303·7°(22·7°)

* *

B2888
NO, , 068400

Brekkestø. Reierskjer 58 11·69 N
8 23·28 E

Fl WRG 5s 8 W7·5
R5·5
G5·1

Tripod
11

fl 0·7.
R172·04°-200·95°(28·91°), 
W200·95°-226·47°(25·52°), 
G226·47°-247·89°(21·42°), 
R247·89°-293·57°(45·68°), 
W293·57°-333·64°(40·07°), 
G333·64°-046·86°(73·22°), 
W046·86°-051·56°(4·7°), 
R051·56°-057·45°(5·89°).
To be discontinued (P) 2025

* *

B3559·05
NO, , 132001

Lamholmflu 59 23·74 N
5 12·49 E

F G  . .  . .  . . Floodlit.
(P) 2025

* * * * * * * *

B3668
NO, , 142500

- Bjellandsøya 59 49·40 N
5 41·75 E

Iso WRG 6s 24 W5·2
R 4
G 4

Post
3

G257·6°-259·8°(2·2°), 
W259·8°-267°(7·2°), 
R267°-323·5°(56·5°), 
G323·5°-358·6°(35·1°), 
W358·6°-008·6°(10°), 
R008·6°-077°(68·4°), 
G077°-096·2°(19·2°), 
W096·2°-149·6°(53·4°), 
R149·6°-152·3°(2·7°).
Sectors to be amended (P) 2025

* *

B3668·85
NO, , 142384

- Store Svinøy. S 59 49·21 N
5 39·68 E

Iso R 4s 7 3·9 Post Floodlit.
Iso R 2s (P) 2025

* *

B3668·86
NO, , 142511

- Store Svinøy. N 59 49·46 N
5 39·66 E

Iso G 4s  . .  . .  . . Floodlit.
(P) 2025

* * * * * * * *

B3670·5
NO, , 142513

- Bjelland 59 50·42 N
5 40·73 E

Fl(2)G 5s  . .  . .  . . Floodlit.
(P) 2025

* * * * * * * *

B4038·5
NO, , 182900

- Store Langøy 60 35·82 N
5 07·66 E

Fl R 3s 3 2·4 Post
7

 . .

* * *

Wk51/255.4
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NP76, Vol C Edition 2025. Weekly Edition No. 51, Dated 18 December 2025.
Last Updates: Weekly Edition No. 50, dated 11 December 2025.

C6748 - Herrsäten. N Side of Stora 
Herrsäten

58 45·76 N
17 30·07 E

Fl(4)WRG 12s 5 W 7
R5·2
G3·5

White hut, green 
band

G095·5°-100·3°(4·8°), 
R100·3°-110°(9·7°), 
G110°-128·9°(18·9°), 
W128·9°-138·9°(10°), 
R138·9°-221°(82·1°), 
G221°-237°(16°), 
W237°-240·8°(3·8°), 
R240·8°-267°(26·2°)

*

C6754·1 - Ldg Lts 042°. Rear. 700m 
from front. Bromdal

58 47·12 N
17 28·11 E

Iso WRG 4s 13 W 9
R6·7
G4·5

White & on white 
pedestal, red band

G326·5°-336·5°(10°) Bearing 307° is 
the approximate SE Shoreline Limit, 
R336·5°-000·5°(24°), 
G000·5°-028°(27·5°), 
W028°-032°(4°), R032°-086°(54°)

*

C7080 - Ldg Lts 236°. Front. 
Stickskär

57 43·33 N
16 45·30 E

Fl WRG 1·5s 10 W 7
W 6
R 4
G 3

White tower
8

Intens on leading line only.
G107°-108·3°(1·3°), 
R108·3°-123·3°(15°), 
G123·3°-190°(66·7°), 
G214°-229°(15°), 
W229°-239·8°(10·8°), 
R239·8°-280°(40·2°), 
G280°-354°(74°), 
W354°-357·7°(3·7°), 
R357·7°-028°(30·3°)

*

Wk51/255.5

NP77, Vol D Edition 2025. Weekly Edition No. 51, Dated 18 December 2025.
Last Updates: Weekly Edition No. 50, dated 11 December 2025.

D1698·94 Status changed: TE 2025

D2324·05
ES, I, 08722

- Dir Lt 339° 37 08·59 N
6 50·67 W

Dir WRG 59 8 White tower with % 
top and base
15

Fl G337·2°-337·8°(0·6°).
F G337·8°-338·3°(0·5°).
Oc WG338·3°-338·9°(0·6°).
F W338·9°-339·1°(0·2°).
Oc WR339·1°-339·7°(0·6°).
F R339·7°-340·2°(0·5°).
Fl R340·2°-340·7°(0·5°).
Irreg (T) 2025

- -  . . By day  . . 6  . .  . .
* *

D2616·3 Status changed: TE 2025

D2618·9 Status changed: TE 2025

D6819·1 - Vipingo LPG Terminal. 
Navigational Beacon. 2

3 45·88 S
39 50·64 E

Fl W  . . 6 Red and white tower
10

996340103

*
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NP78, Vol E Edition 2025. Weekly Edition No. 51, Dated 18 December 2025.
Last Updates: Weekly Edition No. 50, dated 11 December 2025.

E1172·8 Status changed: TE 2025

E6342·4 Status changed: TE 2025

E6418·1 Status changed: TE 2025

Wk51/255.6

NP80, Vol G Edition 2025. Weekly Edition No. 51, Dated 18 December 2025.
Last Updates: Weekly Edition No. 50, dated 11 December 2025.

CANAL BEAGLE. ISLA GRANDE DE TIERRA DEL FUEGO

G1314
AR, H213, 1657

- Isla Gable. Ldg Lts 090°. 
Front
(AR)

54 53·59 S
67 32·12 W

Fl W 5s 48 6 White truncated 
pyramidal tower, red 
top
6

fl 0·5.
W070°-180°(110°)

*

EAST FALKLAND. BERKELEY SOUND

G1341 - Volunteer Point
(GB)

51 30·79 S
57 44·41 W

Fl(4)W 20s  . . 10  . .  . .

*

ISLA GORGONA

G3128
CO, P, 14

- Isla Gorgonilla 2 56·46 N
78 12·71 W

Fl W 15s 122 12 Red and white tower fl 1

* *

G3129
CO, P, 12

- Punta Coll 3 00·18 N
78 10·03 W

LFl W 10s 65 12 Red tower, white 
bands
19

fl 2

*

G3137
CO, P, 40

- B 3 54·91 N
77 21·54 W

Iso Y 4s 14 6 White metal tower  . .

* * *

G3140
CO, P, 8

Punta Charambirá 4 15·91 N
77 31·25 W

Fl W 12s 38 12 Red tower, black 
stripes 
36

fl 1·2

* *

G3152
CO, P, 4

- Ciudad Mutis. Dir Lt 154° 6 13·71 N
77 24·21 W

Dir Fl Bu 6s 10 5 Red tower, white 
bands
8

fl 1

* * * * *

G5473·5
CA, P, 410·7

CA, P, 411·2

- Berry Point. Ldg Lts 
087·5°. Front

49 17·75 N
122 59·42 W

F Y 10 11 White (, red stripe,  
on grey square 
framework tower

Shown 24 hours. Private

- - - - No 1  . . Fl R 4s 11 7  . . R091°-083°(352°)
* * * * * * * *
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NP80, Vol G Edition 2025 continued.

G5473·51
CA, P, 410·8

CA, P, 411·3

CA, P, 411·4

- Berry Point. Ldg Lts 
087·5°. Rear. 300m from 
front

49 17·76 N
122 59·17 W

F Y 16 12 White D , red stripe, 
on grey square 
framework tower

Shown 24 hours. Private

- - - - - No 1A  . . Fl R 4s 4 7  . . R091°-083°(352°)

- - - - -  . . Dir WRG 23 9  . . F R086·1°-086·6°(0·5°).
Al WR086·6°-086·9°(0·3°).
F W086·9°-087·2°(0·3°).
Al WG087·2°-087·5°(0·3°).
F G087·5°-088°(0·5°)

* * * * * * * *

Wk51/255.7

NP82, Vol J Edition 2025. Weekly Edition No. 51, Dated 18 December 2025.
Last Updates: Weekly Edition No. 50, dated 11 December 2025.

J0476
US, I, 620

- Gay Head 41 20·91 N
70 50·06 W

Fl(3+1)WR 30s 53 14 Red brick tower
16

(fl 1, ec 1) x 3, fl 1, ec 23.
WR359°-342°(343°)

* *

J5136 Status changed: TE 2025

Wk51/255.7

NP83, Vol K Edition 2025. Weekly Edition No. 51, Dated 18 December 2025.
Last Updates: Weekly Edition No. 50, dated 11 December 2025.

GULF OF CARPENTARIA. ALBATROSS BAY

K3295 Remove from list; deleted

GULF OF CARPENTARIA. KARUMBA. APPROACHES

K3304·15 - Breakwater. Head 17 27·90 S
140 49·68 E

Fl R 4s  . .  . . Red pole  . .

* * * * * * * *

K3769 - Devonport. Calliope Wharf.
NW End

36 49·81 S
174 46·98 E

F G 6  . . Flagstaff  . .

- - - -  . . 3 RWR(Vert)  . .  . .
3

 . .

* *

K3829 - Harbour Bridge 36 49·77 S
174 44·79 E

4 F YGR(vert) 49  . .  . . 1 set on E and 1 set on W Sides of 
Centre of Bridge

- -  . . Aero Q R  . .  . .  . . On Highest Point of Centre of Bridge

- -  . . 5 F R  . .  . .  . . Along top of Bridge

- - 120m SSW  . . Horn 8s  . .  . .  . . bl 2
*

K3909·1 - Sulphur Point Wharf. S End 37 39·90 S
176 10·47 E

3 F GWR(vert)  . .  . . Beacon  . .

* *

K3911 - Tanker Berth. N End 37 39·81 S
176 10·83 E

2 F WY(vert)  . .  . . Beacon  . .

* *

K3911·1 - Tanker Berth. S End 37 39·94 S
176 10·80 E

2 F WG(vert)  . .  . . Beacon  . .

* *

Wk51/255.7
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K4053 - Rail Road Ferry Terminal. 
Wharf Head. Berthing Light

41 15·97 S
174 47·27 E

Q R 1s 10 3 White metal mast
6

fl 0·1

- - - -  . . 2 F R(hor) 6 1  . .  . .
* *

K4054 - Days Bay Wharf. Head 41 16·84 S
174 54·30 E

F G 7  . . Post  . .

- - -  . . F W 6  . .  . .  . .
* * * * * * * *

K4057·4 - Point Howard. Seaview 
Marina

41 15·09 S
174 54·07 E

Q(2)G 5s 2  . . Wooden pile
2

 . .

*

K4066·4 - Porirua Harbour. Paremata. 
Dir Lt 171·4°

41 06·40 S
174 51·93 E

Dir WRG 2·5s  . .  . . Column ec 0·8.
Oc G 2.5s 170·1°-171·2°(1·1°).
Oc W 2.5s 171·2°-171·8°(0·6°).
Oc R 2.5s 171·8°-173°(1·2°)

* *

K4101 Kawhia Harbour 38 05·63 S
174 47·57 E

Q W 1s 7 5 White , on white 
beacon, yellow bands

fl 0·2.
Dangerous to use in line with K4101·1
for crossing the bar. Vessels should 
not attempt to enter without recent 
local knowledge

* *

K4117·3 - Wairopa Channel. No 33 36 56·09 S
174 45·70 E

Oc G 6s 2  . . Green % on green 
metal pile

 . .

*

K4117·45 - Wairopa Channel. No 35 36 56·02 S
174 45·93 E

Q G 2  . . Green % on green 
metal pile 

 . .

*

K4151 Hokianga Harbour. The 
Narrows. Ferry Landing

35 23·17 S
173 31·63 E

Fl R 3s 3 1 Grey concrete pile 
beacon, White bands

 . .

* *

K4182 - Cape Farewell. Farewell 
Spit. Bush-end Point
(NZ:MSA)

40 32·77 S
173 00·56 E

Fl WR 15s 30 W19
R15

White metal 
framework tower, 
orange top
27

fl 0·1.
W117°-297°(180°), 
R297°-336·8°(39·8°), 
W336·8°-089·5°(112·7°).
Obscured 089·5°-117°(27·5°)

* *

K4213 - Port Motueka. Training 
Wall. Channel S Side

41 08·25 S
173 01·82 E

Q R 1·2s 2 2 Pile fl 0·3

* *

K4231·33 - Boat Harbour Channel. No 
20

41 15·51 S
173 16·87 E

Iso R 2s 7 2 Red wooden pile 
beacon

 . .

* * * * * * * *

K4366·9 - Lower Harbour. No 1 45 46·50 S
170 43·21 E

Fl(2)G 4s 3 2 Green % on green 
beacon

 . .

*

K4367 - Lower Harbour. No 1A 45 46·81 S
170 43·14 E

Fl(2)G 4s 3 3 Green % on green 
beacon

 . .

*

K4367·12 - Spit Tide Gauge Pile 45 47·15 S
170 43·12 E

Fl(2)G 4s 3 3 Green % on metal 
pile

 . .

*
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K4375·15 - U Shed 45 52·66 S
170 30·86 E

F WRG 11 2 White lattice beacon
9

R251·75°-252·25°(0·5°), 
W252·25°-252·75°(0·5°), 
G252·75°-253·25°(0·5°).
On shed

* * * * * * * *

K4975·7 Status changed: TE 2025

K4999·4
FR, L2, 54220

- Passe Teauonae. N Side. 
TKA-3
(FR)

14 28·49 S
145 02·31 W

Fl R 2·5s 5 3 Red & on red beacon
6

fl 1

* * * * * *

K4999·412
FR, L2, 54240

- Inner Channel. TKA-4
(FR)

14 28·55 S
145 01·66 W

Q W 1·2s 3 3 ) on yellow beacon, 
black top
4

fl 0·3

* * * * * *

K4999·414
FR, L2, 54260

- Inner Channel. TKA-5
(FR)

14 28·26 S
145 01·32 W

Fl G 4s 4 3 % on green beacon
5

fl 1·5

* * * *

K4999·416
FR, L2, 54280

- Inner Channel. TKA-6
(FR)

14 27·94 S
145 01·09 W

Fl R 4s 4 3 & on red beacon
5

fl 1·5.
Sync with K4999·414

* * *

K4999·42
FR, L2, 54320

- Inner Channel. TKA-8
(FR)

14 27·20 S
145 00·32 W

Fl G 2·5s 4 2 % on green beacon
5

fl 1

* * * *

K4999·422
FR, L2, 54340

- Inner Channel. TKA-9
(FR)

14 26·82 S
144 59·89 W

Fl R 2·5s 4 2 & on red beacon
5

fl 0·5

* * * *

K4999·424
FR, L2, 54360

- Inner Channel. TKA-11
(FR)

14 26·15 S
144 59·13 W

Fl R 2·5s 4 2 & on red beacon
5

fl 0·3

* * * * *

K4999·426
FR, L2, 54380

- Inner Channel. TKA-12
(FR)

14 25·49 S
144 58·41 W

Fl G 3s 4 2 % on green beacon
5

fl 1

* * * * *

K4999·428
FR, L2, 54400

- Inner Channel. TKA-13
(FR)

14 24·97 S
144 57·71 W

Fl G 3s 4 3 % on green beacon
5

fl 0·5

* * * *

K4999·43
FR, L2, 54420

- Inner Channel. TKA-14
(FR)

14 24·70 S
144 55·87 W

Fl R 3s 4 2 & on red beacon
5

fl 0·2

* * * * *

K4999·432
FR, L2, 54440

- Inner Channel. TKA-15
(FR)

14 24·66 S
144 55·52 W

VQ(6)+LFl W 
10s

4 4 " on black beacon, 
yellow top
5

(fl 0·2, ec 0·3) x 6, fl 2, ec 5

* * * *

K4999·434
FR, L2, 54460

- Inner Channel. TKA-16
(FR)

14 24·28 S
144 54·42 W

Fl G 1·5s 4 2 % on green beacon
5

fl 0·2

* * * * *

K4999·436
FR, L2, 54480

- Inner Channel. TKA-17
(FR)

14 25·34 S
144 54·04 W

Fl G 2s 4 2 % on green beacon
5

fl 0·5

* * * * *

Wk51/255.9
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K4999·438
FR, L2, 54500

- Inner Channel. TKA-18
(FR)

14 25·75 S
144 54·69 W

Q W 1·2s 4 4 ) on yellow beacon, 
black top
5

fl 0·3

* * * * *

K4999·444
FR, L2, 54560

- Inner Channel. TKA-21
(FR)

14 27·48 S
144 56·49 W

Fl G 2·5s 4 3 % on green beacon
5

fl 1

* * * *

K4999·446
FR, L2, 54580

- Inner Channel. TKA-22
(FR)

14 27·73 S
144 56·73 W

Fl G 2s 4 2 % on green beacon
5

fl 0·8

* * * * * *

K4999·448
FR, L2, 54600

- Inner Channel. TKA-23
(FR)

14 27·96 S
144 57·03 W

Fl R 2·5s 4 2 & on red beacon
5

fl 1

* * * * *

K4999·45
FR, L2, 54620

- Inner Channel. TKA-24
(FR)

14 28·43 S
144 57·97 W

Fl G 3s 4 2 % on green beacon
5

fl 1

* * * * *

K4999·452
FR, L2, 54640

- Inner Channel. TKA-25
(FR)

14 28·86 S
144 58·32 W

Q W 1·2s 4 4 ) on yellow beacon, 
black top
5

fl 0·5

* * * * *

K4999·454
FR, L2, 54660

- Inner Channel. TKA-26
(FR)

14 29·35 S
144 59·38 W

Fl G 2·5s 4 3 % on green beacon
5

fl 0·5

* * * *

K4999·456
FR, L2, 54680

- Inner Channel. TKA-27
(FR)

14 29·48 S
144 59·72 W

Fl R 2s 4 2 & on red beacon
5

fl 0·8

* * * * *

K4999·458
FR, L2, 54700

- Inner Channel. TKA-28
(FR)

14 29·62 S
145 00·25 W

Fl G 2·5s 4 3 % on green beacon
5

fl 1

* * * *

K4999·46
FR, L2, 54720

- Inner Channel. TKA-30
(FR)

14 29·99 S
145 00·74 W

Fl R 3s 4 3 & on red beacon
5

fl 1

* * *

K4999·462
FR, L2, 54740

- Inner Channel. TKA-33
(FR)

14 30·14 S
145 01·53 W

Fl R 2s 4 2 & on red beacon
5

fl 0·8

* * * * *

K4999·464
FR, L2, 54760

- Inner Channel. TKA-34
(FR)

14 30·24 S
145 02·01 W

VQ(6) + LFl W
10s

4 3 " on black beacon, 
yellow top
5

(fl 0·2, ec 0·3) x 6, fl 2, ec 5

* * * * *

K4999·466
FR, L2, 54780

- Cross Channel. TKA-35
(FR)

14 28·74 S
144 59·14 W

Fl R 2s 4 2 & on red beacon
5

fl 0·8

* * * * * *

K4999·468
FR, L2, 54800

- Cross Channel. TKA-36
(FR)

14 28·71 S
144 59·95 W

Fl G 2·5s 4 2 % on green beacon
5

fl 1

* * * *

K4999·47
FR, L2, 54820

- Cross Channel. TKA-37
(FR)

14 28·58 S
145 00·40 W

Fl R 3s 4 3 & on red beacon
5

fl 1

* * *

Wk51/255.10
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K4999·472
FR, L2, 54840

- Cross Channel. TKA-38
(FR)

14 28·62 S
145 00·91 W

Iso W 1·2s 4 3 ) on yellow beacon, 
black top
5

 . .

* * * * * *

Wk51/255.11
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L0398
NO, , 271000

- Oldersundet. Oldersteinen 61 47·55 N
4 53·88 E

Iso WRG 4s 4 W4·7
R3·9
G3·9

Pile
12

G139·4°-156·3°(16·9°), 
W156·3°-158·7°(2·4°), 
R158·7°-350·5°(191·8°), 
G350·5°-357·8°(7·3°)

*

STAD

L0520
NO, , 294000

- Buholmen. SE Islet 62 10·14 N
5 04·83 E

Fl WRG 5s 30 W9·6
R8·7
G8·7

Column
10

G334·1°-353·8°(19·7°), 
W353·8°-354·8°(1°), 
R354·8°-030·1°(35·3°), 
G030·1°-043·2°(13·1°), 
W043·2°-132·7°(89·5°), 
R132·7°-151·9°(19·2°), 
G151·9°-169·8°(17·9°), 
W169·8°-185·7°(15·9°), 
R185·7°-196·7°(11°)

* * * *

L2448
NO, , 683000

- Kalsholmen 66 54·82 N
13 05·49 E

Oc(2)WRG 8s 20 W6·6
R4·7
G4·4

Tower
13

G252·5°-264·3°(11·8°), 
W264·3°-266·6°(2·3°), 
R266·6°-289·6°(23°), 
G289·6°-292·1°(2·5°), 
W292·1°-294·2°(2·1°), 
R294·2°-299·8°(5·6°), 
G299·8°-323°(23·2°), 
W323°-331·7°(8·7°), 
R331·7°-002·4°(30·7°), 
G002·4°-045·6°(43·2°), 
W045·6°-051·8°(6·2°), 
R051·8°-067·2°(15·4°), 
G067·2°-069°(1·8°), 
W069°-071·9°(2·9°), 
R071·9°-084·6°(12·7°), 
G084·6°-086·1°(1·5°), 
W086·1°-169·6°(83·5°), 
R169·6°-202·5°(32·9°).
Sectors to be amended (P) 2025

* * *

L2470
NO, , 685600

- Stavsundet 67 00·56 N
13 55·17 E

Oc WRG 6s 3 W5·9
R5·2
G5·2

Post
5

ec 1.
G035·1°-077·1°(42°), 
W077·1°-078·5°(1·4°), 
R078·5°-244·4°(165·9°), 
G244·4°-253·8°(9·4°).
Floodlit

* *

L2598
NO, , 706302

- Langskjæret 67 43·80 N
15 12·25 E

Iso R 4s 5 3 Cairn
8

 . .

* * *

Wk51/255.11
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FUGLØYFJORDEN

L3692
NO, , 900000

- Fugløykalven 70 19·01 N
20 09·21 E

Oc(2)WRG 8s 40 W9·6
R9·5
G9·5

White stone tower
8

G348·4°-352·5°(4·1°), 
W352·5°-354·8°(2·3°), 
R354·8°-357·8°(3°), 
G357·8°-000°(2·2°), 
W000°-049·4°(49·4°), 
R049·4°-085·6°(36·2°), 
G085·6°-107·3°(21·7°), 
W107·3°-118·4°(11·1°), 
R118·4°-149·2°(30·8°), 
G149·2°-152·1°(2·9°), 
W152·1°-175°(22·9°), 
R175°-187·7°(12·7°), 
G187·7°-194·1°(6·4°), 
R194·1°-208·4°(14·3°), 
G208·4°-220·3°(11·9°), 
R220·3°-235·7°(15·4°), 
G235·7°-237·5°(1·8°), 
W237·5°-280·8°(43·3°), 
R280·8°-285·5°(4·7°), 
G285·5°-287·6°(2·1°), 
W287·6°-291°(3·4°), 
R291°-297·5°(6·5°)

* *

L4658
IS, , 165

- Hrólfssker 66 05·39 N
18 25·19 W

Fl W 3s 18 8 Grey round tower
16

 . .

*

Wk51/255.12

NP85, Vol M Edition 2025. Weekly Edition No. 51, Dated 18 December 2025.
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M4162·802
KR, 410, 3422·19

- Jebudo. E Breakwater. E 
Head

37 10·63 N
126 37·74 E

Fl(4)Y 8s 11 8 Yellow 4-sided metal
tower
5

 . .

* * * * * * * *

M4162·803
KR, 410, 3422·20

- Jebudo. E Breakwater. W 
Head

37 10·66 N
126 37·65 E

Fl(4)Y 8s 11 8 Yellow 4-sided metal
tower
5

 . .

* * * * * * * *

M4162·804
KR, 410, 3422·21

- Jebudo. N Breakwater. E 
Head

37 10·67 N
126 37·61 E

Fl(4)Y 8s 11 8 Yellow 4-sided metal
tower
5

 . .

* * * * * * * *

M4173·8 Status changed: TE; replaced by light Fl G 5s 7m 7M close N (T) 2025

M4198·5
KR, 410, 3218·1

- Geumnando W End. S 
Head

35 59·18 N
126 39·47 E

Fl(4)Y 8s 7 7 Yellow round GRP 
tower
4

 . .

* *

M4198·7
KR, 410, 3219·1

- Geumnando W End. N 
Head

35 59·41 N
126 39·44 E

Fl(4)Y 8s 7 7 Yellow round GRP 
tower
4

 . .

* *

Wk51/255.12
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M4375·74
KR, 410, 1443·1

KR, 410, 1443·6

Gongsu Hang. Breakwater 35 11·00 N
129 12·82 E

Fl R 6s 12 7 Red round concrete 
tower
10

 . .

- - Spotlight  . . F W 12  . .  . .  . .
* * * * * * * *

M4449·1
KR, 410, 1237

KR, 410, 4310·1

Okgye Hang. Breakwater 37 37·37 N
129 03·85 E

Fl R 4s 15 7 Red round concrete 
tower
10

 . .

- -  . . AIS  . .  . .  . . MMSI No 994403822
* * * * * * * *

Wk51/255.13
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N4665·38
TR, , 31114

- Manastır Burnu. Jetty. 
Head

37 15·19 N
27 36·23 E

Fl Y 4s 9 3 Yellow × on yellow 
post
6

fl 1

* * * * *

N4926·3
TR, , 21187

- Kirazliyali. Pier. Head 40 46·30 N
29 42·92 E

Fl Y 4s 10 5 Yellow round metal 
tower
7

fl 1

*

N5954·6 Status changed: TE 2025

Wk51/255.13
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P3319·9545
CN, G103, 4884·27

- Discharge Pipe. A5 21 28·78 N
109 29·88 E

Mo(C)Y 12s 11 3 Yellow × on yellow 
GRP column
6

 . .

* * * * * * * *

P3584·03
CN, G103, 4076·85

- CGN Lufeng Offshore 
Project Base. No LB5

22 45·89 N
115 50·54 E

Fl Y 4s 11 2 Steel pipe
1

 . .

* * * * * * * *

P3584·04
CN, G103, 4076·84

- CGN Lufeng Offshore 
Project Base. No LB4

22 46·05 N
115 50·56 E

Fl G 2s 12 5 Red steel pipe, white 
stripes
7

 . .

* * * * * * * *

P3584·05
CN, G103, 4076·83

- CGN Lufeng Offshore 
Project Base. No LB3

22 45·86 N
115 50·42 E

Fl W 3s 12 5 Red steel pipe, white 
stripes
7

 . .

* * * * * * * *

P3584·06
CN, G103, 4076·82

- CGN Lufeng Offshore 
Project Base. No LB2

22 45·72 N
115 50·65 E

Fl W 3s 12 5 Red steel pipe, white 
stripes
7

 . .

* * * * * * * *

Wk51/255.13
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P3584·07
CN, G103, 4076·81

- CGN Lufeng Offshore 
Project Base. No LB1

22 46·04 N
115 50·98 E

Fl R 6s 16 10 Red steel pipe, white 
stripes
10

 . .

* * * * * * * *

P3585·983
CN, G103, 4073·271

Jieyang Lanshui. Pier. W 
End

22 55·69 N
116 23·08 E

Fl W 3s 10 5 Red steel pipe, white 
bands
5

 . .

* * * * * * * *

P3585·9835
CN, G103, 4073·272

Jieyang Lanshui. Pier. E End 22 55·71 N
116 23·16 E

Fl W 3s 10 5 Red steel pipe, white 
bands
5

 . .

* * * * * * * *

P3635·43
CN, G102, 2951·5

- Chuanshi Dao. S 26 06·96 N
119 40·19 E

Fl W 4s 14 6 White concrete 
column
10

fl 0·5

* * *

P3794·1736
CN, G102, 2068·289

- Rudong Wind Tower. H10. 
No 10

32 37·94 N
122 01·80 E

Mo(C)Y 12s 32 5 Yellow × on yellow 
metal post
1

 . .

- - - -  . . Racon  . .  . .  . . ALRS Vol 2 Station 81949.2
* * * * * * * *

P3794·174
CN, G102, 2068·2746

- Rudong Wind Tower. H7. 
No 16

32 50·99 N
121 56·80 E

Mo(C)Y 12s 30 5 Yellow × on yellow 
metal post
1

 . .

- - - -  . . Racon  . .  . .  . . ALRS Vol 2 Station 81949.3
* * * * * * * *

P4670
TW, 5, 10570

Fugui Jiao 25 17·89 N
121 32·19 E

Fl(2)W 15s 31 27 White 8-sided 
concrete tower, black 
bands
14

fl 1, ec 1, fl 1, ec 12.
W069°-272°(203°)

-  . . Horn Mo(U) 
30s

 . .  . .  . . bl 6

*

Wk51/255.14
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Q1021·5
ID, , 1852

Karang Beli
(ID)

3 48·17 S
108 02·87 E

Fl W 5s 15 13 White beacon fl 0·5

*

SELAT KARIMATA. PULAU BELITUNG

Q1032·5 Remove from list; deleted

Q1032·6 - Manggar
(ID)

2 53·01 S
108 16·01 E

Fl W 3s 7 2  . .  . .

*

SELAT KARIMATA. PAULA BELITUNG

Q1410·5
ID, , 1995

- Manggar 2 50·91 S
108 17·85 E

Fl W 5s 22 14 White beacon fl 0·5

* * * * * * * *
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Q1566·3
ID, , 5547

- Luwuk Road. Pertamina
(ID)

0 56·39 S
122 48·94 E

Fl(4)W 10s 11 12 White beacon
10

(fl 0·5, ec 1) x 3, fl 0·5, ec 5

*

ROEBUCK BAY

Q1669 Remove from list; deleted

ROEBUCK BAY

Q1669·4 Remove from list; deleted

ROEBUCK BAY

Q1669·41 Remove from list; deleted

Wk51/255.15



VI

6.1

ONGOING MAINTENANCE PROCESS IN ADMIRALTY RADIO SIGNALS VOLUMES
In order to guarantee the safety of Mariners at sea, avoid any unsafe and unnecessary duplication/updating of information 
appearing in different paper and digital ADMIRALTY Radio Signals Volumes, the information will now be centralised into the most 
relevant ADMIRALTY Radio Signals Volume.

For more information, a reference to the location of any required information will also be added to each ADMIRALTY 
Radio Signals Volume.
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VI

6.2

VI

6.1

UPDATES TO ADMIRALTY LIST OF RADIO SIGNALS
Weekly Edition No. 51 dated 18 December 2025

The ADMIRALTY List of Radio Signals diagrams included in the paper version of the weekly Notice to Mariners (Section
VI) are printed in black and white. If required, a colour version of these diagrams can be downloaded from
www.admiralty.co.uk/maritime-safety-information. To obtain the colour versions select View and download NMs  – select
Weekly  – select  Year  – select  Week  – go to  Selected Week Content  – select  File  (for example:
NP286(3)–WK01–14–PAGE149_Week01_2025.pdf)

Oomba Oil Field Wellhead Lt Buoy 7°14′·99S 12°24′·60E O 73147·5

ÆQUORA Marine Consulting correspondence (RSDRA2025000554815) 51/25

Oomba Oil Field Wellhead Lt Buoy 7°14′·99S 12°24′·60E 996031002 Real

ÆQUORA Marine Consulting correspondence (RSDRA2025000554815) 51/25

Icelandic Notice 12/104/25 (RSDRA2025000563886) 51/25

Eyjafjörđur Scientific Buoy EFHR 66°07′·62N 18°25′·08W 992516863 Virtual

(former updates 26/25, 40/25)
Icelandic Notice 12/106/25 (RSDRA2025000563886) 51/25

Icelandic Notice 12/103/25 (RSDRA2025000563886) 51/25

Icelandic Notice 12/103/25 (RSDRA2025000563886) 51/25

Petrodec BV correspondence (RSDRA2025000563381) 51/25

VOLUME 2, NP282(1), Sixth Edition, 2025
Published Wk 12/25

(Last Updates: Weekly Edition No. 50 dated 11 December 2025)

RADAR BEACONS

PAGE 44, ANGOLA, below 73145 Kaombo Norte One.
Insert:

AUTOMATIC IDENTIFICATION SYSTEM (AIS)

PAGE 76, ANGOLA, below CLOV Terminal Metocean Buoy.
Insert:

PAGE 122, ICELAND.
Arnarfjörður Scientific Buoy ARNV.
Delete entry

PAGE 124, ICELAND.
Eyjafjörđur Scientific Buoy EFHR.
Delete entry and replace by:

PAGE 124, ICELAND.
Hvalfjörður Scientific Buoy HVIN.
Delete entry

PAGE 124, ICELAND.
Hvalfjörður Scientific Buoy HVSV.
Delete entry

PAGE 228, UNITED KINGDOM.
Amethyst A2D Offshore Platform.
Delete entry

Wk51/25
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VI

6.2

PAGE 236, UNITED KINGDOM.
Five Estuaries Offshore Wind Farm RPS LiDAR Buoy.
Delete entry

Five Estuaries Offshore Wind Farm Ltd correspondence (RSDRA2025000563634) 51/25

Caofeidian Lt 38°55′·89N 118°28′·75E 3 C 82128

Chinese Notice 45/1379/25 (RSDRA2025000563100) 51/25

Chinese Notice 45/1379/25 (RSDRA2025000563100) 51/25

Chinese Notice 45/1393/25 (RSDRA2025000563100) 51/25

Chinese Notice 45/1388/25 (RSDRA2025000563100) 51/25

Min Fu Ding Yu Wreck 09979 30°57′·80N 123°07′·30E 994126413 Broadcasts every 3 minutes Virtual

Chinese Bulletin 45/25 (RSDRA2025000563100) 51/25

Sanjiasha East Port Basin Virtual
Mark No 1

32°08′·97N 121°30′·70E 994126431 Broadcasts every 3 minutes Virtual

Chinese Bulletin 45/25 (RSDRA2025000563100) 51/25

SGY 19518 Wreck 35°01′·47N 119°15′·47E 994126429 Broadcasts every 3 minutes Virtual

Chinese Bulletin 45/25 (RSDRA2025000563100) 51/25

VOLUME 2, NP282(2), Sixth Edition, 2025
Published Wk 12/25

(Last Updates: Weekly Edition No. 50 dated 11 December 2025)

RADAR BEACONS

PAGE 40, CHINA, below 82127·5 Caofeidian Gangqu Lt Buoy No 201.
Insert:

PAGE 40, CHINA.
82128 Caofeidian Lt.
Delete entry

AUTOMATIC IDENTIFICATION SYSTEM (AIS)

PAGE 160, CHINA.
Datang Nan'ao Lemen I Offshore Wind Farm Extenstion Lt Buoy.
Delete entry

PAGE 198, CHINA.
LHQR Wreck.
Delete entry

PAGE 210, CHINA, below MHY 00698 Wreck.
Insert:

PAGE 232, CHINA, below Sanjia Gang Hydrological Warning Lt Bn No 5.
Insert:

PAGE 234, CHINA, below SGN 318 Wreck.
Insert:
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PAGE 250, CHINA.
WCYBHQ 1 Hao.
Delete entry

Chinese Notice 45/1391/25 (RSDRA2025000563100) 51/25

Chinese Notice 45/1391/25 (RSDRA2025000563100) 51/25

Chinese Notice 45/1391/25 (RSDRA2025000563100) 51/25

Chinese Notice 45/1385/25 (RSDRA2025000563100) 51/25

PAGE 250, CHINA.
WCYBHQ 2 Hao.
Delete entry

PAGE 250, CHINA.
WCYBHQ 3 Hao.
Delete entry

PAGE 250, CHINA.
Wind Measuring Lt Buoy No H28.
Delete entry

NAVTEX – CULLERCOATS 55°04′·48N 1°27′·78W

518 kHz: G 490 kHz: U Diagrams pages 41, 105, 235, 236, 237, 238, 239, 240 and 241

Weather
Bulletins

G: 0900 2100
24 hour forecast and outlook for Sea Areas Viking, Forties, Cromarty, Forth, Tyne, Dogger, Humber,
Thames and Fair Isle.

G: 0100 Extended outlook (3–5 days) for the North Sea and Eastern English Channel.

U: 0720 1120 1920 2320
Inshore waters 24 hour forecast, 24 hour outlook, wind, weather, visibility and sea state for Sea Areas
1–5 and 18.

U: 1120 2320 Updates to inshore waters forecast for Sea Areas 1–5 and 18.

U: On receipt Current weather observations for eastern coastal areas of the UK, from Orkney to the south coast.

Navigational
Warnings

G: On receipt Gale Warnings.

G: On receipt Tidal Surge Warnings.

G: 0100 0500 0900 1300 1700 2100
Coastal (WZ) Navigational Warnings for Sea Areas 1–5, together with Gale and Tidal Surge Warnings
until cancelled.

G: 0500 1700 NAVAREA I Warnings.

U: On receipt Strong Wind Warnings.

NOTE: 1. Broadcasts are remotely controlled by Humber and Shetland Coastguards. There may be a delay in broadcast action if there is Search and Rescue in
progress. 2. Mariners are advised that messages may be affected by a larger than average error rate in the north-eastern extremity of Service Area [G].

MCA correspondence (RSDRA2025000554243) 51/25

VOLUME 3, NP283(1), Sixth Edition, 2025
Published Wk 48/25

(Last Updates: Weekly Edition No. 48 dated 27 November 2025)

RADIO WEATHER SERVICES AND NAVIGATIONAL WARNINGS

PAGE 233, UNITED KINGDOM.
NAVTEX – CULLERCOATS.
Delete entry and replace by:
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6.5

VI

6.4

PAGE 234, UNITED KINGDOM.
NAVTEX – PORTPATRICK.
Delete entry and replace by:

NAVTEX – PORTPATRICK 54°50′·65N 5°07′·47W

518 kHz: O 490 kHz: C Diagrams pages 41, 105, 235, 236, 237, 238, 239, 240 and 241

Weather
Bulletins

O: 0220
Extended outlook (3–5 days) for Sea Areas Lundy, Fastnet, Irish Sea, Shannon, Rockall, Malin,
Hebrides, Fair Isle, Faeroes and Southeast Iceland.

O: 0620 1820
24 hour forecast and outlook for Sea Areas Lundy, Fastnet, Irish Sea, Rockall, Malin, Hebrides, Bailey,
Fair Isle, Faeroes and Southeast Iceland.

C: 0020 0820 1220 2020
Inshore waters 24 hour forecast, 24 hour outlook, wind, weather, visibility and sea state for Sea Areas
9–17.

C: 0020 1220 Updates to inshore waters forecast for Sea Areas 9–17.

C: On receipt
Current weather observations for western coastal areas of the UK, from Wales to Orkney, including the
coasts of Ireland.

Navigational
Warnings

O: On receipt Gale Warnings.

O: 0220 0620 1020 1420 1820 2220
Coastal (WZ) Navigational Warnings for Sea Areas 10–17, together with Gale and Tidal Surge
Warnings until cancelled.

O: 0220 1420 NAVAREA I Warnings.

O: 0620 1820 Submarine and gunnery exercise warnings (SUBFACTS/GUNFACTS) as required.

O: On receipt Tidal Surge Warnings.

C: On receipt Strong Wind Warnings.

NOTE: 1. Broadcasts are remotely controlled by Humber and Shetland Coastguards. There may be a delay in broadcast action if there is Search and Rescue in
progress. 2. Mariners are advised that messages may be affected by a larger than average error rate in the north-western extremity of Service Area [O].

MCA correspondence (RSDRA2025000554243) 51/25

VECTOR IMAGES

PAGE 236, UNITED KINGDOM.
Delete diagram and replace by new diagram on page 6.6

MCA correspondence (RSDRA2025000554243) 51/25

PAGE 237, UNITED KINGDOM.
Delete diagram and replace by new diagram on page 6.7

MCA correspondence (RSDRA2025000554243) 51/25
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6.6
6.5

62°

54°30´N

3°E

55°48´N
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57°40´N
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5°W
2°E

17 18
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50°04´N

8°W

48°27´N

2°56´W

15
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9

19

8

7

51°22´N

5

60°47´W

4

53°05´N

10

11

13

14

1

12

50°N

WZ
AREA

MSI BROADCASTS 
FROM MRCC

1 Aberdeen, Shetland
2 Aberdeen
3 Humber
4 Humber
5 Dover, Humber
6 Dover, JRCC UK
7 JRCC UK
8 Falmouth, JRCC UK
9 Falmouth, Milford Haven

10 Holyhead, Milford Haven
11 Holyhead
12 Belfast, Holyhead
13 Belfast
14 Belfast
15 Belfast, Stornoway
16 Stornoway
17 Stornoway
18 Aberdeen, Shetland
19 See Channel Islands (UK)

UNITED KINGDOM
COASTAL (WZ) NAVIGATIONAL WARNING AREAS

AND INSHORE WEATHER FORECAST AREAS
The inshore weather forecast covers the

coastal waters of the UK out to 12 n miles

 1. Cape Wrath to Rattray Head including Orkney
 2. Rattray Head to Berwick upon Tweed
 3. Berwick upon Tweed to Whitby
 4. Whitby to Gibraltar Point
 5. Gibraltar Point to North Foreland
 6. North Foreland to Selsey Bill
 7. Selsey Bill to Lyme Regis
 8. Lyme Regis to Land’s End including the
  Isles of Scilly
 9. Land’s End to St David’s Head including the
  Bristol Channel
 10. St David’s Head to Great Ormes Head, 
  including St Georges Channel
 11. Great Ormes Head to the Mull of Galloway
 12. Isle of Man
 13. Lough Foyle to Carlingford Lough
 14. Mull of Galloway to Mull of Kintyre including
  the Firth of Clyde and North Channel
 15. Mull of Kintyre to Ardnamurchan Point
 16. The Minch
 17. Ardnamurchan Point to Cape Wrath
 18. Shetland Isles within 60 miles of Lerwick
 19. Channel Islands

KEY:

60°

50°

55°

10°15° 5° 0°

50°

55°

60°

15° 10° 5° 0°

V3(1)N
U

K
   V014   01/12/25
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6.76.6

10°

10°

10°

10°

0°

0°

5°

5°

5°

5°

15°

15°

20°
65°

60°

55°

50°

45°

40°

35° 35°

40°

45°

50°

55°

60°

65°

20°

15°

15°

SHIPPING FORECAST AREAS

SE ICELAND

FAEROES

FAIR ISLE

CROMARTY

N1
VIKING

N4
FORTIES

FORTH

N3
S UTSIRE

N2
N UTSIRE

N9
FISHER

BAILEY

HEBRIDES

ROCKALL MALIN

IRISH SEA

SHANNON

FASTNET

SOLE

FITZROY

TRAFALGAR

BISCAY

TYNE

N8
DOGGER

N11
HUMBER

N12
THAMES

DOVER
WIGHT

PORTLAND

N10
GERMAN

BIGHT

LUNDY

PLYMOUTH

UNITED KINGDOM

(Also showing areas used as General Area elements 
in UK Coastal Warnings)

V3(1)W
U

K
   V008   01/12/25

Areas also used as 
General Area elements 
in UK Coastal Warnings

See Figure SN-1: 
‘EGC MSI Broadcasts 
NAV/METAREA I UNITED KINGDOM’ 
for N Atlantic forecast areas

KEY:

SEA AREA
(clockwise 
from North)

MSI BROADCASTS 
FROM MRCC

Fair Isle Aberdeen, Shetland, 
Stornoway

Viking Shetland
Cromarty Aberdeen, Shetland
Forth Aberdeen, Humber
Forties Aberdeen, Shetland
Fisher Aberdeen, Humber
Tyne Aberdeen, Humber
Dogger Humber
German Bight Humber
Humber Dover, Humber
Thames Dover, Humber
Dover Dover, JRCC UK
Wight Dover, JRCC UK
Portland Falmouth, JRCC UK
Plymouth Falmouth, JRCC UK
Fitzroy Falmouth
Sole Falmouth
Lundy Falmouth, Milford Haven
Fastnet Falmouth, Milford Haven
Shannon Milford Haven
Irish Sea Belfast, Holyhead, Milford 

Haven
Malin Belfast, Stornoway
Rockall Belfast, Stornoway
Hebrides Belfast, Stornoway
Bailey Stornoway
Southeast 
Iceland

Stornoway

Faeroes Shetland, Stornoway

Wk51/25
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VOLUME 5, NP285, Sixth Edition, 2025
Published Wk 32/25

(Last Updates: Weekly Edition No. 50 dated 11 December 2025)

Cullercoats [G] [U] 55°04′·48N 1°27′·78W
NOTE: 1. Broadcasts are remotely controlled by
Humber and Shetland Coastguards. There may be
a delay in broadcast action if there is Search and
Rescue in progress.
2. Mariners are advised that messages may be
affected by a larger than average error rate in the
north-eastern extremity of Service Area [G].

X2

TELEPHONE: +44(0)344 3820043 300 n miles

E-MAIL: uknavtex@hmcg.gov.uk

NAVTEX [G]

TIME UT(GMT) WEATHER BULLETINS NAVIGATIONAL WARNINGS

0100 ● ●
0500 ●
0900 ● ●
1300 ●
1700 ●
2100 ● ●

NAVTEX [U]
Strong wind warnings and coastal observations on receipt.
Frequency: 490 kHz  Language: English

TIME UT(GMT) WEATHER BULLETINS NAVIGATIONAL WARNINGS

0720 ●
1120 ●
1920 ●
2320 ●

On receipt ●

MCA correspondence (RSDRA2025000554243) 51/25

NAVTEX

PAGE 261, NAVAREA I.
UNITED KINGDOM.
CULLERCOATS.
Delete entry and replace by:

Wk51/25
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6.9

VI

6.8

PAGE 261, NAVAREA I.
UNITED KINGDOM.
PORTPATRICK.
Delete entry and replace by:

Portpatrick [O] [C] 54°50′·65N 5°07′·47W
NOTE: 1. Broadcasts are remotely controlled by
Humber and Shetland Coastguards. There may be
a delay in broadcast action if there is Search and
Rescue in progress.
2. Mariners are advised that messages may be
affected by a larger than average error rate in the
north-western extremity of Service Area [O].

X2

TELEPHONE: +44(0)344 3820043 300 n miles

E-MAIL: uknavtex@hmcg.gov.uk

NAVTEX [O]

TIME UT(GMT) WEATHER BULLETINS NAVIGATIONAL WARNINGS

0220 ● ●
0620 ● ●
1020 ●
1420 ●
1820 ● ●
2220 ●

On receipt ●

NAVTEX [C]
Strong wind warnings and coastal observations on receipt.
Frequency: 490 kHz  Language: English

TIME UT(GMT) WEATHER BULLETINS NAVIGATIONAL WARNINGS

0020 ●
0820 ●
1220 ●
2020 ●

On receipt ●

MCA correspondence (RSDRA2025000554243) 51/25

ANGUILLA (UK) See diagram R7

National SAR Agency: Marine Police Unit
Address: Sandy Ground Police Station, Anguilla, (BWI)
Telephone: +1 264 4972354
Fax: +1 264 4975112

Anguilla Marine Police Unit is responsible for coordinating Search and Rescue operations in association with MRCC Fort-de-France.

Telephone Fax Others/Ship Earth Stations (SES)

MRCC FORT-DE-FRANCE (CROSS
AG) (Cospas-Sarsat SPOC)

+596 596 709292
196 (Free number
only from French
territory)

Inmarsat C: 422799024
422799244

Inmarsat Fleet: 776300406
email: antilles@mrccfr.eu

French Bulletin 46/25 (RSDRA2025000545679) 51/25

DISTRESS, SEARCH AND RESCUE

PAGE 360, NAVAREA IV.
ANGUILLA (UK).
Delete entry and replace by:

Wk51/25
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6.10

VI

6.9

PAGE 360, NAVAREA IV.
ANTIGUA AND BARBUDA.
Delete entry and replace by:

ANTIGUA AND BARBUDA See diagram R7

National SAR Agency: Antigua and Barbuda Defence Force Coast Guards
Address: Deep Water Harbour, P.O. Box 1572, S. John, Antigua
Telephone: +1 268 4620671
Fax: +1 268 4622842
email: abdfcg@candw.ag

cgopsmail@gmail.com
Website: http://www.absar.org/

MRCC Fort-de-France is responsible for coordinating Search and Rescue operations in association with Antigua and Barbuda Defence
Force Coast Guards.

Telephone Fax Others/Ship Earth Stations (SES)

MRCC FORT-DE-FRANCE (CROSS
AG) (Cospas-Sarsat SPOC)

+596 596 709292
196 (Free number
only from French
territory)

Inmarsat C: 422799024
422799244

Inmarsat Fleet: 776300406
email: antilles@mrccfr.eu

ANTIGUA AND BARBUDA SAR
ASSOCIATION (ABSAR)

+1 268 5621234 email: info@absar.org

French Bulletin 46/25 (RSDRA2025000545679) 51/25

DOMINICA See diagram R7

National SAR Agency: Commonwealth of Dominica Marine Police Unit
Address: Woodbridge Bay, Dominica
Telephone: +1 767 448 22 22

+1 767 448 88 50
Fax: +1 767 448 71 58

MRCC Fort-de-France is responsible for coordinating Search and Rescue operations in association with Dominica Marine Police Unit.

The headquarters of the Dominica Coast Guard is based at Roseau from where a distress watch is maintained on VHF Ch 16 and also
HF 7850 kHz.

Telephone Fax Others/Ship Earth Stations (SES)

MRCC FORT-DE-FRANCE (CROSS
AG) (Cospas-Sarsat SPOC)

+596 596 709292
196 (Free number
only from French
territory)

Inmarsat: 776300406
Inmarsat C: 422799024

422799244
email: antilles@mrccfr.eu

French Bulletin 46/25 (RSDRA2025000545679) 51/25

MARTINIQUE AND FRENCH GUIANA See diagram R7

National SAR Agency: Organisme d'études et de coordination pour la recherche et le sauvetage en mer (SECMAR)
Address: 16 Boulevard Raspail, 75007 Paris, France
Telephone: +33 1 53634159

MRCC Fort-de-France is located on Martinique and is the Centre Régionaux Opérationel de Surveillance et de Sauvetage aux
Antilles-Guyane (CROSSAG). CROSSAG is responsible for coordination of Search and Rescue cases within its SRR in the West
Indies, French Guyana and the North Atlantic.

On Martinique and Guadeloupe, CROSSAG maintains a continuous listening watch on VHF Ch 16 and 2182 kHz for distress
communications.

PAGE 365, NAVAREA IV.
DOMINICA.
Delete entry and replace by:

PAGE 368, NAVAREA IV.
MARTINIQUE AND FRENCH GUIANA.
Delete entry and replace by:

continued on next page

VI

6.8

PAGES 189 and 190, NAVAREA II (France).
Delete entry and replace by:

NAVAREA II (France)
Department Information et Ouvrages Nautiques
Service Hydrographique et Océanographique de la Marine
13 Rue du Chatellier
CS 92803
29228 BREST CEDEX 2
France
Telephone: +33 (0)2 56312424 (H24) (Duty Officer)

+33 6 24800892 (Mobile)
email: coord.navarea2@shom.fr

coord.navarea2@gmail.com (back up)
Website: https://diffusion.shom.fr/pro/informations_nautiques
Warning Url: http://diffusion.shom.fr

National Coordinators

TERRITORY TELEPHONE FACSIMILE EMAIL/OTHER

Benin +229 0198847265 forces.navales.benin@gmail.com (Primary)

ccom.depomn1@mil.bj (Secondary)

Cameroon +237 33420133 +237 33426797 georgescracite.menye@pad.cm

Cape Verde +238 2324342 +238 2324343 armindo.graca@imp.cv

Congo +242 940052 +242 940052 info@papn-cg.org

Congo (Dem Rep) +243 815193396

+243 813663357

coord.nat.rsmrdc@gmail.com

patrickmusitumbu2@gmail.com

France (CELANT) +33 298220619 +33 298377658 combrest.infonaut@premar-atlantique.gouv.fr

www.premar-atlantique.gouv.fr

Gabon +241 66052111

+241 06271776

+241 62868913

departmentj@gmail.com

lelebertrand8@gmail.com

Gambia, The +220 4229940

+220 9977038

+220 4227268 info@gambiaports.gm

kmanneh@gambiaports.gm

https://gambiaports.gm/

Ghana +233 271823283 marilyn.eghan@ghanamaritime.org

www.ghanaports.gov.gh

Guinea +224 622444630

+224 622125186

+224 622621889

+224 30413577 dnmm.guinee@gmail.com

dnmmgn@yahoo.fr

dnmm@dnmm-guinee.com

Guinea Bissau +245 966 786707 albertipote@gmail.com

Ivory Coast +225 21238430

+225 21238431

+225 21238115 cor.navareaci@gmail.com

Seydou.sangare@paa-ci.org

Liberia +231 777092229

+231 777290158

+231 777084777

+231 886889738

+231 770323474

mrmrcc@lima.gov.lr

mrcc.monrovia@yahoo.fr

Mauritania +222 45256104

+222 36361300

+222 5256104 dmm.dir@peches.gov.mr

tolbamoctar@yahoo.fr

tolba@mauritanie.mr

Morocco +212 5 22294028

+212 6 50890829

dhoc-cdiv-mr@far.ma

Nigeria +234 809 5039888 +234 809 5039777 info@nha.gov.ng

msi@nha.gov.ng

www.nnho.ng

Portugal +351 214 401950

+351 210 984454

+351 214 401954

+351 211 938442

avisos.navegacao@marinha.pt

Continued on next page

Wk51/25
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MARTINIQUE AND FRENCH GUIANA (Continued)

Telephone Fax Others/Ship Earth Stations (SES)

MRCC FORT-DE-FRANCE
(CROSSAG) (Cospas-Sarsat SPOC)

+596 596 709292
196 (Free number
only from French
territory)

Inmarsat C: 422799024
422799244

Inmarsat Fleet: 776300406
email: antilles@mrccfr.eu

MRSC CAYENNE (FRENCH
GUIANA)

+594 594 304444 +594 594 395589 email: cayenne@mrscfr.eu
mrsc@netfag.fr

French Bulletin 46/25 (RSDRA2025000545679) 51/25

MONTSERRAT (UK) See diagram R7

National SAR Agency: Police Headquarters
Address: Woodlands, Montserrat
Telephone: +1 664 4912555

+1 664 4912791 (Port Authority)
Fax: +1 664 4918013

MRCC Fort-de-France is responsible for coordinating Search and Rescue operations in association with Montserrat Marine Police Unit.

Continuous listening watch is maintained on VHF Ch 16 and HF 7850 kHz. Preferred inter RCC language is English.

Telephone Fax Others/Ship Earth Stations (SES)

MRCC FORT-DE-FRANCE (CROSS
AG) (Cospas-Sarsat SPOC)

+596 596 709292
196 (Free number
only from French
territory)

Inmarsat C: 422799024
422799244

Inmarsat Fleet: 776300406
email: antilles@mrccfr.eu

French Bulletin 46/25 (RSDRA2025000545679) 51/25

SAINT KITTS & NEVIS See diagram R7

National SAR Agency: Saint Kitts & Nevis Defence Force Coast Guard
Address: P.O. Box 189, Coast Guard Base, Basseterre, Saint Kitts
Telephone: +1 869 4658384
Fax: +1 869 4658406

+1 869 4667312

MRCC Fort-de-France is responsible for coordinating Search and Rescue operations in association with Saint Kitts & Nevis Defence
Force Coast Guard. Preferred inter RCC language is English.

Telephone Fax Others/Ship Earth Stations (SES)

MRCC FORT-DE-FRANCE (CROSS
AG) (Cospas-Sarsat SPOC)

+596 596 709292
196 (Free number
only from French
territory)

Inmarsat C: 422799024
422799244

Inmarsat Fleet: 776300406
email: antilles@mrccfr.eu

French Bulletin 46/25 (RSDRA2025000545679) 51/25

PAGE 369, NAVAREA IV.
MONTSERRAT (UK).
Delete entry and replace by:

PAGE 370, NAVAREA IV.
SAINT KITTS & NEVIS.
Delete entry and replace by:

Wk51/25
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PAGE 371, NAVAREA IV.
SAINT LUCIA.
Delete entry and replace by:

SAINT LUCIA See diagram R7

National SAR Agency: Royal Saint Lucia Police Force
Address: Marine Police Unit, P.O. Box 109, Castries, Saint Lucia
Telephone: +1 758 456 3870
Fax: +1 758 45 22261

MRCC Fort-de-France is responsible for coordinating Search and Rescue operations in association with Royal Saint Lucia Police
Force.

On Saint Lucia, Castries Port Authority Radio is used for vessels in distress and requiring assistance, and maintains a continuous
listening watch on VHF Ch 16 and 2182 kHz for distress calls.

Telephone Fax Others/Ship Earth Stations (SES)

MRCC FORT-DE-FRANCE (CROSS
AG) (Cospas-Sarsat SPOC)

+596 596 709292
196 (Free number
only from French
territory)

Inmarsat C: 422799024
422799244

Inmarsat Fleet: 776300406
email: antilles@mrccfr.eu

French Bulletin 46/25 (RSDRA2025000545679) 51/25

NORWAY (BJØRNØYA) See diagram R18

National SAR Agency: Norwegian Search and Rescue Agency
Address: P.O. Box 1016, 8001 Bodø, Norway
Telephone: +47 75559300
email: post@jrcc.no
Website: www.jrcc.no/english/

The Coast Radio Station monitors all the maritime emergency channels: VHF DSC (Ch 70) VHF voice (Ch 16) MF DSC distress
(2187,5 kHz) follow up on voice channel 2182 kHz

In addition the Coast Radio Station monitor the following channels 24-7: MF DSC international (2189,5 kHz) All VHF working channels

Ships are encouraged to contact the Norwegian Coast Radio Station using digital selective Call (DSC). Using MMSI 002570000 in the
call, the system automatically selects the nearest Norwegian Coast Radio Station.

Coastal Radio ended listening to all MF voice channels from March 1 2018. From this date only DSC will be monitored.

All voice channels will still be in operation, but only after callback using DSC.

Telephone +47 Fax +47 Others/Ship Earth Stations (SES)

JRCC BODØ 75559000
(Alarm/Operations)
75559300

75524200 AFTN: ENBOYCYX
Inmarsat C: 425999999
Inmarsat Fleet: 764816062
email: mailto@jrcc-bodoe.no (Admin)

operations@jrcc-bodoe.no (Operations)

NORWEGIAN COASTAL RADIO
NORTH

75528925 email: kystradio.nord@hovedredningssentralen.no

JCC North Norway correspondence (RSDRA2025000544403) 51/25

PAGE 411, NAVAREA XIX.
NORWAY (BJØRNØYA).
Delete entry and replace by:

Wk51/25
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PAGE 412, NAVAREA XIX.
NORWAY (SVALBARD).
Delete entry and replace by:

NORWAY (SVALBARD) See diagram R18

National SAR Agency: Norwegian Search and Rescue Agency
Address: P.O. Box 1016 , 8001 Bodø, Norway
Telephone: +47 75559300
email: post@jrcc.no
Website: www.jrcc.no/english/

The Coast Radio Station monitors all the maritime emergency channels: VHF DSC (Ch 70) VHF voice (Ch 16) MF DSC distress
(2187,5 kHz) follow up on voice channel 2182 kHz

In addition the Coast Radio Station monitor the following channels 24-7: MF DSC international (2189,5 kHz) All VHF working channels

Ships are encouraged to contact the Norwegian Coast Radio Station using digital selective Call (DSC). Using MMSI 002570000 in the
call, the system automatically selects the nearest Norwegian Coast Radio Station.

Coastal Radio ended listening to all MF voice channels from March 1 2018. From this date only DSC will be monitored.

All voice channels will still be in operation, but only after callback using DSC.

The responsibility for all other incidents is assumed by MRCC Reykjavik, Iceland.

Telephone +47 Fax +47 Others/Ship Earth Stations (SES)

JRCC BODØ 75559000 75524200 AFTN: ENBOYCYX
Inmarsat C: 425999999
Inmarsat Fleet: 764816062
email: operations@jrcc-bodoe.no

NORWEGIAN COASTAL RADIO
NORTH

75528925 email: kystradio.nord@hovedredningssentralen.no

JRCC North Norway correspondence (RSDRA2025000544403) 51/25
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1

VOLUME 6, NP286(1), Sixth Edition, 2025
Published Wk 20/25

––––––––––––––––––
(Last Updates: Weekly Edition No. 50 dated 11 December 2025)

PAGE 114, IRELAND, BURTONPORT.
Delete entry and replace by:

BURTONPORT 54°59′N 8°27′W
UNCTAD LOCODE: IE BUR

Pilots
PROCEDURE:
(1) Pilotage is recommended for vessels without local knowledge.
(2) Pilot boards in position 55°01′·00N 8°29′·00W.

Port
CONTACT DETAILS:

Hr Mr
VHF Channel: Ch 16; 06 12
Telephone: +353(0)74 9542418
 +353(0)87 3354831 (Mobile)
E-mail: nmcgettigan@donegalcoco.ie

Port Authority
Telephone: +353(0)74 9172222
E-mail: info@donegalcoco.ie
Website: www.donegalcoco.ie

Daily local ferries
VHF Channel: Ch 11

NOTE:
Port is operated by Donegal County Council.

Burtonport Harbour Master correspondence, (RSDRA2025000554843), 51/25

PAGE 128, IRELAND, SHANNON ESTUARY, Pilots, PROCEDURE 
section.
Delete and replace by:

PROCEDURE:
(1) Pilotage is compulsory for all vessels of over 50 gt in the pilotage district.
(2) Notice of ETA: Vessels must comply with S.I. 573 of 2010 and upload Pre-
Arrivals information via the SafeSeasNet portal at least 24h in advance or as soon as 
practicable if leaving from a Port within 24h steaming time.
(3) Subsequent changes to ETA should be noti ed.
(4) Pilot boards in the following areas:

(a) 52°32′·52N 9°50′·20W (Pilot boarding area No 1 (2 n miles W of Ballybunnion 
Lt buoy) for vessels over 13m draught)

(b) 52°33′·43N 09°43′·76W (Pilot boarding area No 2 (see NOTES) for vessels 
greater than 20 000 gt)

(c) 52°35′·34N 09°37′·35W (Pilot boarding area No 3 for vessels greater than 
5000 gt)

(d) 52°36′·10N 09°28′·63W (Pilot boarding position No 4 for vessels less than 
5000 gt)

Shannon Foynes Port Company correspondence, (RSDRA2025000557931), 51/25

PAGES 291 & 293, UNITED KINGDOM, DUNDEE.
Delete entry and replace by:

DUNDEE 56°28′N 2°55′W
UNCTAD LOCODE: GB DUN

See diagram DUNDEE VESSEL TRAFFIC SERVICE.

Pilots
HOURS: H24

PROCEDURE:
(1) Pilotage is compulsory for the following:

(a) All vessels carrying passengers but excludes local ferries and pleasure craft
(b) Vessels of 40m LOA and more
(c) Dredgers and other craft of 85m LOA and more, engaged in dredging or 

involved in civil engineering operations or anti-pollution activities within the 
pilotage area

(d) Tankers carrying hazardous cargoes (as de ned by IMDG Code) or which are 
not gas-free

(2) Pilot boards as follows:
(a) Passenger vessels, vessels carrying dangerous goods, vessels over 90m LOA 

and any other vessel that speci cally requests: Near the Fairway Lt buoy in 
position: 56°28′·74N 2°37′·68W (Outer)

(b) Tankers less than 90m LOA, in ballast but not gas-free: 56°27′·34N 2°45′·59W 
(Inner), (providing all pre-arrival checks are in order)

(c) All other vessels: 56°27′·34N 2°45′·59W (Inner)

Vessel Traffi  c Service
NOTE:
Dundee Harbour Radio is part of the Forth & Tay Navigation Service (see FORTH 
PORTS Ltd, Vessel Traffi  c Service).

CONTACT DETAILS:
Call: Dundee Harbour Radio
VHF Channel: Ch 12

REPORTING POINTS:
Vessels inward-bound and outward-bound from the River Tay are required to report to 
Dundee Harbour Radio on VHF Ch 12 when passing the following positions:
(1) Inward-bound vessels: 

(a) Fairway Reporting Point (56°28′·59N 2°37′·86W)
(b) Inner Reporting Point (56°27′·24N 2°41′·04W)
(c) Lady Lt buoys (56°27′·27N 2°46′·76W)
(d) Newcome Lt buoy (56°27′·80N 2°53′·40W)

(2) Inward-bound vessels to Perth: Clear of the rail bridge
(3) Outward-bound vessels from Perth: 

(a) Entering western limit at Balmerino
(b) Clear of the bridges

(4) Outward-bound vessels: 
(a) Lady Lt buoys (56°27′·27N 2°46′·76W)
(b) Inner Reporting Point (56°27′·24N 2°41′·04W)
(c) Fairway Reporting Point (56°28′·59N 2°37′·86W)

Port
CONTACT DETAILS:

Call: Dundee Harbour Radio
VHF Channel: Ch 12
Telephone: +44(0)1324 498584
Fax: +44(0)1324 668480
E-mail: ftns@forthports.co.uk
Website: www.forthports.co.uk/dundee/

HOURS: H24

PROCEDURE:
(1) Notice of ETA: Vessels must provide notice as follows:

(a) Vessels must advise of their arrival by submitting a Proposed Vessel Movement 
form through their nominated agents

(b) Vessels should send ETA at the Fairway Lt buoy (56°28′·91N 2°37′·34W) at 
least 6h in advance and amended ETA up to 2h in advance

continued on next page
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VOLUME 6, NP286(1), Sixth Edition, 2025
Published Wk 20/25

––––––––––––––––––
(Last Updates: Weekly Edition No. 50 dated 11 December 2025)

PAGE 114, IRELAND, BURTONPORT.
Delete entry and replace by:

BURTONPORT 54°59′N 8°27′W
UNCTAD LOCODE: IE BUR

Pilots
PROCEDURE:
(1) Pilotage is recommended for vessels without local knowledge.
(2) Pilot boards in position 55°01′·00N 8°29′·00W.

Port
CONTACT DETAILS:

Hr Mr
VHF Channel: Ch 16; 06 12
Telephone: +353(0)74 9542418
 +353(0)87 3354831 (Mobile)
E-mail: nmcgettigan@donegalcoco.ie

Port Authority
Telephone: +353(0)74 9172222
E-mail: info@donegalcoco.ie
Website: www.donegalcoco.ie

Daily local ferries
VHF Channel: Ch 11

NOTE:
Port is operated by Donegal County Council.

Burtonport Harbour Master correspondence, (RSDRA2025000554843), 51/25

PAGE 128, IRELAND, SHANNON ESTUARY, Pilots, PROCEDURE 
section.
Delete and replace by:

PROCEDURE:
(1) Pilotage is compulsory for all vessels of over 50 gt in the pilotage district.
(2) Notice of ETA: Vessels must comply with S.I. 573 of 2010 and upload Pre-
Arrivals information via the SafeSeasNet portal at least 24h in advance or as soon as 
practicable if leaving from a Port within 24h steaming time.
(3) Subsequent changes to ETA should be noti ed.
(4) Pilot boards in the following areas:

(a) 52°32′·52N 9°50′·20W (Pilot boarding area No 1 (2 n miles W of Ballybunnion 
Lt buoy) for vessels over 13m draught)

(b) 52°33′·43N 09°43′·76W (Pilot boarding area No 2 (see NOTES) for vessels 
greater than 20 000 gt)

(c) 52°35′·34N 09°37′·35W (Pilot boarding area No 3 for vessels greater than 
5000 gt)

(d) 52°36′·10N 09°28′·63W (Pilot boarding position No 4 for vessels less than 
5000 gt)

Shannon Foynes Port Company correspondence, (RSDRA2025000557931), 51/25

PAGES 291 & 293, UNITED KINGDOM, DUNDEE.
Delete entry and replace by:

DUNDEE 56°28′N 2°55′W
UNCTAD LOCODE: GB DUN

See diagram DUNDEE VESSEL TRAFFIC SERVICE.

Pilots
HOURS: H24

PROCEDURE:
(1) Pilotage is compulsory for the following:

(a) All vessels carrying passengers but excludes local ferries and pleasure craft
(b) Vessels of 40m LOA and more
(c) Dredgers and other craft of 85m LOA and more, engaged in dredging or 

involved in civil engineering operations or anti-pollution activities within the 
pilotage area

(d) Tankers carrying hazardous cargoes (as de ned by IMDG Code) or which are 
not gas-free

(2) Pilot boards as follows:
(a) Passenger vessels, vessels carrying dangerous goods, vessels over 90m LOA 

and any other vessel that speci cally requests: Near the Fairway Lt buoy in 
position: 56°28′·74N 2°37′·68W (Outer)

(b) Tankers less than 90m LOA, in ballast but not gas-free: 56°27′·34N 2°45′·59W 
(Inner), (providing all pre-arrival checks are in order)

(c) All other vessels: 56°27′·34N 2°45′·59W (Inner)

Vessel Traffi  c Service
NOTE:
Dundee Harbour Radio is part of the Forth & Tay Navigation Service (see FORTH 
PORTS Ltd, Vessel Traffi  c Service).

CONTACT DETAILS:
Call: Dundee Harbour Radio
VHF Channel: Ch 12

REPORTING POINTS:
Vessels inward-bound and outward-bound from the River Tay are required to report to 
Dundee Harbour Radio on VHF Ch 12 when passing the following positions:
(1) Inward-bound vessels: 

(a) Fairway Reporting Point (56°28′·59N 2°37′·86W)
(b) Inner Reporting Point (56°27′·24N 2°41′·04W)
(c) Lady Lt buoys (56°27′·27N 2°46′·76W)
(d) Newcome Lt buoy (56°27′·80N 2°53′·40W)

(2) Inward-bound vessels to Perth: Clear of the rail bridge
(3) Outward-bound vessels from Perth: 

(a) Entering western limit at Balmerino
(b) Clear of the bridges

(4) Outward-bound vessels: 
(a) Lady Lt buoys (56°27′·27N 2°46′·76W)
(b) Inner Reporting Point (56°27′·24N 2°41′·04W)
(c) Fairway Reporting Point (56°28′·59N 2°37′·86W)

Port
CONTACT DETAILS:

Call: Dundee Harbour Radio
VHF Channel: Ch 12
Telephone: +44(0)1324 498584
Fax: +44(0)1324 668480
E-mail: ftns@forthports.co.uk
Website: www.forthports.co.uk/dundee/

HOURS: H24

PROCEDURE:
(1) Notice of ETA: Vessels must provide notice as follows:

(a) Vessels must advise of their arrival by submitting a Proposed Vessel Movement 
form through their nominated agents

(b) Vessels should send ETA at the Fairway Lt buoy (56°28′·91N 2°37′·34W) at 
least 6h in advance and amended ETA up to 2h in advance

continued on next page

VI

2

(2) Vessels should establish VHF contact when within range and provide the following:
(a) ETA at the Fairway Lt buoy
(b) Maximum draught
(c) Any defects, including defects and capability of vessel and/or personnel which 

may eff ect the safe navigation or manoeuvrability of the vessel
(d) Con rmation that a pilotage passage plan has been prepared including 

ADMIRALTY Chart 1481 or INT Chart 1543
(e) Con rmation that both anchors will be cleared and ready for use before 

proceeding past the Fairway Lt buoy
(f) Security information as per the ISPS code

(3) Vessels must call Dundee Harbour Radio on VHF at least 1h from the Fairway Lt 
buoy.
(4) All vessels equipped with VHF should report before entering or leaving the area.
(5) Vessels of 50gt and over berthed or anchored within the Port of Dundee harbour 
limit are required to request clearance prior to sailing. Once clearance is granted it will 
be valid for 15 mins and must be requested again if a vessel does not depart within that 
time.
(6) All vessels should test their engines astern before berthing at port, harbour, dock 
or terminal. Any defects or failure of the engine to go astern should be reported to the 
Forth & Tay Navigation Service and the berthing or docking aborted.

Tugs
CONTACT DETAILS:

Targe Towing
Telephone: +44(0)1382 878136
 +44(0)7749 044106 (Emergency)
E-mail: targeops@targetowing.co.uk
Website: www.targetowing.com/

PROCEDURE:
(1) Tug requirements are available from the port website.
(2) Towage is provided by Targe Towing.

Port of Dundee Marine Guidelines and Port Information 2025 & Targe Towing Website, 
(RSDRA2025000496708 & RSDRA2025000563530), 51/25

PAGES 415 & 416, UNITED KINGDOM, PORTSMOUTH, Port section.
Delete and replace by:

Port
CONTACT DETAILS:

King’s Harbour Master (KHM), Portsmouth
Call: Portsmouth VTS
VHF Channel: Ch 11 13
E-mail: portsmouth@khm.mod.uk
Website: www.royalnavy.mod.uk/khm/portsmouth

Assistant King’s Harbour Master (VTS)
Telephone: +44(0)23 92723694
 +44(0)23 92723689

Chief Admiralty Pilot
Telephone: +44(0)23 92723728

Commercial Port
Call: Portsmouth Harbour Radio
VHF Channel: Ch 11 (H24); 14
Telephone: +44(0)23 92855900
E-mail: info@portsmouth-port.co.uk
Website: www.portsmouth-port.co.uk

HOURS: H24

PORTSMOUTH HARBOUR FOG ROUTINE:
(1) Announced on VHF Ch 11 when visibility is so low that normal shipping movements 
would be dangerous (0·25 n miles). 
(2) Vessels requesting permission to proceed are required to have operational radar 
and communications equipment.

(Former update 20/25)

King’s Harbour Master Portsmouth correspondence, (RSDRA2025000563625), 51/25

PAGES 436 to 440, UNITED KINGDOM, SOUTHAMPTON, Vessel 
Traffi  c Service section.
Delete and replace by:

Vessel Traffi  c Service
SERVICES:
Southampton VTS will operate services as de ned by IMO resolution A.1158 (32) and 
MGN 401.

DESCRIPTION:
The service covers The Solent and Southampton Water, includes the Ports of 
Southampton and Portsmouth, and involves the monitoring and coordination of 
shipping movements.
(1) Southampton Vessel Traffi  c Service (VTS) coordinates the movement of all 
vessels of 20m LOA or over in The Solent and Southampton Water excluding Port of 
Portsmouth N of a line joining Gilkicker Pt and Horse Sand Fort Lt.
(2) Portsmouth Vessel Traffi  c Service (VTS) coordinates all shipping movements 
N of a line joining Gilkicker Pt and Horse Sand Fort Lt.

ONLINE BOOKING SYSTEM:
ABPnotify (www.abpnotify.co.uk) is an internet-based portal which allows the required 
information on vessel movements to be submitted electronically directly to the VTS 
data centre for review. The information is used by ABP for traffi  c management, berth 
allocation and regulatory purposes. Bookings will only be accepted if entered via ABP 
Notify. The noti cation is typically completed by a vessel’s agent but may also be 
submitted by a Master, vessel owner or berth operator. A login is required and may be 
obtained, along with instructions for use from the VTS data centre.

CONTACT DETAILS:

Southampton Vessel Traffi  c Service (VTS)
Call: Southampton VTS
VHF Channel: Ch 09 12
Telephone: +44(0)23 80608208 (H24)
E-mail: southamptonvts@abports.co.uk
 hmsouthampton@abports.co.uk (Hr Mr’s Department)
 port.planning@abports.co.uk (Port and Vessel Planning)
 Sotondg@abports.co.uk (Dangerous Goods Enquiries)
Website: www.southamptonvts.co.uk
 https://southamptonvts.co.uk/Vessel_Traffi  c_Services/Vessel_Booking_
Process/ (Vessel Booking Process)

King’s Harbour Master (KHM), Portsmouth
Call: Portsmouth VTS
VHF Channel: Ch 11 13
Telephone: +44(0)23 92723694
 +44(0)23 92723689 (Assistant King’s Harbour Master (VTS))
E-mail: portsmouth@khm.mod.uk
Website: www.royalnavy.mod.uk/khm/portsmouth

Solent Coastguard
Call: Solent Coastguard
VHF Channel: Ch 16; 67
Telephone: +44(0)23 92552100

continued on next column continued on next page
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PROCEDURE:
(1) All vessels carrying dangerous or polluting goods as classi ed in 
the International Maritime Dangerous Goods (IMDG) Code in Chapter 19 of the 
International Gas Carriers Code (IGC Code), in Chapter 17 of the International Bulk 
Carriers Code (IBC Code) and MARPOL (Annexes I, II and III) should comply with 
the Merchant Shipping (Traffi  c Monitoring and Reporting Requirements) 
Regulations 2004. (See GENERAL NOTES).
(2) The following procedures are mandatory for all vessels 20m LOA and over:
(3) Vessels are required to notify Southampton VTS prior to, during and on 
completion of any movement within the VTS area. All movements must be approved by 
Southampton VTS prior to execution. The primary means of making such a noti cation 
is via the ABPnotify online portal. A login is required for ABPnotify and may be 
obtained, along with instructions for use, from the VTS Data Centre.
(4) Inward-bound vessels should establish contact with Southampton VTS on VHF 
Ch 12 when approaching the Nab or the Needles. Report should include:

(a) Vessel’s name, call sign and nationality
(b) Maximum saltwater draught forward and aft, LOA and beam
(c) Destination and last port of call 
(d) ETAs at various locations as requested
(e) De ciencies or restrictions of the vessel, navigation equipment, machinery and 

cargo
(f) Pilot ladders comply with SOLAS Chapter V, Regulation 23
(g) Number of persons on board
(h) Any changes to information previously given
(i) Unseaworthy, damaged vessels, or from which oil or dangerous substances 

are escaping or liable to escape, should obtain permission before entering the 
Ports of Southampton or Portsmouth

(j) Vessels over 220m LOA shall inform Southampton VTS of their planned turning 
point at the West Bramble turn and, on request, at the Calshot turn. The vessel 
should establish communication with the Assistant Hr Mr on a dedicated radio 
frequency before passing the Prince Consort buoy

(5) Vessels Proceeding to/from anchor must report to Southampton VTS on VHF 
Ch 12 as follows:

(a) Prior to letting go their anchor and when all brought up 
(b) 30 mins before getting underway advising of their intended destination and 

route
(6) Vessels requiring to anchor in the small ship anchorage are to seek 
permission from Southampton VTS (VHF Ch 12) before entering the Western Approach 
Channel (Thorn Channel) or North Channel (also applies to outward-bound vessels).
(7) Vessels within the Southampton VTS Area should maintain a continuous 
listening watch on VHF Ch 12 (VHF Ch 11 should be used by all vessels underway in 
Portsmouth, N of Outer Spit buoy. Portsmouth VTS may instruct vessels to use VHF 
Ch 13 instead of VHF Ch 11; vessels requiring to use VHF Ch 13 should  rst obtain 
permission from Portsmouth VTS on VHF Ch 11). In addition, vessels should report:

(a) When passing the designated Reporting Points
(b) 30 mins before getting underway from an anchorage in The Solent to 

Southampton VTS (making an inward or outward report, as appropriate); 
vessels bound for Portsmouth should also report to Portsmouth VTS stating 
ETA Outer Spit Lt buoy

(c) On berthing
(d) When anchored prior to berthing or seeking shelter
(e) When a Pilot has boarded
(f) Immediately before getting underway from an anchorage or berth
(g) In cases where a vessel will not be ready to commence a movement within 

the VTS Area at the agreed slot time the Master, ship owner, agent or berth 
operator must inform Southampton VTS immediately

(8) Vessels outward-bound or shifting berth should report to Southampton VTS 
on VHF Ch 12 as follows:

(a) From Port of Southampton: at least 30 mins before leaving berth stating:
(i) Vessel’s name and call sign
(ii) Con rmation of sailing time
(iii) Maximum saltwater draught, LOA and beam
(iv) Any de ciencies or restrictions of the vessel, navigation equipment, 

machinery and cargo
(v) Tug working frequency, if appropriate
(vi) ETAs at various locations as requested
(vii) Next port of call

(b) Prior to departing a berth or heaving anchor, to request formal traffi  c clearance 
from the VTS. VTS Offi  cers will issue clear instructions regarding movement 
timing and sequencing to ensure safe integration with other commercial traffi  c

(c) Once underway
(d) From Port of Portsmouth: On passing Southsea War Memorial
(e) From Langstone Harbour: On passing the Langstone Fairway Pile

(9) In addition, vessels in Portsmouth Harbour should request permission from 
Portsmouth VTS before leaving berth.
(10) If in restricted visibility, a broadcast is required to be made, the VTS broadcast 
shall be made on Ch 14 preceded by a ‘Securite’ announcement on VHF Channels 16 
& 12 to warn mariners in the VTS area of the presence or likely presence of restricted 
visibility.
(11) Before any bunkering operation commences, the bunker barge Master is to liaise 
with “Southampton VTS” on VHF Channel 12. Bunkering is not to take place in the 
hours of darkness without written permission from the Harbour Master.

LNG VESSELS BUNKERING:
(1) LNG Vessels must notify Southampton VTS via VHF Ch 12 on completion of 
Bunkering Operations.
(2) During LNG operations an exclusion zone is in place. Tugs and Enforcement 
Vessels may be permitted to enter with approval from Southampton VTS.

REPORTING POINTS:
(1) Vessels should report to Southampton VTS on VHF Ch 12 when passing the 
Reporting Points stated below and when the vessel is all fast at the berth/anchor has 
been brought up.
(2) Vessels bound for Portsmouth should report to Portsmouth VTS on VHF Ch 11, 
when passing the additional Reporting Points below.
(3) Vessels bound to Portsmouth should con rm ETA at Outer Spit Buoy one hour in 
advance.
(4) After reporting, such vessels should resume listening watch on VHF Chs 11 and 12 
until entering the Portsmouth main channel. At this point a vessel may choose to listen 
to VHF Ch 11 only. 
(5) Inward-bound vessels:

Reporting Point Southampton VTS (VHF 
Ch 12)

Portsmouth VTS (VHF 
Ch 11)

Solent East Approach

On an arc 10 n miles 
from the Nab Tower Lt 
(50°40′·08N 0°57′·15W) √

50°36′·37N 0°58′·14W 
(Vessels constrained by 
draught)

√

50°38′·10N 0°57′·29W 
(Vessels constrained by 
draught)

√

Nab Tower (or when 
Pilot boarded) specify 
distance E or W of tower √

When passing latitude 50 
40.0N giving position as 
a distance east or west 
of Nab Tower

√

Gas tankers; before 
navigating between 
Warner and N Sturbridge 
Lt buoys √

When between Horse 
Sand Fort and No Man’s 
Land Fort requesting 
permission to enter the 
main channel

√

Passing between No 
Man’s Land Fort and 
Horse Sand Fort

√

Before entering the 
Swashway Channels √

S. Ryde Middle Lt buoy
√

continued on next column continued on next page
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PROCEDURE:
(1) All vessels carrying dangerous or polluting goods as classi ed in 
the International Maritime Dangerous Goods (IMDG) Code in Chapter 19 of the 
International Gas Carriers Code (IGC Code), in Chapter 17 of the International Bulk 
Carriers Code (IBC Code) and MARPOL (Annexes I, II and III) should comply with 
the Merchant Shipping (Traffi  c Monitoring and Reporting Requirements) 
Regulations 2004. (See GENERAL NOTES).
(2) The following procedures are mandatory for all vessels 20m LOA and over:
(3) Vessels are required to notify Southampton VTS prior to, during and on 
completion of any movement within the VTS area. All movements must be approved by 
Southampton VTS prior to execution. The primary means of making such a noti cation 
is via the ABPnotify online portal. A login is required for ABPnotify and may be 
obtained, along with instructions for use, from the VTS Data Centre.
(4) Inward-bound vessels should establish contact with Southampton VTS on VHF 
Ch 12 when approaching the Nab or the Needles. Report should include:

(a) Vessel’s name, call sign and nationality
(b) Maximum saltwater draught forward and aft, LOA and beam
(c) Destination and last port of call 
(d) ETAs at various locations as requested
(e) De ciencies or restrictions of the vessel, navigation equipment, machinery and 

cargo
(f) Pilot ladders comply with SOLAS Chapter V, Regulation 23
(g) Number of persons on board
(h) Any changes to information previously given
(i) Unseaworthy, damaged vessels, or from which oil or dangerous substances 

are escaping or liable to escape, should obtain permission before entering the 
Ports of Southampton or Portsmouth

(j) Vessels over 220m LOA shall inform Southampton VTS of their planned turning 
point at the West Bramble turn and, on request, at the Calshot turn. The vessel 
should establish communication with the Assistant Hr Mr on a dedicated radio 
frequency before passing the Prince Consort buoy

(5) Vessels Proceeding to/from anchor must report to Southampton VTS on VHF 
Ch 12 as follows:

(a) Prior to letting go their anchor and when all brought up 
(b) 30 mins before getting underway advising of their intended destination and 

route
(6) Vessels requiring to anchor in the small ship anchorage are to seek 
permission from Southampton VTS (VHF Ch 12) before entering the Western Approach 
Channel (Thorn Channel) or North Channel (also applies to outward-bound vessels).
(7) Vessels within the Southampton VTS Area should maintain a continuous 
listening watch on VHF Ch 12 (VHF Ch 11 should be used by all vessels underway in 
Portsmouth, N of Outer Spit buoy. Portsmouth VTS may instruct vessels to use VHF 
Ch 13 instead of VHF Ch 11; vessels requiring to use VHF Ch 13 should  rst obtain 
permission from Portsmouth VTS on VHF Ch 11). In addition, vessels should report:

(a) When passing the designated Reporting Points
(b) 30 mins before getting underway from an anchorage in The Solent to 

Southampton VTS (making an inward or outward report, as appropriate); 
vessels bound for Portsmouth should also report to Portsmouth VTS stating 
ETA Outer Spit Lt buoy

(c) On berthing
(d) When anchored prior to berthing or seeking shelter
(e) When a Pilot has boarded
(f) Immediately before getting underway from an anchorage or berth
(g) In cases where a vessel will not be ready to commence a movement within 

the VTS Area at the agreed slot time the Master, ship owner, agent or berth 
operator must inform Southampton VTS immediately

(8) Vessels outward-bound or shifting berth should report to Southampton VTS 
on VHF Ch 12 as follows:

(a) From Port of Southampton: at least 30 mins before leaving berth stating:
(i) Vessel’s name and call sign
(ii) Con rmation of sailing time
(iii) Maximum saltwater draught, LOA and beam
(iv) Any de ciencies or restrictions of the vessel, navigation equipment, 

machinery and cargo
(v) Tug working frequency, if appropriate
(vi) ETAs at various locations as requested
(vii) Next port of call

(b) Prior to departing a berth or heaving anchor, to request formal traffi  c clearance 
from the VTS. VTS Offi  cers will issue clear instructions regarding movement 
timing and sequencing to ensure safe integration with other commercial traffi  c

(c) Once underway
(d) From Port of Portsmouth: On passing Southsea War Memorial
(e) From Langstone Harbour: On passing the Langstone Fairway Pile

(9) In addition, vessels in Portsmouth Harbour should request permission from 
Portsmouth VTS before leaving berth.
(10) If in restricted visibility, a broadcast is required to be made, the VTS broadcast 
shall be made on Ch 14 preceded by a ‘Securite’ announcement on VHF Channels 16 
& 12 to warn mariners in the VTS area of the presence or likely presence of restricted 
visibility.
(11) Before any bunkering operation commences, the bunker barge Master is to liaise 
with “Southampton VTS” on VHF Channel 12. Bunkering is not to take place in the 
hours of darkness without written permission from the Harbour Master.

LNG VESSELS BUNKERING:
(1) LNG Vessels must notify Southampton VTS via VHF Ch 12 on completion of 
Bunkering Operations.
(2) During LNG operations an exclusion zone is in place. Tugs and Enforcement 
Vessels may be permitted to enter with approval from Southampton VTS.

REPORTING POINTS:
(1) Vessels should report to Southampton VTS on VHF Ch 12 when passing the 
Reporting Points stated below and when the vessel is all fast at the berth/anchor has 
been brought up.
(2) Vessels bound for Portsmouth should report to Portsmouth VTS on VHF Ch 11, 
when passing the additional Reporting Points below.
(3) Vessels bound to Portsmouth should con rm ETA at Outer Spit Buoy one hour in 
advance.
(4) After reporting, such vessels should resume listening watch on VHF Chs 11 and 12 
until entering the Portsmouth main channel. At this point a vessel may choose to listen 
to VHF Ch 11 only. 
(5) Inward-bound vessels:

Reporting Point Southampton VTS (VHF 
Ch 12)

Portsmouth VTS (VHF 
Ch 11)

Solent East Approach

On an arc 10 n miles 
from the Nab Tower Lt 
(50°40′·08N 0°57′·15W) √

50°36′·37N 0°58′·14W 
(Vessels constrained by 
draught)

√

50°38′·10N 0°57′·29W 
(Vessels constrained by 
draught)

√

Nab Tower (or when 
Pilot boarded) specify 
distance E or W of tower √

When passing latitude 50 
40.0N giving position as 
a distance east or west 
of Nab Tower

√

Gas tankers; before 
navigating between 
Warner and N Sturbridge 
Lt buoys √

When between Horse 
Sand Fort and No Man’s 
Land Fort requesting 
permission to enter the 
main channel

√

Passing between No 
Man’s Land Fort and 
Horse Sand Fort

√

Before entering the 
Swashway Channels √

S. Ryde Middle Lt buoy
√
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Solent West Approach
Needles Channel 
Fairway Lt buoy √

Yarmouth, Isle of Wight √

Between West and East 
Lepe Lt Buoys √

Prince Consort Lt buoy, 
Cowes Roads √

When entering the 
Swashway Channel 
requesting permission to 
enter the Bar Channel

√

Abeam the Mary Rose 
Lt Buoy requesting 
permission to enter the 
main channel

√

Southampton Water
Calshot Castle/Hook 
Lt buoy √

(6) Outward-bound vessels: 

Reporting Point Southampton VTS 
(VHF Ch 12)

Portsmouth VTS (VHF 
Ch 11)

Southampton Water

Pier Head, Southampton √

Crosshouse Bn, R. Itchen √

Hythe Pier √

Calshot Castle/Hook Lt 
buoy √

Gas tankers; before 
navigating between 
Warner and N Sturbridge 
Lt buoys

√

Portsmouth

Southsea War Memorial √

Solent (Eastward)
Passing between No 
Man’s Land Fort and 
Horse Sand Fort

√

50°42′·72N 0°58′·73W 
(Vessels constrained by 
draught) √

Nab Tower, specify 
distance E or W of tower √

The Solent (Westward)

Yarmouth, Isle of Wight √

Needles fairway buoy √

RADAR SERVICE AREA:
Radar coverage is available throughout the area monitored by Southampton VTS (see 
diagram THE SOLENT, SOUTHAMPTON AND PORTSMOUTH VESSEL TRAFFIC 
SERVICES).

RADAR ASSISTANCE:
Available on request to Southampton Vessel Traffi  c Service (VTS). Vessels can be 
supplied with continuous information about their progress relative to navigational 
marks, other vessels, channel margins and West Bramble and Calshot turns.

TRAFFIC INFORMATION BROADCASTS:
Southampton VTS will transmit traffi  c and information broadcasts using appropriate 
message markers (pre x) as required listed in G1132 VTS Voice Communication and 
Phraseology. 

INCIDENT REPORTS:
(1) Any incident that re ects on safe port operation is to be reported immediately to the 
Southampton VTS on VHF Ch 12, or by telephone to Southampton VTS if within the 
limits of the Port of Southampton, or to the King’s Harbour Master (KHM) Portsmouth 
on VHF Ch 11 or 13 when within the limits of the Dockyard Port of Portsmouth. 
Alternatively, contact can be made by telephone and followed by a written report if 
requested. Downloadable ‘Solent Accident and Incident Report’ forms for Mariners, 
or the ‘Pilotage Incident Report (PIR1)’ for Pilot/PEC Holders, are both available 
from the Port’s website www.southamptonvts.co.uk and can be completed/forwarded 
electronically to the email address provided.
(2) Such incidents are considered to be those that involve:

(a) Damage to vessels
(b) Movement of or damage to navigational marks
(c) Damage to shore facilities whether or not aff ecting the use of such facilities
(d) Close quarters situations between two or more vessels, which result in 

emergency action on the part of the vessels involved
(e) Other ‘near miss’ incidents with the potential to have caused injury or damage

(3) Vessels are additionally requested to report any potential risks encountered in 
harbour or pilotage waters by use of the ‘Potential Risk Report’ pro forma available on 
the port website.
(4) In cases when damage is caused to commercial installations the Hr Mr, 
Southampton or Port Manager, Portsmouth is also to be informed.
(5) Vessels which have sustained damage outside the limits of the Port of 
Southampton or the Dockyard Port of Portsmouth which aff ects, or is likely to aff ect, 
the seaworthiness of the vessel, or if oil or dangerous or in ammable substances are 
escaping or are likely to escape from the vessel, must inform the Hr Mr before entering 
the Port of Southampton or the KHM Portsmouth before entering the Dockyard Port of 
Portsmouth. Such vessels are to wait outside the port limits until permission to enter is 
given by the Hr Mr or KHM as relevant.
(6) Advice to the Hr Mr may be sent to Southampton VTS on VHF Ch 12. Advice to the 
KHM may be sent on VHF Ch 11.
(7) In order that oil pollution may be eff ectively dealt with, vessels and recreational craft 
sighting signi cant patches of oil in the sea in the Port of Southampton, Southampton 
Water, The Solent and Portsmouth Harbour are invited to report the sighting stating:

(a) Position
(b) Extent
(c) Description (e.g. light  lm, slick, heavy black, crude etc.)
(d) Direction of movement if possible

(8) Reports should be made by VHF or telephone to the following:
(a) Hr Mr Southampton 
(b) KHM Portsmouth
(c) In the case of recreational craft: HM Solent Coastguard

(9) These reports will be forwarded to the appropriate authorities who will then put into 
operation all the necessary action to deal with the pollution.

SOLENT MARITIME FRAMEWORK:
See diagram SOLENT AND SOUTHAMPTON WATER STATUTORY AREAS OF 
RESPONSIBILITY.

(Former updates 20/25 & 46/25)

King’s Harbour Master Portsmouth correspondence, (RSDRA2025000563625), 51/25

continued on next column
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PAGE 458, UNITED KINGDOM, TEIGNMOUTH, Port, CONTACT 
DETAILS, Port (ABP) section.
Delete and replace by:

Port (ABP) Discharging Operational
Telephone: +44(0)1626 774044
Fax: +44(0)1626 776240
E-mail: teignmouth@abports.co.uk
Website: www.abports.co.uk

Teignmouth Harbour Commission Harbour Master correspondence, (RSDRA2025000563525), 
51/25

––––––––––––––––––––––––––––––

VOLUME 6, NP286(2), Sixth Edition, 2025
Published Wk 23/25

––––––––––––––––––
(Last Updates: Weekly Edition No. 50 dated 11 December 2025)

PAGE 58, DENMARK, THYBORØN, Limfjorden, Port, PROCEDURE 
section.
Delete and replace by:

PROCEDURE:
(1) Cargo and passenger vessels must send the following documents to the Hr Mr by 
e-mail at least 72h or if not possible at least 24h before arrival:

(a) nt/gt 
(b) dwt
(c) LOA
(d) Width
(e) Draught
(f) Number of crew
(g) Owner
(h) Flag
(i) Agent
(j) VAT number 
(k) Contact information
(l) Purpose of call
(m) Last port
(n) Next port
(o) Load and quantity
(p) Copy of cargo documents
(q) Waste declaration

(2) All vessels must notify the Hr Mr in good time in advance by telephone, VHF, or 
e-mail, stating the following:

(a) Vessel’s name 
(b) Call sign
(c) Nationality
(d) Draught
(e) Last port
(f) Purpose of the call

(3) Foreign vessels and vessels that are ISPS certi ed must report via SafeSeaNet 
before arrival at port. 
(4) Vessels that are to depart or delay must obtain permission from the Hr Mr no later 
than 15 mins in advance. 
(5) If departure is delayed by more than 10 mins, a corrected noti cation must be given 
to the Hr Mr immediately.

The Danish Harbour Pilot Update Nov 2025, (RSDRA2025000545642), 51/25

––––––––––––––––––––––––––––––

VOLUME 6, NP286(6), Sixth Edition, 2025
Published Wk 01/25

––––––––––––––––––
(Last Updates: Weekly Edition No. 50 dated 11 December 2025)

PAGE 319, JAPAN, UBE, Honshu, Pilots, PROCEDURE section.
Delete and replace by:

PROCEDURE:
(1) Harbour pilotage is not compulsory but is recommended.
(2) Pilot boards in the following positions:

(a) Port: In the Quarantine Anchorage centred on position 33°53′·44N 131°13′·10E
(b) Seibu Sekiya Terminal: Approximately 0·3 n miles NE of the Sea Berth 

(33°50′·00N 131°12′·83E)

Japanese Coast Guard Publication 303/25 & Supp 2/25, (RSDRA2025000534019), 51/25

––––––––––––––––––––––––––––––

VOLUME 6, NP286(7), Sixth Edition, 2025
Published Wk 06/25

––––––––––––––––––
(Last Updates: Weekly Edition No. 50 dated 11 December 2025)

PAGES 101 & 102, CHILE, CORONEL.
Delete entry and replace by:

CORONEL 37°02′S 73°09′W
UNCTAD LOCODE: CL CNL

Pilots
CONTACT DETAILS:

VHF Channel: Ch 09

HOURS: H24

PROCEDURE:
(1) Pilotage is compulsory for Chilean and foreign vessels calling at or navigating to 
the piers and terminals within the jurisdiction of the Coronel Port Authority.
(2) The agents, who are responsible for transporting Pilots from San Vicente to 
Coronel, should be kept well informed of vessel’s ETA. 
(3) Notice of ETA: All requests related to docking and undocking must be requested 
through www.directemar.cl at least 3h in advance. 
(4) Pilot boards in approximate position 37°03′·02S 73°10′·64W, within a circular 
area with a radius of 1 cable (0·1 n miles) located 1·29 n miles S of Punta Puchoco.

NOTE:
Pilotage is provided by SAN VICENTE.

Port
CONTACT DETAILS:

Port Radio
Call: Coronel Radio (CBT24)
VHF Channel: Ch 16; 09 11 14 71
RT Frequency (kHz): 2182; 2738
Telephone: +56(0)41 2711124
Fax: +56(0)41 2711124

Hr Mr
Telephone: +56(0)41 2711124
 +56(0)97 9862922
Fax: +56(0)41 2711124
E-mail: cpcoronel@directemar.cl
 opercpcnl@directemar.cl
 mesonlitcpcnl@directemar.cl

continued on next page
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PAGE 458, UNITED KINGDOM, TEIGNMOUTH, Port, CONTACT 
DETAILS, Port (ABP) section.
Delete and replace by:

Port (ABP) Discharging Operational
Telephone: +44(0)1626 774044
Fax: +44(0)1626 776240
E-mail: teignmouth@abports.co.uk
Website: www.abports.co.uk

Teignmouth Harbour Commission Harbour Master correspondence, (RSDRA2025000563525), 
51/25

––––––––––––––––––––––––––––––

VOLUME 6, NP286(2), Sixth Edition, 2025
Published Wk 23/25

––––––––––––––––––
(Last Updates: Weekly Edition No. 50 dated 11 December 2025)

PAGE 58, DENMARK, THYBORØN, Limfjorden, Port, PROCEDURE 
section.
Delete and replace by:

PROCEDURE:
(1) Cargo and passenger vessels must send the following documents to the Hr Mr by 
e-mail at least 72h or if not possible at least 24h before arrival:

(a) nt/gt 
(b) dwt
(c) LOA
(d) Width
(e) Draught
(f) Number of crew
(g) Owner
(h) Flag
(i) Agent
(j) VAT number 
(k) Contact information
(l) Purpose of call
(m) Last port
(n) Next port
(o) Load and quantity
(p) Copy of cargo documents
(q) Waste declaration

(2) All vessels must notify the Hr Mr in good time in advance by telephone, VHF, or 
e-mail, stating the following:

(a) Vessel’s name 
(b) Call sign
(c) Nationality
(d) Draught
(e) Last port
(f) Purpose of the call

(3) Foreign vessels and vessels that are ISPS certi ed must report via SafeSeaNet 
before arrival at port. 
(4) Vessels that are to depart or delay must obtain permission from the Hr Mr no later 
than 15 mins in advance. 
(5) If departure is delayed by more than 10 mins, a corrected noti cation must be given 
to the Hr Mr immediately.

The Danish Harbour Pilot Update Nov 2025, (RSDRA2025000545642), 51/25

––––––––––––––––––––––––––––––

VOLUME 6, NP286(6), Sixth Edition, 2025
Published Wk 01/25

––––––––––––––––––
(Last Updates: Weekly Edition No. 50 dated 11 December 2025)

PAGE 319, JAPAN, UBE, Honshu, Pilots, PROCEDURE section.
Delete and replace by:

PROCEDURE:
(1) Harbour pilotage is not compulsory but is recommended.
(2) Pilot boards in the following positions:

(a) Port: In the Quarantine Anchorage centred on position 33°53′·44N 131°13′·10E
(b) Seibu Sekiya Terminal: Approximately 0·3 n miles NE of the Sea Berth 

(33°50′·00N 131°12′·83E)

Japanese Coast Guard Publication 303/25 & Supp 2/25, (RSDRA2025000534019), 51/25

––––––––––––––––––––––––––––––

VOLUME 6, NP286(7), Sixth Edition, 2025
Published Wk 06/25

––––––––––––––––––
(Last Updates: Weekly Edition No. 50 dated 11 December 2025)

PAGES 101 & 102, CHILE, CORONEL.
Delete entry and replace by:

CORONEL 37°02′S 73°09′W
UNCTAD LOCODE: CL CNL

Pilots
CONTACT DETAILS:

VHF Channel: Ch 09

HOURS: H24

PROCEDURE:
(1) Pilotage is compulsory for Chilean and foreign vessels calling at or navigating to 
the piers and terminals within the jurisdiction of the Coronel Port Authority.
(2) The agents, who are responsible for transporting Pilots from San Vicente to 
Coronel, should be kept well informed of vessel’s ETA. 
(3) Notice of ETA: All requests related to docking and undocking must be requested 
through www.directemar.cl at least 3h in advance. 
(4) Pilot boards in approximate position 37°03′·02S 73°10′·64W, within a circular 
area with a radius of 1 cable (0·1 n miles) located 1·29 n miles S of Punta Puchoco.

NOTE:
Pilotage is provided by SAN VICENTE.

Port
CONTACT DETAILS:

Port Radio
Call: Coronel Radio (CBT24)
VHF Channel: Ch 16; 09 11 14 71
RT Frequency (kHz): 2182; 2738
Telephone: +56(0)41 2711124
Fax: +56(0)41 2711124

Hr Mr
Telephone: +56(0)41 2711124
 +56(0)97 9862922
Fax: +56(0)41 2711124
E-mail: cpcoronel@directemar.cl
 opercpcnl@directemar.cl
 mesonlitcpcnl@directemar.cl

continued on next page
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Port Authority
Telephone: +56(0)41 2727200
Fax: +56(0)41 2727201
E-mail: gerencia@puertocoronel.cl
Website: www.puertocoronel.cl

Bio Bio Region Port
Telephone: +56(0)41 2182201
Fax: +56(0)41 2711638
E-mail: info@froward.cl
Website: www.froward.cl

Agents
VHF Channel: Ch 16

HOURS: H24

PROCEDURE:
(1) Vessels must request authorisation via VHF Ch 16 prior to all movements and 
departures. 
(2) Vessels anchored in the bay or temporarily moored to a dock or naval structure must 
report their vessel’s status (operational, inoperative, non-commercial or unseaworthy) 
to the Hr Mr. 
(3) Vessels anchoring in a turning basin must request authorisation via VHF Ch 16 and 
indicate their  nal position and turning radius.
(4) Vessels must request authorisation via VHF Ch 16 prior to starting machinery or 
navigation equipment testing. 

Tugs
PROCEDURE:
(1) Tugs are compulsory for berthing at the muelle mecanizado Puchoco. 
(2) Tugs must be requested from TALCAHUANO. 

Chilean Bulletin 11/25 & Chilean Resolution 12.250/40 Apr 2023, (RSDRA2025000544476 & 
RSDRA2025000563670), 51/25

PAGE 111, CHILE, below MELINKA entry.
Insert new entry:

PASO MACKINLAY 54°56′S 67°29′W

Reporting System
CONTACT DETAILS:

VHF Channel: Ch 16 70

PROCEDURE:
(1) Vessels must inform the Maritime Traffi  c Control Station in Puerto Williams of 
their ETA through Paso Mackinlay as soon as possible before entering, in order to be 
informed of any en route traffi  c.
(2) Vessels must send a safety alert using DSC techniques on VHF Ch 70, 1h before 
commencing navigation in the Paso Mackinlay.
(3) On completion of the safety alert vessels must then broadcast the safety signal 
(SÉCURITÉ) in Spanish and English on VHF Ch 16. The following information must be 
transmitted:

(a) Vessel’s name
(b) Position
(c) Direction of crossing and passage through which the vessel will be navigating
(d) ETA of passing Punta Espora 

(4) This information must be repeated every 15 mins until the completion of the 
passage.

Chilean Bulletin 11/25, (RSDRA2025000544476), 51/25

PAGE 117, CHILE, PUERTO WILLIAMS, Pilots section.
Delete and replace by:

Pilots
PROCEDURE:
(1) Pilotage is compulsory for berthing.
(2) Pilotage is exempt for vessels with a PEC. 
(3) Pilot boards in an area bound by the following positions:

(a) 54°54′·49S 67°34′·93W
(b) 54°54′·63S 67°34′·46W
(c) 54°54′·91S 67°34′·72W
(d) 54°54′·75S 67°35′·18W

(Former update 25/25)

Chilean Bulletin 11/25, (RSDRA2025000544476), 51/25

PAGE 121, CHILE, SAN VICENTE, below Port section.
Insert new section:

Tugs
PROCEDURE:
Tugs are compulsory for all berthing, departure, mooring and buoy launching 
manoeuvres at the terminals. 

Chilean Bulletin 11/25, (RSDRA2025000544476), 51/25

PAGE 122, CHILE, below TALTAL entry.
Insert new entry:

TERMINAL MARITIMO OXIQUIM S.A. 36°56′S 73°10′W

Pilots
For details see CORONEL. 

PROCEDURE:
(1) Pilotage is compulsory.
(2) Pilotage is exempt for Chilean Masters in command of national vessels. 
(3) Pilot ordering: Request for Pilot should be made at least 3h in advance. 
(4) The vessel’s agent must notify the Maritime Authority and online via www.
directemar.cl or www.vumar.cl if a Pilot request is modi ed, cancelled or if the vessel’s 
manoeuvre schedule changes.

Port
CONTACT DETAILS:

Terminal
Telephone: +56 (0)41 2866500
 +56 (0)41 2866589

Port Authority
E-mail: opercpcnl@directemar.cl
 mesonlitcpcnl@directemar.cl

Maritime Authority
Telephone: +56 (0)41 2711124
E-mail: cpcoronel@dgtm.cl

PROCEDURE:
Prior to starting unloading operations, vessels must send the following information via 
e-mail to the Port Authority:
(1) Checklist prior to connection and unloading between the vessel and the terminal.
(2) List of all personnel belonging to the terminal who will be working on board the 
vessel during its stay.
(3) Start and end times of unloading, including quantity and type of product transferred.
(4) Any abnormal stoppages in the unloading process, including reasons for them.

continued on next page
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Tugs
PROCEDURE:
Tugs are compulsory. 

Chilean Bulletin 11/25 & Chilean Resolution 12600/32 May 2025, (RSDRA2025000544476 & 
RSDRA2025000563486), 51/25

PAGE 274, URUGUAY, GENERAL NOTES, below MARITIME 
MOVEMENT CONTROL AND INFORMATION SYSTEM.
Insert new section:

ARRIVAL INFORMATION:
Vessels must report arrival to Uruguay MRCC before entering territorial waters. 

CONTACT DETAILS:
Call: CXU20
VHF Channel: Ch 16
RT Frequency (kHz): 2182
Telephone: +598 (0)2 9152220
E-mail: mrccuruguay@armada.mil.uy

Montevideo Hr Mr correspondence, (RSDRA2025000534057), 51/25

PAGE 276, URUGUAY, COLONIA, Zonal Control and Information 
Centre, CONTACT DETAILS section.
Delete and replace by:

CONTACT DETAILS:

Colonia Control
Call: Control Colonia Prefectura Radio (CWC23)
VHF Channel: Ch 16; 11 15
Telephone: +598 (0)4 5222020
 +598(0)4 5222688
 +598(0)9 9678409 (Mobile)

Montevideo Hr Mr correspondence, (RSDRA2025000534057), 51/25

PAGE 278, URUGUAY, LA PALOMA, Port section.
Delete and replace by:

Port
CONTACT DETAILS:

VHF Channel: Ch 09
Telephone: +598(0)2 19013091
E-mail: puertolapaloma@anp.com.uy

Montevideo Hr Mr correspondence, (RSDRA2025000534057), 51/25

PAGE 279, URUGUAY, MONTEVIDEO, Zonal Control and Information 
Centre, CONTACT DETAILS section.
Delete and replace by:

CONTACT DETAILS:
Call: Control Montevideo Prefectura Radio (CWC39)
VHF Channel: Ch 16; 10 11 13
Telephone: +598(0)2 9152210
 +598(0)2 9160022
 +598(0)2 9160842
 +598(0)9 9678027 (Mobile)

Montevideo Hr Mr correspondence, (RSDRA2025000534057), 51/25

PAGE 280, URUGUAY, NUEVA PALMIRA, Port section.
Delete and replace by:

Port
CONTACT DETAILS:

Hr Mr
VHF Channel: Ch 09
Telephone: +598(0)4 5446102
E-mail: detchenique@anp.com.uy
 nueva_palmira@anp.com.uy
Website: www.anp.com.uy

Navios Terminal
E-mail: info@navioslogistics.com
Website: www.navioslogistics.com/corporate/company_pro le/port_terminals/
dry_port/

TGU Terminal
Telephone: +598(0)4 5448120
E-mail: tgunp@tgu.com.uy
Website: www.tgu.com.uy

HOURS: Hr Mr telephone: 0900-1800

Montevideo Hr Mr correspondence, (RSDRA2025000534057), 51/25

––––––––––––––––––––––––––––––

continued on next column
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7.1

UPDATES TO ADMIRALTY TIDE TABLES

UKRAINE NAVIGATIONAL INFORMATION

Owing to insufficient information, it is not always possible to ensure that ADMIRALTYNautical
Publications are completely up--to--date for new dangers or changes to aids to navigation.

Mariners are therefore advised to exercise particular cautionwhennavigating inUkrainianwaters.

NP207 South West Atlantic Ocean and South
America Volume 7, 2026 Edition

Part III
Harmonic Constants

156

Delete:

Replace by:

UKHO

2190 SAO FRANCISCO DO SUL 0.89 101 0.39 076 0.25 133 0.07 100 0.12 050 0.279. . . . . . . . . . . . .

2190 SAO FRANCISCO DO SUL 0.89 078 0.41 081 0.28 137 0.07 077 0.12 056 0.243 236 0.026. . . . . . . . . . . . .

[51/25]
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Wk 51/25 

ADMIRALTY DIGITAL SERVICES 
 
1. ENC / ECDIS and AVCS 

a) ENCs temporarily withdrawn from AVCS 
 

A list of ENCs that have been temporarily withdrawn from AVCS for safety reasons can be found in the README file and on the 

AVCS Updates page, accessed from admiralty.co.uk/avcs. 

 

b) ENC Readme.txt file 
 

The README.TXT file located within the ENC_ROOT folder of AVCS Exchange sets contains important safety related information 

relating to the use of ENCs in ECDIS. The file is also available on the AVCS Support page, accessed from admiralty.co.uk/avcs. 

 

 

This file should be consulted each week to ensure that all related issues are taken into consideration. The file header indicates the last 

time that the README file was updated and the date that it was issued. 

 

c) Temporary information in ENCs 

 

Mariners should take temporary information into account when planning and executing a passage with ENCs and most ENC producers 

now include temporary information in their ENCs. It is usually compiled as normal ENC updates, sometimes with the start and end dates 

attributed or described as ‘Temporary’ in the pick report. 

 

The latest confirmed status of T&P NM information in the ENCs that are available in ADMIRALTY services is shown in the T&P 

NMs in ENCs section at: admiralty.co.uk/charts/digital-charts/admiralty-vector-chart-service/updates-support. The latest pdf file can be 

downloaded by clicking: Download the current status of T&P NMs in ENCs.   

Note that T&P NMs are compiled for paper charts and may not align with any temporary information that is compiled into ENCs. 

 

ADMIRALTY Information Overlay (AIO) includes ADMIRALTY T&P NMs for paper charts where the ENC Producer has not 

confirmed that they include temporary information in their ENCs. 

 

 

 

2. ADMIRALTY Products Supporting Digital Navigation 

 

i. ADMIRALTY ENC and ECDIS Maintenance Record (NP133C). This publication is designed to hold paper records on ENC 

and ECDIS maintenance to assist information management and support inspections. Please note that V3.0 is the current 

edition. 

 

ii. ADMIRALTY Guide to ENC Symbols Used in ECDIS (NP5012). A companion to the ADMIRALTY Guide to Symbols and 

Abbreviations Used on Paper Charts, NP5011. The 2nd edition of NP5012 includes the changes highlighted in the new S-52 

standards and the new presentation library 4.0. 

 

iii. ADMIRALTY Guide to the Practical Use of ENCs (NP231). Supports ECDIS training on the interpretation and use of ENC 

data.  

 

iv. ADMIRALTY Guide to ECDIS Implementation, Policy and Procedures (NP232). Provides clear guidance for any individual 

or organisation responsible for the introduction of ECDIS, in particular those involved in the development of detailed ECDIS 

operating procedures. 

 

 

 

 

 

 

 

 

 

 

 

 

http://www.admiralty.co.uk/avcs
http://www.admiralty.co.uk/avcs
https://www.admiralty.co.uk/charts/digital-charts/admiralty-vector-chart-service/updates-support
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3. ADMIRALTY Digital Publications (ADP) 

 
ADMIRALTY Sailing Directions: Removal of AIS and Racons 

In 2018, the UKHO began the process of removing AIS and Racon information from ADMIRALTY Sailing Directions, as this is held in 

greater detail within ADMIRALTY Radio Signals publications. During this transition, AIS and Racon information will be removed 

from new editions of each Sailing Direction volume, and AIS and Racon information present in existing Sailing Direction volumes will 

no longer be updated. For accurate, up-to-date information on AIS and Racons, refer to ADMIRALTY Radio Signals publications. 

 

ADP V24 is available on the ADP Weekly Update DVD from 18th January 2024 

V23 and V24 are supported by the UKHO and are the only versions that allow users to receive updates as they are made available. Users 

of older versions of ADP should upgrade to a supported version at their earliest convenience. 

 

ADMIRALTY TotalTide (ATT): German Tidal Stations predicted on LAT 

The TotalTide application computes predictions for all German tidal stations based on Lowest Astronomical Tide (LAT). 

Mariners using charts which refer to Mean Low Water Springs (MLWS) in German waters, must deduct 0.5m from all predicted tidal 

heights for these ports before applying them to the depths on those charts to determine the correct predicted depth of water. This advice 

will also be contained in the ‘Notes’ tab on the Prediction Windows in TotalTide for each German tidal station. 

 

For information: Please note the UKHO will not be supporting V18 from 1st July 2023, and will not be supporting V19 from 1st 

December 2024. 

 

The ADP software and the Data updates can still be downloaded from weekly ADP Update and Software DVDs. 

 

To get access to the ADP Update and Software DVD, please contact your ADMIRALTY Distributor. 

 

For information: Ensure that Activation Key Requests and Update Data Requests for ADP are sent to ADPMailGateway@ukho.gov.uk 

 

 

4. ADMIRALTY e-Nautical Publications (AENP) 

 
The ADMIRALTY e-Reader 1.3 currently enables users to view digital versions of our Sailing Directions, which are traditionally 

available in paper format. 

 

A new version, e-Reader 1.4, was released to the Channel on 01 October 2020. This version retains the same core functionality as 

version 1.3 but offers improved performance and a more user-friendly interface. To align with Microsoft’s end-of-support policy for 

Windows 7, e-Reader 1.4 is compatible only with Windows 8.1, 10, and 11. In contrast, version 1.3 remains compatible with Windows 7 

and 8.1. 

 

If a user has already activated the maximum of three e-Reader installations under their Fleet Manager license, they may need to 

deactivate one existing installation before activating e-Reader 1.4. 

 

Both e-Reader versions 1.3 and 1.4 continue to be supported by the UK Hydrographic Office (UKHO). 

 

The e-Reader 1.4 software and its data updates are available via the weekly ADP Update and Software DVDs. 

 

To obtain the AENP Update and Software DVD, please contact your ADMIRALTY Distributor. 

 

 

5. ADMIRALTY DP 330 - NavPac v4.3 and Compact Data 26-30 

 
NavPac software enables navigators and astronomers to compute their position at sea. It contains features such as calculating great 

circle, rhumb line tracks and a night mode setting which reduces the amount of light from the screen, allowing the software to be used 

without compromising night vision. 

 

It provides methods for calculating rise and set times and determining the altitude and azimuths of navigational objects over several 

years to a consistent precision, with the aid of a personal computer or laptop. 

 

NavPac is supplied on a DVD and is used by the Royal Navy, other navies and by many navigators who require an independent means 

of navigation. 
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6. Status of ADMIRALTY Digital Services 
 

Update status table 

 Product Last issue date/Week Reissue Date/Week 

i. ADMIRALTY Vector Chart Service (AVCS) Base .zip download 03 July 2025 – 27 - 

ii. ADMIRALTY Information Overlay (AIO) Base CD 11 January 2024 – 02 - 

iii. ADMIRALTY Raster Chart Service (ARCS) Regional disc 1 14 August 2025 - 33 15 January 2026 - 03 

ADMIRALTY Raster Chart Service (ARCS) Regional disc 2 20 November 2025 - 47 - 

ADMIRALTY Raster Chart Service (ARCS) Regional disc 3 23 October 2025 – 43 - 

ADMIRALTY Raster Chart Service (ARCS) Regional disc 4 03 July 2025 - 27 29 January 2026 - 05 

ADMIRALTY Raster Chart Service (ARCS) Regional disc 5 01 May 2025 - 18 12 February 2026 - 07 

ADMIRALTY Raster Chart Service (ARCS) Regional disc 6 28 August 2025 – 35 19 March 2026 – 12 

ADMIRALTY Raster Chart Service (ARCS) Regional disc 7 11 September 2025 - 37 - 

ADMIRALTY Raster Chart Service (ARCS) Regional disc 8 19 June 2025 - 25 5 March 2026 – 10 

ADMIRALTY Raster Chart Service (ARCS) Regional disc 9 4 December 2025 – 49 - 

ADMIRALTY Raster Chart Service (ARCS) Regional disc 10 15 May 2025 - 20 16 April 2026 - 16 

ADMIRALTY Raster Chart Service (ARCS) Regional disc 11 9 October 2025 – 41 - 

 

ADMIRALTY Vector Chart Service (AVCS) DVDs and ADMIRALTY Information Overlay (AIO) CDs are issued 

weekly and contain all base and update data available at the time of issue. 

 

7. Supported ADMIRALTY Software Versions 

 

Product Supported Versions 

ADP V23, V24 

ADMIRALTY e-Reader 1.3, 1.4 

NavPac and Compact Data 4.3 

 
If you are using an unsupported version, contact your ADMIRALTY Distributor to upgrade to the latest version as soon as possible. 



HYDROGRAPHIC NOTE FOR PORT 
INFORMATION

(To accompany Form H.102) 

H.102A
(V7.0 Jan 2013)

Reporting Port Information affecting ADMIRALTY Products 

NAME OF PORT

APPROXIMATE POSITION Latitude Longitude 

GENERAL REMARKS

Principal activities and trade. 
Latest population figures and date. 

Number of ships or tonnage handled per 
year. 

Maximum size of vessel handled. 

Copy of Port Handbook (if available).

ANCHORAGES

Designation, depths, holding ground, 
shelter afforded.

PILOTAGE

Authority for requests. 

Embark position. 

Regulations.  

DIRECTIONS

Entry and berthing information. 

Tidal streams. 

Navigational aids.  

TUGS

Number available. 

WHARVES

Names, numbers or positions & lengths. 

Depths alongside. 

CARGO HANDLING 

Containers, lighters, Ro-Ro etc. 

REPAIRS

Hull, machinery and underwater. 

Shipyards. 

Docking or slipping facilities.
(Give size of vessels handled or 
dimensions) 

Divers.



HYDROGRAPHIC NOTE FOR PORT 
INFORMATION

(To accompany Form H.102) 

H.102A
(V7.0 Jan 2013)

RESCUE AND DISTRESS

Salvage, Lifeboat, Coastguard, etc.

SUPPLIES

Fuel.
(with type, quantities and methods of 
delivery) 

Fresh water. 
(with method of delivery and rate of 
supply) 

Provisions.

SERVICES

Medical. 

Ship Sanitation. 

Garbage and slops. 

Ship chandlery, tank cleaning, compass 
adjustment, hull painting.  

COMMUNICATIONS

Nearest airport or airfield. 

Port radio and information service. (with 
frequencies and hours of operating)  

PORT AUTHORITY

Designation, address, telephone, e-mail 
address and website.  

VIEWS

Photographs (where permitted) of the 
approaches, leading marks, the entrance 
to the harbour etc.  

ADDITIONAL DETAILS

NOTES: 

1. Form H.I02A lists the information required for ADMIRALTY Sailing Directions and has been designed to help the
sender and the recipient.  The sections should be used as an aide-memoir, being used or followed closely,
whenever appropriate.  Where there is insufficient space on the form an additional sheet should be used.

2. Reports which cannot be confirmed or are lacking in certain details should not be withheld.  Shortcomings
should be stressed and any firm expectation of being able to check the information on a succeeding voyage should
be mentioned.
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HYDROGRAPHIC NOTE H.102 INSTRUCTIONS (V9.0 Dec 2017)
1. Mariners are requested to notify the United Kingdom Hydrographic Office (UKHO) when new or suspected dangers to 

navigation are discovered, changes observed in aids to navigation, or corrections to publications are seen to be necessary.
Mariners can also report any ENC display issues experienced. The Mariner's Handbook (NP100) Chapter 4 gives general 
instructions. The provisions of international and national laws should be complied with when forwarding such reports.

2. Accurate position or knowledge of positional error is of great importance. Where latitude and longitude have been used to 
specifically position the details of a report, a full description of the method used to obtain the position should be given. Where 
possible the position should be fixed by GPS or Astronomical Observations. A full description of the method, equipment, 
time, estimated error and datum (where applicable) used should be given. Where the position has been recorded from a 
smart phone or tablet, this is to be specifically mentioned.  When position is defined by sextant angles or bearings (true or 
magnetic to be specified), more than two should be used to provide a redundancy check. Where position is derived from 
Electronic Position Fixing (e.g. LORAN C) or distances observed by radar, the raw readings of the system in use should be 
quoted wherever possible. Where position is derived after the event, from other observations and / or Dead Reckoning, the 
methodology of deriving the position should be included.

3. Paper Charts: A cutting from the largest scale chart is often the best medium for forwarding details, the alterations and 
additions being shown thereon in red. When requested, a new copy will be sent in replacement of a chart that has been 
used to forward information, or when extensive observations have involved defacement of the observer's chart. If it is 
preferred to show the amendments on a tracing of the largest scale chart (rather than on the chart itself) these should be in 
red as above, but adequate details from the chart must be traced in black ink to enable the amendments to be fitted correctly.

4. ENCs: A screen shot of the largest scale usage band ENC with the alterations and additions being shown thereon in red.  
If it is to report an issue with the display of an ENC, a screen shot of the affected ENC should be sent along with details of
the ECDIS make, model or age and version in use at the time.

5. When soundings are obtained The Mariner's Handbook (NP100) should where possible be consulted. It is important to 
ensure that full details of the method of collection are included with the report.  This should include but not limited to:

(a) Make, model and type of echo sounder used.
(b) Whether the echo sounder is set to register depths below the surface or below the keel; in the latter case the vessel's 

draught should be given.
(c) Time, date and time zone should be given in order that corrections for the height of the tide may be made where 

necessary, or a statement made as to what corrections for tide have already been made.
(d) Where larger amounts of bathymetric data have been gathered, only those areas where a significant difference to 

the current chart or ENC should be specifically mentioned on the H102. The full data set may also be sent in, with 
an additional note added to this effect.  If no significant differences are noted, the bathymetric data may still be of
use, and sent in accordingly.  Where full data sets are included, a note as to the data owner and their willingness for 
the data to be incorporated into charts and ENCs included.

6. F be taken that the correct range scale and 
appropriate gate width are in use. Older electro-mechanical echo sounders frequently record signals from echoes 
received back after one or more rotations of the stylus have been completed. Thus, with a set whose maximum range is 
500m, an echo recorded at 50m may be from depths of 50m, 550m or even 1050m.  Soundings recorded beyond the set's 
nominal range can usually be recognised by the following:

(a) the trace being weaker than normal for the depth recorded;
(b) the trace passing through the transmission line;
(c) the feathery nature of the trace.

As a check that apparently shoal soundings are not due to echoes received beyond the set's nominal range, 
soundings should be continued until reasonable agreement with charted soundings is reached. However, 
soundings received after one or more rotations of the stylus can still be useful and should be submitted if they 
show significant differences from charted depths.

7. Reports which cannot be confirmed or are lacking in certain details should not be withheld.  Shortcomings should 
be stressed and any firm expectation of being able to check the information on a succeeding voyage should be mentioned.

8. Reports of shoal soundings, uncharted dangers and aids to navigation out of order should, at the mariner's discretion, also 
be made by radio to the nearest coast radio station. The draught of modern tankers is such that any uncharted depth under 
30 metres or 15 fathoms may be of sufficient importance to justify a radio message.

9. Changes to Port Information should be forwarded on Form H.102A and any GPS/Chart Datum observations should be 
forwarded on Form H.102B together with Form H.102. Where there is insufficient space on the forms additional sheets 
should be used.

10. Reports on ocean currents, magnetic variations and other marine observations should be made in accordance with
The Mariner's Handbook (NP100) Chapter 4 with forms also available at admiralty.co.uk/MSI.

Note. - An acknowledgement or receipt will be sent and the information then used to the best advantage which may mean 
immediate action or inclusion in a revision in due course; for these purposes, the UKHO may make reproductions of any 
material supplied.  When a Notice to Mariners is issued, the sender's ship or name is quoted as authority unless (as 
sometimes happens) the information is also received from other authorities or the sender states that they do not want to 
be named by using the appropriate tick box on the form. An explanation of the use made of contributions from all parts of 
the world would be too great a task and a further communication should only be expected when the information is of 
outstanding value or has unusual features.

www.admiralty.co.uk/msi


Hydrographic Note H.102
Reporting information affecting ADMIRALTY Maritime Products & Services

For emergency information affecting safety of life at sea forward to: navwarnings@ukho.gov.uk
Or alternatively contact T: +44 (0)1823 353448 (direct line) +44 (0)7989 398345 (mobile) F: +44 (0)1823 322352
For new information affecting all ADMIRALTY Charts and Publications forward to: sdr@ukho.gov.uk
This form H.102 and instructions are available online: admiralty.co.uk/msi

Date Ref. number
Name of ship or sender IMO number

Address and general locality

E-mail / Tel / Fax of sender

Subject

Position
(see Instruction 2)

Latitude Longitude

GPS Datum Accuracy

ADMIRALTY Charts affected Edition

Latest Weekly Edition of 
Notices to Mariners (NMs) held
Replacement copy of chart number
(see Instruction 3)

IS / IS NOT required

ENCs affected

Latest update disk applied Week:

Make, model and or age of ECDIS if 
applicable
Publications affected 
(e-NP / DP number, edition number)
Date of latest supplement/update, 
page & Light List number etc.
Details of anomaly / observation:

Name of observer / reporter

H.102A submitted Yes  No H.102B submitted Yes  No

Tick box if not willing to be named as source of this information
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